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00- Technical data 


1 Safety precautions 
(ARL004827; Edition 10.2016) 
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=> “1.1 Safety precautions when working on the high-voltage sys- 
tem”, page 2 


> “1.2 Safety precautions when working in the vicinity of high- 
voltage components”, page 3 


> “1.3 Safety precautions when working on vehicles with start/ 
stop system”, page 3 


> “1.4 Safety precautions when working on pyrotechnic compo- 
nents”, page 4 

> “1.5 Storing, transporting and disposing of airbag units, belt 
tensioner units and battery isolation units rotechnic compo- 
nents)”, page 5 


> “1.6 Additional safety regulations for side airbags”, page 6 


> “1.7 Additional safety regulations for curtain airbags” 
page 6 


> “1.8 Safety regulations for crash sensors (pressure sensors) for 
side airbag (front)”, page 7 


=> “1.9 Additional safety regulations for working on seat occupied 


sensor controlling deactivation of front passenger airbag - coun- 
try-specific version”, page 7 


> “1.10 Procedure for dealing with seat occupied sensor control- 
ling deactivation of front passenger airbag following an accident 


- country-specific version”, page 8 


> “1.11 Renewing pyrotechnic, electrical and mechanical com- 
ponents of the restraint system following an accident”, 


page 9 


> “1.12 Checking airbag mounting components following an ac- 
cident”, page 11 


> “1.13 Accident in which no airbag was triggered”, page 11 
> “1.14 Checking seat belts”, page 11 


> “1.15 Checking belt”, page 12 


> “1.16 Checking automatic belt retractor (locking action)”, 
page 12 


> “1.17 Visual inspection of belt buckle”, page 13 
> “1.18 Functional check of belt buckle”, page 13 
> “1.19 Checking guide fittings and latch plate”, page 13 


> “1.20 Checking securing components and anchorage points 
following an accident”, page 14 


> “1.21 Checking child seat restraint function of seat belt for ad- 
ditional child seats (not for driver's seat belt; country-specific 
version)”, page 14 


77122 Checking child seat anchors following an accident”, page 


> “1.23 Safety precautions for automatic anti-dazzle interior mir- 
ror”, page 15 


1.1 Safety precautions when working on the high-voltage system 
High voltage! Danger to ‘life! 


The voltage levels in the high-voltage system constitute a safety 
hazard. Danger of severe or fatal injuries from electric shock. 


— Persons with life-sustaining or other electronic medical devi- 
ces in or on their body must not perform any work on the high- 
voltage system. Such medical devices include internal anal- 
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gesic pumps, implanted defibrillators, pacemakers, insulin 
pumps and hearing aids. 


— The high-voltage system may only be de-energised by a suit- 
ably qualified person. 


Risk of injury - engine may start unexpectedly 


It is difficult to tell when an electric or hybrid vehicle's drive system 
is active. If it is active, there is a risk of parts of the body and/or 
clothing being trapped or drawn in. 


— Switch off ignition. 
— Deposit the ignition key outside of the vehicle. 


Risk of damage to high-voltage wiring 


Incorrect handling may result in damage to the insulation for high- 
voltage wires or high-voltage connectors. 


— Do not support yourself on high-voltage cables or connectors. 


— Never support tools or equipment on high-voltage wires and 
high-voltage connectors. 


— High-voltage cables must not be excessively bent or kinked. 


— Observe the coding of the high-voltage connectors when join- 
ing them up. 


1.2 Safety precautions when working in the vicinity of high-voltage components 


High voltage! Danger to life! 


Voltage levels in the high-voltage system constitute a safety haz- 
ard; if high-voltage components or cables are damaged there is 
a danger of severe or fatal injuries from electric shock. 


— Carry outa visual check of high-voltage components and high- 
voltage wiring. 


— Never use cutting/forming tools or other sharp-edged imple- 
ments. 


— Never perform work using welding, brazing, thermal bonding 
or hot air. 


1.3 Safety precautions when working on vehicles with start/stop system 
Risk of injury - engine may start unexpectedly 


On vehicles with activated start/stop system, the engine may start 
automatically on demand. A message in the instrument cluster 
indicates whether the start/stop system is activated. 


- To deactivate start/stop system: Switch off ignition. 
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1.4 Safety precautions when working on py- 


B Note 


Pyrotechnic components are: 


+ 
+ 
+ 
+ 


rotechnic components 


Airbag units 

Belt tensioners 

Belt force limiters (depending on equipment version) 

Battery isolation elements (depending on equipment version) 


General notes 


+ 


+ 
+ 


+ 


+ 


Testing, removing, installing and repair work may only be per- 
formed by qualified personnel. 


There are no specified intervals for renewing airbag units. 
Never perform tests with a test lamp, voltmeter or ohmmeter. 


Only check pyrotechnic components when they are installed 
in the vehicle and always use suitable vehicle diagnostic, test- 
ing and information systems which have been approved by the 
manufacturer. 


When working on the airbag system (pyrotechnic components, 
the airbag control unit - J234- , wiring), always disconnect the 
battery earth strap with the ignition SWITCHED ON. Subse- 
quently cover negative terminal. 


After disconnecting the battery, you must wait for 10 seconds. 


The battery must be connected with the ignition SWITCHED 
ON. Make sure there is no one in the vehicle. Exception: Ve- 
hicles in which the battery is in the passenger compartment. 


If the ignition is not switched on after the battery has been 
reconnected (indicator lamps in instrument cluster off), the ig- 
nition (key/button) must only be switched on when you are 
sitting in the driver seat with the seat in the rearmost position. 


Observe measures to be taken after connecting the battery > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


Before handling pyrotechnic components of the restraint sys- 
tem (e.g. unplugging the electrical connector) the mechanic 
must discharge any static electricity. This can be done by 
briefly touching earthed metal components such as the door 
striker plate. 


Always wash your hands after handling pyrotechnic compo- 
nents of the restraint system which have been triggered. 


Pyrotechnic components must not be opened or repaired; al- 
ways use new parts (risk of injury). 


Pyrotechnic components which have been dropped onto a 
hard surface or which show signs of damage must not be used. 


Pyrotechnic components should be installed immediately after 
removing them from their packaging. 


If the work is interrupted, the pyrotechnic component should 
again be placed in its packaging. 


The pyrotechnic component must never be left unattended. 
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@ When connecting pyrotechnic components of the restraint 
system, there should be no-one in the vehicle other than the 
person performing the work. 


@ Pyrotechnic components must never be treated with grease, 
cleaning agents or similar. 


@ Always renew airbag unit if fabric is contaminated by oil, 
grease, paint, solvent or similar. 


@ Pyrotechnic components must not be exposed to tempera- 
tures higher than 100 °C even for brief periods of time. 


Special notes for driver's and passenger's airbags 


+ Following removal, driver's and passenger's airbag units must 
be stored with the cushioned side facing upwards. 


Always keep to the following sequence when renewing airbag 
units: 


1- Remove old airbag unit and set it down with cushioned side 
facing upwards. 


2- Take new airbag unit out of packaging and set it down with 
cushioned side facing upwards. 


3- Immediately place old airbag unit in packaging. 
4- Install new airbag unit in vehicle. 
Special notes for belt tensioners 


@ When removing and installing belt tensioners, proceed very 
carefully. If belt tensioner units are not handled correctly, there 
is a high danger and injury risk. 


¢ Belt tensioner units which are mechanically damaged (dents, 
fractures) must always be renewed. 


+ Never point the open end of a belt tensioner at another person. 


@ When connecting the belt tensioner unit, all mechanical com- 
ponents (including those of the three-point seat belt) must be 
secured properly. Should there not be enough space to con- 
nect the belt tensioner unit, the belt must be retracted com- 
pletely before connecting the tensioner unit, Inithis. case, there 
is no increased safety risk if you observe'the:safety:precau- 
tions, i.e. most importantly the mechanie*must disconnect the 
battery and discharge static electricity before connecting the 
belt tensioner unit. 


@ Depending on the accident, the belt tensioner might have been 
triggered WITHOUT the belt force limiter being triggered. 
These components must be handled in the same way as non- 
ignited components. 


15 Storing, transporting and disposing of 
airbag units, belt tensioner units and 
battery isolation units (pyrotechnic com- 
ponents) 


@ Storage must be in accordance with the statutory regulations 
of the countries in question. 


@ Transportation must be in accordance with the national and 
international guidelines which regulate the details of the pack- 
aging, marking, labelling and accompanying documents. 


@ Non-ignited pyrotechnic components must be disposed of in 
their original packaging and in accordance with national reg- 
ulations. Please contact your importer if you require further 
information. 
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+ Only pyrotechnic components that have been triggered com- 
pletely may be disposed of with commercial refuse. 


A WARNING 


$ This does not apply to belt tensioners which are Wankel- 
powered. These must be treated in the same manner as 
non-ignited pyrotechnic components (for example air- 
bags, seat belts, pyrotechnic battery isolators). 


$ Reason: The workshopdees nathave the.means to.check, 
whether the Wankel-type belttensioners have ignited fully 
(in all ignition stages). 


1.6 Additional safety regulations for side air- 
bags 


+ We recommend using genuine seat covers (same as original 
equipment). 


+ Itis NOT permissible to use seat covers or protective covers 
which have not been approved for use on Audi seats with side 
airbags. 


+ The backrest foam fill must not be cut away in the area of the 
side airbag. 


@ When installing, make sure seam for side airbag is straight. 
+è All upholstery clips (metal and plastic clips) must be renewed. 


+ We recommend using only genuine upholstery clips (same as 
original equipment). 


@ When installing, all new upholstery clips must be fitted in the 
same positions as the original ones. 


+ For safety reasons, the cover should always be renewed if it 
is damaged (tears, burn marks, etc.) in the area of the side 
airbag, as otherwise the side airbag will not inflate properly. 


@ Never repair backrest cover in area of side airbag (due to spe- 
cial thread and precisely defined seam). 


@ Always renew backrest padding after side airbags have been 
triggered. 


+ All damaged components must be renewed after an accident. 
The original airbag unit can still be used if no signs of damage 
are found. 


+ If side airbag units are renewed, remove sticker with airbag 
number from new side airbag unit and stick it over old sticker 
on seat pan. 


@ Never pierce the seat cover fabric with upholstery needles or 
other sharp objects in the vicinity of the airbag, seat occupied 
sensor (front passenger side) - G128- and the seat occupied 


sensor mat. 
1.7 Additional safety regulations for curtain 
airbags 


¢@ Before carrying out any installation work always visually in- 
spect trim for damage. 


@ Trim repairs (A-pillar trim (top), B-pillar trim, C-pillar trim and 
D-pillar trim) are not permitted. 


@ When installing, make sure that trim panels are fitted securely. 
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@ When carrying out repairs behind the curtain airbag, always 
remove the complete unit. 


@ When removing and installing curtain airbag units, proceed 
very carefully to prevent possible damage. 


+ After removal, store old curtain airbag units in their transport 
containers or on a clean, level surface (on a blanket). 


+ After performing body repairs in area of curtain airbag, check 
body for welding spatter, deformation and abrasion by com- 
paring with opposite side. 


+è Itis important that you hold the gas generator at all times when 
handling it (during transportation, removing and installing etc.) 
until it has been bolted on. 


@ Never twist, turn, knot, throw, pull, hang, pinch, press or clamp 
curtain airbag units. 


+ It might be possible to fold it, as long as you are careful not to 
damage it (and in particular its protective cover). 


1.8 Safety regulations for crash sensors 
(pressure sensors) for side airbag (front) 


The crash sensors for side airbags are very sensitive to pressure 
changes and must therefore be handled with great care. Please 
note the following: 


+ Always observe correct installation position: ONLY install in 
correct fitting location in door. 


@ Protect crash sensor from jolts and knocks. Crash sensors 
which have been dropped must NOT be used. Remove crash 
sensorto: perform body repairs at door: 


+” The crash sensor is adapted to the air Volume inside the door: 
If the door is deformed, causing the air volume in the door to 
be reduced, the function of the crash sensor will be impaired. 


@ Make sure the crash sensor is not badly soiled: Do not use 
compressed air near the crash sensor. Protect the crash sen- 
sor against filings or drilling swarf (e.g. on service installation 
of door loudspeakers). Do not use cavity sealant or oil sprays 
near crash sensor. 


@ Protect against heat and cold: Protect crash sensor against 
heat, e.g. when painting or carrying out other body work. Crash 
sensors should never be exposed to temperatures of less than 
—40 °C (e.g. in non-air-conditioned aircraft cargo holds). 


@ The crash sensor must be protected against moisture, both 
during storage and when installing. 


Make sure that the door is properly sealed when it is installed; 
otherwise the crash sensor may not function correctly. Please 
note the following: 


@ Make sure that all components (e.g. cover panel, loudspeaker, 
door trim) are fitted correctly. 


@ The retaining clips for the door trim provide a seal for the sys- 

tem. Renew retaining clips if necessary. 

1.9 Additional safety regulations for working 
on seat occupied sensor controlling de- 
activation of front passenger airbag - 
country-specific version 


@ Following any repair work on the front passenger seat during 
which the seat and/or backrest cover are/is disengaged, the 
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basic setting for the seat occupied recognition control unit 
must always be performed = Vehicle diagnostic tester. 


The mat for the seat occupied sensor must not be bent or 
kinked. 


The mat must be renewed if it is damaged (service kit). 


+ The pressure hose for the seat occupied sensor must not be 
bent or kinked. 


+ Make sure that the components of the seat occupied recogni- 
tion system (service kit) do not fall onto hard surfaces, do not 
come into contact with grease and cannot be damaged by 
sharp objects. 


@ Make sure that the mat, the fleece and all covers are not 
creased when they are installed. 


@ Make sure that the seat padding and seat cover are in the 
correct installation position. 


@ Renew all staples/clips and make sure they are correctly posi- 
tioned on the seat. Make sure the upholstery clips do not 
damage the seat occupied sensor (bonded on or stitched in); 
they should not be clipped into the sensor. 


# The system's basic setting is only possible at temperatures 
between 0°C and + 40°C if airbag units 8.R and 9.* are instal- 
led, and only between 5°C and 35°C if airbag unit 10.* is 
installed. 


@ Make sure there are no objects lying on the seat before or 
while you are performing the basic setting. 


+ The use of loose seat covers - such as cushions or similar - 
impairs the function of the seat occupied recognition system 
and thus the function:of the-airbag-system: 


+ The seat and all components of the seat occupied recognition 
system must be dry during installation. Moisture has a nega- 
tive effect on the operation of the seat occupied recognition 
system. If necessary, allow the seat, seat padding, seat oc- 
cupied sensor and seat cover to dry. 


+ Do NOT unplug the electrical connector between the seat oc- 
cupied recognition control unit and the seat occupied sensor 


=> page 197. 
+ Do not pull at the electrical wire of the seat occupied sensor. 


@ Standard seat/sports seat/super sports seat: The seat occu- 
pied sensor is bonded onto the seat padding/seat heating 
element on the replacement part (service kit). If necessary, 
make sure that the sensor is bonded on without any creases. 


@ Multi-contour seat: The seat occupied sensor with seat heat- 
ing element is stitched into the seat cover on the replacement 
part (service kit). Only replace the seat cover. Take care not 
to kink the seat cover. 

1.10 Procedure for dealing with seat occu- 
pied sensor controlling deactivation of 
front passenger airbag following an ac- 
cident - country-specific version 

+ The basic setting for the seat occupied recognition control unit 
must be performed whenever the airbag and/or front passeng- 


er's belt tensioner has/have been triggered > Vehicle diag- 
nostic tester. 


+ Ifthe seat rail and/or seat pan has/have to be renewed after a 
crash due to deformation, the seat occupied sensor must be 
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renewed using the “seat occupied recognition service kit”. The 
“basic setting” for the seat occupied recognition control unit 
must then be performed > Vehicle diagnostic tester. 


1.11 Renewing pyrotechnic, electrical and 
mechanical components of the restraint 
system following an accident 

Special tools and workshop equipment required 


@ Vehicle diagnostic tester 


[a] Note 


@ The airbag control unit can be used with aihag generalon 8.* 
»not 8.R« for up to two side airbag and/or belt tensioner trig- 
gering operations. 


@ The airbag control unit can be used with airbag generations 
9.*, 10.* and 8.R for side airbags, driver's airbag, front pas- 
senger's airbag and/or belt tensioners which together have 
triggered not more than twice. 


@ After the third activation the fault display will show “Control unit 
defective”. 
Airbag control unit must be renewed: 


+ If driver's/front passenger's airbag has been triggered (except 
with airbag generations 9.*, 10.* and 8.R) > page 9 


+ After side airbags, driver's airbag, front pásseéñgér's airbag or 
belt tensioners have triggered three,times 


+ If housing is damaged 


+ Inthe event of a tunnel deformation within 200 mm radius of 
control unit 


Always renew the following: 

+ All triggered airbag units 

@ Battery isolation igniter - N253- 

If front passenger's airbag has been triggered, also renew: 
@ Dash panel 


+ Supports for front passenger's airbag unit which have become 
deformed (must not be bent back into shape) 


+ All front airbag sensors at front end 


@ Remaining lateral acceleration sensors (if anchorage points 
around sensor have become deformed) 


If driver's airbag has been triggered, also renew: 
@ Return ring with slip ring 
+è All front airbag sensors at front end 


@ Remaining lateral acceleration sensors (if anchorage points 
around sensor have become deformed) 


If side airbag(s) has/have been triggered, also renew: 


@ Pressure sensors on the side on which the airbag was trig- 
gered 


¢ Lateral acceleration sensors on the side on which airbag was 
triggered 
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Cover 
Padding 
Folding rear seat backrest: side padding (if fitted) 


© > è è 


Remaining lateral acceleration sensors (if anchorage points 
around sensor have become deformed) 


Additionally: 


+ All automatic belt retractors with belt tensioners which have 
been triggered 


+ All automatic belt retractors with belt force limiters (depending 
on equipment version) which have been triggered 


+ Belt buckles for all automatic belt retractors with belt tension- 
ers which have been triggered while belt was fastened 


¢ Belt height adjusters eer and electrical) for all automatic 
belt retractors with belt tensioners which have been triggered 
while belt was fastened 


— Ifyou suspect that belt tensioner(s) and/or belt force limiter(s) 
has/have been triggered, connect a vehicle diagnostic tester . 


— In“15 - Airbag” of the »Guided Fault Finding« function, check 
whether there is an entry recording a crash in the airbag con- 
trol unit. 


— Check whether at the same time the fault “Resistance too high” 
is entered for belt tensioner(s) and/or belt force limiter(s). Belt 
tensioner(s) and/or belt force limiter(s) which have been trig- 
gered must fulfil both conditions. Condition: The airbag control 
unit has not yet been renewed. 


o Note 


The fault “Resistance too high” can also be entered if there is 
an open circuit. In this case, there should usually be no crash 


entry. 

@ Depending on the accident, the belt tensioner might have been 
triggered WITHOUT the belt force limiter being triggered. In 
this case, observe the acm regulations for p. yrotechnic 
components > page 5 


@ Also observe the notes on checking seat belts > page 7 1 sith 


+è Triggered belt force limiters can be identified by the following 
characteristics: 


@ The pin -1- and the lug -3- have come out of the housing of the 
belt force limiter on the automatic belt retractor. 


@ The tab -2- is no longer in a vertical position, but is facing out- fa z 
wards at an angle. ; 


— If components of the belt system are removed following an 
accident, renew the bolts for the belt system. 


— In addition, the following must also be renewed if necessary 
(visual check): all damaged components 


— After renewing airbag units or the control unit, affix stickers 
(only tear-off strips) to the registration card and return the reg- 
istration card to the appropriate Sales Centre or to the importer 
for registration. 
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1.12 Checking airbag mounting components 
following an accident 


Itis essential to always renew all damaged mounting components 
- it is not permissible to »reshape« or rework damaged compo- 
nents. 


The following components must be checked after an airbag has 
been triggered. 


If front passenger's airbag has been triggered: 


+ Dash panel cross member; it must be possible to install front 
passenger's airbag unit and supports so that they are free of 
stress. Otherwise cross member must also be renewed. 


@ Check glove box for damage. Renew glove box if it is dam- 
aged. 


If driver's airbag has been triggered: 


@ Steering wheel: Remove steering wheel and place it on a level 
surface (resting on rim). The full area of the rim must lie flat. If 
it does not, the steering wheel has to be renewed. 


@ Check steering wheel for smoke marks. Renew steering wheel 
if such marks are found. 


1.13 Accident in which no airbag was trig- 
gered 


@ Pyrotechnic components do not have to be renewed if airbag 
warning lamp - K75- does not indicate a fault. The seat belts 
must be checked separately. 


1.14 Checking seat belts 


AN WARNING 


A systematic check of the seat belt system must be carried out 


after every accident. If any damage is identified (see section 
on points to check), the customer must be informed that one 
or more of the seat belts have to be renewed. 


Points to check: 
@ Checking belt > page 12 


@ Checking automatic belt retractor (locking action) 
> page 12 


Visual inspection of belt buckle > page 13°. 
Functional check of belt buckle > page 13. 
Checking guide fittings and latch plate = page 13 


© >è è è 


oe securing components and anchorage points 
=> page 14 


@ Checking child seat restraint function for additional child seats 
(not for driver's seat belt) - country-specific version 


=> page 14 


A Caution 


/f customers decide not to have damaged seat belts renewed, 
this must be noted accordingly in the Service Schedule. 
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1.15 Checking belt 


Procedure 


— Pull belt as far as it will go out of automatic belt retractor or lap 
belt adjuster. 


— Inspect belt for dirt and, if necessary, wash it with mild soap 
solution = Owner's Manual . 


If the following type of damage (shown in illustrations 1 and 2) 
is identified on a vehicle following an accident you must renew 
the complete seat belt including the belt buckle. 

* If damage as shown in illustrations 1, 2 or 3 is identified on a a Haunt 
vehicle which has not been involved in an accident, it is suffi- 
cient to only renew the damaged belt. 


* 1- Belt is cut, torn or chafed 
* 2-Frayed fabric at edge of belt 


+ 3- Burn marks caused by cigarettes or similar 


1.16 Checking automatic belt retractor (lock- 
ing action) 
The automatic belt retractor has two locking functions. 


¢@ The first locking function is triggered by pulling the belt quickly 
out of the automatic belt retractor. 


First check 


— Pull belt out of automatic belt retractor ina sharp Quick move- 
ment. with respect to the correctness of information in th 


* No locking effect - renew complete seat belt including belt 
buckle. 
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* If you encounter difficulties when pulling belt out or retracting 
it, first check whether position of automatic belt retractor has 
changed. 


* The second locking function is triggered if vehicle motion 
changes (vehicle-dependent locking function). 


Second check 


A WARNING 


For safety reasons, test drive must be performed on a road with 
no traffic to avoid putting other road users at risk. 


— Fasten seat belt. 


— Accelerate vehicle to 20 km/h and then press foot brake firmly 
(emergency braking). 


* If braking does not activate seat belt locking mechanism, re- 
new complete seat belt including belt buckle. 


1.17 Visual inspection of belt buckle 
— Inspect belt buckle for cracks and fracturing. 


* Ifyou identify any damage, renew complete seat belt including 
belt buckle. 


1.18 Functional check of belt buckle 
Checking belt buckle 


— Push latch plate into belt buckle until you hear it engage. Pull 
belt firmly to check whether locking mechanism has engaged. 


* Carry out test at least 5 times. If latch plate does not engage 
properly in belt buckle in one or more of the tests, renew com- 
plete seat belt including belt buckle. 


Checking release function 


— Release seat belt by pressing button on belt buckle. Latch 
plate must be automatically ejected from belt buckle when belt 
is slack. 


* Carry out test at least 5 times. If latch plate is not ejected in 
one or more of these tests, renew complete seat belt including 
belt buckle. 


A WARNING 


Under no circumstances apply lubricant to belt buckle to elim- 
inate noises or to stop buttons sticking. 


1.19 Checking guide fittings and latch plate 


When a seat belt has been under strain in an accident the plastic- 
covered guides will show fine parallel scoring. (By contrast, a 
guide fitting which is worn because of frequent use will have a 
smoothly worn surface, but no scoring). 


— Inspect for deformation, fracturing and cracks in the plastic. 


* Ifyou identify any scoring and/or damage, renew the complete 
seat belt including the belt buckle. 
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1.20 Checking securing components and an- 
chorage points following an accident 


@ Latch plate deformed (strained) 


+ 


Height adjustment not functioning 


@ Anchorage points (seat, pillar, vehicle floor) deformed or 
thread damaged 


* If you identify any damage on these parts, renew complete 
seat belt including belt buckle. 


+ If components of the belt system are removed following an 
accident, renew the securing bolts for the belt system. 


* Renew anchorage points. 


(à Note 


In the event of damage not resulting from an accident (for exam- 
ple wear) only the corresponding damaged part must be renewed. 


1.21 Checking child seat restraint function of 
seat belt for additional child seats (not 
for driver's seat belt; country-specific 
version) 


To check this function fit the complete belt assembly (including 
side panel trim). 


Activating locking function of retractor mechanism: 

@ Pull out belt as far as it will go. 

Correct function 

@ The belt should retract with an audible clicking sound. 


+ Once you stop the belt retracting any further, it should no lon- 
ger be possible to pull the belt out. 


Deactivating 
+ Allow the belt to retract as far as the last approx. 100 mm. 


@ The locking function of the retractor mechanism should be de- 
activated at the latest by the time the belt has been retracted 
as far as the last 100 mm. The belt then functions as "normal" 
again. 


If child seat restraint function of seat belt is not operating properly, 
seat belt must be renewed. 


1.22 Checking child seat anchors following 
an accident 
Points to check: 


+ After an accident, child seat anchors must be checked for 
damage, and.deformation. 


@ Child seat anchors welded or bolted to body or seats/backr- 
ests must not be repaired or straightened. 


@ Child seat anchors bolted to the body or seats/backrests must 
be renewed if they are damaged or deformed. 


¢ Bolts for securing child seat anchors must be renewed if re- 
tainer is damaged. 
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1.23 Safety precautions for automatic anti- 
dazzle interior mirror 


A WARNING 


@ The interior mirror glass consists of several layers and 
contains an electrolyte which gives the mirror its proper- 
ties. Beware of liquid electrolyte escaping from a broken 
mirror. 


Liquid electrolyte can cause irritation to skin, eyes and 
respiratory organs. 


Should liquid electrolyte come into contact with the eyes 
or skin, rinse it out/off immediately with plenty of water. If 
the irritation persists, consult a doctor immediately. 


A Caution 


If liquid electrolyte escapes from a broken mirror glass it will 
damage all plastic surfaces with which it comes into contact. 
Make sure you clean away any leaked electrolyte immediately 
using clean water and a sponge. 
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2 Notes on repairs 


> “2.1 Contact corrosion”, page 16 
> “2.2 Routing and attaching lines and wiring”, page 16 


2.1 Contact corrosion 


Contact corrosion can occur if unsuitable fasteners (bolts, nuts, 
washers etc.) are used on the vehicle. 


For this reason, only fasteners with a special surface coating are 
fitted. 


In addition, all rubber and plastic parts and all adhesives are made 
of non-conductive materials. 


Should you have any doubts whether certain parts can be re- 
used, use new parts > Electronic parts catalogue . 


Please note: 


+ We recommend using only genuine replacement parts: these 
have been fully tested and are compatible with aluminium. 


+ We recommend using Audi Genuine Accessories. 


+ Damage caused by contact corrosion is not covered by the 
warranty. 


2.2 Routing and attaching lines and wiring 
Make sketches or take photographs when unfastening or remov- 


ing and installing hydraulic and pneumatic lines or electrical wires. 
This ensures re-installation at the original location. 
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68- Interior equipment 

1 Shelves / trim panels 

> “1.1 Overview of fitting locations - shelves/covers/trim panels”, 
page 17 

> “1.2 Exploded view - dash panel cover (driver side)”, 

page 19 


> “1.3 Exploded view - steering column trim”, page 20 
> “1.4 Exploded view - glove box”, page 21 


> “1.5 Removing and installing dash panel cover (driver side)”, 
page 22 


> “1.6 Removing and installing trim cover for dash panel insert”, 
page 24 


> “1.7 Removing and installing steering column trim (top)”, 
page 25 


> “1.8 Removing and installing steering column trim (bottom)”, 
page 26 


> “1.9 Removing and installing glove box opening mechanism”, 
page 26 


> “1.10 Removing and installing lock cylinder for glove box open- 
ing mechanism”, page 27 


> “1.11 Removing and installing glove box”, page 28 


> “1.12 Removing and installing glove box lid”, page 34 


> “1.13 Removing and installing cushioning element for glove box 
lid”, page 35 


1.1 Overview of fitting locations - shelves/covers/trim panels 
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1 - Centre console 
QO Exploded view 
> page 53 


2 - Dash panel cover (driver 
side) 
QO Exploded view 
> page 19 
3 - Trim 
Q) For steering column 
switch module 


Q Exploded view 
=> page 20 


4 - Dash panel 


A WARNING 


Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


Q Exploded view 
> 232 
5 - Cross member 
Q For dash panel 
Q Exploded view 
=> page 253 
6 - Glove box 
Q Exploded view 
=> page 21 
7 - Centre armrest (front) 


Q Exploded view [468-0358 | 
=> page 70 
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1.2 Exploded view - dash panel cover (driver side) 


1 - Light switch - E1- 
QO Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Overview of fitting loca- 
tions - controls in dash 
panel 
2 - Bolt 
Q 2x 
Q 3Nm 
3 - Front left footwell illumina- 
tion bulb - L151- 


QO) Depending on vehicle 
equipment 


QO Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Lights; Re- 
moving and installing 
front footwell illumina- 
tion bulb -L151- / -L152- 
4 - Bolt 
Q 3Nm 
5 - Cover (side) 
Q For dash panel 
Q Removing and installing 
=> page 238 
6 - Clip 
QO Insert in foot rest 
7 - 16-pin connector - T16- 
Q Diagnostic connector eee eee l ee 
8 - Dash panel cover (driver™itied ness authorised by AUDI AG. AUDI AG does not guarantee or a cook on) 1 
side) já 
QO Removing and installing > page 22 
9 - Spring clip 
For dash panel cover (driver side) 
5x 
Different versions; for correct version refer to = Electronic parts catalogue 
Renew spring clips if damaged or deformed 
Press into dash panel in correct position 


10 - Cover (bottom) 
QO) For dash panel 
QO) Removing and installing > page 23 
Q Renew spring clips on air conditioning unit if damaged or deformed 


11 - Bolt 
QO 3Nm 
12 - Cap 
ū Press into cover 


Oooced 
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1.3 Exploded view - steering column trim 


1 - Steering column adjust- 
ment switch - E167- 


QO) Depending on vehicle 
equipment 

Q Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Removing and installing 
steering column adjust- 
ment switch - E167- / 
steering wheel heater 
button - E522- 


2 - Trim (bottom) 
Q For steering column 
switch module 
Q Removing and installing 
=> page 26 
3 - Steering column switch 
module 


Q Removing and installing 
> Electrical system; 
Rep. gr. 94; Steering 
column switch module; 
Removing and installing 
steering column switch 
module 


4 - Trim cover 
Q) For instrument cluster 


Q Removing and installing 
> page 24 

Q Press on until it engages 
audibly 


ae 
x 

Q 3Nm 
6 - Trim cover 

Q For dash panel 


Q) 2x 
Q) Removing and installing > page 24 
7 - Trim (top) 


Q For steering column switch module 
m) Removing,and installing.>,page.25.. or commercial purposes, in part or in 3, is not 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee or a liability 
8 - Bolt with respect to the correctness of information in this document. Copyright by AUDI AG 


QO) 2x 
QO 1.5Nm 


9 - Bolt 
Q 1.5Nm 
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1.4 Exploded view - glove box 


1 - Storage box 


QO Depending on equip- 
ment version 


QO Removing and installing 
> page 34 
2 - Cold-air vent/dummy cover 
QO Depending on vehicle 
equipment 
3 - Bolt 


Q 2x or 3x (depending on 
equipment version) 


Q 3x for country-specific 
version with knee airbag 


QO 3Nm 
4 - Hinge pin 
Q 2x 
üQ For glove box lid 


5 - Glove box 
OQ Removing and installing 
> page 28 
6 - Cushioning element 
üQ For glove box lid 


Q With glove box light 
switch - E26- 


Q Removing and installing 
> page 35 
7 - Hinge pin 
Q For cushioning element 


co 


Q 3x for country-specific 
version without knee air- 
bag 


Q 5x for country-specific version with knee airbag 
Q 3Nm 

9 - Front right footwell illumination bulb - L152- 
Q Depending on vehicle equipment 


Q Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing front footwell 
illumination bulb -L151- / -L152- 


10 - Glove box light - W6- 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing glove box 
light - W6- 


11 - Key operated switch to deactivate airbag on front passenger side E224. ar aoe accept any liabil i 


A WARNING 


Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


QO Depending on equipment version 
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OQ Removing and installing > page 149 
12 - Glove box lid 
Q Manually releasing the glove box lid > page 28 
QO Removing and installing > page 34 
13 - Glove box opening mechanism 
QO Removing and installing > page 26 
Q Press into glove box lid until it engages audibly 
Q Country-specific version with knee airbag: additionally secured with bolt > page 22 
Q Removing and installing lock cylinder > page 27 


Glove box opening mechanism with additional bolt - country-spe- 
cific version with knee airbag 


— Tighten bolt -arrow- to 1.8 Nm. 


A68-10625 


1.5 Removing and installing dash panel 
cover (driver side) 


> “1.5.1 Removing and installing dash panel cover (driver side)”, 
page 22 


> “1.5.2 Removing and installing footwell trim (front)”, page 23 

1.5.1 Removing and installing dash panel 
cover (driver side) 

Special tools and workshop equipment required 

@ Wedges - T10383- 


T10383 


Z n 12 


W00-11251 
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Removing 

— Remove side dash panel cover (driver side) > page 238 . 
— Remove bolt -1- at side. 

— Remove bolts -3- at bottom. 


- T top edge of dash panel cover son side) -2- from dash 
panel -arrows- using wedge - T10383 


[a] Note 


Considerable force is required to unclip the cover from the dash 
panel. 

— Pull dash panel cover (bottom) out of clip on foot rest. 

— Unplug electrical connector for light switch. 

— Unclip 16-pin connector - T16- (diagnostic connector). 


— Equipment version with footwell light: Unplug electrical con- 
nector. 

Installing 

Installation is carried out in the reverse order; note the following: 


— Insert dash panel cover (bottom) in clip -1- on foot rest -2- 
-arrow-. 


Notes for installation: tightening torques, renewing components 
etc. 
> “1.2 Exploded view - dash panel cover (driver side)”, page 19 


1.5.2 Removing and installing footwell trim 
(front) 


Special tools and workshop equipment required Pe a 
+ Removal wedge = “3409-° rrectness of information in this document. Copyright by AUDI / 
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Removing 


- Using screwdriver, prise off cap -1- and unscrew bolt for cover 
underneath cap. 


— Unclip cover -2- -arrow- using removal wedge - 3409- . 

— Pull out cover downwards and detach. 

Installing 

Install in reverse sequence. 

Notes for installation: tightening torques, renewing components 


etc. 
> “1.2 Exploded view - dash panel cover (driver side)”, page 19 


A68-10541 


1.6 Removing and installing trim cover for 
dash panel insert 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


Removing —= 


— Move steering wheel down and to rear as far as possible, using 
full range of steering column adjuster. 


— Unclip trim cover -1- using removal wedge - 3409- -arrow- and 
remove. 


— Repeat procedure on opposite side of trim cover. 


— Remove bolts -1- and -3-. 


- Using a small flat screwdriver, carefully unclip trim cover -2- 
from trim (top) for steering column switch module -arrow A-. 


— Unclip trim cover for instrument cluster from dash panel 
-arrows B- using removal wedge - 3409- . 


— Detach trim cover. 


Installing 


` 


Installation is carried out in the reverse orderpnote the following! rnal G 


permitted unless authorised by AUDI AG| K í f : 
Notes for installation: tightening torques, renewing:components® © intor : al \ | A02-10542 | 
etc. > “1.3 loded view - steering column trim”, page 20 — 
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1.7 Removing and installing steering col- 


Removing 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “1.3 Exploded view - steering column trim”, page 20 


umn trim (top) 


Move steering wheel down and to rear as far as possible, using 
full range of steering column adjuster. 


Using a small flat screwdriver, carefully unclip trim cover -1- 
-arrow A- from trim (top) -2- for steering column switch module. 


Turn steering wheel 90° anti-clockwise from straight-ahead 
position. 


Using a small flat screwdriver, carefully prise trim (top) off trim 
(bottom) for steering column switch module -arrow B-. 


Turn steering wheel back through 180° and repeat procedure 
on opposite side -arrow C-. 


Disengage trim (top) at trim (bottom) for steering column 
switch module and detach. 


Start by engaging trim (top) -1- in trim (bottom) -arrows A-. 


Make sure that lug on trim (bottom) engages in recess at re- 
taining tab on trim (top) -arrows B-. 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG. 
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1.8 Removing and installing steering col- 
umn trim (bottom) 


Removing 


a Note 


For greater clarity the steering wheel is not shown in the illustra- 
tion. rotected by copyright. Go} 


— Remove trim (top) for steering column switch module 
=> page 25. 


— Turn steering wheel 90° anti-clockwise from straight-ahead 
position. 


— Remove bolt -1-. 


— Turn steering wheel back through 180° and unscrew bolt -2- 
on opposite side. 


[&) Note A 


eq 


If bolts -1- and -2- are not accessible, steering wheel must be 
removed before performing remaining work steps > Running 
gear, axles, steering; Rep. gr. 48 ; Steering wheel; Removing and 
installing steering wheel . 


— Unscrew bolt -4- and detach trim (bottom) -3- for steering col- 
umn switch module. 

— Unplug electrical connector and unclip cable retainer. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “1.3 Exploded view - steering column trim”, page 20 


1.9 Removing and installing glove box 
opening mechanism 


Special tools and workshop equipment required 
@ Locking pin - T40011- 
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Removing 


[a] Note 


If the glove box lid cannot be opened in the normal way, you can 
release it manually > page 28 . 

Vehicles with knee airbag: 

— Open glove box and remove bolt -1-. 


— Actuate glove box opening mechanism -2- and release retain- 
ing hook -3- on side of glove box opening mechanism using a 
screwdriver. 


— Take glove box opening mechanism out of glove box lid 
-arrow-. 


Vehicles without knee airbag: 


— Actuate glove box opening mechanism -1- and release retain- 
ing hook -2- on side of glove box opening mechanism using a 
screwdriver. 


— Insert locking pin - T40011- through opening in side of glove 
box lid and release retaining hook for glove box opening mech- 
anism. 


— Take glove box opening mechanism out of glove box lid 
-arrow-. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “1.4 Exploded view - glove box”, page 21 


1.10 Removing and installing lock cylinder for 
glove box opening mechanism 


Removing 


— Remove glove box opening mechanism = page 26 . 


— Drive shaft -1- out of mounting hole in direction of -arrow- using 
a punch. 


— Detach cover -2-. 


+ avvept any liability 


sın. Vopyright by AUDI AG 


| A68-10788 | 
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A Caution 


Risk of irreparable damage to lock cylinder. 


@ Only remove and install lock cylinder with key properly in- 
serted, this will ensure that tumblers and springs do not 
fall out. 


— Insert key -6- into lock cylinder. 


— Carefully release fasteners -1 ... 4- one after another using a 
small screwdriver, and at the same time press out lock cylinder 
-5- -arrow-. 

Installing 


— Insert key -3- into new lock cylinder -2-. 
— Pull protective cap off new lock cylinder. 


— Insert lock cylinder into glove box opening mechanism -1- until 
it engages (pay attention to correct installation position of lug). 


* Lug -arrow- on lock cylinder should face towards left. 


The remaining installation steps are carried out in the reverse se- 
quence. 


A68-10790 


1.11 Removing and installing glove box 
> “1.11.1 Manually releasing glove box lid”, page 28 


> “1.11.2 Removing and installing glove box”, page 29 


> “1.11.3 Removing and installing glove box - vehicles with knee 
airbag”, page 31 


> “1.11.4 Removing and installing storage compartment”, 
page 34 


1.11.1. Manually releasing glove box lid 
Special tools and workshop equipment required 
@ Socket- T10058- 


T10058 


W00-11195 
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Procedure 


— Remove side dash panel cover (passenger side) 
=> page 238 . 


— Insert socket - T10058- (or similar suitable tool with a length 
of 80 mm) through opening -arrow- in dash panel (passenger 
side). 


— Open glove box lid -1- by pressing down locking pin -2-. 


ind A68-10574 


1.11.2 | Removing and installing glove box 


Removing 


[a] Note 


If the glove box lid cannot be opened in the normal way, you can 
release it manually > page 28 . 


A WARNING 


On equipment version with key operated switch to deactivate 
airbag-on front; 
lations for pyrote 


with respett*to the correctness of imormation in this toctient. Co 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Equipment version with DVD/CD changer: Remove DVD/CD 
changer > Communication; Rep. gr. 91 ; DVD/CD changer . 


— Equipment version with chip card reader control unit - J676- : 
Remove chip card reader control unit - J676- = Communica- 
tion; Rep. gr. 91 ; Navigation system; Removing and installing 
chip card reader control unit . 
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— Remove side dash panel cover (passenger side) 
> page 238 . 


— Open glove box lid and unscrew bolts -arrows- (depending on 
equipment version > page 21 ). 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 


plate, or similar. K 


A68-10543 


— Detach glove box -1- and pull it out far enough so that you can 
unplug electrical connector at main connector. 


Installing 


A WARNING 


@ On equipment version with key operated switch to deac- 
tivate airbag on front passenger side - E224- , observe 
safety regulations for pyrotechnic components > page 4 . 


Before handling pyrotechnic rh ali (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Make sure electrical connectors are fitted correctly (as far 
as stop) and engage audibly. 


Installation is carried out in the reverse order; note the following:’ 3 AUDI AG does ı 
— Plug in electrical connector until it engages audibly. 


A WARNING 


The battery must be connected with the ignition switched on. 


If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


tI 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. > “1.4 Exploded view - glove box”, page 21 


1.11.3. Removing and installing glove box - ve- 
hicles with knee airbag 


Removing 


FB) is 


If the glove box lid cannot be opened in the normal way, you can 
release it manually > page 28 . 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


@ Observe disposal regulations for pyrotechnic components 
> page 5. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Equipment version with DVD/CD changer: Remove DVD/CD 
changer > Communication; Rep. gr. 91 ; DVD/CD changer . 
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— Equipment version with chip card reader control unit - J676- : 
Remove chip card reader control unit - J676- = Communica- 
tion; Rep. gr. 91 ; Navigation system; Removing and installing 
chip card reader control unit . 


— Remove side dash panel cover (passenger side) 
=> page 238 . 
— Open glove box lid and unscrew bolts -arrows-. 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


- Detach glove box -1- and pull it out far enough so that you can 
unplug electrical connector at main connector. 
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— Unplug electrical connector (yellow) for knee airbag. 


- Todo so, release connector locking element -2- with a small 
screwdriver -arrow- and unplug electrical connector -1-. 


— Detach glove box with knee airbag. 


A WARNING 


Set down glove box with impact cushion for knee airbag facing 
upwards. 


A69-10573 


Installing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Make sure electrical connectors are fitted correctly (as far 
as stop) and engage audibly. 


Installation is carried out in the reverse order; note the following: 
— Plug in electrical connector until it engages audibly. 


AN WARNING 


The battery must be connected with the ignition switched on. 
If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
Move selector lever to position P 
Activate parking brake 
Switch off ignition 


Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 
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— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


a Note 


If the airbag warning lamp - K75- indicates a fault following in- 
Stallation, you must interrogate, erase and then re-interrogate the 
event memory = Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. = “1.4 Exploded view - glove box”, page 21 


1.11.4 Removing and installing storage com- 
partment 


Removing 


a Note 


If the glove box lid cannot be opened in the normal way, you can 
release it manually > page 28 . 


— Release retaining hooks (left and right) -arrow- using a screw- 
driver and pull storage compartment out of glove box. 


Installing gal [5858-10402 | 
Installation is carried out in the reverse order; note the following: — = 


Notes for installation: tightening torques, renewing components 
etc. > “1.4 Exploded view - glove box”, page 21 


1.12 Removing and installing glove box lid 
Removing 

— Remove glove box > page 28 . 

— Pull hinge pin out of cushioning element => page 35 . 

- Set down glove box with top resting on a soft surface. 


— Use a4 mm Allen key -item 1- (or another suitable tool) to 
knock out hinge pins (left and right) -arrow-. 


- Detach lid -2- from glove box. 
Installing 

Installation is carried out in the reverse order; :note the followings.» {|S 
Notes for installation: tightening torques, renewing components vey 
etc. > “1.4 Exploded view - glove box”, page 21 


AG8-10481 


34 Rep. gr.68 - Interior equipment 


Audi A6 2011 > , Audi A6 China 2012 > | 
General body repairs, interior - Edition 10.2016 Auer 


1.13 Removing and installing cushioning el- 
ement for glove box lid 

Removing 

— Remove glove box > page 28 . 

— Unplug electrical connector -1-. 

— Pull out hinge pin -3-. 


— Release cushioning element -2- in anti-clockwise direction 
-arrow- and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “1.4 Exploded view - glove box”, page 21 
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2 Equipment 


=> “2.1 Exploded view - load guard”, page 36 

> “2.2 Exploded view - sun visors”, page 38 

> “2.3 Exploded view - sun blind”, page 39 

> “2.4 Exploded view - luggage compartment cover”, page 41 
=> “2.5 Removing and installing load guard”, page 42 


=> “2.6 Removing and installing mounting for load guard”, 
page 42 


> “2.7 Rémoving ‘and installing bracket for load ‘guard”, 
page 44 


> “2.8 Removing and installing sun visor”, page 44 
> “2.9 Removing and installing centre bracket for sun visor”, page 
44 


> “2.10 Removing and installing sun blind”, page 45 


> “2.11 Removing and installing retainer for sun blind”, 
page 49 


> “2.12 Removing and installing grab handle”, page 49 


> “2.13 Removing and installing luggage compartment cover”, 
page 50 


2.1 Exploded view - load guard 
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1 - 2/3 section of rear seat 
backrest (right-side) 
2 - Load guard 
QO Removing and installing 
=> page 42 
QO Press in as far as stop 
3 - Retainer 
Q For load guard 
4x 


Q 

Q Removing and installing 

> page 42 

QO Position locating lug on 
retainer in bore in body 

4 - Cover 

For retainer 

4x 


Removing and installing 
=> page 42 

Push on until it engages 
audibly 


5 - Bolt 
n 4x 
QO 9Nm 


6 - Bracket for load guard 
Q 2x Protected by copyrig Cor f ( 
Q Removing and installing || oeer or «ora 
=> page 44 
7 - Bolt 


O 6x 
QO 6 Nm 


8 - Rubber grommet 
Q For bracket for load guard 
Q 2x 
Q Slide onto bracket and insert in trim 


9 - Bolt 
QO 4x 
QO) Renew 
Q Clean threaded hole for bolt using e.g. a thread tap 
Q Apply locking fluid when installing; for locking fluid, refer to > Electronic parts catalogue 
Q 9Nm 
10 - Mounting for load guard 
Q 2x 
QO) Removing and installing > page 42 
11 - Guide 
Q For mounting at 2/3 section of rear seat backrest (right-side) 
Q 2x 
QO Removing and installing > page 42 


O OOO 
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2.2 Exploded view - sun visors 


1 - Sun visor 


Q) For correct version refer 
to > Electronic parts 
catalogue 


Q Removing and installing 
=> page 44 
Engage bracket for sun 
visor in body opening 
2 - Expanding cap 
Q Clipped into sun visor 
Q Press on until it engages 
completely 
3 - Grab handle 
Q 4x 
ü Removing and installing 
=> page 49 


Q Press on until it engages 
completely 


4 - Expanding caps 


Caution 


Unclip only as far as de- 
tent (do not pull out com- 
pletely as silicone cush- 


foning element and 
spring could fall out and 
handle would then have 
to be renewed). 


Q Press on until it engages 


completely 
5 - Centre bracket for sun visor 
QO Removing and installing 
=> page 44 


Q Take care not to damage fasteners when inserting them 
6 - Expanding cap 
Q Clipped into centre bracket for sun visor 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG 
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2.3 Exploded view - sun blind 
> “2.3.1 Exploded view - sun blind, Saloon”, page 39 
> “2.3.2 Exploded view - sun blind, Avant”, page 40 


2.3.1 Exploded view - sun blind, Saloon 


1 - Bolt 

n 4x 

QO 3 Nm 
2 - Clip 

Q 4x 


ū Insert in front section of 
rear shelf 


Q Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
rear shelf for installation 


QO Renew clips if damaged 
or deformed 
3 - Front section of rear shelf 
OQ Removing and installing 
> page 293 
Q Clip in at sun blind and 
press on until it engages 
4-Trim 
Q For guide strip for sun 
blind 
QO 2x 
Q Removing and installing 
=> page 288 
Q Engage in guide strip 
and press on until it ën+° 
gages permit 
5 - Guide strip 
Q 2x 
Q Removing and installing 
=> “2.10.1 Removing and 


installing sun blind - Sa- 
loon”, page 45 


Q Clip in at sun blind and press on until it engages 
6 - Clip 
QO 4x 
Q Insert in guide strip 
Q 
Q 


Remove any clips left in body mounting points using removal tool - T40280- 
Renew clips if damaged or deformed 
7 - Rear section of rear shelf 
QO Removing and installing > page 45 
Q Insert sun blind with rear shelf in rear window frame and tighten bolts 
8 - Trim 
üQ For rear window frame 
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9 - Fastener 
QO) 2x 


10 - Sun blind 
Q Removing and installing > page 45 
Q Clip into rear section of rear shelf 
Q Insert sun blind with rear shelf in rear window frame and tighten bolts 


2.3.2 Exploded view - sun blind, Avant 


1 - Clip 
QO 3x 
Q Insert in trim 


Q Remove any clips left in 
sun blind mounting 
points using removal 
tool - T40280- and insert 
in trim for installation 


Q Renew clips if damaged 
or deformed 
2 - Rear lid trim (bottom) 
OQ Removing and installing 
> page 318 
Q Push on until it engages 
audibly 
3 - Sun blind 
Q Removing and installing 
=> page 47 
Q Clip into rear lid trim 
(bottom) 
4-Clip 
QO 2x 
Q Insert in cover 


Q Remove any clips left in 
sun blind mounting 
points and insert in cov- 
er for installation 


O "Renew clips if damaged 
ordelormed S SS, 


ü. correctness of inf 


5 - Bolt 
mini : 


6 - Bracket for retainer 
Q Removing and installing > page 49 


7 - Rear lid trim (top) 
Q Removing and installing > page 319 
Q First insert behind side window frames of rear lid 
Q Push on until it engages audibly 


8 - Retainer for sun blind 
QO Removing and installing > page 49 
Q Hook in at bracket and press on until it engages audibly 
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9 - Cover for sun blind 
QO Removing and installing > page 47 
Q Push on until it engages audibly 
10 - Clip 
Q 2x 
Q Insert in cover 


QO) Remove any clips left in sun blind mounting points using removal tool - T40280- and insert in cover for 
installation 


Q Renew clips if damaged or deformed 


11 - Bolt 
QO 4x 
OQ 3Nm 


2.4 Exploded view - luggage compartment cover 


1 - Bolt 
Q 2x 
Q 4.5Nm 
Q Tightening sequence 
> page 51 


2 - Motor 1 for luggage com- 
partment cover - V473- / mo- 
tor 2 for luggage compartment 
cover - V474- 


Q Removing and installing 
=> page 50 

Q Adjusting Bowden cable 
=> page 51 

3 - Bolt 

QO 4x 

Q 2.5Nm 

Q Tightening sequence 
=> page 51 


4 - Guide rail for luggage com- 
partment cover 


Q 2x 
Q Removing and installing 
=> page 50 
Q Adjusting Bowden cable 
=> page 51 
5 - Bolt 
Q 2x 
Q 4.5Nm 
QO Tightening sequence 
=> page 51 
6 - D-pillar tma eao 
Q Removing na tunang” E A ll 
=> page 290 
7 - Actuator 
üQ For luggage compartment cover 
QO) Removing and installing > page 290 
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Q Clip into guide rail 
8 - Nut 
Q 4.5Nm 
Q Tightening sequence > page 51 


2.5 Removing and installing load guard 
Removing 
— Fold down both rear seat backrests. 


— Pull load guard -1- out of mountings -2- at 2/3 section of rear 
seat backrest (right-side) towards right and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 


— Insert load guard -1- into guides on 2/3 section of rear seat 
backrest (right-side) with mountings. 


- Press load guard towards léft into mountings -2- at 2/3'section ) j 
of rear seat backrest (right-side)-as-faras: StOpPsnaion in: ent. Coj 


Notes for installation: tightening torques, renewing components 
etc. > “2.1 Exploded view - load guard”, page 36 


2.6 Removing and installing mounting for 
load guard 


min Removing and installing mounting for load guard”, page 


> “2.6.2 Removing and installing retainer for load guard”, 


page 42 

2.6.1 Removing and installing mounting for 
load guard 

Removing 


— Fold down 2/3 section of rear seat backrest (right-side). 
- Remove load guard > page 42 . 

— Remove bolts -2-. 

- Detach mounting -3- with guide -1- for load guard. 


— Equipment version with child seat anchor: Detach child seat 
anchor -A-. 


Installing 
Install in reverse sequence. 


Notes for installation: tightening torques, renewing components 
etc. > “2.1 Exploded view - load guard”, page 36 


2.6.2 Removing and installing retainer for load 
guard 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


Removing 


— Unclip corners of cover -1- for retainer (rear) from retainer 
-arrows- using removal wedge - 3409- . 


— Disengage cover from retainer and detach. 


— Remove moulded headliner > page 352 and lay it down on ~ 
seats; headliner does not have to be removed. 


— Press flap -2- towards rear, unscrew bolt -3- behind flap and 
detach retainer -1- for load guard. 


Installing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 


> page 4. 


$ Take care not to trap curtain airbag -1- at front when fitting 
retainer -2-. 


Installation is carried out in the reverse order; note the following: 


— Push curtain airbag -1- beneath retainer -2- for load guard, as 
shown in illustration. 


Notes for installation: tightening torques, renewing components 
etc. > “2.1 Exploded view - load guard”, page 36 


wW00-11118 


AG9-10840 
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2.7 Removing and installing bracket for load 
guard 

Removing 

— Remove luggage compartment side trim > page 330 . 

— Remove bolts -1-. 

— Detach bracket -2- for load guard. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “2.1 loded view - load guard” 6 


2.8 Removing and installing sun visor 
Removing 

— Disengage sun visor -2- from centre bracket -1-. 

— Use a screwdriver to unclip expanding cap -3-. 


— Remove bracket for sun visor downwards -arrow- from body 
opening. 


ro py v. c oses, in part or in whole, is 
- Unplug @lectri¢al connector Arid detach SUN viser oS oo 
Installing with respect to the correctness of information in this document. Copyright by AUDI AG 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “2.2 Exploded view - sun visors”, page 38 


2.9 Removing and installing centre bracket 
for sun visor 


Special tools and workshop equipment required 
+ Angled screwdriver - VAS 6543- 


W00-10740 
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Removing 


-— Disengage sun visor from centre bracket for sun visor and fold 
to the side. 


— Unclip cover -1- for centre bracket for sun visor -arrow A-. To 
do so, slide angled screwdriver - VAS 6543- only approx. 1mm 
under cap. 


[a] Note 


Inserting angled screwdriver - VAS 6543- further would position 
it beneath centre bracket for sun visor. Cover can then not be 
prised off. 

— Pull out centre bracket for sun visor -2- -arrow B-. 

Installing 

Install in reverse sequence. 

Notes for installation: tightening torques, renewing components 


etc. = “2.2 Exploded view - sun visors”, page 38 
2.10 Removing and installing sun blind 


> “2.10.1 Removing and installing sun blind - Saloon”, 
page 45 


> “2.10.2 Removing and installing sun blind - Avant”, page 47 


2.10.1 Removing and installing sun blind - Sa- 
loon 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


+ Removal tool - T40280- 


T40280 


A68-10675 


x a 


WO0-11156 


W00-11540 
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Removing 
- Remove front section of rear shelf > page 293 . 
— Unplug electrical connector -1- at sun blind. 


— Unclip guide strip -1- for sun blind using removal lever - 80 - 
200- -arrows-. 


— Swivel top of guide strip slightly inwards and release retaining 
hook -2- using a screwdriver. 


— Lift guide strip off connection piece at sun blind. 
— Repeat procedure on opposite side of vehicle. 


- Loosen bolts -1- for sun blind in luggage compartment several 
turns. 


— Lift sun blind with rear shelf -1- slightly and pull it carefully out 
of mountings -arrow- on rear window frame. 


Protected by copyright. Copying for pri 
permitted unless authorised by AUDI 
with respect to the correctness of in 
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— Detach sun blind -1- from rear section of rear shelf -2-; to do 
so, release catches with a screwdriver and pull off rear shelf. 


Installing 
Installation is carried out in the reverse order; note the following: 


— If removed previously, insert sun blind -1- in rear section of 
rear shelf -2- and press on until it engages. 


A70-11690 


— Insert sun blind with rear section of rear shelf -1- in rear window 
frame and tighten bolts. 


e Pins on rear shelf must engage in mountings -arrow- in rear 
window frame. 


— Carefully insert guide strip -2- in connection piece of sun blind 


* Guide groove for sun blind must be completely aligned with 
guide strip at connecting piece. 

— Slide guide strip forwards until retaining clips -3- engage au- 
dibly in connection piece. 


Notes for installation: tightening torques, renewing components 
etc. > “2.3.1 Exploded view - sun blind, Saloon”, page 39 


= (ae 
es NO 
a S 2 


2.10.2 Removing and installing sun blind - 
Avant 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


W00-11118 


+ Removal tool - T40280- 
T40280 


W00-11540 


Removing 
— Remove rear lid trim (bottom) > page 318 . 


— Unclip cover -1- from sun blind -arrows- using removal wedge 
- 3409- and detach. 


— Remove bolts -2- and -3-. 

— Pullsun blind -1- off rear lid trim (bottom) -arrows- and detach. 
Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “2.3.2 Exploded view - sun blind, Avant”, page 40 
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2.11 Removing and installing retainer for sun 
blind 


Removing 
— Release retaining hook -arrow A- using a screwdriver. 


— Disengage retainer -1- for sun blind (rear) at bracket and de- 
tach -arrow B-. 


| A70-11736 |S 


— Remove rear lid trim (top) > page 319°. 
— Remove bolt -1-. 


- Disengage bracket -2- for retainer for sun blind (rear) at rear 
window frame -arrow- and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “2.3.2 Exploded view - sun blind, Avant”, page 40 


A70-11809 


2.12 Removing and installing grab handle 
Special tools and workshop equipment required 
@ Angled screwdriver - VAS 6543- 
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Removing 


A Caution 


Unclip expanding caps -2- and -3- only as far as detent (do not 
pull out completely as silicone cushioning element and spring 
could fall out and handle would then have to be renewed). 


— Insert angled screwdriver -4- in gap behind expanding cap 


— Swivel angled screwdriver -arrow- until expanding cap engag- 
es audibly in detent. 


— Repeat procedure on second expanding cap -3-. 

— Pull grab handle -1- out of cut-out in body. 

— Leave expanding caps in detent position in grab handle. 
Installing 

Installation is carried out in the reverse order; note the following: 
— Insert grab handle in cut-out in body. 

* There must not be a gap between the handle and the roof trim. 
— Press in expanding caps. 


Notes for installation: tightening torques, renewing components 
etc. = “2.2 Exploded view - sun visors”, page 38 


2.13 Removing and installing luggage com- 
partment cover 


> “2.13.1 Removing and installing luggage compartment cover”, 
page 50 


> “2.13.2 Adjusting Bowden cables for luggage compartment 
cover”, page 51 


2.13.1 Removing and installing luggage com- 
partment cover Ora couse gi Copy bo or AG or, 

Removing = 

- Remove lining for luggage compartment cover > page 342. 

— Remove breakdown set/spare wheel. 

- Remove D-pillar trim panels > page 290 . 

— Unscrew bolts -1, 2 and 3- from guide rail (left and right). 

- Unclip guide rail -4- from D-pillar -arrow-. 
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— Unplug electrical connector -A-. 
— Remove bolts -1- and -3- and nut -2-. 


— Unclip Bowden cables for motor for luggage compartment 
cover -V473- / -V474- from retainers. 


— Take out motor for luggage compartment cover -V473- / - 
V474-. 


Installing 

Installation is carried out in the reverse order; note the following: 

— Secure motor for luggage compartment cover -V473- / -V474- 
with bolts and nut, but do not tighten. 

— Tighten bolts and nut in the sequence -1 ... 3- at motor for 
luggage compartment cover -V473- / -V474- . 

— Plug in electrical connector -A-. 


- oo. bolts in the sequence -1 ... 3- at guide rail -4- (left and 
right). 


— Clip in Bowden cables for motor for luggage compartment 
cover -V473- / -V474- at retainers. 


— Adjust Bowden cables for motor for luggage compartment 
cover -V473- / -V474- > page 51. 


Notes for installation: tightening torques, renewing components 


etc. 
> “2.4 Exploded view - luggage compartment cover”, page 41 


2.13.2" Adjustirig: Bowden ‘cables for luggage: 


compartment cover 
Procedure 


- Take hold of handle to lift luggage compartment floor covering 
and fold it towards front. 


— Remove insert/cover for spare wheel well. 

— Equipment version with spare wheel: Take out spare wheel. 

The following conditions must be met for the adjustment: 

° e for luggage compartment cover -V473- / -V474- instal- 
e 


¢ D-pillar trim with actuator for luggage compartment cover in- 
stalled 


Se 


LA 


E T av0-11737 
` Ea 
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— Adjust Bowden cable via Bowden cable adjuster. 


— To adjust, turn upper part -1- in direction of -arrow A- or 
-arrow B-. 


- Adjust Bowden cable so that the two actuators -1- for luggage 
compartment cover are parallel. 


— After adjusting Bowden cables, check function of motor for 
luggage compartment cover -V473- / -V474- . 


* Both actuators for luggage compartment cover must be par- 
allel (top and bottom) at stop in guide of D-pillar trim. 


— If actuators are not parallel, check routing of Bowden cables 
or repeat adjustment of Bowden cables. 


A70-11829 
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3 Centre console 


=> “3.1 Exploded view - centre console”, page 53 


> “3.2 Removing and installing centre console trim (rear)”, 
page 60 


=> “3.3 Removing and installing centre console cover’, 
page 63 


> “3.4 Removing and installing ashtray (front), page 63 
=> “3.5 Removing and installing ashtray trim (front)”, page 64 


> “3.6 Removing and installing insert for centre console”, 
page 64 


> “3.7 Removing and installing centre console storage box 
front)”, page 65 


> “3.8 Removing and installing centre console footwell trim 
front)”, page 65 


> “3.9 Removing and installing centre console”, page 66 

> “3.10 Removing and installing cup holders”, page 68 

> “3.11 Removing and installing bracket for centre console”, page 
69 


3.1 Exploded view - centre console 
Centre console > page 53 

Attachments for centre console > page 55 

Storage compartment for centre console = page 56 
Centre console trim (rear) > page 58 


Cup holder with heater and cooling element in centre console - 
country-specific version > page 5 


Centre console 
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1 - Bracket 
QO For centre console 
Q Removing and installing 
> page 69 
2 - Nut 
QO 4x 


Q Tightening torque > 
Rep. gr. 34 ; Selector 
mechanism; Exploded 
view - gear knob and 
cover or > Rep. gr. 37; 
Selector mechanism; 
Exploded view - selector 
mechanism 


3 - Bolt 
QO 4x 
OQ 3Nm 


4 - Storage box 


Q Removing and installing 
> “3.4 Removing and in- 
stalling ashtray (front)”, 
page 63 

5 - Trim 

Q For ashtray/storage box 

(front) 


Q Engage trim at cover 
and press on so that it 
engages audibly 


Q Removing and installing à 
> page 64 
6 - Cover 


Q For ashtray/storage box 


(front) 
Q Removing and installing > “3.4 Removing and installing ashtray (front)”, page 63 


7 = Bolt Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
m) 2x yermitted unless authorised by AUDI AG tee or accept any liability 
with respect to the correctness of information in this 
QO 3Nm 
8 - Ashtray (front) 
QO Removing and installing > page 63 


yopyright by AUDI AG 


9 - Gear lever/selector lever 
QO Removing and installing > Rep. gr. 34 ; Selector mechanism; Removing and installing gear knob /> 
Rep. gr. 37 ; Selector mechanism; Removing and installing selector lever handle 
10 - Insert 
QO) For centre console 
Removing and installing > page 64 
Renew clips if damaged or deformed 
Press on insert for centre console until it engages audibly 


Removing and installing multimedia system operating unit - E380- = Communication; Rep. gr. 91 ; 
Infotainment system; Removing and installing multimedia system operating unit - E380- 


m) 
m) 
m) 
m) 


11 - Centre console 
QO Removing and installing > page 66 
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12 - Nut 
Q 2x 
Q 4Nm 
Q Tightening torque for equipment version with centre armrest => Item 10 (page 70) 


13 - Bolts 
QO 3Nm 


14 - Vent (rear) 
Q Removing and installing > “3.2.1 Removing and installing centre console trim (rear)”, page 60 
QO Renew clips if damaged or deformed 
Q Insert in installation position and press in as far as stop 


15 - Rear Climatronic operating and display unit - E265- 
Q Depending on vehicle equipment 
OY Removing and installing > Heating, air conditioning; Rep. gr. 87 ; Operating and display unit; Removing 
and installing operating and display unit 
16 - Cover (rear) 
üQ For centre console 
Q Exploded view > page 58 


Attachments for centre console 


1 - Bolt 
Q 2x 
QO 1.4Nm 


2 - Cup holder 
Q zomovng and installing 
> page 6 
3 - Trim 
Q For cup holder dimit ris doe: at 
Q) Removing and installing ||" to the correctness o a seule, Copyright by AUDI AG 
=> “3.10.1 Removing and : 


installing cup holder”, 
page 68 


QO Engage trim at cover 
and press on so that it 
engages audibly 

4 - Side trim 

QO For centre console 

Q Different versions 

QO) Removing and installing 
> page 65 

Q Renew retaining clips if 
damaged or deformed 

Q 


Press on side trim until it 
engages audibly. 
5 - Trim panel 
ü For centre console 
Q Different versions 


QO) Removing and installing 
> page 63 
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6 - Side trim 
QO For centre console 
QO Different versions 
QO Removing and installing > page 65 
QO) Renew retaining clips if damaged or deformed 
ü Press on side trim until it engages audibly. 


7 - Bolt 
QO 8x 
Q 1.4 Nm 
Q Tightening sequence > page 63 
8 - Centre console 
Q Removing andinstalling,=page, 66 


9 - Bolt 
OQ 2x 
QO 3Nm 
10 - Bolt 
QO 2x 
QO 3Nm 
11 - Bracket (rear) 
QO For centre console 
QO Removing and installing > page 69 
12 - Storage box 
Q Depending on equipment version 
QO Exploded view > page 56 


13 - Bolt 
Q Tightening torque = Item 1 (page 57) 


Centre console storage box 
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1 - Bolt 
QO) 6x 
Q 1.4Nm 


2 - Storage box 


QO For equipment version 
without centre armrest 


QO Removing and installing 
> page 65 


3 - Lining mat 


4 - Connection for external au- 
dio sources - R199- 


Q Depending on vehicle 
equipmen 


OQ Removing and installing 
> Communication; 
Rep. gr. 91 ; Connec- 
tion for external multi- 
media devices 


5 - 12 V socket - U5- 


OQ Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Cigarette 
lighter, socket; Explo- 
ded view - cigarette 
lighter, 12 V socket 


6 - Centre console 


OQ Removing and installing 
=> page 66 


7 - Telephone bracket - R126- 


QO Depending on vehicle 
equipment 


Q For mobile telephone - 
R54 


QO Removing and shige Communication; Rep. gr. 91 ; Telephone system; Removing and installing 
telephone bracket - R1 


8 - Telephone bracket - R126- 
QO) Depending on vehicle equipment 
Q For telephone handset - R37- 
Q Removing and installing = Communication; Rep. gr. 91 ; Telephone system; Removing and installing 
telephone bracket - R126- 
9 - Storage compartment 
QO For equipment version with telephone bracket - R126- -item 8- 
Q Removing and installing > page 65 
10 - Storage box 
Q For equipment version with ooo bracket - R126- -item T- PENS 7 
Q Removing and installing, = page.8S:.. DI AG- MAI At: doas DA eas ese any bilit 
11 - Bolt Cee ene ee yoga ye ee 


Q Tightening torque = Communication; Rep. gr. 91 ; Telephone system; Overview of fitting locations - 
telephone system 


12 - Storage box 
Q For equipment version with connection for external audio sources - R199- 
QO Removing and installing > page 65 
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Centre console trim (rear) 


1 - Heated rear left seat switch 
with regulator - E128- 


OQ) Depending on vehicle 
equipment 


Q Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Removing and installing 
heated rear seat switch 
with regulator -E128- / - 
E129- 


() Press onto cover until it 
engages audibly 


2 - Heated rear right seat 
switch with regulator - E129- 


Q) Depending on vehicle 
equipment 

Q Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Removing and installing 
heated rear seat switch 
with regulator -E128- / - 
E129- 


Q) Press onto cover until it 

engages audibly 
3 - Mounting 

Q For cigarette lighter and 
socket 

Q) Depending on vehicle 
equipment 

Q Removing and installing 
> “3.2.1 Removing and 


mana sence cosa 
4 - Bolt 
QO 2x 
QO 1.4Nm 
5 - Trim 


Q For 12 V socket 2 - U18- 

QO Depending on vehicle equipment 

Q Removing and installing > “3.2.1 Removing and installing centre console trim (rear)”, page 60 
6 - 12 V socket 2 - U18- 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Cigarette lighter, socket; Exploded view - 
cigarette lighter, 12 V socket 


7 - Centre console Protected bir oopyrighit. Gopyind for piivate oF commercii 
Q Removing and installing "page" 


8 - Cover (rear) 
QO) For centre console 
QO Equipment version without centre armrest 
QO Removing and installing > page 60 
9 - Vent (rear) 
ū Removing and installing > “3.2.1 Removing and installing centre console trim (rear)”, page 60 
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QO Renew clips if damaged or deformed 
QO Insert in installation position and press in as far as stop 


10 - Cover (rear) 
Q For centre console 
QO Equipment version with centre armrest 
QO Removing and installing > page 60 


11 - Bolts 
QO 3Nm 


12 - Storage box 
Q Depending on equipment version 


QO Removing and installing 
=> “3.2.2 Removing and installing trim for switches/controls/storage box”, page 62 


Q Renew clips if damaged or deformed 
Q Press onto cover until it engages audibly 


13 - Rear Climatronic operating and display unit - E265- 
Q Depending on vehicle equipment 
QO Removing and installing > Heating, air conditioning; Rep. gr. 87 ; Operating and display unit; Removing 
and installing operating and display unit 
14 - Trim 
Q Equipment version with potentiometer for rear temperature selection - G538- 
QO Removing and installing 
> “3.2.2 Removing and installing trim for switches/controls/storage box”, page 62 
QO) Press onto cover until it engages audibly 
15 - Cover for switches 
OQ Equipment version with potentiometer for rear temperature selection - G538- 


OQ) Removing and installing 
> “3.2.2 Removing and installing trim for switches/controls/storage box”, page 62 
QO Press onto cover until it engages audibly 


Cup holder with heater and cooling element in centre console - 
country-specific version 
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1 - Cover (rear) 
üQ For centre console 
Q Country-specific version 
Q Removing and installing 
=> page 60 
2 - Bolt 
Q 10x 
Q 1.4 Nm 
3 - Cup holder with heater and 
cooling element - Z105- 
Q Country-specific version 
Q Deeley and installing 
> page 6 
4 - Lining mat 
5 - Button for cup holder with 
cooling element - E674- 


ü Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Overview of fitting loca- 
tions - controls in centre 
console 


6 - Button for cup holder with 
heating element - E675- 


QO Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Overview of fitting loca- 
tions - controls in centre 


console 
A68-10584 
3.2 Removing and installing centre console 
trim (rear) Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
> “3.2.1 Removin ndin llin ntr nsole trim (reary™i ct to the correctness of information in this document. Copyright by AUDI AG 


> “3.2.2 Removing and installing trim for switches/controls/stor- 
age box”, page 62 


3.2.1 Removing and installing centre console 
trim (rear) 


Special tools and workshop equipment required 
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+ Wedges - T10383- 


+ Hook - T40207- 


Removing 


(å) Note 


A hole is provided on both sides of the vent for engaging the hook 
-T40207- . 


— Carefully insert hook - T40207- between louvres and engage 
at side of vent. 


— Working alternately on each side, carefully pull vent -1- out of 
opening -arrow-. 


— Unplug electrical connector and detach vent. 


— Remove bolts -1-. 


— Starting at top, carefully unclip sides of cover -2- with wedge 
-T10383/1- -arrows-. 


— Detach cover from centre console towards rear. 


— Unplug electrical connectors. 
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Country-specific version: 


— Release catches -arrows A- and press air duct -1- downwards 
slightly. 


— Unscrew bolt -2- (left and right). 


- Starting at top, carefully unclip sides of cover -3- with wedge 
-T10383/1- -arrows B-. 


— Detach cover from centre console towards rear. 


— Unplug electrical connectors. 


Removing mounting for cigarette lighter/socket 
— Remove bolts -1-. 


— Detach mounting -2- for cigarette lighter and socket from cov- 
er. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. = “3.1 Exploded view - centre console”, page 53 


3.2.2 Removing and installing trim for 
switches/controls/storage box 
Special tools and workshop equipment required 


@ Wedges - T10383- 
T10383 


WO0-11251 
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Removing 


— Carefully unclip cover -1- from centre console using wedge - 
T10383/1- -arrow- and detach together with switches. 


— Unplug electrical connector for switches/controls. 
Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “3.1 Exploded view - centre console”, page 53 


3.3 Removing and installing centre console 
cover 

Removing 

— Remove centre console > page 66 . 

— Remove bolts -1 ... 8- and detach centre console cover -9-. 

Installing 

Installation is carried out in the reverse order; note the following: 

— Tighten bolts in sequence -1 ... 8-. 


Notes for installation: tightening torques, renewing components 
etc. = “3.1 Exploded view - centre console”, page 53 


3.4 Removing and installing ashtray (front) 
Removing 
— Remove insert for centre console > page 64 . 


— Remove Climatronic control unit - J255- > Heating, air con- 
ditioning; Rep. gr. 87 ; Operating and display unit; Removing 
and installing operating and display unit . 


— Remove bolts -1- and -5-. 
— Take cover -4- out of retainers -2- to the rear. 


— Take out ashtray/storage box -6- and unplug electrical con- 
nector for cigarette lighter. 


Installing 
Installation is carried out in the reverse order; note the following: 


Protected by copyright, Copying for private or commercial purposes, in part or in who 
— Insert cover--4+.at.front.with-rubber grommet -3- in: retainers accept an 


-2-, with respect to the correctness of information in this document. Copyright by AUD 


Notes for installation: tightening torques, renewing components 
etc. > “3.1 Exploded view - centre console”, page 53 
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3.5 Removing and installing ashtray trim 
(front) 

Removing 

— Remove cover for ashtray/storage box (front) > page 63 . 


- Open cover, lift fasteners -3- on underside with a small screw- 
driver and at the same time press trim -1- off cover -2- in 
direction of -arrow-. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “3.1 Exploded view - centre console”, page 53 


A68-10469 


3.6 Removing and installing insert for. centres ss nisan ossos 
console n shauna i fe Gea daslnank A io naion iA ad aban 

Special tools and workshop equipment required 

@ Removal wedge - 3409- 


wW0O0-11118 


Removing 


- Equipment version with selector lever: Move selector lever to 
“D/S”. 

— Switch off ignition. 

— Carefully prise out selector lever/gear lever boot at side 


-arrows- with your hand or removal wedge - 3409- and fold 
upwards. 


ns 
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— To protect surfaces from damage, use adhesive tape to mask 
centre console cover all around insert for centre console. 


A Caution 


If too much force is applied when lifting insert for centre con- 


sole, there is a risk of damaging catch on entry and start 
authorisation button - E408- as electrical wiring leading to but- 
ton is relatively short. Carefully release and pull insert for 
centre console upwards. 


A68-10546 | 
= 


— Reach beneath insert for centre console -arrow A- and care- 
fully lift insert out of centre console -arrow B-. 


— Unplug electrical connectors and carefully take out insert for 
centre console -1- by lifting over selector lever/gear lever. 


Installing Protected by copyright. Copying for private or commercial pu 
authorised by AUDI AC 


permitted u au AG. AUDI AG does no 
Installation is carriedvout-inethe:reverse-order; note the: followingpy:isht by A 


Notes for installation: tightening torques, renewing components 
etc. = “3.1 Exploded view - centre console”, page 53 


3.7 Removing and installing centre console 
storage box (front) 

Removing 

— Remove centre console > page 66 . 

— Remove bracket (rear) for centre console > page 69 . 

— Move electrical wiring -arrow- clear. 

-— Remove bolts -2 ... 7- and detach storage box -1- downwards. 


— Equipment version with telephone bracket - R126- : Remove 
telephone bracket - R126- = Communication; Rep. gr. 91; 
Telephone system; Removing and installing telephone brack- 
et - R126- . 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “3.1 Exploded view - centre console”, page 53 


Ey 2 f 
A6S-10473 


3.8 Removing and installing centre console 
footwell trim (front) 


Special tools and workshop equipment required 


3. Centre console 65 


COLD Audi A6 2011 > , Audi A6 China 2012 > 
Auð: General body repairs, interior - Edition 10.2016 


@ Wedges - T10383- 
710383 


Removing 


— Unclip trim -1- for centre console with wedge -T10383/1- 
-arrow- and detach. Protected by copyrig I 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. = “3.1 Exploded view - centre console”, page 53 


3.9 Removing and installing centre console 
Removing 

— Remove insert for centre console > page 64 . 

-— Remove ashtray/storage box (front) > page 63 . 

— Remove centre console trim (rear) > page 60. 


— Remove air duct for vent (rear) > Heating, air conditioning; 
Rep. gr. 87 ; Air duct system; Removing and installing air 
ducts . 


— Equipment version with telephone bracket - R126- : Unplug 
electrical connector and move wiring clear. 


- Equipment version with connection for external audio sources 
- R199- : Remove connection for external audio sources - 
R199- = Communication; Rep. gr. 91 ; Connection for exter- 
nal multimedia devices . 
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— Equipment version with background lighting: Unplug electrical 
connectors for background lighting and move wiring clear. 


— Equipment version with 12 V socket: Unplug electrical con- 
nector -2-. 


— Remove bolts -1- and -3-. 


2 


n 
j 


— Unscrew nuts -1- at bracket for centre console. 


(ë) Note 


Equipment version without centre armrest: Remove 2 nuts. 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not } eat, SA! i Jd FET 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability ie — f 
with respect to the correctness of information in this document. Copyright by AUDI AG 


Country-specific version: 

— Pull air duct -1- off towards rear and remove. 

— Unscrew nuts -arrow- at bracket for centre console. 
Continued for all vehicles: 

— Unplug electrical connectors and move wiring clear. 


— Lift centre console, pull it out of dash panel towards rear and 
remove by lifting it over selector lever/gear lever. 


Installing 
Installation is carried out in the reverse order; note the following: 


— Fit centre console in position and guide electrical connectors 
through opening in centre console. 


Notes for installation: tightening torques, renewing components 
etc. > “3.1 Exploded view - centre console”, page 53 
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3.10 Removing and installing cup holders 


=> “3.10.1 Removing and installing cup holder’, page 68 


> “3.10.2 Removing and installing cup holder - country-specific 
version”, page 69 


3.10.1 Removing and installing cup holder 
Removing 

— Remove centre console > page 66 . 

— Remove storage box in centre console > page 65 . 


— Remove bolts -2- and -3- and detach cup holder -1- down- 
wards. 


Removing trim 
- Remove bolts -1 ... 6- and detach bracket -7-. 


Protected by copyright. Copying for private or commercial purposes, in part or in 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accep 
with respect to the correctness of information in this document. Copyright by 4 


— Use a small screwdriver to lift catches -3- on underside and at 
the same time press trim in direction of -arrow-. 


— Detach trim -1- from cover. 

Installing 

Installation is carried out in the reverse order; note the following: 
- Engage fasteners -2- and -4- of trim at cover. 


Notes for installation: tightening torques, renewing components 
etc. > “3.1 loded view - centre console”, page 53 
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3.10.2 | Removing and installing cup holder - 
country-specific version 

Removing 

— Remove centre console trim (rear) > page 60. 


— Remove bracket for DC/AC converter with socket (12 V-230 V) 
=> Electrical system; Rep. gr. 96 ; Cigarette lighter, socket; 
Exploded view - cigarette lighter, 12 V socket . 


— Remove bolts -arrows- and detach cup holder -2- downwards 
from cover -1-. 


— If cup holder is to be renewed: 
@ Move clear wiring harness. 


+ Remove button for cup holder > Electrical system; Rep. gr. 
96 ; Controls; Overview of fitting locations - controls in centre 
console . 


Installing 
Install in reverse sequence. 


Notes for installation: tightening torques, renewing components 
etc. = “3.1 Exploded view - centre console”, page 53 


3.11 Removing and installing bracket for cen- 
tre console 

Removing 

— Remove centre console > page 66. 

Bracket (front): 


— Remove interior aerial 1 for entry and start authorisation - 
R138- > Electrical system; Rep. gr. 94 ; Entry and start 
authorisation; Removing and installing interior aerial 1 for en- 
try and start authorisation - R138- . 


— Unplug electrical connectors and move clear. 
— Remove nuts -1- and -2-. 


- Disengage bracket -3- at lugs -arrows- for dash panel and re- 
move. 


Bracket (rear): 

— Unscrew bolts -1-, -3- and -4-. 

— Detach bracket -2- downwards from centre console. 
Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “3.1 Exploded view - centre console”, page 53 
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4 Centre armrest (front) 

=> “4.1 Exploded view - centre armrest (front)”, page 70 

= “4.2 Removing and installing centre armrest (front)”, 

page 71 

2548 Removing and installing centre armrest (top section)”, page 


4.1 Exploded view - centre armrest (front) 


1 - Bracket 
Q) For centre armrest 


Q Removing and installing 
> “3.11 Removing and 


installing bracket for 
centre console” 


page 69 
2 - Trim (rear) 
QO For centre armrest 
Q Clipped to -item 4- 
Q Push on until it engages 
audibly 
3 - Seal 
QO Insert in trim -item 4- 
4 - Trim (front) 
Q For centre armrest 
Q Clipped to -item 2- 


Q Push on until it engages 
audibly 


5 - Centre armrest (front) 
QO Removing and installing 
=> page 71 
6 - Storage box 


Q Depending on equip- 
ment version 


QO Removing and installing 
=> page 71 


QO Engage storage com- 
partment at centre arm- 
rest and press on until it 
engages audibly 


7 = Bolt Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
a 1 Nm permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG 


8 - Centre armrest padding 
QO Removing and installing > page 72 


9 - Bolt 
Q 20 Nm 


10 - Nut 
O 4x 
QO 20Nm 
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4.2 Removing and installing centre armrest 
(front) 


> “4.2.1 Removing and installing centre armrest (front)”, 
page 71 


=> “4.2.2 Removing and installing storage compartment for centre 
armrest (front)”, page 71 


4.2.1 Removing and installing centre armrest 
(front) 

Removing 

— Remove centre console trim (rear) > page 60 . 


— Remove air duct for vent (rear) > Heating, air conditioning; 
Rep. gr. 87 ; Air duct system; Removing and installing air 
ducts . 


— Remove bolt -2-. 

— Lift centre armrest -1- out of mounting. 

Installing 

Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. = “4.1 Exploded view - centre armrest (front)”, page 70 


4.2.2 „Removing and installing storage com. 
ens partment for centre armrest (front) + + 
Special tools and workshop equipment required o 
@ Wedges - T10383- 
T10383 


P P 


Removing 


— Starting at rear, unclip storage compartment -1- from centre 
armrest -arrow- using wedge -T10383/1- . 


— Disengage storage compartment at armrest and detach. 
Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “4.1 Exploded view - centre armrest (front)”, page 70 


4. Centre armrest (front) 71 


CORD Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


4.3 Removing and installing centre armrest 
(top section) 


Removing 
— Remove centre armrest (front) > page 71 . 
— Remove bolt -1-. 


— Open centre armrest cover and press down retaining hook 
-3- with a screwdriver. 
Protected by copyright. Copying for pr 


- Atthe same time, press centre armrest padding “2+ off Mount- 
ings -4- in direction of -arrow-. i acacia A a EE 


ivate O 


— Detach centre armrest padding. 


A68-10483 


Installing 


— Position centre armrest padding -2- on centre armrest -1- 
-arrows- and press on until it engages audibly. 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


Notes for installation: tightening torques, renewing components 


etc. > “4.1 Exploded view - centre armrest (front)”, page 70 


A6S-10484 
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5 Interior mirror 


=> “5.1 Exploded view - interior mirror’, page 73 

> “5.2 Removing and installing interior mirror’, page 74 

> “5.3 Switching automatic anti-dazzle function on and off’, page 
15 


> “5.4 Switching compass display on and off’, page 76 
> “5.5 Setting magnetic deflection zone”, page 76 
> “5.6 Calibrating digital compass”, page 76 


> “5.7 Adjusting automatic anti-dazzle interior mirror for right- 
hand drive or left-hand drive vehicles”, page 77 


> “5.8 Selecting the applicable deflection zone from the map”, 


page 77 

> “5.9 Checking operation of automatic anti-dazzle interior mir- 
ror’, page 83 

5.1 Exploded view - interior mirror 


1 - Cover (front) 
Q For mirror base 


2 - Retaining clip 


OQ) For interior,mirror copyright. @opying for private 

Q Different versions for hofd by AUDI A > 
allocation referees the edrectness of int į 
Electronic parts cata- 
logue 


QO) Always renew after re- 
moving interior mirror 
3 - Bolt 
OQ 2x 
Q 1.5 Nm 


4 - Retaining plate 
Q For interior mirror 
ū Bonded to windscreen 


5 - Cover (rear) 
QO For mirror base 
Q For interior mirror with- 
out optional equipment 
6 - Cover 
Q For interior mirror with 
optional equipment 
7 - Cover (rear) 
QO For mirror base 
Q For interior mirror with 
optional equipment 


8 - Interior mirror 


Q Manual anti-dazzle inte- 26810585 


rior mirror or automatic 
anti-dazzle interior mir- 
ror - Y7- 


Q Different versions; for allocation refer to > Electronic parts catalogue 
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OQ Removing and installing > page 74 
QO Position at 30° angle to installation position and turn clockwise as far as stop 
Q Always renew retaining clip after removing 


5.2 Removing and installing interior mirror 


Observe the general information when removing and installing the 
mirror > page 15. 


Removing 

Interior mirror with optional equipment: 

— Unclip cover (bottom) -1- -arrows-. 

— Disengage cover (bottom) using a screwdriver and detach. 


— Unclip cover -1- at mirror base with a screwdriver and detach. 


Interior mirror without optional equipment: 
— Prise off cover -1- at bottom of mirror base -arrows-. 
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All mirror versions (continued): 
— Take electrical connector -2- out of bracket and unplug. 


— Turn interior mirror at mirror base -1- as far as it will go anti- 
clockwise -arrow- and detach from retainer. 


— Carefully disengage retaining tabs -arrows- and pull cover 
-1- at front downwards out of guide elements on interior mirror 
base -2-. 


A68-10646 


Installing 
Installation is carried out in the reverse order; note the following: 


— Always renew retaining clip -2°'6r-5- for interior mirror after” 
removing; for allocation see > ,Electronic parts. catalogue... 


— Fit interior mirror at 30° angle to installation position. 
— Turn interior mirror clockwise as far as it will go. 


Notes for installation: tightening torques, renewing components 
etc. = “5.1 Exploded view - interior mirror’, page 73 
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5.3 Switching automatic anti-dazzle func- 
tion on and off 


— Press button -1- briefly (up to 3 seconds) to switch automatic 
anti-dazzle function on or off. 


Automatic anti-dazzle function “On”: Indicator lamp -2- lights 
up. 


Automatic anti-dazzle function “Off”: Indicator lamp -2- goes 
out. 


@ The automatic anti-dazzle function is activated every time the 
ignition is switched on. 


+ If you deactivate the automatic anti-dazzle function for the in- 


terior mirror this will also deactivate the anti-dazzle function for 
the exterior mirrors. 


@ When in anti-dazzle mode, the mirror will become lighter as 
soon as the interior light is switched on or reverse gear is en- 
gaged. 


@ The automatic anti-dazzle function of the interior mirror can 
only function correctly if the sun blind is retracted. 
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5.4 Switching compass display on and off 


— Press button -2- for 3 to 6 seconds. The compass display -1- 
will be switched “on” or “off”. 


Compass display “on” - direction is indicated. 
Compass display “off” - direction is not indicated. 


A68-10769 


5.5 Setting magnetic deflection zone 
It is necessary to set the magnetic deflection zone if: 
* Anew automatic anti-dazzle interior mirror - Y7- is installed. 


* You have reached a distance more than two zones away from 
the pre-set reference zone after travelling long distances; you 
should then set a different magnetic deflection zone. 


Setting magnetic deflection zone: 


— Press and hold button -2- for 6 to 9 seconds until compass 
display shows “Z” and a number for the magnetic deflection 
zone. 


— Press the button repeatedly until the number of the desired 
magnetic deflection zone appears. 


Select applicable deflection zone from the world map: 


Europe > page 77 
North America > page 78 
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South America > page 79 
Asia > page 80 


Africa > page 81 
Australia > page 82 


© >è >è © è oè 


After a few seconds the compass display will switch from the 
magnetic deflection zone to the current direction/point of the com- 
pass. 


- Switch the anti-dazzle function of the interior mirror back on 
> page 76 after setting the magnetic deflection zone. 


5.6 Calibrating digital compass 
It is necessary to calibrate the digital compass if: 
* The directions the digital compass shows are inaccurate. 


* The compass display shows a “C” instead of a point of the 
compass, or if the display remains blank. 


« Anew automatic anti-dazzle interior mirror - Y7- is installed. 


In exceptional circumstances, the digital compass may also have 
to be calibrated, for example if: 


+ The vehicle battery is reconnected after it has been discon- 
nected for a long period. 
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* Anew audio system or audio system components has/have 
been fitted. 


Calibrating digital compass: 
— Switch on ignition. 
* Compass display -1- should show “C”. 


— If display does not show “C”, press and hold button -2- for 9 to 
12 seconds until letter “C” appears in compass display. 


— Drive the vehicle in a circle two or three times at a speed of 
approx. 10 km/h (5 mph) until a direction is indicated on the 
compass display. 


— After completing the calibration, re-activate the automatic anti- 
dazzle function of the interior mirror > page 75. 


5.7 Adjusting automatic anti-dazzle interior 
mirror for right-hand drive or left-hand 
drive vehicles 


It is necessary to adjust the mirror to right-hand or left-hand drive 
if: 


« Anew automatic anti-dazzle interior mirror““Y7- is instatled: 


— Press and hold button -2- for 12 to 15 seconds until display 
shows “L” o left-hand drive vehicles) or “A” (for right-hand 
drive vehicles). 


— Press the button again briefly to change the setting for right- 
hand or left-hand drive. 


— Switch the anti-dazzle function of the interior mirror back on 
> page 75 after adjusting the mirror for right-hand or left-hand 
drive. 
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5.8 Selecting the applicable deflection zone from the map 
Europe 
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North America 
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Asia 
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Africa 
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Australia 
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5.9 Checking operation of automatic anti- 


dazzle interior mirror 


The test can only be carried out if the following conditions are met: 


Interior mirror is fitted. 
Ignition is switched on. 
Reverse gear is not engaged. 


Automatic anti-dazzle function is switched on, indicator lamp 
must be lit. 
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Test sequence 
- Cover photosensor -1- on housing side. 


- Aim alight source, e.g. a torch, at photosensor -2- on mirror 
side. 


+ Interior mirror should darken quickly. 
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69- Passenger protection 
1 Seat belts 


> “1.1 Overview of fitting locations - seat belts and anchorage 
points”, page 85 


=> “1.2 Exploded view - three-point seat belt (front)”, page 87 


> “1.3 Exploded view - outer three-point seat belt (rear)”, 
page 89 


=> “1.4 Exploded view - centre three-point seat belt (rear)”, 
page 90 


> “1.5 Exploded view - belt buckle (front)”, page 91 


> “1.6 Exploded view - belt buckle (rear)”, page 93 
=> “1.7 Removing and installing three-point seat belt (front)”, page 
96 


2,18 Removing and installing three-point seat belt (rear)”, page 


> “1.9 Removing and installing belt guide (rear)”, page 111 
> “1.10 Removing and installing belt guide (front)”, page 115 


=> “1.11 Removing and installing belt end fitting (front)”, 
page 116 


> “1.12 Removing and installing outer belt end fitting (rear)”, page 
117 


> “1.13 Removing and installing belt height adjuster”, page 118 


> “1.14 Removing and installing belt buckle (front)”, page 119 
> “1.15 Removing and installing belt buckle (rear)”, page 121 


1.1 Overview of fitting locations - seat belts and anchorage points 


FE) ve 


Illustration shows seat belts in saloon with fixed rear seat backrest. 
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1 - Automatic belt retractor 


Q For three-point seat belt 
(front) 

Q With front passenger 
seat belt tensioner ignit- 
er 1-N154- , control unit 
for front right belt ten- 
sioner - J855- and front 
passenger side belt 
force limiter - G552- 

Q Exploded view 
> page 87 


2 - Belt height adjuster 
Q Exploded view 
> page 87 
3 - Outer belt guide (rear) 
Q Removing and installing 
=> page 111 
4 - Automatic belt retractor 


Q For outer three-point 
seat belt (rear) 


Q Country-specific ver- 
sion: with rear belt ten- 
sioner igniter on front 
passenger side - N197- 

Q Exploded view 
> page 89 


5 - Automatic belt retractor 


Q For centre three-point 
seat belt (rear) 


Q Only on 3-seat rear seat 


Q Country-specific ver- 
sion: with rear centre 
belt tensioner igniter - 
N198- 


Equipment versions: 
+ For fixed rear seat backrest 


¢@ For folding rear seat backrest 
Q Exploded view => page 90 


6 - Centre belt end fitting (rear) with belt buckle (rear) 
Q Only on 3-seat rear seat 
Q Exploded view > page 90 , > page 93 

7 - Belt buckle (rear) 
Q Exploded view > page 93 


8 - Automatic belt retractor 
Q For outer three-point seat belt (rear) 
TGH specie varied: with reat belt tensioner igilo op driver side - N196- 


Qertixplodedview>)page 890 AG does not guarantee or accept any liability 


with respect to the correctness of information in this document. Copyright by AUDI AG 


9 - Outer belt end fitting (rear) 
QO) Exploded view > page 89 


10 - Automatic belt retractor 
Q For three-point seat belt (front) 
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Q With driver seat belt tensioner igniter 1 - N153- , control unit for front left belt tensioner - J854- and driver 
side belt force limiter - G551- 


QO Exploded view > page 87 


11 - Belt end fitting (front) 
QO Exploded view > page 87 


12 - Belt buckle (front) 
Q Exploded view = page 91 


1.2 Exploded view - three-point seat belt (front) 


1 - Bolt 


Q Renew bolt if removed 
following an accident 


QO 45Nm 


2 - Automatic belt retractor 


Q) Driver side: with driver 
seat belt tensioner ignit- 
er 1 - N153- and driver 
side belt force limiter - 
G551- 


Q Passenger side: with 
front passenger seat 
belt tensioner igniter 1 - 
N154- and front passen- 
ger side belt force limiter 
- G552- 


Q Equipment version: 
without electric belt ten- 
sioning 

Q Removing and installing 
=> page 96 

3 - Bolt 


ū Renew bolt if removed 
following an accident 


Q Apply locking fluid when 
installing; for locking flu- 
id, refer to > Electronic 
parts catalogue 


Q 5Nm 
4 - Belt guide'(fronty oe 
Q wRemovingeand installing” 
> page 115 
5 - Belt end fitting (front) 


QO) Removing and installing 
=> page 116 


6 - Bolt 

QO Renew bolt if removed following an accident 

Q 45Nm 
7 - Belt height adjuster 

QO) Removing and installing > page 118 

Q Always renew if belt tensioner has been triggered while belt was fastened 
8 - Bolt 

Q Renew bolt if removed following an accident 
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Q 27Nm 


9 - Electrical connector 
QO Driver side: for driver side belt force limiter - G551- 
QO Passenger side: for front passenger side belt force limiter - G552- 
Q For equipment version without electric belt tensioning 
Q Unplugging and plugging in > page 96 
10 - Electrical connector 
Q Driver side: for driver seat belt tensioner igniter 1 - N153- 
QO) Passenger side: for front passenger seat belt tensioner igniter 1 - N154- 
Q For equipment version without electric belt tensioning 
Q Unplugging and plugging in > page 96 
11 - Electrical connector 
Q Driver side: for driver seat belt tensioner igniter 1 - N153- and driver side belt force limiter - G551- 


QO) Passenger side: for front passenger seat belt tensioner igniter 1 - N154- and front passenger side belt 
force limiter - G552- 


Q For equipment version with electric belt tensioning 
Q Unplugging and plugging in > page 96 
12 - Electrical connector 
Q Driver side: for control unit for front left belt tensioner - J854- 
Q Passenger side: for control unit for front right belt-tensioner,- J855- 
Q For equipment version with electric belt tensioning 
Q Unplugging and plugging in > page 96 
13 - Bolt 
Q Renew bolt if removed following an accident 
QO 45Nm 


14 - Automatic belt retractor 


Q Driver side: with driver seat belt tensioner igniter 1 - N153- , control unit for front left belt tensioner - J854- 
and driver side belt force limiter - G551- 


Q Passenger side: with front passenger seat belt tensioner igniter 1 - N154- , control unit for front right belt 
tensioner - J855- and front passenger side belt force limiter - G552- 


QO Equipment version: with electric belt tensioning 
OY Removing and installing > page 96 
15 - Bolt 
Q Only for equipment version with electric belt tensioning 
OQ 2Nm 
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1.3 Exploded view - outer three-point seat belt (rear) 


[a] Note 


Illustration shows three-point seat belt for a saloon. 


1 - Bolts 


Q When removing and in- 
stalling belt guide, never 
change position of bolts 
(set by manufacturer) 


2 - Belt guide 
OY Removing and installing 
=> page 111 
3 - Nut 
4 - Bolt 


Q Renew bolt if removed 
following an accident 


QO 45Nm 


5 - Automatic belt retractor 


Q alid side: country- 
arbatt ic Ba 


Protected by copy ern Ci 
permitted unless a! ne lo | 
with respect to fear bet ibe SI 


QO) Passenger side: coun- 
try-specific version with 
rear belt tensioner ignit- 
er on front passenger 
side - N197- 


Q Removing and installing 
> page 99 
6 - Noise insulation 
Q For automatic belt re- 
tractor 
7 - Electrical connector 


Q Driver side: for country- 
specific version with SS. ~ 
rear belt tensioner ignit- AB69-10739 
er on driver side - N196- 


Q Passenger side: for country-specific version with rear belt tensioner igniter on front passenger side - 
N1 


8 - Bolt 
Q Renew bolt if removed following an accident 
Q 45Nm 


9 - Belt end fitting (rear) 
Q Removing and installing > page 117 
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1.4 Exploded view - centre three-point seat belt (rear) 


a Note 


Illustration shows equipment versions with folding rear seat backrest and fixed rear seat backrest. 


1 - Centre belt end fitting (rear) 
Q Removing and installing 
=> page 121 
2 - Nut 


Q Tightening torque 
=> “1.6 Exploded view - 
belt buckle (rear)”, page 
93 


3 - Bolt 


Q Renew bolt if removed 
following an accident 


QO 45Nm 


4 - Centre belt guide (rear) 


Q For equipment version 
with fixed rear seat 
backrest 


QO Renew entire belt guide 
if damaged 

Q Removing and installing 
=> page 111 


5 - Rear shelf 


6 - Automatic belt retractor 


Q) For equipment version 
with fixed rear seat 
backrest 

Q Country-specific ver- 
sion: with rear centre 
eae tensioner igniter - 


m) omoro and installing 


> page 105 
7 - 2/3 section of split rear seat 
backrest (right-side) 


8 - Centre belt guide (rear) 
Q For equipment version with folding rear seat backrest 
QO Renew entire belt guide if damaged 
Q Removing and installing > page 111 

9 - Automatic belt retractor 
Q For equipment version with folding rear seat backrest 
Q Country-specific version: with rear centre belt tensioner igniter - N198- 
QO) Removing and installing > page 108 

10 - Nut 
QO Renew nut if removed following an accident 
QO 45Nm 
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1.5 Exploded view - belt buckle (front) 


> “1.5.1 Exploded view - belt buckle (front), standard seat/sports 
seat/super sports seat”, page 91 


=> “1.5.2 Exploded view - belt buckle (front), multi-contour seat”, 
page 92 


1.5.1 Exploded view - belt buckle (front), standard seat/sports seat/super sports 
seat 


1 - Belt buckle (front) 


Q) Driver side: with driver 
side belt switch - E24- 


QO Passenger side: with 
front passenger side 
belt switch - E25- 


Q Country-specific ver- 
sion, passenger side: 
with front passenger 
side belt switch - E25- 
and seat belt force sen- 
sor for seat occupied 
recognition - G453- 

Q Dacia! and installing 
=> page 119 

Q Always renew if belt ten- 
sioner has been trig- 

ered while belt was 
astened 


2 - Front seat 
3 - Seat pan frame 


4 - Bolt 


Q Renew bolt if removed 
following an accident 

Q Clean threaded holes 
for bolts using e.g. a 
thread tap 

Q Apply locking fluid when 
installing; for locking flu- 
id, refer to > Electronic 
parts catalogue 


Q 33Nm 
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1.5.2 Exploded view - belt buckle (front), multi-contour seat 


1 - Bolt 


Q) Renew bolt if removed 
following an accident 


QO 33Nm 


2 - Belt buckle (front) with driv- 
er side belt switch - E24- 


QO Passenger side: belt 
buckle (front) with front 
passenger side belt 
switch - E25- 


Q Country-specific ver- 
sion, passenger side: 
with front passenger 
side belt switch - E25- 
and seat belt force sen- 
sor for seat occupied 
recognition - G453- 

Q Removing and installing 
=> page 119 

Q Always renew if belt ten- 
sioner has been trig- 

ered while belt was 
astened 


3 - Seat pan frame 


4 - Electrical connector 
QO) For belt switch 
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1.6 Exploded view - belt buckle (rear) 
A .6.1 Exploded view - belt buckle (rear), 2-seat rear seat”, page 


z .6.2 Exploded view - belt buckle (rear), 3-seat rear seat”, page 


> “1.6.3 Exploded view - belt buckle (rear). 3-seat rear seat, 
country-specific version”, page 95 


1.6.1 Exploded view - belt buckle (rear), 2-seat rear seat 


1 - Nut 
QO) Renew 
QO 45Nm 


2 - Electrical connector 
Q For rear belt switch, 
front passenger side - 
E259- 


3 - Nut 
QO Renew 
n 45Nm 


4 - Belt buckle with rear belt 
realy front passenger side - 


OQ Removing and installing 
=> page 121 


Q Align with direction of 
travel when bolting on 


Q Locating lugs on floor 
panel must be posi- 
tioned between recess- 
es at buckle attachment, 
surfa ith respect to the correctn 

Q Always renew belt buck- 
le if belt tensioner was 
triggered (while belt was 
fastened) 


5 - Belt buckle with rear belt 
switch, driver side - E258- 


Q Removing and installing 


=> page 121 
Q Align with direction of 
travel when bolting on 


Q Locating lugs on floor 
panel must be posi- 
tioned between recesses at buckle attachment surface 


Q Always renew belt buckle if belt tensioner was triggered (while belt was fastened) 


6 - Electrical connector 
Q For rear belt switch, driver side - E258- 
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1.6.2 Exploded view - belt buckle (rear), 3-seat rear seat 


1 - Nut 
QO) Renew 
QO 45Nm 


2 - Belt buckle 


Q With rear belt switch, 
driver side - E258- 


Q With rear centre belt 
switch - E609- 

ü Removing and installing 
=> page 121 

Q Always renew if belt ten- 
sioner has been trig- 

ered while belt was 

astened 


Q Align with direction of 
travel when bolting on 


Q Locating lugs on floor 
panel must be posi- 
tioned between recess- 
es at buckle attachment 
surface 


3 - Electrical connector 


Q For rear belt switch, 
front passenger side - 
E259- 


4 - Centre belt end fitting (rear) 


m) Pareha Slay installing 
age 


> 
Protect -Copying for private or 
5 “Nu d unless authorised by AUDI AG. AU 
with respect to the correctness of informati 


QO Renew 
QO 45Nm 
A69-10780 
6 - Belt buckle 


Q With rear belt switch, 
front passenger side - E259- 


Q Removing and installing > page 121 

Q Always renew if belt tensioner has been triggered while belt was fastened 

Q Align with direction of travel when bolting on 

QO) Locating lugs on floor panel must be positioned between recesses at buckle attachment surface 


7 - Electrical connector 
ū For rear belt switch, driver side - E258- and rear centre belt switch - E609- 
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1.6.3 Exploded view - belt buckle (rear). 3-seat rear seat, country-specific version 


1 - Centre belt end fitting (rear) 


QO Removing and installing 
> page 121 


ū Locating lugs on floor 
panel must be posi- 
tioned between recess- 
es at buckle attachment 
surface 


2 - Nut 
QO) Renew 
QO 45Nm 


3 - Belt buckle 
Q agen and installing 
> page 121 


ū Always renew if belt ten- 
sioner has been trig- 
ered while belt was 
astened 


Q Align with direction of 
travel when bolting on 


Q Locating lugs on floor 
panel must be posi- 
tioned between recess- 
es at buckle attachment 

Protected surface: Copying for private or c 
permitted unless authorised by AUDI AG. AUDI 
4 «Centre: belt: buckle (rear):ation 

Q Removing and installing 
=> page 121 

Q Always renew if belt ten- 
sioner has been trig- 
gered while belt was 
fastened 


Q Align with direction of 


travel when bolting on 
Q Locating lugs on floor panel must be positioned between recesses at buckle attachment surface 


5 - Belt buckle 
QO Removing and installing > page 121 
Q Always renew if belt tensioner has been triggered while belt was fastened 
Q Align with direction of travel when bolting on 
Q Locating lugs on floor panel must be positioned between recesses at buckle attachment surface 


6 - Nut 
QO Renew 
QO 45Nm 


i) 
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1.7 Removing and installing three-point seat 
belt (front) 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


@ Observe disposal regulations for pyrotechnic components 
> page 5. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove belt end fitting (front) > page 116 . 
— Remove B-pillar trim (top) > page 282 and guide out belt. 
— Remove B-pillar trim (bottom) > page 284 . 


— Remove B-pillar air duct > Heating, air conditioning; Rep. gr. 
87 ; Air duct system; Removing and installing air ducts . 


A WARNING 


Before handling the belt tensioner units (e.g. unplugging the 
electrical connector) the mechanic must discharge static elec- 
tricity by briefly touching the door striker plate, or similar. 


— Remove bolt -4- and detach belt guide (front) -1-. 
— Remove bolt -2- for belt guide fitting -3-. 
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Equipment version without electric belt tensioning: 


— Release connector locking element with a small screwdriver 
-arrow- and unplug electrical connectors for belt force limiter 
-item 2- and for belt tensioner igniter 1 -item 3-. 


— Disengage electrical wiring at belt tensioner and move clear. 


— Remove bolt -4- and take automatic belt retractor -1- out of 
mounting. 


Protected by pyright. Copying for private or commercial purposes, in part 1 whole, is not 
Equipment version with electric belt tensioning: "91.00" 
— Press release mechanism and unplug electrical connector 

-5- for control unit for belt tensioner. 


— Unplug electrical connector -3- for belt tensioner igniter and 
belt force limiter; to do so, pull out and press down connector 
locking element -4-. 


— Remove bolts -1- and -2- and take automatic belt retractor 
-6- out of mounting. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


ih) | A69-10723 | 


$ Before handling pyrotechnic seth heii (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


— If components of the belt system are removed following an 
accident, renew the bolts for the belt system. 


[a] Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 
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— Insert automatic belt retractor with locating element -1- in 
mounting -2- -arrow- and tighten bolt. 


A WARNING 


The battery must be connected with the ignition switched on. 
If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


Vehicles with control unit for front belt tensioner -J854- / -J855- 
(PR no. 7W4 and higher): 


— After three-point seat belt (front) has been renewed, control 
unit for belt tensioner must be activated > Vehicle diagnostic 
tester. 


Choose “Function/component selection” and select the follow- 
ing options one after the other: 


Body 

General body repairs 

01 - Self-diagnosis compatible systems 

8F - Front left belt tensioner control unit J854 

8F - RGS front left, functions 

8F 69 - Front left belt tensioner control unit J854-, replace 


a Note 


The code that must be entered is supplied together with the new 
part > Electronic parts catalogue . 


© > >è òo Oe o 
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— After installing three-point seat belt (front passenger side), 
check child seat restraint function (country-specific version) of 


belt > page 14. 
Notes for installation: tightening torques, renewing components 


etc. 
> “1.2 Exploded view - three-point seat belt (front)”, page 87 


1.8 Removing and installing three-point seat 
belt (rear) 

> “1.8.1 Removing and installing outer three-point seat belt (rear) 

- Saloon”, page 99 


> “1.8.2 Removing and installing outer three-point seat belt (rear) 
- Avant”, page 102 

> “1.8.3 Removing and installing three-point seat belt (rear) in 
rear shelf’, page 105 


> “1.8.4 Removing and installing three-point seat belt (rear) in 


rear seat backrest’, page 1 


1.8.1 Removing and installing outer three- 
point seat belt (rear) - Saloon 


Removing 

— Remove outer belt end fitting (rear) > page 117. 

— Remove rear shelf > page 293 . 

— Remove luggage compartment side trim > page 321 . 
— Remove belt guides (rear) > page 111. 

— Detach noise insulation for automatic belt retractor. 


Country-specific version with rear belt tensioner igniter: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


$ Observe disposal regulations for pyrotechnic components 
> page 5. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 
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— Unplug electrical connector. 


- Todo SO, release connector locking element -2- with a small 
screwdriver -arrow- and unplug electrical connector -1-. 


A69-10573 


Continued for all vehicles: 
— Remove bolt -1-. 


— Slide three-point seat belt -2- to rear -arrow- and take out of 
mounting. 
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Installing 


— If components of the belt system are removed following an 
accident, renew the bolts for the belt system. 


— Insert three-point seat belt with locating element and bolt -2- 
in mounting -3-. 


— Press three-point seat belt -1- forwards as far as stop 
-arrow- and at the same time tighten bolt. 


Country-specific version with rear belt tensioner igniter: 


A »WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


(å) Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


A WARNING 


The battery must be connected with the ignition switched on. 
/f pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


AN DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
@ Move selector lever to position P 

Activate parking brake 

Switch off ignition 

Open bonnet 


@ 
+ 
@ 
+ 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


1. Seat belts 1 01 


COED Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


Continued for all vehicles: 


Perform remaining installation steps in reverse order of removal; 
observe the following: 


Notes for installation: tightening torques, renewing components 


etc. 
> “1.3 Exploded view - outer three-point seat belt (rear)”, 
page 89 


1.8.2 Removing and installing outer three- 
point seat belt (rear) - Avant 

Removing 

— Remove outer belt end fitting (rear) > page 117. 

— Remove luggage compartment side trim > page 330. 


— Remove bracket for backrest remote release mechanism 
=> page 562. 


— Detach noise insulation for automatic belt retractor. 


Country-specific version with rear belt tensioner igniter: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


$ Observe disposal regulations for pyrotechnic components 
> page 5. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Unplug electrical connector. 


- Todo so, release connector locking element -2- with a small 
screwdriver -arrow- and unplug electrical connector -1-. 
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Continued for all vehicles: 
— Slacken off bolt -1-. 


— Disengage three-point seat belt -2- -arrow- and detach. 


)[A69-10433 
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Installing 


— If components of the belt system are removed following an 
accident, renew the bolts for the belt system. 


— Insert three-point seat belt with locating element and bolt -2- 
in mounting -3-. 


— Press three-point seat belt -1- forwards as far as stop 
-arrow- and at the same time tighten bolt. 


Country-specific version with rear belt tensioner igniter: 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


(à Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


A WARNING 


The battery must be connected with the ignition switched on. 
If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are.connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
Move selector lever to position P 
Activate parking brake 
Switch off ignition 
Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
fem 


Switch on ignition 
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— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


Continued for all vehicles: 


Perform remaining installation steps in reverse order of removal; 
observe the following: 


Notes for installation: tightening torques, renewing components 


etc. 
=> “1.3 Exploded view - outer three-point seat belt (rear)”, 
page 89 


1.8.3 Removing and installing three-point seat 
belt (rear) in rear shelf 

Removing 

— ‘Removerrear'seat bench'> page*534 n 

— Remove fixed rear seat backrest > page 544. 


— Equipment version with multi-contour seat: Remove multi- 
contour seat > page 548 . 


— Remove centre belt end fitting (rear) > page 121. 
— Remove rear shelf > page 293 . 


Country-specific version with rear belt tensioner igniter: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


@ Observe disposal regulations for pyrotechnic components 
> page 5. 


— Switch on ignition. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Unplug electrical connector. 


— Todoso, use a small screwdriver -1- to release connector 
locking element -3- and unplug electrical connector -2-. 


A69-10288 
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Continued for all vehicles: 
— Slacken off bolt -2-. 
— Disengage three-point seat belt -1- -arrow- and lift off. 
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Installing 


— If components of the belt system are removed following an 
accident, renew the securing bolts for the belt system. 


— Insert three-point seat belt with locating element and bolt -2- 
in mounting -3-. 


— Press three-point seat belt -1- forwards as far as stop 
-arrow- and at the same time tighten bolt. 


Country-specific version with rear belt tensioner igniter: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


(å) Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


A WARNING 


The battery must be connected with the ignition switched on. 
/f pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


AN DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
@ Move selector lever to position P 

Activate parking brake 

Switch off ignition 

Open bonnet 


@ 
+ 
@ 
+ 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 
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— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


Continued for all vehicles: 


The remaining installation steps are carried out in the reverse se- 
quence. 


Notes for installation: tightening torques, renewing components 


etc. 
> “1.4 Exploded view - centre three-point seat belt (rear)”, 
page 90 


1.8.4 Removing and installing three-point seat 
belt (rear) in rear seat backrest 

Removing 

— Remove rear seat bench > page 531. 


— Remove 2/3 section (right-side) of split rear seat backrest 
=> page 544. 


— Remove backrest cover with backrest padding for rear seat 
bench > page 701. 


Country-specific version with rear belt tensioner igniter: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Observe disposal regulations for pyrotechnic components 


> page 5. 


¢@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


- Unplug electrical connector -4-. 
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— Todoso, use a small screwdriver -1- to release connector 
locking element -3- and unplug electrical connector -2-. 


Continued for all vehicles: 

— Remove nut -1-. 

— Disengage three-point seat belt -2- and detach. 
— Thread out belt -3-. 
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Installing 


— If components of the belt system are removed following an 
accident, renew the securing bolts for the belt system. 


— Insert three-point seat belt with locating element -1- in mount- 
ing -2- -arrow- and tighten nut. 


Country-specific version with rear belt tensioner igniter: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


(å) Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


A WARNING 


The battery must be connected with the ignition switched on. 
If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open,bonnet 


Connect. battery. charger.(e:g: battery charger,- VAS. 
5095A- ) to jump-start connections of 12 V electrical sys- 
fem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 
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Continued for all vehicles: 


The remaining installation steps are carried out in the reverse se- 
quence. 


Notes for installation: tightening torques, renewing components 


etc. 
=> “1.4 Exploded view - centre three-point seat belt (rear)”, 


page 90 

1.9 Removing and installing belt guide 
(rear) 

> “1.9.1 Removing and installing belt guide (rear) - Saloon”, page 

111 

> “1.9.2 Removing and installing belt guide (rear) - Avant”, 

page 112 

> “1.9.3 Removing and installing belt guide (rear) in rear shelf’, 

page 113 


=> “1.9.4 Removing and installing belt guide (rear) in rear seat 
backrest”, page 114 


1.9.1 Removing and installing belt guide 
(rear) - Saloon 


Removing 
— Remove side padding > page 552 . 


— Equipment version with fixed rear seat backrest: Remove fixed 
rear seat backrest > page 544. 


— Equipment version with multi-contour seat: Remove multi- 
contour seat > page 548 . 


— Remove luggage compartment side trim > page 321 . 
— Remove D-pillar trim > page 288 . 
— Remove rear shelf > page 293 . 
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A Caution 


@ When removing and installing belt guide -4-, never turn 


bolts -2-. They have been set by the manufacturer. 


$ Renew entire belt guide if damaged. 


— Press retaining hooks -1- on belt guide upwards and hold. 


— Lift C-pillar trim -3- slightly and slide belt guide to rear 
-arrow A- until bolt heads -2- can be disengaged from bracket 
on body. 


— Take out belt guide -4- sideways towards vehicle interior 
-arrow B- 


— Outer belt guide (rear): Unplug electrical connector for rear 
parking aid warning buzzer - H15- . 


— Thread out belt and detach belt guide. 
Installing 


Installation is carried out in the reverse order; note the following: 


— Place belt in recess in belt guide -4- and position belt guide on 
bracket. 


— Insert belt guide with bolt heads -2- in guide elements at brack- 
et. 


— Press belt guide downwards and at the same time pull it for- 
wards, making bolt heads engage in guide elements. 


— Pull belt guide forwards until retaining hook engages audibly. 
Notes for installation: tightening torques, renewing riod on sur apying í 


etc. 
> “1.3 Exploded view - outer three-point seat belt. (rean ; 
page 89 


1.9.2 Removing and installing belt guide 
(rear) - Avant 


Removing 
-— Remove luggage compartment side trim > page 330 . 
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— Take foam element out of recess beneath belt guide. 


A Caution 


@ When removing and installing belt guide -3-, never turn 
bolts -2-. They have been set by the manufacturer. 


@ Renew entire belt guide if damaged. 


— Using a screwdriver, press retaining hook -1- on belt guide 
upwards from below and hold. 


— Slide belt guide to rear -arrow- until bolt heads -2- can be dis- 
engaged from bracket on body. 


— Take out belt guide sideways towards vehicle interior. 


— Outer belt guide (rear): Unplug electrical connector for rear 
parking aid warning buzzer - H15- . 


— Thread out belt and detach belt guide. 
Installing 
Installation is carried out in the reverse order; note the following: 


— Place belt in recess in belt guide -3- and position belt guide on 
bracket. 


— Insert belt guide with bolt heads -2- in guide elements at brack- 
et. 


— Press belt guide downwards and at the same time pull it for- 
wards, making bolt heads engage in guide elements. 


— Pull belt guide forwards until retaining hook engages audibly. 
Notes for installation: tightening torques, renewing components 


etc. 
=> “1.3 Exploded view - outer three-point seat belt (rear)”, 
page 89 


1.9.3 Removing and installing belt guide 
(rear) in rear shelf 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


ept any liad 
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Removing 


— Unclip belt guide -1- using removal wedge - 3409- 
-left arrow-. 


- eter belt guide on opposite side -right arrow- using removal 
wedge - 3409- and lift out of rear shelf. 


— Open belt guide at disconnecting point and thread out belt. 
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Installing 
Installation is carried outi inthe, reverse order; note: the following: part cf 


— Position belt guide. “An with: edge. ‘nec by eppronn 608 pepo ° He ; n 
opening in rear shelf (as shown in illustration). 


— Slide belt guide into corner of opening and at the same time 
turn belt guide into opening -arrow-. 


— Press belt guide down until retaining tabs engage in rear shelf. 


Notes for installation: tightening torques, renewing components 


etc. 
> “1.4 Exploded view - centre three-point seat belt (rear)”, 
page 90 
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1.9.4 Removing and installing belt guide 
(rear) in rear seat backrest 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 
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Removing 
— Remove centre belt end fitting (rear) = page 121. 


— Insert screwdriver into opening in belt guide (from top) and 
release retaining tab -1-. 


— Atthe same time, unclip belt guide -2- using removal wedge - 
3409- -arrow-. 


— Thread out belt and detach belt guide. 
Installing 
Install in reverse sequence. 


Notes for installation: tightening torques, renewing components 


etc. 
> “1.4 Exploded view - centre three-point seat belt (rear)” 
page 90 
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h resgect to the correctness of information in this document. Copyright by AUDI AG 
(front) 
=> “1.10.1 Removing and installing belt guide (front)”, page 115 


> “1.10.2 Removing and installing belt guide (front) - multi-contour 
seat”, page 116 


1.10.1 | Removing and installing belt guide 
(front) 

Removing 

- Remove B-pillar trim (top) > page 282. 

- Move B-pillar trim (top) to side with belt inserted. 

- Remove B-pillar trim (bottom) > page 284 . 


— Remove B-pillar air duct > Heating, air conditioning; Rep. gr. 
87 ; Air duct system; Removing and installing air ducts . 


— Remove bolt -2-. 


— Disengage belt guide (front) -1- from B-pillar -arrow- and de- 
tach. 


Installing 

Installation is carried out in the reverse order; note the following: 
— Make sure that belt is not trapped or damaged. 

— Lay belt in recess in belt guide (front) -1-. 


— Engage belt guide (front) at B-pillar -arrow- and tighten bolt Ne gi 
-2-. Ei Lo 


Notes for installation: tightening torques, renewing components 


etc. 
> “1.2 Exploded view - three-point seat belt (front)”, page 87 
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1.10.2 | Removing and installing belt guide 
(front) - multi-contour seat 

Removing 

- Remove trim (sill side) > page 465 . 

— Remove bolt -top arrow- for backrest fitting. 

— Remove bolt -1- and detach belt guide -2-. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


oy 3.3 Exploded view - front seat backrest, multi-contour seat”, 

page 379 

1.11 Removing and installing belt end fitting 
(front) 

Removing 

— Move front seat as far forwards and upwards as it will go. 

Standard seat/sports seat/super sports seat: 

— Unclip cover -1- at belt end fitting -arrows- and fold upwards. 


A Caution 


$ Spring -2- could be bent if it is not removed correctly. The 
three-point seat belt must be renewed if the spring is bent. 


@ Only move spring -2- to the extent required to release the 
retaining tab on the spring. 


— Insert small screwdriver into opening on spring -arrow- and 
release retaining tab on spring -2-. 


- Slide belt end fitting -3- downwards and disengage at stud 


“te, 
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Multi-contour seat: 


A Caution 


$ Spring -2- could be bent if it is not removed correctly. The 


three-point seat belt must be renewed if the spring is bent. 


@ Only move spring -2- to the extent required to release the 
retaining tab on the spring. 


— Insert small screwdriver into opening on spring -arrow- and 
release retaining tab on spring -2-. 


— Slide belt end fitting -4- downwards and disengage at stud 


— Guide out belt end fitting upwards through trim (sill side) -1-. 


Installing 


Installation is carried out in the reverse order; note the following: 


AN Caution 


@ Spring -2- could be bent if it is not removed correctly. The 
three-point seat belt must be renewed if the spring is bent. 


@ Only move spring -2- to the extent required to release the 
retaining tab on the spring. 


— Engage belt end fitting -3- at stud -1- -arrow A- and pull up- 
wards -arrow B- until retaining tab on spring -2- engages 
audibly at stud head. 


Notes for installation: tightening torques, renewing components 
etc. 


> “1.2 Exploded view - three-point seat belt (front)”, page 87 


1.12 Removing and installing outer belt end 
fitting (rear) 

Removing 

— Remove rear seat bench > page 531. 

— Remove bolt -2- from belt end fitting -1-. 

Installing 

Installation is carried out in the reverse order; note the following: 


* Threaded pin -arrow- on floor panel must be located in recess 
of belt end fitting. 


Notes for installation: tightening torques, renewing components 
etc. 

> “1.3 Exploded view - outer three-point seat belt (rear)”, 

page 89 
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1.13 Removing and installing belt height ad- 
juster 
Removing 


— Press belt height adjustment button and move slide for belt 
height adjuster to bottom detent position. 


-— Remove B-pillar trim (top) > page 282 . 

— Move B-pillar trim (top) to side with belt inserted. 
— Remove bolt -1-. 

— Detach guide fitting -4- with belt. 

— Remove bolt -2-. 


Installing 
Installation is carried out in the reverse order; note the following: 


— If components of the belt system are removed following an 
accident, renew the bolts for the belt system. 


(å) Note 


@ When supplied as replacement parts, belt height adjusters are 
always supplied with belt height adjustment slide and set to 
bottom detent position (assembly position). 


+è /fbelt height adjusters are removed and re-fitted, they must be 
set to bottom detent position (assembly position). 


- Engage belt height adjuster -3- in B-pillar. 
- Tighten bolt -2-. 
— Install guide fitting -4- and tighten bolt -1-. 


(å Note 


Do not operate belt height adjustment button when fitting B-pillar 
trim (top). 
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— First insert B-pillar trim -3- upwards into mounting at roof. 


* Mounting -2- of sliding element of B-pillar trim (top) must en- 
gage in retainer -1- at belt height adjuster -arrow-. 


Belt height adjuster as replacement part: 

— After fitting B-pillar trim (top), press slide firmly upwards. 

* This will release belt height adjuster from assembly position. 
All belt height adjusters (continued): 

— The following functions must be tested successfully: 


* Belt height adjuster must engage audibly in each of the three 
possible positions (including top position). 


* Belt height adjustment button must always automatically re- 
turn to top position whenever it has been operated. 


e After tightening bolt, guide fitting must settle automatically in 
vertical position or in fastening direction. 


If any of the listed functions is not OK, check installation of belt 
height adjuster and renew adjuster if necessary. 


Notes for installation: tightening torques, renewing components 


etc. 
> “1.2 Exploded view - three-point seat belt (front)”, page 87 


1.14 Removing and installing belt buckle 
(front) 


=> “1.14.1 Removing and installing belt buckle (front) - standard 
seat/sports seat/super sports seat”, page 119 


> “1.14.2 Removing and installing belt buckle (front) - multi-con- 
tour seat”, page 120 


1.14.1. Removing and installing belt buckle 
(front) - standard seat/sports seat/super 
sports seat 


Removing 
— Remove front seat > page 415. 


tected by 


- Unplug electrical connector -2- and move'wiring clear. 
— Unscrew bolt -3- and detach belt buckle -1-. 


i 
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Installing 
Installation is carried out in the reverse order; note the following: 


— Position belt buckle -2- so that recess -arrow B- coincides with 
lug -arrow A- at seat frame -1-. 


Country-specific version with seat occupied recognition system 
controlling deactivation of front passenger's airbag: 


— Ifthe belt buckle for the seat occupied recognition system 
controlling the deactivation of the front passenger's airbag is 
renewed, you must complete the form for the seat occupied 
recognition system stating the serial number and including the 
bar code sticker of the new belt buckle, and then send the form 
to the importer. 


Continued for all vehicles: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in. 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Notes for installation: tightening torques, helt gba ponon 
etc. > “1.5 Exploded view - belt buckle (front)” 


1.14.2 | Removing and installing belt buckle 
(front) - multi-contour seat 


Removing 


A WARNING 


Country-specific version with seat occupied recognition Sys- 
tem controlling deactivation of front passenger's airbag: 


$ The belt buckle for the seat occupied recognition system 
controlling the deactivation of the front passenger's airbag 
must ALWAYS be renewed when the front passenger's 
belt tensioner has been triggered. 


- Remove front seat > page 415. 
— Remove trim (tunnel side) > page 469 . 
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— Unplug electrical connector -3- and move wiring clear. 

— Unscrew bolt -2- and detach belt buckle -1-. 

Installing 

Installation is carried out in the reverse order; note the following: 


- Always clean threaded holes for self-locking bolts using e.g. a 
thread tap. 


— Renew bolt securing belt buckle. 


Country-specific version with seat occupied recognition system 
controlling deactivation of front passenger's airbag: 


— Ifthe belt buckle for the seat occupied recognition system 
controlling the deactivation of the front passenger's airbag is 
renewed, you must complete the form for the seat occupied 
recognition system stating the serial number and including the 
bar code sticker of the new belt buckle, and then send the form Y J 


to the importer. x (os 


Continued for all vehicles: 


WARNING 
Protected by copyright. Copying for al purposes, in part or in whole, is not 
+ Observe safety regaretions N for pyr ators echni med ones: Ai 


$ Before handling pyrotechnic components (e.g. plugging in 


any i, labilit ty 
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the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Notes for installation: tightening torques, renewing components 
etc. > “1.5 Exploded view - belt buckle (front)”, pa 1 


1.15 Removing and installing belt buckle 
(rear) 


> “1.15.1 Removing and installing belt buckle (rear)”, page 121 


> “1.15.2 Removing and installing belt buckle (rear) - country- 
specific version”, page 122 


1.15.1 Removing and installing belt buckle 
(rear) 

Removing 

— Remove rear seat bench > page 531 . 

Belt buckle (rear right) with centre belt end fitting (rear): 


— Equipment version with belt switch: Unplug electrical connec- 
tor -3- for belt switch. 


-— Remove nut -2-. 
— Detach centre belt end fitting (rear) -1-. 
— Remove belt buckle -4-. 
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Belt buckle (rear left), 3-seat rear seat: 


— Equipment version with belt switch: Unplug electrical connec- 
tor -1- for belt switch. 


— Remove nut -2-. 
— Remove belt buckle -3-. 


Belt buckle (rear left), 2-seat rear seat: 


— Equipment version with belt switch: Unplug electrical connec- 
tor -1- for belt switch. 


— Remove nut -2-. 

— Remove belt buckle -3-. 

Installing 

Installation is carried out in the reverse order; note the. following;. 


Notes for installation: tightening torques, renewing components... 


etc. > “1.6 Exploded view - belt buckle (rear)”, page 93 


1.15.2 | Removing and installing belt buckle 
(rear) - country-specific version 

Removing 

— Remove rear seat bench > page 531. 

Belt buckle (rear right) with centre belt end fitting (rear): 

— Remove nut -1-. 

— Remove belt buckle -3-. 

- Detach centre belt end fitting (rear) -2-. 


Belt buckle (rear left)/belt buckle (rear centre): 

— Remove nut -3-. 

— Remove belt buckle (left-side) -2-. 

— Remove belt buckle (centre) -1-. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “1.6 Exploded view - belt buckle (rear)” 
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2 Child seat anchors 
=> “2.1 Exploded view - child seat anchors (front)”, page 123 
> “2.2 Exploded view - child seat anchors (rear)”, page 124 


> “2.3 Removing and installing child seat anchor (front)”, 


page 126 
> “2.4 Removing and installing child seat anchor (rear)”, 
page 126 
2.1 Exploded view - child seat anchors (front) 
1 - Speed nut 
Q 2x 


QO Inserted in seat pan 
QO Renew speed nuts if 
damaged or deformed 
2 - Seat pan 


3 - Child seat anchor 


QO) Front passenger seat 
only 

Q Bolted to seat pan 

Q Checking after an acci- 
dent > page 14 

Q Renew child seat an- 


chor if damaged or de- 
formed 


Q Removing and installing 
=> page 126 
4 - Bolt 
Q 2x 
Q Renew 
QO 8Nm 
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2.2 Exploded view - child seat anchors 
(rear) 


=> “2.2.1 loded view - child seat anchors (rear)”, page 124 


32.2.2 loded view - child seat anchors (rear), Avant” 
page 125 


2.2.1 Exploded view - child seat anchors (rear) 


(a! Note 


The child seat anchoring points are welded to the floor of the vehicle. 


1 - Child seat anchor 
2 - Child seat anchor 
3 - Guide 
Q For child seat anchor 
QO 4x 
Q Removing and installing 
=> page 126 
Q Must be seated firmly on 
anchor 
4 - Cover 
For child seat anchor 
4x 
Removing and installing 
=> page 126 


Must be seated firmly on 
anchor 


O OOO 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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2.2.2 Exploded view - child seat anchors (rear), Avant 


1 - Mounting 
Q For load guard 
Q Depending on equip- 
ment version 
2 - Bolts 
a 9Nm 
3 - Bolt 
a 9Nm 


4 - Cover 


5 - Child seat anchor 
Q Removing and installing || 5 =- 
=> page 127 ~ 
6 - Child seat anchor 
Q Tonon and installing 
> page 127 
7 - Child seat anchor 


OQ Removing and installing 


> page 1 tected by copyright.Iq 


z permitted unless authq i Bed by Al 
8 - Mounting with respect to the cbfrectness Ot ie 


Q For load guard 
Q Depending on equip- 
ment version 
9 - Bolts 
QO 9Nm 
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2.3 Removing and installing child seat an- 
chor (front) 
Removing 


- Move front passenger's seat as far forwards and upwards as 
it will go. 


— Remove bolts -3-. 


— Detach child seat anchor -2- from seat pan -1- towards rear. 


A69-10399 


Installing 
Installation is carried out in the reverse order; note the following: 


- Check speed nuts -2- at seat pan -1- for damage or deforma- 
tion. 


Notes for installation: tightening torques, renewing components 
etc. > “2.1 Exploded view - child seat anchors (front)”, page 123 


2.4 Removing and installing child seat an- 
chor (rear) 


a Note 


The child seat anchoring points are welded to the rear part of the 
vehicle. 


Prote py C g for private or commercial purposes, in part or in whole, is not 
AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG. 
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Removing anchor (bottom) - seat bench 
— Unclip cover -1- for child seat anchor from anchor -arrow- and 


detach. : E) P 
f w As 


— 


[Aso 0505 ] 


— Press guide -1- for child seat anchor downwards into recess 
and disengage from anchor -2-. 


— Take guide for child seat anchor out towards front -arrow-. 


[ Ase-10506 ] 


Removing anchor (top) in rear shelf - Saloon 
— Fold down rear seat backrest. 


— Equipment version with fixed rear seat backrest: Remove 
head restraint > page 540 . 


— Use screwdriver to unclip cap -1- -arrows- and detach. 


[A7002 J 


Removing anchor (top) in rear seat backrest - Avant 

— Fold down rear seat backrest. 

— Remove bolts -2-. 

— Detach mounting -3- with guide -1- for load guard. 

- Detach child seat anchor -A- from rear seat backrest. 
Installing 

Install in reverse sequence. 


Notes for installation: tightening torques, renewing components 
etc. S 
=> “2.2.1 Exploded view - child seat ancho ar)” e124 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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3 Airbag system 


=> “3.1 Overview of fitting locations - airbag system”, page 128 


3.1 Overview of fitting locations - airbag system 


a Note 


Illustration shows fitting locations for a saloon. 


1 - Knee airbag (front passen- 
ger side) 


Q With front passenger 
side knee airbag igniter 
- N296- 


Q Country-specific version 


QO Exploded view 
> page 173 


2 - Key operated switch to de- 
activate airbag on front pas- 
senger side - E224- 


Q Removing and installing 
=> page 149 


3 - Airbag (front passenger 
side) with airbag igniter 1 on 
front passenger side - N131- 
and igniter for exhaust valve 
for front passenger airbag - 
N491- 

Q Country-specific ver- 
sion: with airbag ignit- 
er 2 on front passenger 
side - N132- 

Q Exploded view 
> page 145 

Q) Can be disabled and ac- 
tivated via key-operated 
switch to deactivate air- 
bag on front passenger 
side - E224- 


4 - Side airbag (front passen- 
ger side) with side airbag ignit- 
er on front passenger side - 


N200- 
A69-10756 
QO Exploded view 


=> page 152 
5 - Curtain airbag (front passenger side) with front. passenger side. curtain. airbag igniter.-.N252- .. a 
ū Exploded view > page 163 daki aiii l big 
6 - Airbag control unit - J234- 
Q Exploded view > page 130 


7 - Side airbag (rear, passenger side) with rear side airbag igniter on front passenger side - N202- 
QO Depending on vehicle equipment 
QO Exploded view > page 154 

8 - Curtain airbag (driver side) with driver side curtain airbag igniter - N251- 
QO Exploded view > page 163 
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9 - Battery isolation igniter - N253- 
QO Exploded view > page 134 

10 - Side airbag (rear, driver side) with rear side airbag igniter on driver side - N201- 
QO Depending on vehicle equipment 
QO Exploded view > page 154 


11 - Side airbag (driver side) with side airbag igniter on driver side - N199- 
QO Exploded view > page 152 


12 - Airbag (driver side) with airbag igniter on driver side - N95- and igniter for exhaust valve for driver airbag 
- N490- 


QO Exploded view > page 139 


13 - Steering column electronics control unit - J527- with airbag coil connector and return ring with slip ring - 
F138- and steering angle sender - G85- 


QO Removing and installing > Electrical system; Rep. gr. 94 ; Steering column switch module; Removing 
and installing steering column electronics control unit - J527- 


14 - Airbag warning lamp - K75- 


Q Fitting location: in dash panel insert > Electrical system; Rep. gr. 90 ; Dash panel insert; Exploded view 
- dash panel insert 


QO Cannot be renewed separately 
15 - Knee airbag (driver side) 
Q With driver side knee airbag igniter - N295- 
Q Country-specific version 
Q Exploded view > page 172 
16 - Warning lamp for airbag deactivated on front passenger side - K145- 


Q Integrated into switch module with -E693- , -E581- , -E266- , -E127- , -E256- ; if defective, renew switch 
module > Electrical system; Rep. gr. 96 ; Controls; Overview of fitting locations - controls in dash panel 
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4 Airbag control unit 


4.1 Exploded view - airbag control unit 


1 - Airbag control unit - J234- 
Q Removing and installing 


Q Earth connection for air- 
bag control unit is provi- 
ded by securing housing 
to body 

2 - Nut 
Q 3x 
QO 9Nm 


ū Threads must be free of 
paint and dirt; nut and 
earth stud provide earth 
connection for control 
unit 


3 - Electrical connector 


4 - Stud 


ū Threads must be free of 
paint and dirt; nut and 


earth stud provide earth 
connection for control 
unit 
4.2 Removing and installing airbag control 
unit - J234- 
Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 
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— Remove centre console > page 66 . 
— Remove brackets for centre console > page 69 . 


— Remove air duct (rear) > Heating, air conditioning; Rep. gr. 
87 ; Air duct system; Removing and installing air ducts . 
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- Fold up floor covering above airbag control unit. If applicable, 
cut open floor covering along perforation. 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


- Slide locking element -7- in direction of -arrow- at connector. 


- Press release button -6-, open catch -5- at connector and un- 
plug connector -4-. 


— Unscrew nuts -1 ... 3- and detach airbag control unit -A- from 
studs. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


[a| Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


Ulactea Dy COPY, Copy ror Priva wt erar purposes, nt Par ALLS 
WE RNI sed by AUDI AG. AUDI AG does not guarantee or accept any liab 
h “oop WA NG... of information in this document. Copyright by AUDI AG 


The battery must be connected with the ignition switched on. 


If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
Move selector lever to position P 
Activate parking brake 
Switch off ignition 
Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


A not 


+ /f the airbag warning lamp - K75- indicates a fault following 
installation, you must interrogate, erase and then re-interrog- 
ate the event memory > Vehicle diagnostic tester. 


@ The airbag control unit -/234- must be encoded after it has 
been renewed > Vehicle diagnostic tester. 


@ An earth connection for the airbag control unit -J234- is provi- 
ded by securing the housing to the body. 


Notes for installation: tightening torques, renewing components 
etc. > “4.1 Exploded view - airbag control unit”, page 130 
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5 Battery isolation igniter 


=> “5.1 Exploded view - battery isolation igniter’, page 134 
=> “5.2 Removing and installing battery isolation igniter”, 


page 134 


5.1 Exploded view - battery isolation igniter 


1 - Electrical connector 


Q) For battery isolation ig- 
niter - N253- 


Q Releasing and unplug- 
ging > page 137 
2 - Nuts 
Q 15Nm 
3 - Battery isolation igniter - 
N253- 


Q Only available together 
with -item 4- 
Q Removing and installing 
=> page 134 
4 - Fuse holder A - SA- 
Q) Only available together 
with -item 3- 


Q Removing and installing 
> Electrical system; 
Rep. gr. 27 ; Battery; 
Exploded view - battery 


5 - Cover 
ū For fuse holder A - SA- 


6 - Positive terminal 
Q Tightening torque > 
Electrical system; Rep. 
gr. 27 ; Battery; Explo- 
ded view - battery 


Protected by copyright. Copying for privat 
permitted unless authorised by AUDI AG. AL 


with respect to the correctness of information in 


5.2 Removing and installing battery isola- 


tion igniter 


Special tools and workshop equipment required 


@ Vehicle diagnostic tester 
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Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


@ Observe disposal regulations for pyrotechnic components 
> page 5. 


[a] Note 


+ /fthe airbag warning lamp - K75- is on after an accident, use 
the > Vehicle diagnostic tester to check whether crash data 
have been stored. If this is the case, check whether the fault 
»Resistance too high« is stored in the event memory for the 
battery isolation igniter - N253- . If this fault is stored in the 
memory, the battery isolation igniter - N253- must be renewed. 


@ Each time the airbag is triggered, the battery isolation igniter 
- N253- electrically isolates the circuit. Battery isolation igniter 
- N253- must always be renewed after triggering. 


@ The battery isolation igniter - N253- is only available as a re- 
placement part together with the fuse holder A - SA- . 


+è /fyou want to renew the battery isolation igniter -N253- sepa- 
rately, it can be detached from the replacement part and 
installed on the fitted fuse holder A - SA- , as described in the 
following. 


— A6 hybrid: Remove vented-air duct (front) for drive battery > 
Heating, air conditioning; Rep. gr. 87 ; Battery cooling module; 
Exploded view - battery cooling module . 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove nuts -2- and -3-. 
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— Release retaining spring -3-. 


— Slightly lift up flap -2- above fuse holder A - SA- -arrow- and 
at the same time take out battery isolation igniter. 


a Note 


Disregard -item 1-. 


AQ7-10316 
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A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


- Detach battery isolation igniter -4-. 


- Pull out’catch5- downwards arrows, press catch and unplug 
electrical connector -1-? 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


(å) Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


A WARNING 


The battery must be connected with the ignition switched on. 


/f pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
@ Move selector lever to position P 
Activate parking brake 
Switch off ignition 
Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


$ Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


- As afinal step, interrogate event memory of airbag control unit 
-J234- and eliminate any faults > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. > “5.1 Exploded view - battery isolation igniter’, page 134 
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6 Airbag (driver side) 


> “6.1 Exploded view - airbag (driver side)”, page 139 


> “6.2 Removing and installing airbag unit with igniters”, 
page 140 


=> “6.3 Renewing connector at airbag”, page 143 
6.1 Exploded view - airbag (driver side) 


1 - Retaining clip 


QO To release, use Torx 
screwdriver T25 (length 
approx. 100 mm) 


2 - Steering column electronics 
control unit - J527- 


Q With airbag coil connec- 
Protectetor andereturn tingewith or < 
perm tegi Hk arate Send ees 

“Steering angle Sender" 

G85- 


OQ) Removing and installing 
> Electrical system; 
Rep. gr. 94 ; Steering 
column switch module; 
Removing and installing 
steering column elec- 
tronics control unit - 
J527- 


3 - 4-spoke steering wheel 
Q Equipment version 


Q Removing and installing 
> Running gear, axles, 
steering; Rep. gr. 48; 
Steering wheel; Remov- 
ing and installing steer- 
ing wheel 
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4 - Wiring harness 


Q For airbag igniter on 
driver side - N95- and ig- 
niter for exhaust valve 10 
for driver airbag - N490- 

QO Renewing > page 143 


Q To secure in position, 
press into recesses in 
steering wheel 


5 - Airbag (driver side) 
Q With airbag igniter on driver side - N95- and igniter for exhaust valve for driver airbag - N490- 


WARNING 
Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


QO) Removing and installing > page 140 
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6 - Bolt 


QO Tightening torque > Running gear, axles, steering; Rep. gr. 48 ; Steering wheel; Exploded view - steering 
wheel 


7 - 3-spoke steering wheel 
QO Equipment version 


QO Removing and installing > Running gear, axles, steering; Rep. gr. 48 ; Steering wheel; Removing and 
installing steering wheel 


8 - Wiring harness 
Q For airbag igniter on driver side - N95- and igniter for exhaust valve for driver airbag - N490- 


QO Renewing > page 143 
Q To secure in position, press into recesses in steering wheel 


9 - Airbag (driver side) 
Q With airbag igniter on driver side - N95- and igniter for exhaust valve for driver airbag - N490- 


WARNING 
Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


QO Removing and installing > page 140 


10 - Bolt 


Q Tightening torque > Running gear, axles, steering; Rep. gr. 48 ; Steering wheel; Exploded view - steering 
wheel 


6.2 Removing and installing airbag unit with 
igniters 
Special tools and workshop equipment required 


+ a screwdriver T25, approx. 100 mm (commercially availa- 
ble 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


$ Observe disposal regulations for pyrotechnic components 
> page 5. 


— Move steering wheel down and to rear as far as possible, using 
full range of steering column adjuster. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system Rep gb 27,;,Battery;-Disconnecting.and 
connecting battery:. 
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— Turn steering wheel so that opening in back of steering wheel 
is pointing straight upwards (approx. 12 o'clock position). 


— Using Torx screwdriver T25 (approx. 100 mm), release retain- 
ing clip -1- for airbag (driver side) -2- -arrow-. 


[a] Note 


Using a flat screwdriver could damage the electrical wiring. 


— Turn steering wheel by 180° and repeat procedure on opposite 
steering wheel side. 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unle sed by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the rectness of information in this document. Copyright by AUDI AG 
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— Return steering wheel to centre position (wheels straight 
ahead). 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Pull airbag (driver side) -4- slightly away from steering wheel. 


— Pull out connector locking element -2- -arrow-, press locking 
element down and unplug electrical connector -1-. 


— Equipment version with multi-function and tiptronic steering 
wheel: Unplug electrical connector -3-. 


— Detach airbag. 


A WARNING 


Set down airbag with impact cushion facing upwards. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must dischargeany “p's tor private or commercial purposes, in part or in whole, is not 
static electricity. This can be done by briefly fOUCHING THe ne a nnn an. 


nformation ir is document. Copyright by AUDI AG 


door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


(a) Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 
- Connect electrical plug for coil connector to airbag coupling at 
return ring with slip ring. 


- To secure electrical connector in position, press it into recess- 
es in steering wheel. 


- Position airbag (driver side) in steering wheel and press on 
until it engages audibly. 


A WARNING 


The battery must be connected with the ignition switched on. 


If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


- As afinal step, interrogate and erase the event memory of the 
airbag control unit as unplugging the electrical connectors may 
have caused faults to be stored > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. = “6.1 Exploded view - airbag (driver side)”, page 139 


6.3 Renewing connector at airbag 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


— Remove airbag (driver side) > page 140 . 
Equipment version with 3-spoke steering wheel: 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly papel the door striker 
plate, or similar. 


— Unclip wiring harness from retainers -arrows-. 


— Release retaining tabs and unplug electrical connectors 
-1, 2 and 4-. 


— Unplug electrical connectors -3 and 5- for -N95- / -N490- and 
detach. 
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- Todoso, release connector locking element -2- with a small 
screwdriver -arrow- and unplug electrical connector -1-. 


A69-10573 


Equipment version with 4-spoke steering wheel: 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Unclip wiring harness from retainers -arrows-. 


- Erer Taing, PREA aña, OEE Sarea connectors, ` _ 


— Unplug electrical connectors -1 nd 5- for -N95- / -N490- . 


- To do sọ, release connector locking element -2- with a small 
screwdriver -arrow- and unplug electrical connector -1-. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


A69-10573 


Installation is carried out in the reverse order; note the following: 


a Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


Notes for installation: tightening torques, renewing components 
etc. > “6.1 Exploded view - airbag (driver side)”, page 139 
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7 


Airbag (front passenger side) 
=> “7.1 Exploded view - airbag (front passenger side)”, 


page 145 


=> “7.2 Removing and installing airbag unit (front passenger side) 
with igniters”, page 146 


> “7.3 Removing and installing key operated switch to deactivate 


front passenger side airbag”, page 149 
7. 


{= 


2- 


3 


4 


5 
si 


- Dash panel 


1 Exploded view - airbag (front passenger side) 


Nut 
Q 2x 
QO Renew 
QO 9Nm 


Electrical connector 


Q For igniter for exhaust 
valve for front passen- 
ger airbag - N491- 


WARNING 


Renew electrical con- 
nector after airbag has 
been triggered > Elec- 


trical system; Rep. gr. 
97 ; Connectors; Repair- 
ing electrical wiring har- 
nesses and electrical 
connectors . 


- Electrical connector 


Q For airbag igniter 1 on 
front passenger side - 
N131- 


an airbag has been trig- 


gered > page 244. 


- Airbag (front passenger 
de) 


Q With airbag igniter 1 on 


front passenger side - 
N131- / igniter for ex- 
haust valve for front 
passenger airbag - 
N491 


Protected 


A69-10743 


Q Country-specific version: with airbag igniter 2 on front passenger side - N132- 
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A WARNING 


@bserve safety regula- 
tions for pyrotechnic 
components > page 4. 


Aor correct combination 


QO Can be disabled and activated via key-operated switch 

QO Removing and installing > page 146 
6 - Electrical connector 

Q) For country-specific version with airbag igniter 2 on front passenger side - N132- 
7 - Nut 

QO 2x 

QO Renew 

Q 9Nm 


8 - Earth wire 
QO 9Nm 


7.2 Removing and installing airbag unit 
(front passenger side) with igniters 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Observe disposal regulations for pyrotechnic components 
> page 5. 


$ Forcorrect combination of dash panel and airbag unit refer 
to > Electronic parts catalogue . 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove glove box > page 28 . 
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A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Unscrew nut -7- and detach earth wire. = 
— Unplug electrical connectors: = [76510728 J| 


1 - Igniter for exhaust valve for front passenger airbag - N491- 

2 - Airbag igniter 1 on front passenger side - N131- 

6 - Airbag igniter 2 on front passenger side - N132- (country-spe- 
cific version) 


- To do sọ, release connector locking element -2- with a small 
screwdriver -arrow- and unplug electrical connector -1-. 


A69-10573 


Protected by copyright 


permitted t 


with respect to the co 
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— Remove nuts -3- and -5-. 


- Take out airbag (front passenger side) -4- downwards. 


A WARNING 


Set down airbag with impact cushion facing upwards. 


Installing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


For correct allocation of dash panel and airbag refer to > 
Electronic parts catalogue . 


Renew electrical connector for igniter for exhaust valve for 
front passenger airbag - N491- after airbag has been trig- 
gered = Electrical system; Rep. gr. 97 ; Connectors; 
Repairing electrical wiring harnesses and electrical con- 
nectors . 


Installation is carried out in the reverse order; note the following: 


[a | Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


A WARNING 


The battery must be connected with the ignition switched on. 


/f pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


tI 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. 
> “7.1 Exploded view - airbag (front passenger side)”, page 145 


7.3 Removing and installing key operated 
switch to deactivate front passenger 
side airbag 

Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove glove box > page 28 . 
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A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Press catch -1- in direction of -arrow- until connector is disen- 
gaged. 

— Unplug electrical connector -2-. 

— Release retaining springs -3- and -5- and press key-operated 
switch to deactivate airbag on front passenger side - E224- 
-item 4- out of housing for key-operated switch. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


(à Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


— Make sure that key operated switch to deactivate front pas- 
senger side airbag - E224- engages audibly in housing. 


A WARNING 


The battery must be connected with the ignition switched on. 


If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
Move selector lever to position P 
Activate parking brake 
Switch off ignition 
Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


tI 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. 
> “7.1 Exploded view - airbag (front passenger side)”, page 145 
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8 Side airbags 
=> “8.1 Exploded view - side airbag (front)”, page 152 
> “8.2 Exploded view - side airbag (rear)”, page 154 


> “8.3 Removing and installing side airbag (front) with airbag ig- 
niter”, page 156 


AA n 188 
8.1 Exploded view - side airbag (front) 


=> “8.1.1 Exploded view - side airbag (front), standard seat/sports 
seat/super sports seat”, page 152 


> "84 By | loded view = side airba front mia Dr sé ng for private or commercial purposes, in part or in whole, is not 

page 153 with respect to the necis G nkon Sit in this da STA COPIE oy AUDI AO.. 

8.1.1 Exploded view - side airbag (front), standard seat/sports seat/super sports 
seat 


1 - Outer backrest frame 


2 - Padding protection 
Q For standard seat/ 
sports seat only 
3 - Hook 
Q For securing side airbag 
to outer backrest frame 
4 - Side airbag (front) 


Q Driver side: with side air- 
bag igniter on driver side 


Q Passenger side: with 
side airbag igniter on 
front passenger side - 
N200- 


A WARNING 


Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


Q areca and installing 
=> page 156 
5 - Bolt 
QO) Renew 
Q Clean threaded hole for 
bolt using e.g. a thread 
tap 
Q Apply locking fluid when 
installing; for locking flu- 
id, refer to > Electronic ||) >% we 
parts catalogue Za 7 
Q 10Nm 
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6 - Wiring harness 
Q Routed all the way through from side airbag igniter on driver side - N199- / side airbag igniter on front 
passenger side - N200- to connector point 


8.1.2 Exploded view - side airbag (front), multi-contour seat 


1 - Outer backrest frame 


2 - Hook 
Q For securing side airbag 
to outer backrest frame 
3 - Side airbag (front) 


Q) Driver side: with side air- 
oe ad on driver side 
- N199- 


Q Passenger side: with 
side airbag igniter on 
front passenger side - 
N200- 


A WARNING 


Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


Q Removing and installing 
=> page 157 


4 - Bolt 
QO Renew 


Q Clean threaded hole for 
bolt using e.g. a thread 
tap 


Q Apply locking fluid when 
installing; for locking flu- 
id, refer to > Electronic 
parts catalogue 


Q 10Nm 


5 - Wiring harness 


Q Routed all the way 
through from side airbag 
igniter on driver side - N199- / side airbag igniter on front passenger side - N200- to connector point 


A69-10643 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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with respect to the correctness of information in this document. Copyright by AUDI AG 


8. Side airbags 1 53 


anD Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


8.2 Exploded view - side airbag (rear) 

> “8.2.1 loded view - side airbag (rear)”, page 154 

s622 loded view - side airbag (rear), country-specific ver- 
sion”, page 155 


8.2.1 Exploded view - side airbag (rear) 


1 - Pop rivet nut 


2 - Side airbag (rear) 

Q Driver side: with rear 
side airbag igniter on 
driver side - N201- 

OQ Passenger side: with 
rear side airbag igniter 
on front passenger side 
- N202- 


WARNING 
Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


QO Removing and installing 
=> page 158 


3 - Bolt 
Q 2x 
Q Renew 
Q 10Nm 
4 - Side padding 
Q) Removing and installing 
> page 552 
5 - Bolt 
Q 9Nm 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
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8.2.2 


1 - Bol 


Q 2x 


Q 
Q 


2 - Sid 
Q 


Q 


Exploded view - side airbag (rear), country-specific version 


t 


Renew 
10 Nm 


e airbag (rear) 


Driver side: with rear 
side airbag igniter on 
driver side - N201- 
Passenger side: with 
rear side airbag igniter 


on front passenger side 
- N202- 


WARNING 


Observe safety regula- 
tions for pyrotechnic 
components > page 4. 


Q 


3 - Rear seat backrests 


Q 


Removing and installing 
=> page 160 


Removing and installing 
=> page 548 


Protected by copyrigh 


permitted u 


e or commercial purposes, in part or in whole, is not 
I AG a 


j jJarantee or accept any liability 
with respect to the correctness of information in this do 


ment. Copyright by AUDI AG 


8. Side airbags 1 55 


CORD Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


8.3 Removing and installing side airbag 
(front) with airbag igniter 

> “8.3.1 Removing and installing side airbag (front) with airba 

igniter’, page 156 

> “8.3.2 Removing and installing side airbag (front) with airba 


igniter - multi-contour seat”, page 157 


8.3.1 Removing and installing side airbag 
(front) with airbag igniter 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


@ Observe additional safety regulations for side airbags 
> page 6. 


$ Observe disposal regulations for pyrotechnic components 
> page 5. 


- Remove front seat > page 415. 


- Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove backrest cover panel > page 444 . 
— Remove backrest > page 440. 
Standard seat/sports seat: 


— Detach padding from backrest in area of side airbag 
> page 668 until bolt -6- for side airbag is accessible. 


— Inarea of side airbag, carefully pull backrest cover with back- 
rest padding -1- forwards as far as possible -arrow-. 


- Remove bolt = 


G. AUDI AG does not guarante 


with hook -4- from ‘outer backrest” ” ^ 


- Disengage side airbag -5- 


frame -3-. 


- Disengage side airbag with padding protection -2- from back- 
rest padding and pull out towards rear while at the same time 
guiding out wiring harness of side airbag. 


we j 
me “WR f 
A| A69-10626 


P 


1 56 Rep. gr.69 - Passenger protection 


Audi A6 2011 > , Audi A6 China 2012 > | 
General body repairs, interior - Edition 10.2016 Auer 


Super sports seat: 


— Detach padding from backrest in area of side airbag 
> page 670 until bolt -2- for side airbag is accessible. 


— In area of side airbag, carefully pull backrest cover with back- 
rest padding -1- forwards as far as possible. 


— Remove bolt -2-. 


— Disengage side airbag -3- with hook from outer backrest frame 
-arrow-. 


— Disengage side airbag at padding protection and pull it out to- 
wards rear while at the same time guiding out wiring harness 
of side airbag. 


Installing 
Installation is carried out in the reverse order; note the following: 


A WARNING 


A69-10858 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic com, blac (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


v ee ey edia when installing eI y it. Covina for ertvata or commen 
seat > page 4 Iithorised by AUDI AG. AUDI AG doe: 


Notes for installation: tightening torques, renewing components 


tc. 
> “8.1.1 Exploded view - side airbag (front), standard seat/sports 
seat/super sports seat”, page 152 


8.3.2 Removing and installing side airbag 
(front) with airbag igniter - multi-contour 
seat 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


@ Observe additional safety regulations for side airbags 
> page 6. 


@ Observe disposal regulations for pyrotechnic components 
> page 5. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove backrest cover panel > page 445 . 
— Remove backrest > page 440. 


— Detach padding from backrest in area of side airbag until side 
airbag is accessible > page 668 . 
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— In area of side airbag, carefully pull backrest cover forwards 
as far as possible. 


— Remove bolt -5-. 


- Disengage side airbag -2- with hook -4- from outer backrest 
frame -arrow-. 


- Disengage and detach side airbag from padding protection 
-3-, at the same time guiding out wiring harness -1- of side 
airbag. 


- Backrest cover with stitched-in pouch: Remove side airbag 
downwards from pouch stitched into backrest cover. 


Installing 
Installation is carried out in the reverse order; note the following: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Notes for installation: tightening torques, renewing components 
etc. 


=> “8.1.2 Exploded view - side airbag (front), multi-contour seat”, 
page 153 


8.4 Removing and installing side airbag 
(rear) with airbag igniter 
> “8.4.1 Removing and installing side airbag (rear) with airba 
igniter”, page 158 
> “8.4.2 Removing and installing side airbag (rear) with airbag 
igniter - country-specific version”, page 160 
8.4.1 Removing and installing side airbag 
(rear) with airbag igniter 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


@ Observe additional safety regulations for side airbags 
> page 6. 


@ Observe disposal regulations for pyrotechnic Companentgoo byright. Co 
=> page 5. wapsichalaey tna 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 
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— Remove side padding = page 552. 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


- Move clear electrical connector -1- for side nen oor 
— Remove bolts -3-. °°™ peske 
— Detach side airbag (rear) -2- from side padding: 


A WARNING 


Set down airbag with impact cushion facing upwards. 


Installing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


* Before handling pyrotechnic com, pona (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


(ë) Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


A WARNING 


The battery must be connected with the ignition switched on. 
/f pyrotechnic components (e.g. airbag or belt tensioner) are 


inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A69-10729 


8. Side airbags 1 59 


COED Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery;:Disconnecting:and:con- 
necting battery . 


(i Note 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. > “8.2.1 Exploded view - side airbag (rear)”, page 154 


8.4.2 Removing and installing side airbag 
(rear) with airbag igniter - country-spe- 
cific version 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


@ Observe additional safety regulations for side airbags 
> page 6. 


$ Observe disposal regulations for pyrotechnic components 
> page 5. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 
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— Remove multi-contour seat > page 548 . 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Move clear electrical connector -3- for side airbag (rear). 
— Remove bolts -1-. 


— Remove side airbag (rear) -2- downwards from pouch stitched 
into backrest cover. 


AN WARNING 


Set down airbag with impact cushion facing upwards. 


Installing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


(å) Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


A WARNING 


The battery must be connected with the nion uoa oe on. 


If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
@ Move selector lever to position P 
Activate parking brake 
Switch off ignition 
Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


$ Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


(i Note 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. 
> “8.2.2 Exploded view - side airbag (rear), country-specific ver- 


sion”, page 155 
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9 


Curtain airbags 


> “9.1 Exploded view - curtain airbag”, page 163 


= 


“9.2 Removing and installing curtain airbag with airbag igniter” 


page 165 
9.1 Exploded view - curtain airbag 


> 


A 


“9.1.1 Exploded view - curtain airbag”, page 163 


“9.1.2 Exploded view - curtain airbag, country-specific version” 


page 164 
9.1.1 Exploded view - curtain airbag 


(i) Note 


Illustration shows the curtain airbag on a saloon. 


1 - Electrical connector 


2 - Bolt 


3 - Curtain airbag 


Q Driver side: for driver 
side curtain airbag ignit- 
er - N251- 

QO Passenger side: for 
front passenger side 
curtain airbag igniter - 
N252- 


Q Unplugging and plug- 
ging in > page 168 


QO) Renew 
QO 5Nm 


Q Driver side: with driver 
side curtain airbag ignit- 
er - N251- 

Q Passenger side: with 
front passenger side 
curtain airbag igniter - 
N252- 


Observe safety regula- 
tions for pyrotechnic 
components > page 4. 


QO) Removing and installing 
> page 165 


Q Black line designed to 
prevent twisting 


Q Line must be fully visible 
after installation 


4 - Retaining clip 


QO) 5x 
QO Renew 
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5 - Retaining clip 
Q) 2x 
OQ) Assembly aid 


6 - Bag tether 
Q Removing and installing > page 167 


9.1.2 Exploded view - curtain airbag, country-specific version 


1 - Retaining clip 


Q 6x 
Q Renew = ay (ao 
permitted unles¢ werner AUDI AG does not lrantee 
2 - Bolt with respect t ` 
Q Renew 
QO 5Nm 


3 - Curtain airbag 


QO Driver side: with driver 
side curtain airbag ignit- 
er - N251- 

QO Passenger side: with 
front passenger side 
curtain airbag igniter - 
N252 


WARNING 
Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


Q Removing and installing 
=> page 165 


Q Black line designed to 
prevent twisting 


Q Line must be fully visible 
after installation 
4 - Electrical connector 
Q Driver side: for driver 
side curtain airbag ignit- 
er - N251- 
QO) Passenger side: for 
front passenger side 
curtain airbag igniter - 
N252- 
Q Unplugging and plugging in > page 168 
5 - Retaining clip 
QO 2x 
QO Assembly aid 
6 - Bag tether 
OQ) Removing and installing > page 167 
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9.2 Removing and installing curtain airbag 
with airbag igniter 
Special tools and workshop equipment required 


+ Hook - T40207- 
T40207 


Removing 


— Tilt front seat backrests to a 45° angle. 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


$ Observe disposal regulations for pyrotechnic components 
> page 5. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove dash panel cover (top) > page 239 . 
Saloon: 


— Detach moulded headliner and lay it down on seats (do not 
remove windscreen) > page 350 . 


Avant: 
— Remove moulded headliner > page 352 . 
Continued for all vehicles: 


AN Caution 


@ The moulded headliner must be removed and set down 
on the seats for the following work steps. Proceed very 


carefully when doing so as the moulded headliner is 
kinked very easily. 


@ Kinked moulded headliners must be renewed. 


W00-11555 
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— Detach retaining clips -1- and -2- from A-pillar. 


Protected by copyright. Copying f 
A Caution permitted unless a ed by / 
with respect to the comectnes: 

Detach the curtain airbag from the retaining clips as care- 


fully as possible. 


Small tears in the fabric of the protective cover for the cur- 
tain airbag can be repaired with a repair patch. 


The curtain airbag must be renewed if there is a long tear 
in the fabric of the protective cover after removal. 


- Disengage curtain airbag -1- as carefully as possible from re- 
taining clip -2- -arrow-. 


- Use a pair of robust pliers (side-cutting pliers) -1- to remove 
retaining clips -arrows- for curtain airbag -2-. 


(i Note 


+è Retaining clip -3- will be damaged during removal. 
@ Make sure not to damage the curtain airbag during removal. 


A69-10861 
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Country-specific version: 


— Use a pair of robust pliers (side-cutting pliers) -1- to remove 
retaining clips -arrows- for curtain airbag -2-. 


[a] Note 


+è Retaining clip -3- will be damaged during removal. 
@ Make sure not to damage the curtain airbag during removal. 


A69-10860 


Continued for all vehicles: 
— Remove bag tether -1- for curtain airbag from A-pillar. 


- Todo so, carefully apply hook - T40207- and insert it in open- 
ing in body. 


— Engage hook - T40207- in lug -2- at bag tether for curtain air- 
bag and pull out carefully -arrow-. 


Serco} 


DE 
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A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Release connector locking element with a small screwdriver 
-arrow A- and unplug electrical connector -3-. 


— Unscrew bolt -1- at gas generator. 


- Slide curtain airbag -2- forwards -arrow B- and remove from 
mounting. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Always observe correct sequence for installing curtain air- 
bag. 


A WARNING 


Before handling pyrotechnic components (e.g. plugging in the 
electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— If there is a short tear in the protective cover in the area of the 
slot for the retaining clip, it can be repaired by bonding ona 
repair patch > Electronic parts catalogue . 


- Todo so, smoothen surface of curtain airbag -1- in area of slot 
-arrow- and press repair patch -2- on so that slots in protective 
cover and repair patch are in line. 


— If there are tears in the protective cover which are longer than 
the area to be covered by the repair patch, the protective cover 
must be renewed. 

Protected by copyright. Copying for private or commercial purposes, in part or inMfhole, is no 


priv 
> auth AUDI AG. AUDI AG 


with respect to the correctness of informatior 


permitted unl 


— Engage gas generator -1- at body -arrows-. 
- Tighten bolt -3-. 
- Attach connector -2- to curtain airbag igniter. 


- Press in connector locking element. This inserts connector as 
far as possible in curtain airbag igniter while at the same time 
locking it. 
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— Install bag tether -1- for curtain airbag at A-pillar. 


— Carefully insert retaining clip -1- in curtain airbag -3- and en- 
gage retaining tab -2- at retaining clip -arrow-. 


— Clip retaining clips for curtain airbag into body in the sequence 
-A ... C- until they engage audibly. 


Protected by 
permitted 
with respect to the corr 


Country-specific version: 


— Carefully insert retaining clip -1- in curtain airbag -3- and en- 
gage retaining tab -2- at retaining clip -arrow-. 


— Clip retaining clips for curtain airbag into body in the sequence 
-A ... D- until they engage audibly. 


A69-10862 
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Continued for all vehicles: 
—- Fasten retaining clips -1- and -2- at A-pillar. 


— Check that black line is visible over entire length to make sure 
that curtain airbag is not twisted. 


A69-10730 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG 
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Avant: 


— After clipping in curtain airbag -1- push it beneath retainer 
-2- for load guard, as shown in illustration. 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


[a] Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


A WARNING 


The battery must be connected with the ignition switched on. 
/f pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the'battery2°,' 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
Move selector lever to position P 
Activate parking brake 
Switch off ignition 
Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


(å) Note 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory = Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. > “9.1 Exploded view - curtain airbag”, page 163 
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10 Knee airbags 


> “10.1 Exploded view - knee airbag”, page 172 


=> “10.2 Removing and installing knee airbag with airbag igniter’, 
page 174 


10.1 Exploded view - knee airbag 
> “10.1.1 Exploded view - knee airbag (driver side)”, page 172 


> “10.1.2 Exploded view - knee airbag (front passenger side)”, 
page 173 


10.1.1 | Exploded view - knee airbag (driver side) 


1 - Nut 
QO Renew 
QO 8Nm 


2 - Knee airbag (driver side) 


Q With driver side knee 
airbag igniter - N295- 


WARNING 
Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


Q Removing and installing 
=> page 174 
3 - Nut 
Q Renew 
QO &8Nm 


4 - Electrical connector 
Q For driver side knee air- 
bag igniter - N295- 
Q Unplugging and plug- 
ging in > page 175 
5 - Bracket 
Q For knee airbag (driver 
side) 
QO Removing and installing 


> “10.2.1 Removing and 
installing knee airbag 
with airbag igniter (driv- 


er side)”, page 174 


6 - Nut AB9-10751 
o Renew Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
ü &8Nm with respect to the correctness of information in this document. Copyright by AUDI AG 


7 - Trim cover 

Q Clip into bracket 
8 - Bolt 

QO 4x 

QO Renew 

QO 9Nm 
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Q Tightening sequence > page 176 
9 - Nut 

Q With connection for earth wire 

QO 9Nm 


10.1.2 Exploded view - knee airbag (front passenger side) 


1 - Electrical connector 
Q For front passenger side 
knee airbag igniter - 
N296- 
QO Unplugging > page 33 
2 - Knee airbag (front passen- 
ger side) 
Q With front passenger 
side knee airbag igniter 
- N296- 
WARNING 
Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


OQ Removing and installing 
=> page 177 
3 - Bolt 
Q Renew 
Q 8Nm 


4 - Glove box 

Q Removing and installing 
=> page 31 

5 - Bolt 
QO Renew 
Q 8Nm 

6 - Support 
Q For knee airbag 

7 - Nut 
QO Renew 
Q 8Nm 


8 - Nut 
Q With connection for earth wire 
QO 8Nm 


10. Knee airbags 1 73 


CORD Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


10.2 Removing and installing knee airbag 
with airbag igniter 

> “10.2.1 Removing and installing knee airbag with airbag igniter 

(driver side)”, page 174 

> “10.2.2 Removing and installing knee airbag with airbag igniter 

front passenger side)”, page 177 

10.2.1 | Removing and installing knee airbag 
with airbag igniter (driver side) 


Removing 


A WARNING 
Protected by c 


@ Observe safety regulations. for 
> page 4. 

@ Observe disposal regulations for pyrotechnic components 

> page 5. 


n whole, is not 


| any liability 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove dash panel cover (driver side) > page 22 . 
— Unscrew nut -2- with connection for earth wire. 
— Remove bolts -3- and -4-. 


— Disengage knee airbag (driver side) -1- with bracket and de- 
tach as far as necessary to unplug electrical connector -5-. 
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A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Todo so, release connector locking element -2- with a small 
screwdriver -arrow- and unplug electrical connector -1-. 


A WARNING 


Set down airbag with impact cushion facing upwards. 


A69-10573 


Removing bracket 

— Unclip trim cover -3- from bracket for knee airbag. 
— Remove nuts -2- and -5-. 

— Detach bracket -1- from knee airbag -4-. 
Installing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


A69-10761 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 
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— Tighten bolts in the sequence -3- and -4-. 


a Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


— Once an airbag has been triggered the airbag securing com- 
ponents must be renewed. 


A WARNING 


The battery must be connected with the ignition switched on. 
If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


j : 
A69-10690 


itera 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


a Note 


If the airbag warning lamp - K75- indicates a fault following in- 
Stallation, you must interrogate, erase and then re-interrogate the 
event memory = Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. 
=> “10.1.1 Exploded view - knee airbag (driver side)”, page 172 
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10.2.2 Removing and installing knee airbag 
with airbag igniter (front passenger side) 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


@ Observe disposal regulations for pyrotechnic components 
> page 5. 


— With ignition switched on, disconnect battery earth wire => 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove glove box > page 31. 
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— Remove nut -2- and bolt -3-. 


— Unscrew nut -5- with connection for earth wire and detach 
support -6- for knee airbag. 


— Remove bolt -4-. 


— Detach knee airbag (front passenger side) -1-. 


A WARNING 


Set down airbag with impact cushion facing upwards. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


(à Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


— Once an airbag has been triggered the airbag securing com- 
ponents must be renewed. 


A WARNING 


The battery must be connected with the ignition switched on. 


If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
@ Move selector lever to position P 
$ Activate parking brake 
$ Switch off ignition 
@ Open bonnet 


$ Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


$ Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


tI 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. 
> “10.1.2 Exploded view - knee airbag (front passenger side)” 


page 173 


10. Knee airbags 1 79 


CORD Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


11 Crash sensors for airbags 


=> “11.1 Overview of fitting locations - crash sensors for airbags”, 
page 180 


> “11.2 Removing and installing front airbag crash sensor G283 / 
G284 ”, page 181 


> “11.3 Removing and installing front side airbag crash sensor 
G179 / G180 ”, page 183 


> “11.4 Removing and installing crash sensor for side airba 
rear) G256 / G257 ”, page 185 


11.1 Overview of fitting locations - crash sensors for airbags 


a Note 


Illustration shows crash sensors on a saloon. 


1 - Front airbag crash sensor 
for driver side - G283- 


Q Fitting location: on re- 
tainer for headlight 
housing 

Q Removing and installing 
> page 181 


2 - Bolt 

Q 9Nm 
3 - Front airbag crash sensor 
for front passenger side - 
G284 


Q Fitting location: on re- 
tainer for headlight 
housing 

Q Removing and installing 
=> page 181 


4 - Bolt 
Q 9Nm 
5 - Side airbag crash sensor on 
front passenger side - G180- 
üQ Fitting location: in door 


QO Removing and installing 
=> page 183 

QO Precautionary meas- 
ures when handling 
crash sensors (pressure 
sensors) for side airbag 


(front) > page 7 
Py py p or com purposes, in part or Fy whole, is not 
6 = Bolt e th Ar UD not guarantee or acdgpt any liability 


QO 2x with respect correctnes ; oF rmatiog’in this document. Copyright by AUD! AG 
QO SNm A69-10781 


7 - Rear side airbag crash sen- 
sor on front passenger side - G257- 


Q Fitting location: on inside of wheel housing behind sill panel trim 
QO Removing and installing > page 185 
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8 - Bolt 
QO 9Nm 


9 - Bolt 
QO 9Nm 

10 - Rear side airbag crash sensor on driver side - G256- 
QO Fitting location: on inside of wheel housing behind sill panel trim 
QO Removing and installing > page 185 


11 - Side airbag crash sensor on driver side - G179- 
Q Fitting location: in door 
QO Removing and installing > page 183 
Q) Precautionary measures when handling crash sensors (pressure sensors) for side airbag (front) 
> page 7 
12 - Bolt 
QO 2x 
QO 5Nm 


11.2 Removing and installing front airbag 
crash sensor -G283- / -G284- 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic’ ‘components 
> page 4. 


Risk of injury due to automatic engine start on vehicles with 
start/stop system. 


$ On vehicles with activated start/stop system (indicated by 
a message in the instrument cluster), the engine may start 
automatically on demand. 


$ Therefore it is important to ensure that the start/stop Sys- 
tem is deactivated when performing repairs (switch the 
ignition off, and if required switch the ignition on again). 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove wheel housing liner (front) > General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner (front) . 


— Remove wheel spoiler (front) > General body repairs, exteri- 
or; Rep. gr. 66 ; Wheel housing liners; Removing and installing 
wheel housing liner (front) . 
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A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


- Remove bolt -2- and detach crash sensor -3- for front airbag. 
— Pull out connector locking element -4- -arrow-, press locking 
element down and unplug electricabconnector'+1- aticrashurpos: 
sensor. ermitted unless authorised by AUDI AG. AUDI AG does not gua 


Installing 


AN WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


(à Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


A WARNING 


The battery must be connected with the ignition switched on. 


If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


tI 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 


etc. 

=> “11.1 Overview of fitting locations - crash sensors for airbags” 

page 180 

11.3 Removing and installing front side air- 
bag crash sensor -G179- / -G180- 

Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


@ Observe precautionary measures for handling crash sen- 
sors (pressure sensors) for side airbag (front) > page 7. 


— Withignition switched.on,,disconnect,battery earth, wire,=> 
Electricalbsystem;Rep.cgrc.27 Battery; Disconnecting.and 
connecting battery: 
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— Remove door trim > page 210. 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Pull out connector locking element -5- -arrow-, press locking F | i a 
element down and unplug electrical connector -4- at crash 


sensor. 

— Remove bolts -1- and -3- and detach crash sensor for side 
airbag -2-. 

Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Observe precautionary measures for handling crash sen- 
sors (pressure sensors) for side airbag (front) > page 7. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


(i Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that the door is properly sealed when it is installed; 
otherwise the crash sensor (pressure sensor) may not function 
correctly. 


@ Make sure that all components (e.g. cover panel, loudspeaker, 
door trim) are fitted correctly. 


+è The retaining clips for the door trim provide a seal for the sys- 
tem. If necessary, renew retaining Clips. 


@ Make sure that wiring is not trapped. 


A WARNING 


The battery must be connected with the ignition switched on. 


If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


tI 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. 

=> “11.1 Overview of fitting locations - crash sensors for airbags” 
page 180 


11.4 Removing and installing crash sensor 
for side airbag (rear) -G256- / -G257- 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove side padding > page 552. 


— Equipmentversion with fixed rear seat backrest: Remove fixed 
rear seat backrest > page 544 . 


— Equipment version with multi-contour seat: Remove multi- 
contour seat > page 548 . 
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Rear side airbag crash sensor on driver side - G256- : 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


- Pull out connector locking element -4-.-arrow-, RIRA locking, „ivato 
element down and unplug electrical hels aAheraSh, auni ac. 
sensor. with respect to the correctness of informi 


C \ (eee 
= Ts 


- fon bolt -2- and detach crash sensor -3- for side airbag 
rear). 
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Rear side airbag crash sensor on front passenger side - G257- : 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Pull out connector locking element -2- -arrow-, press locking 
element down and unplug electrical connector -3- at crash | 
sensor. 


— Unscrew bolt -4- and detach crash sensor -1- for side airbag 
(rear). 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


[a] Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


WARNING 


pyngnt. ( ing for private or commegcial purpose n part or in wt 


permitted une autt rised t yA JD AG. AUDI AG does r jarantee 
The battery must be connected with the ignitiorswitchedon.'"> document 


/f pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
@ Move selector lever to position P 
Activate parking brake 
Switch off ignition 
Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


$ Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


(i Note 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. 
> “11.1 Overview of fitting locations - crash sensors for airbags” 


page 180 
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12 Seat position sensor 
> “12.1 Exploded view - seat position sensor’, page 189 


> “12.2 Removing and installing seat ition sensor” 
page 189 


12.1 Exploded view - seat position sensor 


[a] Note 


The seat position sensor is the same on all seat versions. 


1 - Lower seat pan frame 


2 - Driver side seat position 


ProtecSensory+cG553-r9 for private or commerdial purposes, in part or in whole, is not 


permitted unjess.authorised b r side: UDI AG doph.2ot ouarantes oc occopt oo liability 
wi esh Passenger side; front, sh 
passenger side seat po- 


sition sensor - G554- 


QO Removing and ob bape 
- equipment version wit 
seat occupied sensor 
for belt-fastened recog- 


nition > page 189 


3 - Bolt 
Q 1.2Nm 
12.2 Removing and installing seat position 


sensor 


Replacement seat position sensors are available with wiring har- 
ness and 10-pin connector (black). The following wires with con- 
nectors are incorporated into the wiring harness: 


@ Wire with connector for belt buckle coupling (driver seat) 
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@ Wire with connector for belt buckle coupling (front passenger 
seat) 


@ Wire with connector for coupling for seat occupied sensor 
(front passenger side) - G128- 


@ Country-specific version: Wire with connector for coupling for 
seat occupied recognition control unit - J706- with pressure 
sensor for seat occupied recognition - G452- . 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


- Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove bolt -3-. Protected by copyright. Copy 
- Disengage hook -arrow- of seat position sensor -2«fromlower o>" >! 


seat pan frame -1-. 
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Driver seat: 


— Open up corrugated tube -3- and take out wiring with 10-pin 
connector for belt buckle: 


@ Connector point connectors > page 426 


@ Modular wire routing with corrugated tube at front seat 
=> page 459 


— Unfasten cable ties/cable clips for wiring -2- as far as electrical 
connector. 


— Unplug electrical connector -4-. 
1 - Wiring to belt buckle 


2 - Wiring to 10-pin connector (black) and driver side seat position 
sensor - G553- 


[a] Note 


Protected by copyright. Copying for private or commercial purposes, in part or jn whale, is not 
-< Leave electrical: connector 1: with. wire.and.cable.clip on. upper 
wseatpan "Fame:tness of information in this document. Copyright by AUDI AG 


— Detach seat position sensor with wires from lower seat pan 
frame. 
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Front passenger seat: 


— Open up corrugated tube -1- and take out wiring with 10-pin 
connector for belt buckle: 


Connector point connectors > page 426 


@ Modular wire routing with corrugated tube at front seat 
=> page 459 


— Unfasten cable ties/cable clips for wiring -2- as far as electrical 
connectors. 


— Unplug electrical connectors -5- and -6-. 


2 - Wiring to 10-pin connector (black) and front passenger side 
seat position sensor - G554- 


3 - Wiring to seat occupied sensor (front passenger side) - G128- 
4 - Wiring to belt buckle 


(a) Note 


Leave connectors with wires -3- and -4- and wiring clips on upper 
seat pan frame. 


— Detach seat position sensor with wires from lower seat pan 
frame. 


Installing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order;-note the following: sai n 


Notes for installation: tightening torques, renewing components 
etc. > “12.1 Exploded view - seat position sensor’, page 189 
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13 Belt-fastened recognition system 


> “13.1 Removing and installing seat occupied sensor (front pas- 
senger side) G128 ”, page 193 


13.1 Removing and installing seat occupied 
sensor (front passenger side) - G128- 


[a] Note 


The seat occupied sensor is only fitted on the front passenger 
seat. 
Special tools and workshop equipment required 


+ Hot air blower - VAS 1978/14A- (only for front seat with seat 
heating element) 


Removing 


VAN WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove front passenger seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove padding from rear section of seat cover until seat oc- 
cupied sensor is exposed (seat pan) > page 677. 


— Unplug electrical connector for seat occupied sensor. 


Standard seat/sports seat/super sports seat (with manual or elec- 
tric adjustment): 


— Iffitted, carefully heat seat heating element with hot air blower 
“VAS91978/14A: r 


4 oPylhoff seat'heating element just far enoughso that seat oc- 
cupied sensor is exposed. 


— Carefully detach seat occupied sensor -3- with printed circuit 
board -2- from seat padding -1-. 


KS 
A69-10632 
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Multi-contour seat: 


— Carefully detach seat occupied sensor -1- with printed circuit 
board -2- from seat padding -3-. 


Installing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


A69-10759 
i 


Standard seat/sports seat/super sports seat (with manual or elec- 
tric adjustment): 


— Position printed circuit board -2- of seat occupied sensor -3- 
in cut-out in seat padding -1-. 


- pd seat occupied sensor according to marks on seat pad- 
ding. i i 


A Caution 


Install new seat occupied sensor in seat padding in same po- 
sition as old seat occupied sensor. 


— Peel off protective film and bond seat occupied sensor onto 
seat padding. 
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Multi-contour seat: 


— Position printed circuit board -2- of seat occupied sensor -1- 
in cut-out in seat padding -3-. 


= ami seat occupied sensor according to marks on seat pad- 
ing. 


A Caution 


Install new seat occupied sensor in seat padding in same po- 
sition as old seat occupied sensor. 


— Peel off protective film and bond seat occupied sensor onto 
seat padding. 


All seat versions (continued): 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


[a] Note 


@ Make sure seat occupied sensor is not covered by coils of the 
seat heating element. 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


AN WARNING 


The battery must be connected with the ignition switched on. 
/f pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
@ Move selector lever to position P 
@ Activate parking brake 
$ Switch off ignition 
@ Open bonnet 


$ Connect battery charger (e.g. battery charger» VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


$ Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


13. Belt-fastened recognition system 1 95 


COED Audi A6 2011 > , Audi A6 China 2012 > 
Auð General body repairs, interior - Edition 10.2016 


(a) Note 


If the airbag warning lamp - K75- indicates a fault following in- 
Stallation, you must interrogate, erase and then re-interrogate the 
event memory = Vehicle diagnostic tester. 
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14 Seat occupied recognition system 


> “14.1 Overview of fitting locations - seat occupied recognition 
system”, page 197 


> “14.2 Removing and installing seat occupied sensor”, 
page 200 


14.1 Overview of fitting locations - seat occu- 
pied recognition system 

> “14.1.1 Overview of fitting locations - seat occupied recognition 

system”, page 197 

> “14.1.2 Exploded view - seat occupied recognition system” 

page 199 


14.1.1 Overview of fitting locations - seat occupied recognition system 


A WARNING 


The replacement part (service kit) for the seat occupied rec- 
ognition system (country-specific version) is already pre-as- 
sembled. Do NOT unplug the electrical connector between the 
seat occupied recognition control unit - J706- and the pressure 
sensor for seat occupied recognition - G452- . The service kit 
varies depending on the seat version and consists of: 


Standard seat/sports seat/super sports seat: 
Multi-contour seat: 


A WARNING 


Observe safety regulations for working on seat occupied sen- 
sors > page 7. 


(å) Note 


The seat occupied sensor is only fitted in the front passenger's seat. 
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1 - Electrical connector 


QO Between pressure sen- 
sor for seat occupied 
recognition - G452- and 
seat occupied roong 
tion control unit - J706- 


Caution 


Do NOT unplug the elec- 
trical connector between 
the pressure sensor for 


seat occupied recogni- 
tion - G452- and the seat 
occupied recognition 
control unit - J706- . 


2 - Electrical connector 


QO Between connector 
point beneath seat and 
seat occupied recogni- 
tion control unit - J706- 


3 - Seat occupied recognition 
control unit - J706- 


Q Different versions; for |f 
allocation refer tozo alp 
Electronic parts cata=,,,... 
logue 


A Caution 


Do NOT unplug the elec- 
trical connector between 
the pressure sensor for 


seat occupied recogni- 
tion - G452- and the seat 
occupied recognition 
control unit - J706- . 


Q Removing and installing > page 200 
4 - Front passenger side belt switch - E25- and seat belt force sensor for seat occupied recognition - G453- 
QO Removing and installing > page 119 


5 - Warning lamp for airbag deactivated on front passenger side - K145- 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Overview of fitting locations - controls 
in dash panel 


6 - Airbag control unit - J234- 
QO) Removing and installing > page 130 


7 - Connector point 
Q Underneath seat 
Q Pin assignment > Current flow diagrams, Electrical fault finding and Fitting locations 
OQ Unplugging and plugging in connectors > page 423 


8 - Pressure sensor for seat occupied recognition - G452- 
Q Different versions: 


@ Standard seat/sports seat/super sports seat: seat occupied sensor bonded onto seat padding 
¢ Multi-contour seat: seat occupied sensor with seat heating element stitched into seat cover 
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Caution 


Bo NOT unplug the elec- 
trical connector between 
the pressure sensor for 
seat occupied recogni- 
tion - G452- and the seat 
occupied recognition 


control unit - J706- . 


Bo NOT detach the seat 
occupied sensor from the 
seat padding or seat cov- 
er. 


copyright. Copying for private or commercial pu urposes in part or in whole, is not 
h db Gia “AUD AG does r tee or accept any liability 
tothe correctness of information in this document. Copyright by AUDI AG 


14.1.2 Exploded view - seat occupied recognition system 


1 - Bolt 
Q 1.5 Nm 


2 - Electrical connector 


Q Between connector 
point beneath seat and 
seat occupied recogni- 
tion control unit - J706- 


3 - Bracket 


Q) For control unit 


Q Engaged in seat pan 
and clipped on 

OQ Removing and installing 
=> page 497 


4 - Pin 


Q For securing retainer to 
seat pan 


5 - Front seat 


6 - Pressure sensor for seat 
occupied recognition - G452- 


A Caution 


Bo NOT unplug the elec- 
trical connector between 
the pressure sensor for 
seat occupied recogni- 
tion - G452- and the seat 


occupied recognition 
control unit - J706- . 


Bo NOT detach the seat 
occupied sensor from the 
seat padding or seat cov- 
er. 


Q Different versions: 


+ Standard seat/sports seat/super sports seat: seat occupied sensor bonded onto seat padding 


@ Multi-contour seat: seat occupied sensor with seat heating element stitched into seat cover 
QO Removing and installing > page 200 
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7 - Electrical connector 


QO Between pressure sensor for seat occupied recognition - G452- and seat occupied recognition control 
unit - J706- 


Caution 


Do NOT unplug the elec- 
trical connector between 


tion - G452- and the seat 
occupied recognition 
control unit - J706- . 


8 - Seat occupied recognition control unit - J706- 
QO Clipped to bracket 


Caution 


Do NOT unplug the elec- 
trical connector between 
the pressure sensor for 
seat occupied recogni- 
tion - G452- and the seat 
occupied recognition 
control unit - J706- . 


Q Removing and installing > page 200 


14.2 Removing and installing seat occupied 


sensor 
(å Note 


The seat occupied sensor is only fitted in the front passenger's 
seat. 


A WARNING 


The replacement part (service kit) for the seat occupied rec- 
ognition system (country-specific version) is already pre-as- 
sembled. Do NOT unplug the electrical connector between the 
seat occupied recognition control unit - J706- and the pressure 
sensor for seat occupied recognition - G452-. The service kit 
varies depending on the seat version and consists of: 


Standard seat/sports seat/super sports seat: 


$ Seat padding with or without seat heating element 


$ Pressure sensor for seat occupied recognition - G452- 
(bonded onto seat padding) 


$ Seat occupied recognition control unit - J706- 
Multi-contour seat: 


$ Pressure sensor for seat occupied recognition - G452- 
with seat heating element (stitched into seat cover) 


$ Seat occupied recognition control unit - J706- 
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Removing 


A WARNING 


@ Observe safety regulations for working on pyrotechnic 
components > page 4 and seat occupied sensors 


> page 7. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove front passenger seat > page 415. 
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— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


A Caution 


Do NOT unplug electrical connector -4- at seat occupied rec- 
ognition control unit - J706- . 


— Unplug electrical connector -3- at control unit. 
— Remove bolt -1-. 


— Disengage control unit -2- at retainer -arrow- and move control 
unit with wiring clear. 


Standard seat (with manual or electric adjustment): 


Pressure sensor for seat occupied recognition - G452- is bonded 
onto seat padding. 


— Remove seat cover with padding for seat pan > page 659 . 
— Separate seat cover and padding = page 677 . 

a seat/super sports seat (with manual or electric adjust- 
ment): Protected by copyright 


Pressure sensor for seat occupied recognition - G452-'is’ 
onto seat padding. 


— Remove seat cover with padding for sports seat/super sports 
seat with seat depth adjustment > page 661. 


— Separate seat cover and padding > page 677 . 
Multi-contour seat: 


Pressure sensor for seat occupied recognition - G452- is stitched 
into seat cover with seat heating element. 


— Remove seat cover with padding > page 665 . 
— Separate seat cover and padding > page 679 . 
Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


(à) Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 
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A WARNING 


The battery must be connected with the ignition switched on. 
/f pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
@ Move selector lever to position P 

Activate parking brake 

Switch off ignition 

Open bonnet 


+ 
+ 
+ 
¢ 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


When installing a new service kit and following any repair work 
on the front passenger's seat during which the seat cover and/or 
backrest cover are/is disengaged, the basic setting for the seat 
occupied recognition control unit must always be performed 


=> page 7. 
- Finally, select “Airbag” function in “Guided Fault Finding” 
mode using > Vehicle diagnostic tester. 


¢ Basic setting for seat occupied recognition control.unit -J706- 


RE) nos 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. 
> “14.1 Overview of fitting locations - seat occupied recognition 


system”, page 197 
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70- Trim, insulation 


1 Door trim (front) 
=> “1.1 Exploded view - door trim (front)”, page 204 


> “1.2 Removing and installing mid-range loudspeaker trim”, 
page 208 


> “1.3 Removing and installing bass loudspeaker trim”, 
page 208 


> “1.4 Removing and installing trim panel”, page 209 


> “1.5, Removing. and.installing: door trim-(front): e24 


> “1.6 Removing and installing armrest (front)”, page 214 
> “1.7 Removing and installing switch trim”, page 214 


> “1.8 Removing and installing trim for mirror cover”, page 214 


> “1.9 Removing and installing interior door handle”, page 215 


> “1.10 Removing and installing window frame trim”, page 215 


1.1 Exploded view - door trim (front) 


(i Note 


The illustration shows the door trim (front) on the driver side; it is similar on the passenger side. 
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1 - Door trim 
Removing and installing 12 1314 15 16 17 
=> page 210 

If door trim is renewed, 11 A 


if 


Q 


Q 


2 - Door warning lamp 


Q 


3 - Alarm system off switch - 


E217- 
Q 


Q 


hole for sleeve 
-item 15- must be drilled 10 
additionally based on 
old door trim 


Driver side (equipment 
version): driver side 
door warning lamp - 
W30- 


Passenger side (equip- 
ment version): front pas- 
senger side door warn- 
ing lamp - W36- 
Removing and installing °} shot c 
door warning lamp >" TT ¢ 
Electrical system; Rep. ~ 
gr. 96 ; Lights; Remov- 
ing and installing door 
warning lamp -W30- / - 
W36- 


Depending on vehicle 
equipment 

Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Removing and installing 
alarm system off switch 
- E217- 


4 - Insulating mat 
5 - Clip 


Ooooo 


With seal 

For door trim 

7x, one-piece 

1x, two-piece 

Renew two-piece clip if damaged 


WARNING 


Make sure that the door 
is properly sealed when it 
is installed; otherwise the 
crash sensor (pressure 
sensor) may not function 
correctly. 


Me retaining clips for the 
door trim provide a seal 
for the system. If neces- 
sary, renew retaining 
clips for door trim. 


6 - Bolt 


Q 
Q 


For door puller/armrest 
13x 
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Q 1.2Nm 


7 - Bolt 
QO 4.5Nm 
8 - Clip 
Q) For door trim 
ū Bolted to door frame 


9 - Driver door ambient lighting bulb - L164- 
QO Passenger side: front passenger door ambient lighting bulb - L165- 
QO Depending on vehicle equipment 
QO Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing front door 
ambient lighting bulb -L164- / -L165- 
10 - Bolt 
Q) For interior door handle 
Q) 7x 
Q 1.2 Nm 


11 - Driver side interior locking switch - E150- 
QO Front passenger side: passenger side interior locking switch - E198- 
QO Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Overview of fitting locations - controls 
in front doors 
12 - Interior door handle 
QO Removing and installing > page 215 
13 - Driver seat memory operating unit - E97- 
QO) Front passenger side: front passenger seat memory operating unit - E277- 
QO) Depending on vehicle equipment 
Q Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing driver seat/ 
front passenger seat memory operating unit -E97- / -E277- 
14 - Central locking SAFELOCK function warning lamp - K133- 
QO) Driver's door only 
Q Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing central locking 
SAFELOCK function warning lamp - K133- 
15 - Sleeve 
Q For central locking SAFELOCK function warning lamp - K133- 
QO) Driver's door only 
Q If door trim is renewed, hole for sleeve must*be drilled additionally based'on olddoor'trim 
16 - Trim 
üQ For window frame 
OQ) Removing and installing > page 215 
17 - Stop 
Q For door trim 
Q 4.5Nm 


18 - Inner cover panel 
QO) Removing and installing > page 214 
Q Clip into trim for window frame 


19 - Button for lane change assist - E530- 
QO Depending on vehicle equipment 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Lane change assist; Removing and installing 
button for lane change assist - E530- 
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20 - Bolt 
Q For door trim 
Q 2.5Nm 
21 - Trim 
Q For interior door handle 
QO Removing and installing > page 209 


22 - Loudspeaker trim 
Q For mid-range loudspeaker 
QO Removing and installing > page 208 
Q Hook into door trim and press on until it engages audibly 


23 - Bolt 
Q For door trim 
Q 2.5Nm 
24 - Trim 
QO For rear lid remote release button - E233- 
Q Driver's door only 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing rear lid 
remote release button - E233- 


Q Push on until it engages audibly 


25 - Rear lid remote release button - E233- 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing rear lid 
remote release button - E233- 


26 - Loudspeaker trim 
QO For bass loudspeaker 
Q Removing and installing > page 208 
Q Push on until it engages audibly 

27 - Symbol trim 


28 - Mirror adjustment switch - E43- 
Q Depending on equipment version: adjustment switch for mirror with fold-in feature - E168- 


Q Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Overview of fitting locations - controls 
in front doors 


29 - Bolt 
ü For door trim 
QO 2.5Nm 


30 - Door puller/armrest 
Q Removing and installing > page 214 


31 - Operating unit for window regulator in driver door - E512- 
Q Passenger side: window regulator switch in front passenger door - E107- 


Q Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing operating 
unit for window regulator in driver door - E512- 


32 - Handle recess 
Q With switch mounting 
Q Removing and installing’ > page 214 
33 - Front left entry light - W31- 
Q Passenger side: front right entry light - W32- 
QO Depending on vehicle equipment 


QO) Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing entry light 
(front) -W31- / -W32- 
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34 - Driver door storage compartment illumination bulb - L160- 
QO) Passenger side: front passenger door storage compartment illumination bulb - L161- 
QO Depending on vehicle equipment 


Q Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing door storage 
compartment illumination bulb -L160- / -L161- 


1.2 Removing and installing mid-range 
loudspeaker trim 


Special tools and workshop. equipment eB ng os pate or come 
© Wedges -T10383- “Pee correctness of informa! 


T10383 


PAP 


Removing 


— Starting at front, carefully prise loudspeaker trim -1- off door 
trim -arrows- using wedge - T10383/1- . 


— Pull loudspeaker trim upwards out of door trim and detach. 
Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “1.1 Exploded view - door trim (front)”, page 204 


oe 


1.3 Removing and installing bass loud- 
speaker trim 
Special tools and workshop equipment required 


@ Wedges - T10383- 
T10383 


CA 


a E) 11251 
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Removing 


— Using wedge -T10383/1- , carefully prise loudspeaker trim 
-1- off door trim along gap -arrow- and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. = “1.1 Exploded view - door trim (front)” 04 


A70-11622 


1.4 Removing and installing trim panel 
Special tools and workshop equipment required 
@ Wedges - T10383- 


Protected by copyright. Copying for private or commercial purposes, irg)art or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantd:: oT 0383 iability 
with respect to the correctness of information in this document. Coggiright by AUDI AG. 


KZ 


12 


@ Removal wedge - T40233- 
T40233 


W00-10994 


Removing 


— Starting at front, carefully prise trim off door trim using removal 
wedge - 140233- . 


A70-12012 
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— Using wedge -T10383/1- , carefully prise trim -1- off door trim 
along gap -arrow-. 


— Lift trim slightly and slide it forwards to allow hook on inside of 
trim to be unfastened from recess in door trim. 


Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. > “1.1 Exploded view - door trim (front)”, page 204 


1.5 Removing and installing door trim (front) 
Special tools and workshop equipment required 


@ Wedges - T10383- 
T10383 


P P 


W00-11251 


Removing 

— Switch off ignition and remove ignition key. 

- Remove trim panel > page 209 . 

— Remove mid-range loudspeaker trim > page 208 . 
Remove bolts -1 ... 3-. 
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[a] Note 


A two-piece clip is fitted at the bottom centre of the door trim. This 
clip must be released before unfastening the seven “normal” one- 
piece Clips. 


— Press firmly against embossed area of door trim (at bottom 
next to entry light) -arrow 1- with your thumb to release two- 
piece clip -arrow 2-. 


AT0-11377 


- Starting in bottom rear corner, use wedge -T10383- to unclip 
door trim from door. To do so, insert wedge between door trim 
and door in area of retaining clips. 


* Position of remaining retaining clips -arrows- 
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- Pull door trim -1- approx. 15 mm away from the door all around. 
* Do not leave retaining clips in door. 


— Press door trim upwards out of clip -2- at location indicated, 
disengage from door at window slot (top) -arrows- and detach. 


- Carefully unclip Bowden cable -3- from interior door handle 


— Swivel Bowden cable for interior door handle inwards 
-arrow-. 


— Disengage end of cable -1- at interior door handle. 


Protected by copyright. Copying for private or commercia 
permitted unless authorised by AUDI AG. AUDI AG doeg 
with respect to the correctness of information in this d 


- To unplug electrical connector, press catch -1-, turn retaining 
bracket in direction of -arrow- and unplug connector. 


— Detach door trim. 


Installing 


— Renew damaged two-piece clip; to do so, disengage bottom 
part -1- from door (working from back of door) and remove top 
part -2- from door trim. 


- Assemble two-piece clip -arrow- and insert in door trim. 


A70-11436 
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— Engage end of cable -1- in lever of interior door handle. 


— Clip in Bowden cable -3- for interior door handle at interior door 
handle -2-. 


* Bowden cable must engage audibly. 


A WARNING 


@ Make sure that the door is properly sealed when it is in- 
stalled; otherwise the crash sensor (pressure sensor) may 
not function correctly. 


@ The retaining clips -arrows- for the door trim provide a seal 
for the system. If necessary, renew retaining clips for door 
trim. 


— Plug in electrical connector at door control unit. 


— Position door trim -1- at window slot and press on downwards. 


- Carefully position clips -3- for door trim all around door and 
press door trim onto door -arrows- until it engages audibly at 
roie: aNChorage points > page 213. al purposes, in part or in whole, is not 
ws Ne So RE a ges wi Pra SAAS 
Perform remaining installation steps in reverse order of removal; 
observe the following: 


Notes for installation: tightening torques, renewing components 
etc. > “1.1 Exploded view - door trim (front)” 04 


a 


A70-11379 
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1.6 Removing and installing armrest (front) 
Removing 

— Remove door trim (front) > page 210. 

— Remove insulating mat. 


— Unplug electrical connector for operating unit for window reg- 
ulator in driver door - E512- . 


— Unplug electrical connector for mirror adjustment switch - 
E 


— Unscrew bolts -2 ... 7- at rear of door trim. 


— Unfasten door puller/armrest -1- from door trim -arrow- and 
detach. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etosa loded view doortrim: front a e204. 


1.7 Removing and installing switch trim 
Special tools and workshop equipment required 


@ Wedges - T10383- 
T10383 


n 12 
11251 


WO0-1125 


Removing 


Remove door puller/armrest: 
Door trim (front) > page 214 
Door trim (rear) = page 227 


Using wedge -T10383/1- , carefully unclip handle recess -1- 
with switch mounting from door puller/armrest -2- -arrow- and 
detach. 


Installing 710383/1 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etc. > “1.1 Exploded view - door trim (front)”, page 204 


1.8 Removing and installing trim for mirror 
cover 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


I 


W00-11118 


Removing 
— Remove door trim (front) > page 210 . 


— Prise cover panel -1- off door -arrow- using removal wedge - 
3409- and detach. 


— Equipment version with button for lane change assist - E530- : 
Unplug electrical connector for button for lane change assist - 
E530 


Installing 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etc. > “1.1 Exploded view - door trim (front)”, page 204 


1.9 Removing and installing interior door 
handle 


Removing 

— Remove door trim (front) > page 210 . 

-— Remove insulating mat. 

— Unplug electrical connectors and move wiring clear. 

— Unscrew bolts -2 ... 5- at rear of door trim. 

— Detach interior door handle -1- from door trim. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etc. > “1.1 Exploded view - door trim (front)”, page 204 


1.10 Removing and installing window frame 


Special tools and workshop @quipment required "°°" Comemens Copyright by AUDI AG 
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+ Removal wedge - 3409- 


Removing 


Lower door window. 
Remove door trim (front) > page 210. 


Remove inner cover paneél™s° 
perm 


mitted Unless authorised by AUDI AG. AUL 


Unscrew stop -2= for door trimsespect to the correctness of information in this docu md 


Working from bottom front to top rear, carefully prise off trim 
-1- for window frame working along window guide -arrow A- 
with removal wedge - 3409- . 


Then prise off trim for window frame at bottom rear with re- 
moval wedge - 3409- , working carefully along length of win- 
dow guide -arrow B-. 


Pull trim for window frame downwards off window frame and 
detach. 


Installing 


Insert trim -1- for window frame in window guide -2- at top rear 
-arrow-. 


Install trim for window frame over entire length of window 
guide. 


Peel protective film -2- off adhesive pads -1-. 


Press trim firmly onto door frame. 


Perform remaining installation steps in reverse order of removal; 
observe the following: 


Notes for installation: tightening torques, renewing components 


etc. > “1.1 Exploded view - door trim (front)”, page 204 
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2 Door trim (rear) 
> “2.1 Exploded view - door trim (rear)”, page 217 


> “2.2 Exploded view - sun blind for door window”, page 222 


> “2.3 Removing and installing treble loudspeaker trim”, 
page 223 


> “2.4 Removing and installing trim panel”, page 223 


> “2.5 Removing and installing interior door handle”, page 224 
> “2.6 Removing and installing door trim (rear)”, page 225 


> “2.7 Removing and installing armrest (rear)”, page 227 
> “2.8 Removing and installing window frame trim”, page 228 


> “2.9 Removing and installing sun blind for door window”, 
page 229 


> “2.10 Removing and installing retainer for sun blind”, 
page 230 


=> “2.11 Removing and installing ashtray (rear)”, page 230 


2.1 Exploded view - door trim (rear) 
=> “2.1.1 Exploded view - door trim (rear)”, page 217 


> “2.1.2 Exploded. view.-.door, trim. (rear), Country-specific. ver- 
sion”, page 220 


2.1.1 Exploded view - door trim (rear) 
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1 - Ashtray (rear) 


Q Removing and installing 
> page 230 


2 - Rear left window regulator 
button in rear left door - E700- 


Q Right side: rear right 
window regulator button 
in rear right door - E705- 


QO Left side (equipment 
version): rear right win- 
dow regulator button in 
rear left door - E701- 


Q Right side (equipment 
version): rear left win- 
dow regulator button in 
rear right door - E706- 


Q Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Removing and installing 
rear window regulator 
button in rear door - 
E700- / -E705- 


3 - Rear left door storage com- 
partment illumination bulb - 
L170- 


Q Right side: rear right 
door storage compart- 
ment illumination bulb - 
L171- 


QO) Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Lights; Re- . p 
moving and installing < -i 
rear door storage com- Ci 

artment illumination 
ulb -L170- / -L171- 


4 - Door warning lamp 
Q Left side (equipment version): rear left door warning lamp - W37- 
Q Right side (equipment version): rear right door warning lamp - W38- 


Q Removing and installing door warning lamp => Electrical system; Rep. gr. 96 ; Lights; Removing and 
installing rear door warning lamp -W37- / -W38- 


5 - Insulating mat 


6 - Bolt 
Q For door puller/armrestectes by 
Q 13x e 
Q 1.2 Nm 

7 - Clip 
QO 6x, one-piece 
Q 1x, two-piece 
QO Renew two-piece clip if damaged 

8 - Rear left door ambient lighting bulb - L166- 
Q Right side: rear right door ambient lighting bulb - L167- 
QO Depending on vehicle equipment 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing rear door 
ambient lighting bulb -L166- / -L167- 
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9- Trim 
QO For window frame 
QO) Removing and installing > page 228 


10 - Bolt 
Q For interior door handle 
QO 9x 
Q 1.2Nm 


11 - Interior door handle 
QO Removing and installing > page 224 


12 - Rear left interior locking switch - E273- 
Q Right side: rear right interior locking switch - E274- 
Q Depending on vehicle equipment 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing rear interior 
locking switch -E273- / -E274- 


13 - Bolt 

Q For door trim 

Q 2x 

Q 2.5Nm 
14 - Trim 

Q For interior door handle 

QO Removing and installing > page 223 

Q Hook into door trim and press on until it engages audibly 
15 - Trim 

û For treble loudspeaker 

Q Removing and installing > page 223 

Q Push on until it engages audibly 
16 - Door trim (rear) 

Q Removing and installing > page 225 
17 - Loudspeaker trim 

QO) For bass loudspeaker 

OQ Removing and installing > page 208 
18 - Rear left entry light - W33- 

Q Right side: rear right entry light - W34- 

Q Depending on vehicle equipment 

Q Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing entry light 

(rear) -W33- / -W34- 

19 - Handle recess 

Q With switch mounting 

Q Removing and installing > page 214 
20 - Door puller/armrest 

OQ) Removing and installing > page 227 
21 - Bolt 

Q For door trim 

QO 2.5Nm 
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2.1.2 Exploded view - door trim (rear), country-specific version 


1 - Rear window regulator but- 
tons 


ū Left side: rear left win- 
dow regulator button in 
rear left door - E700- , 
rear right window regu- 
lator button in rear left 
door - E701- , sunroof 
button in rear left door - 
E702- , sunroof roller 
blind button in rear left 
door - E703- and rear 
roller blind button in rear 
left door - E699- 


Q Right side: rear right 
window regulator button 
in rear right door - 
E705- , rear left window 
regulator button in rear 
right door - E706- , sun- 
roof button in rear right 
door - E707- , sunroof 
roller blind button in rear 
right door - E708- and 
rear roller blind button in 
rear right door - E704- 


Q Removing and installing 
=> Electrical system; 
Rep. gr. 96 ; Controls; 
Removing and installing 
rear window regulator 
button in rear door - 
E700- / -E705- 


2 - Lining mat 
Q For door pocket 
3 - Rear left door storage com- 


partment illumination bulb - 
L170- 


Q Right side: rear right door storage compartment illumination bulb - L171- 
Q For correct version refer to > Electronic parts catalogue 


QO) Removing and installing > Electrical system; Rep. p 96 ; Lights; Removing and installing rear door 
storage compartment illumination bulb -L170- / -L171- 


4 - Door warning lamp 
Q Left side (equipment version): rear left door warning lamp - W37- 
Q Right side (equipment version): rear right door warning lamp - W38- 
QO Removing and installing door warning lamp > Electrical system; Rep. gr. 96 ; Lights; Removing and 
installing rear door warning lamp -W37- / -W38- 
5 - Door trim (rear) 
QO Removing and installing > page 225 
6 - Insulating mat 
7 - Bolt 
Q For door puller/armrest 
Q 15x 
Q 1.2 Nm 
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8 - Clip 
QO 7x, one-piece 
OQ 1x, two-piece 
QO Renew two-piece clip if damaged 


9 - Rear left door ambient lighting bulb - L166- 
Q Right side: rear right door ambient lighting bulb - L167- 
QO Depending on vehicle equipment 
QO Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing rear door 
ambient lighting bulb -L166- / -L167- 
10 - Bolt 
Q For ashtray 
QO 6x 
Q 1.2 Nm 
11 - Trim 
ü For window frame 
QO Removing and installing > page 228 


12 - Ashtray (rear) 
QO Removing and installing > page 230 


13 - Bolt 
Q For interior door handle 
Q 9x 
Q 1.2 Nm 


14 - Interior door handle 
OQ Removing and installing > page 224 


15 - Rear left interior locking switch - E273- 
Q Right side: rear right interior locking switch - E274- 
QO) Depending on vehicle equipment 
Q Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing rear interior 
locking switch -E273- / -E274- 
16 - Bolt 
Q For door trim 
QO 2x 
Q 2.5Nm 
17 - Trim 
QO For interior door handle 
QO) Removing and installing > page 223 
QO Hook into door trim and press on until it engages audibly 
18 - Trim 
QO For treble loudspeaker 
QO) Removing and installing > page 223 
Q Push on until it engages audibly 


19 - Frame 
QO For ashtray 
Q Clip into door trim 


20 - Loudspeaker trim 
QO For bass loudspeaker 
QO) Removing and installing > page 208 
QO Push on until it engages audibly 
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21 - Rear left entry light - W33- 
Q Right side: rear right entry light - W34- 
Q Depending on vehicle equipment 
OQ) Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing entry light 
(rear) -W33- / -W34- 
22 - Handle recess 
Q With switch mounting 
Q Removing and installing > page 214 


23 - Door puller/armrest 
Q Removing and installing > page 227 


24 - Bolt 
ü For door trim 
QO 2.5 Nm 


2.2 Exploded view - sun blind for door window 


1 - Door trim (rear) 
OY Removing and installing 
> page 225 
2 - Bolt 
Q) For sun blind 
QO 4x 
Q 1.2Nm 


3 - Sun blind 
QO Removing and installing 
=> page 229 
4 - Bolt 
a For sufi blind oon. 
Q 3x or'4x(depending'or ° 
equipment version) 
Q 1.2 Nm 


5 - Retainer for sun blind 
Q Removing and installing 
=> page 230 
6 - Bolt 
Q For retainer 
QO 2x 
Q 2.2Nm 


7 - Guide strip 
Q Removing and installing 


> “2.9 Removing and in- 


stalling sun blind for 
door window” 


page 229 


Q Can only be inserted in 
door trim in one position 
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2.3 Removing and installing treble loud- 
speaker trim 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


WO0-11118 


Removing 


— Using removal wedge - 3409- , carefully prise loudspeaker trim 
-1- off door trim -arrow- and detach. 


Country-specific version: 


— Using removal wedge - 3409- , carefully prise loudspeaker trim 
-1- off door trim -arrow- and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “2.1 Exploded view - door trim (rear)”, page 217 


ae 


Gaal) 


2.4 Removing and installing trim panel 
Special tools and workshop equipment required 


@ Wedges - T10383- 
T10383 


Z 1 12 


WO0-11251 
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Removing 


— Starting at front, carefully prise trim off door trim using removal 
wedge -T10383- . 


A70-12013 


is aie 


- Using wedge -T10383/1- , carefully prise trim -1- off door trim 
along gap -arrow-. 


- Lift trim -1- slightly and release retaining hook (front) -2- from 
trim at door trim -arrow- with a screwdriver. 


— Lift trim slightly and slide it forwards to allow hook (rear) on 
inside of trim to be unfastened from recess in door trim. 


— Detach trim from door trim. 


Installing 
Installation is carried out in the reverse, order: nate the following: R; 

n ‘ ps r with respect to the correctness of information in t E Sen b i j 
Notes for installation: tightening torques, renewing components AE K \ = \ 
etc. > “1.1 loded view - r trim (front)” 2 Fa 

cae 
2.5 Removing and installing interior door 
handle 

Removing 


— Remove door trim (rear) > page 225 . 
- Remove insulating mat. 


— Equipment version with sun blind: Remove sun blind 
> page 229. 


— Unplug electrical connectors and move wiring clear. 
— Unscrew bolts -1 ... 5- at rear of door trim. 

- Detach interior door handle -6- from door trim. aa Ne j i E 
Installing [= i Bi EN 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “2.1 Exploded view - door trim (rear)”, page 217 
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2.6 Removing and installing door trim (rear) 
Special tools and workshop equipment required 
+ Wedges - T10383- 


Removing 

— Switch off ignition and remove ignition key. 

— Remove trim for interior door handle > page 223 . 
— Remove bolts -1 ... 3-. 


[a] Note Protected by copyright. Copying for private or commercial 
permitted uthorised by AUDI A AUDI 
j a with respect to the correctness of information int 
A two-piece clip is fitted at the bottom rear of the door trim. This 
clip must be released before untastening the six “normal” one- 
piece clips. 


— Press firmly against embossed area of door trim (at bottom 
next to entry light) -arrow 1- with your thumb to release two- 
piece clip -arrow 2-. 


- Starting in bottom rear corner, use wedge -T10383- to unclip 
door trim from door. To do so, insert wedge between door trim 
and door in area of retaining clips. 


710383 


KZ 


12 


 T10383 
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* Position of remaining retaining clips -arrows- 


Country-specific version: 
* Position of remaining retaining clips -arrows- 
Continued for all vehicles: 


- Disengage door trim from door at top of window slot. To do so, 
pull door trim upwards. 


— Equipment version with treble loudspeaker: Unplug electrical 
connector for treble loudspeaker. 


- Carefully unclip Bowden cable -3- from interior door handle 


— Swivel Bowden cable for interior door handle in direction of 
-arrow-. 


- Disengage end of cable -1- at interior door handle. 


Protected by copyright. Copying f 
permitted unless authorised by A 
with respect to the correctnesd fa 

, 


— Unplug electrical connector -1- at door control unit. To do so, 
pull out fastener -2- -arrow- and press down release mecha- 
nism -3-. 


— Detach door trim. 
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Installing 


— Renew damaged two-piece clip; to do so, disengage bottom 
part -1- from door (working from back of door) and remove top 
part -2- from door trim. 


— Assemble two-piece clip -arrow- and insert in door trim. 


A70-11436 


— Engage end of cable -1- in lever of interior door handle. 


— Clip in Bowden cable -3- for interior door handle at interior door 
handle -2-. 


— Plug in electrical connector at door control unit. 


— Position door trim at window slot and press on downwards. 


— Carefully position clips -2- for door trim all around door -1- and 
press door trim onto door -arrow- until it engages audibly at 


anchorage points > page 226 . 


Perform remaining installation steps in reverse order of removal; 
observe the following: Protected by copyright. Co 
permitted unless authorisq 


Notes for installation: tightening torques, renewing components: the corr 


etc. > “2.1 Exploded view - door trim (rear)”, page 217 


2.7 Removing and installing armrest (rear) 
Removing 

— Remove door trim (rear) > page 225. 

— Remove insulating mat. 

— Unplug electrical connectors. 

— Unscrew bolts -2 ... 6- at rear of door trim. 


— Unfasten door puller/armrest -1- from door trim -arrow- and 
detach. 


Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. > “2.1 Exploded view - door trim (rear)”, page 217 
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2.8 Removing and installing window frame 
trim 

Special tools and workshop equipment required 

+ Removal wedge - 3409- 


wWO0-11118 


Removing Protected by oonviiaht Gor 
— Lower door window. gp EE heart 
— Remove door trim (rear) > page 225 . 


— Equipment version with sun blind: Remove retainer for sun 
blind > page 230 . 
— Working from bottom rear to top front, carefully prise off trim 


-1- for window frame working along window guide -arrow A- 
with removal wedge - 3409- . 


— Then prise off trim for window frame at bottom front with re- 
moval wedge - 3409- , working carefully along length of win- 
dow guide -arrow B-. 


— Pull trim for window frame downwards off window frame and 
detach. 


AT0-11162 


Installing 


- Starting at top of B-pillar, insert trim -2- for window frame in 
window guide -1- -arrow-. 


- arr trim for window frame over entire length of window 
guide. 
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— Peel protective film -2- off adhesive pads -1-. 
— Press trim firmly onto door frame. 


Perform remaining installation steps in reverse order of removal; 
observe the following: 


Notes for installation: tightening torques, renewing components 


etc. = “2.1 Exploded view - door trim (rear)”, page 217 


A?O-11675 


2.9 Removing and installing sun blind for 
door window 

Special tools and workshop equipment required 

+ Removal wedge - 3409- 


Removing 
— Remove door trim (rear) > page 225 . 


— Use removal wedge - 3409- to carefully unclip guide strip -2- 
from door trim -arrow-. 


— Pull sun blind -1- slightly out of door trim and guide lug out 
through guide strip. 


— Unscrew bolts -1 ... 6- and -8-. 


— Detach sun blind -7- from door trim by swivelling it outwards 
slightly. 
rot inst by co pyright Copying for private or commercial purposes, in part or in whole, is not 
pe Insta stalli > authorised at AG a AG d 


ith respect to the cc 
enaos is carried ‘out i in ‘the reverse ‘order: note the Piai: 


— Tighten bolts in the sequence -1 ... 6- and -8-. 


Notes for installation: tightening torques, renewing components 


etc. 
> “2.2 Exploded view - sun blind for door window”, page 222 
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2.10 Removing and installing retainer for sun 
blind 
Removing 


- Remove bolts -1- and detach securing lug -2- from window 
frame. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing A lala 


etc. > “2.1 Exploded view - door trim (rear)”, page 2 


2.11 Removing and installing ashtray (rear) 


> “2.11.1 Removing and installing ashtray (rear)”, page 230 


> “2.11.2 Removing and installing ashtray (rear) - country-specific 


version”, page 231 

2.11.1 Removing and installing ashtray (rear) 
Removing 

Equipment version with ashtray light: 

-= Remove door trim (rear) > page 225 


Protected by copyright. Copying for private or commercial purp wW 


= Move! insulating: mat Jinerto'the ‘side: around ashtray slight.» 


with respect to the ation in this document. Copyright by AUDI AG 


-= ae electrical connector -2- for ashtray light - -1- at ae 


(å Note 


-Arrow- can be ignored. 


All equipment versions (continued): 
- Open ashtray lid and take out ashtray insert -2-. 
- Using a screwdriver, release catch -3- and pull out ashtray 


-1-. 
Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. > “2.1 Exploded view - door trim (rear)”, page 217 
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2.11.2 Removing and installing ashtray (rear) - 


Removing 


Installing 


country-specific version 


Remove door trim (rear) = page 225 . 

Remove insulating mat. 

Unplug electrical connector -3- for ashtray light at ashtray. 
Remove bolts -1, 2, 4-. 

Detach ashtray -5-. 


Installation is carried out in the reverse order; note the following: = = ail Agi n 
Notes for installation: fe Hea e Letra feof, ee — ————— = 
QOÇ a 1 


Nen -- tt d SSe part or in whole, is not 
pórmitted u unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG. 
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3 Dash panel 


> “3.1 Exploded view - dash panel”, page 232 


> “3.2 Removing and installing dash panel cover (side)”, 
page 238 


> “3.3 Removing and installing dash panel cover”, page 238 


> “3.4 Removing and installing trim panel for dash panel”, 
page 241 


> “3.5 Removing and installing loudspeaker trim”, page 242 


> “3.6 Removing and installing retaining frame for dash panel in- 
sert”, page 244 


> “3.7 Removing and installing dash panel”, page 244 

> “3.8 Removing and installing dash panel vents”, page 249 

> “3.9 Removing and installing defroster vent (front centre)”, page 
251 


> “3.10 Removing and installing defroster vent (side)”, 
page 252 


3.1 Exploded. view -.dash, panel 


Dash panel > page 232 

Fitted components - dash panel > page 235 
Head-up display - dash panel > page 237 
Dash panel 
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1 - Bolt 
QO 3Nm 


2 - Dash panel 


A WARNING 


@bserve safety regula- 
tions for pyrotechnic 


components > page 4. 


Aor correct allocation of 
dash panel and airbag re- 
fer to > Electronic parts 
catalogue . 


OQ) Removing and installing 
=> page 244 
3 - Bolt 
Q 3 Nm’ 
4 - Bolt 
Q 12x 
Q 1.5 Nm 


5 - Defroster vent (centre) 
Q Dorsey ana installing 
=> page 251 
6 - Bolt 
Q 2x 
Q 1.5 Nm 


7 - Bolt 
Q 1.5Nm 
8 - Sunlight penetration photo- | 470-11 400 | 
sensor - G107- [470-11 400] 
QO Removing and installing > Heating, air conditioning; Rep. gr. 87 ; Further control components; Removing 
and installing sunlight penetration photosensor - G107- 
9 - Centre loudspeaker - R208- 
QO) Depending on vehicle equipment 


QO Removing and installing = Communication; Rep. gr. 91 ; Sound system; Removing and installing centre 
loudspeaker 


10 - Bolt 


Q Tightening torque = Communication; Rep. gr. 91 ; Sound system; Overview of fitting locations - sound 
system 


11 - Loudspeaker trim (centre) 

QO) Removing and installing > page 242 

Q First insert in front of dash panel and press on until it engages audibly 
12 - Centre loudspeaker 2 - R219- 

QO) Depending on vehicle equipment 


QO Removing and installing = Communication; Rep. gr. 91 ; Sound system; Removing and installing centre 
loudspeaker 


13 - Side loudspeaker trim 
Q 2x 
QO) Removing and installing > page 243 
Q First insert in front of dash panel and press on until it engages audibly 
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14 - Bolt 


QO Tightening torque > Communication; Rep. gr. 91 ; Sound system; Overview of fitting locations - sound 
system 


15 - Front left treble loudspeaker - R20- 
Q Right-side: front right treble loudspeaker - R22- 
QO Depending on vehicle equipment 


QO Removing and installing > Communication; Rep. gr. 91 ; Sound system; Removing and installing front 
treble loudspeakers -R20- / -R22- 


16 - Dash panel cover (top) 
QO Removing and installing > page 239 


17 - Bolt 
QO) 2x 
Q 1.5Nm 


18 - Trim strip 
QO For dash panel cover 


Q Removing and installing > “3.3.2 Removing and installing dash panel cover (top)”, page 239 
19 - Bolt 
QO 3Nm 


20 - Side defroster vent 
QO Removing and installing > page 252 
Q Press on until it engages 


21 - Bolt 
QO 3Nm 


22 - Bolts 
Q 3Nm 
23 - Cover (side) 
QO) For dash panel 
OY Removing and installing > page 238 
QO Push on until it engages audibly 


24 - Airbag (front passenger side) 


Q With airbag igniter 1 on front passenger side - N131- and igniter for exhaust valve for front passenger 
airbag - N491- 


Q Country-specific version: with airbag igniter 2 on front passenger side - N132- 


A WARNING 


@bserve safety regula- 
tions for pyrotechnic 
components > page 4. 


Aor correct allocation of 
dash panel and airbag re- 
fer to > Electronic parts 
catalogue . 


QO Exploded view > page 145 
Q Can be disabled and activated via key-operated switch 


25 - Nut 

Q Tightening torque > “7.1 Exploded view - airbag (front passenger side)”, page 145 
26 - Bolts 

Q 3Nm 
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27 - Bolts 
QO 3Nm 


Fitted components - dash panel 


1 - Trim (driver side) 
QO For dash panel 
Q Clipped into dash panel 
OQ) Removing and installing 
=> page 241 
2 - Frame 
Q For dash panel insert 
OQ) Removing and installing 
=> page 244 
3 - Bolt 
Q 4x 
QO 3Nm 


4 - Bolt 
QO 3Nm 


5 - Dash panel vent 
Q) For driver side = 
Removing and installinge: 
=> page 249 V 


Q 

Q Renew clips if damaged 
or deformed 

Q 


When inserting in open- 
ing, make sure that air 
duct engages properly 


Q Press into installation 
opening as far as stop 
6 - Dash panel insert 


Q Removing and installing 
> Electrical system; 
Rep. gr. 90 ; Dash panel 


insert; Exploded view - 
dash panel insert 
7 - Dash panel cover 
Q Removing and installing > page 238 


Q Renew clips if damaged or deformed 
Q Push on until it engages audibly 


8 - Dash panel 


A WARNING 


@bserve safety regula- 
tions for pyrotechnic 


components > page 4. 


Ror correct allocation of 
dash panel and airbag re- 
fer to > Electronic parts 
catalogue . 


Q Removing and installing > page 244 
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9 - Dash panel cover 
QO Removing and installing > page 238 
QO Renew clips if damaged or deformed 
Q Push on until it engages audibly 


10 - Display unit for front information display and operating unit control unit - J685- 
QO Removing and installing > Communication; Rep. gr. 91 ; Infotainment system; Removing and installing 
infotainment system display 
11 - Dash panel vent 
QO For passenger side 
QO Removing and installing > page 250 


12 - Dash panel vent (centre) 
Q Removing and installing > page 251 


13 - Bolt 
QO) 2x 
QO 3Nm 


14 - Hazard warning lights button - E229- 
Q Removing and pl Electrical system; Rep. gr. 96 ; Controls; Removing and installing hazard 
warning lights button - E229- 
15 - Trim (passenger side) 
QO For dash panel 
ū Clipped into dash panel 
QO Removing and installing > page 241 
Q Push on until it engages audibly 


16 - Open and close button for front display - E462- / display unit button - E506- 
Q Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Overview of fitting locations - controls 
in centre console 
17 - Control unit 1 for information electronics - J794- 
QO) Depending on vehicle equipment 
Q Removing and installing = Communication; Rep. gr. 91 ; Infotainment system; Removing and installing 
control unit 1 for information electronics - J794- 
18 - Switch unit 
Q With -E693- , -E581- , -E266- , -K145- , -E127- , -E256- 
Q Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Overview of fitting locations - controls 
in dash panel 
19 - Trim 
Q For control unit 1 for information'electronics™'J794= 
OQ Removing and installing = Communication; Rep. gr. 91 ; Infotainment system; Removing and installing 
control unit 1 for information electronics - J794- 
20 - Climatronic control unit - J255- 
QO Removing and installing > Heating, air conditioning; Rep. gr. 87 ; Operating and display unit; Removing 
and installing operating and display unit 
21 - Bolt 
QO 4x 
Q Tightening torque > Communication; Rep. gr. 91 ; Infotainment system; Overview of fitting locations - 
infotainment system 
22 - Immobiliser reader coil - D2- 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Immobilizer; Removing and installing immo- 
bilizer reader coil 
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23 - Trim cover for dash panel insert 
QO Removing and installing > page 24 


Head-up display - dash panel 


1 - Dash panel 


A WARNING 


@bserve safety regula- 
tions for pyrotechnic 


components > page 4. 


Ror correct allocation of 

dash panel and airbag re- 
fer to > Electronic parts 

catalogue . 


OQ) Removing and installing 
=> page 244 
2 - Bolt 
Q Tightening torque 
> Item 4 (page 233) 
3 - Trim strip 
Q For dash panel cover 


OQ Removing and installing 


> “3.3.2 Removing and 


installing dash panel 
cover (top)”, page 239 


4 - Bolt 
Q Tightening torque 
=> Item 17 (page 234) 
5 - Dash panel cover (top) 
Q Removing and installing 


=> page 239 
6 - Cover 
ûn For control unit for head- 
up display - J898- 


QO) Removing and installing 


> “3.3.2 Removing and 
installing dash panel cover (top)”, page 239 


Q Push on until it engages audibly 

7 - Trim strip pore by copyright. í 
Q For dash panel cover Ul reenact to ihe :coirécin i 
QO) Removing and installing > “3.3.2 Removin and installin eure ane cover (to age 239 

8 - Bolt 
Q Tightening torque > Item 4 (page 233) 

9 - Bolt 
Q Tightening torque > Electrical system; Rep. gr. 90 ; Dash panel insert; Exploded view - head-up display 


mercial purpos n part or in whe is not 
es e or accept any abl dility 
ation in this document. Copyright by AUD I AG 


10 - Control unit for head-up display - J898- 


QO) Removing and installing > Electrical system; Rep. gr. 90 ; Dash panel insert; Removing and installing 
control unit for head-up display 
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3.2 Removing and installing dash panel 
cover (side) 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


WO0-11118 


Removing 


— Prise off dash panel cover (side) -1- using removal wedge - 
3409- -arrow- and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. = “3.1 Exploded view - dash panel”, page 232 


Ww AYo-11592 


3.3 Removing and installing dash panel 
cover 

> “3.3.1 Removing and installing dashpanel-cover(rear)", 

page 238 

> “3.3.2 Removing and installing dash panel cover (top)”, 

page 239 

3.3.1 Removing and installing dash panel 


cover (rear) 
Special tools and workshop equipment required 


@ Wedges - T10383- 
T10383 


P P 


W00-11251 
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Removing 
Cover (driver side): 


— Unclip cover -1- with wedge -T10383/1- -arrows- and detach. 


A?0-11533 
A D 


Cover (centre): 


— Carefully unclip cover -1- for display unit -J685- using wedge 
-T10383/1- -arrows- and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, onoo components 
etc. > “3.1 Exploded view - dash panel”, page 23 


[arose ] 


3.3.2 Removing and installing dash panel 
cover (top) 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


cept any liabilit w00-11118 
DI AG s—————— 


@ Wedges - T10383- 
T10383 


Doo 
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Removing 


— Equipment version with head-up display: Unclip cover -1- from 
dash panel -arrows- using removal wedge - 3409- . 


— Swivel up cover and pull it out of dash panel towards rear. 
- Remove A-pillar trim (top) > page 279. 


— Remove sunlight penetration photosensor - G107-=> Heating, 
air conditioning; Rep. gr. 87 ; Further control components; 
Removing and installing sunlight penetration photosensor - 
G1 


- Remove bolt -1- for dash panel cover. 


- Remove bolts - d right) in'area of A-pillar, 
— Unclip dash panel cover -2- upwards from dash panel 
-arrows- using wedge - T10383- . 


— Detach dash panel cover from dash panel towards rear. 


- Detach dash panel cover to such an extent that electrical con- 
nector at treble loudspeaker can be unplugged. 


— Guide dash panel cover past A-pillar on passenger side and 
remove. 


Removing trim strip 
-— Remove bolts -1 ... 3-. 


- Using removal wedge - 3409- , unclip trim strip -5- from dash 
panel cover -4- -arrow- and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 


- Fitdash panel cover in position and route electrical connectors 
for sunlight penetration photosensor - G107- and loudspeak- 
ers through openings in dash panel cover. 


— Press on dash panel cover until it engages. 


Notes for installation: tightening torques, ronan components 
etc. > “3.1 Exploded view - dash panel”, page 23 
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3.4 Removing and installing trim panel for 
dash panel 


=> “3.4.1 Removing and installing trim panel for dash panel (driver 
side)”, page 241 


> “3.4.2 Removing and installing trim panel for dash panel (pas- 


senger side)”, page 241 

3.4.1 Removing and installing trim panel for 
dash panel (driver side) 

Special tools and workshop equipment required 

+ Removal wedge - 3409- 


W00-11118 


Removing 
— Remove trim cover for dash panel insert > page 24 . 


— Unclip dash panel trim -1- using removal wedge - 3409- 
-arrows- and remove. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, teal components 
etc. = “3.1 Exploded view - dash panel”, page 232 


3.4.2 Removing and installing trim panel for 
dash panel (passenger side) 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


wW00-11118 
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@ Wedges - T10383- 


Removing 

— Remove glove box > page 28 . 

— Remove trim cover for dash panel insert > page 24 . 

— Unclip dash panel trim -1- using wedge -T10383/1- -arrows-. 
- lp do so, release catches -2- of clips using removal wedge - 


— Take out dash panel trim. 
Installing 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, ronen components 
etc. > “3.1 Exploded view - dash panel”, page 232 


3.5 Removing and installing loudspeaker 
trim 

> “3.5.2 Removing and installing loudspeaker trim (side)”, 

page 243 


= “3.5.1 Removing and installing centre loudspeaker trim”, 
page 242 


3.5.1 Removing and installing centre loud- 
speaker trim 

Special tools and workshop vail required 

© FEM ti eE AG AUDI AG coor garrne or aceon 


\itted unles 
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Removing 


a Note 


Proceed very carefully when removing and installing loud- 
T trim, as retaining pins for loudspeaker trim can break 
off very easily. 


@ Make sure that you apply the removal wedge - 3409- at a very 
shallow angle, otherwise you may inadvertently also prise out 
the centre defroster vent located under the loudspeaker trim. 


— Use a cloth -1- to protect dash panel from damage. 


— Using removal wedge - 3409- , start by carefully disengaging 
loudspeaker trim -2- at rear right rounded edge -arrow-. 


— Working gradually from right to left -arrow-, continue to disen- 
gage loudspeaker trim; do not lift loudspeaker trim higher than 
-a- = 30 mm. 


— When loudspeaker trim is fully disengaged at rear, lift slightly, 
pull towards rear and remove upwards. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etc. > “3.1 Exploded view - dash panel”, page 232 


3.5.2 Removing and installing loudspeaker 
trim (side) 
Special tools and workshop equipment required 


@ Wedges - T10383- 
T10383 


P P 
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Removing 


a Note 


Proceed very carefully when removing and installing as the loud- 
speaker trim can be damaged quite easily. 


-= Foronny prise off loudspeaker trim -1- -arrow- using wedge - 
T10383/1- . a 7 
- Fold loudspeaker trim upwards'and:pull out t 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “3.1 Exploded view - dash panel”, page 232 


3.6 Removing and installing retaining frame 
for dash panel insert 

Special tools and workshop equipment required 

@ Removal wedge - 3409- 


Removing 


— Move steering wheel down and to rear as far as possible, using 
full range of steering column adjuster. 


— Remove trim cover for dash panel insert > page 24 . 
— Remove dash panel vent (driver side) > page 249 . 
— Remove dash panel vent (centre) > page 251. 

— Remove bolts -1- and -3-. 


— Carefully unclip frame -2- from dash panel insert -arrow- using 
removal wedge - 3409- and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. > “3.1 Exploded view - dash panel”, page 232 
3.7 Removing and installing dash panel 


Removing 


— Move steering wheel down and to rear as far as possible, using 
full range of steering column adjuster. 
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— Move front seats as far towards rear as possible and tilt backr- 
ests to 45°. 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


@ For correct allocation of dash panel and airbag refer to > 
Electronic parts catalogue . 


— With ignition switched on, disconnect battery earth wire = 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove airbag (driver side) > page 140. 


— Remove steering wheel > Running gear, axles, steering; Rep. 
gr. a ; Steering wheel; Removing and installing steering 
wheel . 


— Remove dash panel cover (driver side) > page 22 . 

— Remove glove box = page 28 . 

— Remove dash panel vent (driver side) > page 249 . 

— Remove dash panel vent (passenger-side)o=-page 250 . 
— Remove dash panel vent (centre) > page 251. 

— Remove frame for dash panel insert > page 244 . 


— Remove dash panel insert > Electrical system; Rep. gr. 90; 
Dash panel insert; Exploded view - dash panel insert . 


— Remove display unit -J685- = Communication; Rep. gr. 91 ; 
Infotainment system; Removing and installing infotainment 
system display . 

— Remove Climatronic control unit - J255- > Heating, air con- 
ditioning; Rep. gr. 87 ; Operating and display unit; Removing 
and installing operating and display unit . 


— Remove control unit 1 for information electronics - J794- > 
Communication; Rep. gr. 91 ; Infotainment system; Removing 
and installing control unit 1 for information electronics - J794- . 


— Remove dash panel cover (top) > page 239 . 


— Remove centre loudspeaker from dash panel = Communica- 
tion; Rep. gr. 91 ; Sound system; Removing and installing 
centre loudspeaker . 


— Remove centre console > page 66 . 


— Country-specific version with knee airbag: Remove bracket for 
knee airbag > page 262. 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Unplug electrical connectors for airbag (front passenger side) 
=> page 146. 
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— Remove immobiliser reader coil - D2- > Electrical system; 
Rep. gr. 96 ; Immobiliser; Removing and installing immobiliser 
reader coil . 


— Equipment version with head-up display: Remove bolts 
-1, 2, 5- and pull control unit for head-up display - J898- loosely 
out towards rear together with dash panel. 


- Todo so, lift out control unit -3- slightly and unplug electrical 
connector -4-. 


— Unscrew bolts -1 ... 4- for dash panel from dash panel cross 
member (driver side). 


Protected by copyright. Copying for private or commercial purpog 
permitted unless authorised by AUDI AG. AUDI AG does not gu] ff 
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— Unscrew bolts -1 ... 4- for dash panel from dash panel cross 
member (passenger side). 


— Unscrew bolts -1- for dash panel from dash panel cross mem- 
ber (centre). 


[a] Note 


A second mechanic is required for detaching the dash panel. 


— Disengage dash panel (bottom) at bracket -2- -arrows-. 


— Unplug electrical connectors and move wiring harnesses 
clear. 


— Carefully detach dash panel from dash panel cross member — 
towards rear. 


— Take dash panel out of passenger compartment and set it 
down on a soft surface. 


Installing 


Installation is carried out in the reverse order; note the following: 


A WARNING 


For correct allocation of dash panel and airbag refer to > Elec- 
tronic parts catalogue . 


— Place dash panel in position and route electrical connectors 
for sunlight penetration photosensor - G107- and loudspeak- 
ers through openings in dash panel. 


— Equipment version with head-up display: Apply control unit for 
head-up display -3- with dash panel. 


— Plug in electrical connector--4, and-tighten bolts -1 o2,5n-eial purpose: ; |. C 
Electrical system; Repogn90";-Dash panel insert; "Exploded: guara ~ Lee 7 
view - head-up display : with respect to the correctness of information in this document ~ s x 

- WN A90-10129 


> 
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— Check whether a rubber buffer -3- has been fitted on each of 
the dash panel mountings -2- at the lower windscreen frame. 


— When inserting dash panel -1-, make sure mountings for dash 
panel engage in box-shaped sections on underside of dash 
panel. 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


(i Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


— Align dash panel and tighten bolts. 


A WARNING 


The battery must be connected with the ignition switched on. 
If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
Move selector lever to position P 
Activate parking brake 
Switch off ignition 
Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


- With ignition switched on, connect battery earth wire >, Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and..conz.-< authorise 
necting battery . sity reanect to fi 


248 Rep. gr.70 - Trim, insulation 


Audi A6 2011 > , Audi A6 China 2012 > 
General body repairs, interior - Edition 10.2016 Auer 


[a] Note 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory = Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. = “3.1 Exploded view - dash panel”, page 232 


3.8 Removing and installing dash panel 
vents 

=> “3.8.1 Removing and installing dash panel vent (driver side)” 

page 249 

=> “3.8.2 Removing and installing dash panel vent (passenger 

side)”, page 250 


=> “3.8.3 Removing and installing dash panel vent (centre)”, page 

251 

3.8.1 Removing and installing dash panel 
vent (driver side) 

Special tools and workshop equipment required 


+ Hook - T40207- 
740207 


W00-11555 


Removing 

— „Remove trim, cover. for,dash,panel.insert = page 24). 
— Remove dash panel trim (driver side) > page 241 . 
— Remove cover for dash panel vent > page 238 . 


— Remove light switch - E1- > Electrical system; Rep. gr. 96 ; 
Controls; Overview of fitting locations - controls in dash panel . 
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— Remove bolt -2-. 


a Note 


A hole is provided on both sides of the vent for engaging the hook 
-740207- . 


— Carefully insert hook - T40207- between louvres and engage 
at side of vent. 


— Working alternately on both sides, carefully pull vents -1- out 


of openings -arrows-. 


— Reach through installation opening for light switch, unplug 
electrical connector and detach dash panel vent. 


Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. = “3.1 Exploded view - dash panel”, page 232 


3.8.2 Removing and installing dash panel 
vent (passenger side) 
Special tools and workshop equipment required 


+ Hook - T40207- 
740207 


Removing 


Protected by copyright. Copying for private or commercial purposes, 
permitted unless authorised by AUDI AG. AUDI AG do arar 
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A hole is provided on both sides of the vent for engaging the hook 
-740207- . 


- Carefully insert hook - T40207- between louvres and engage 
at side of vent. 


- Working alternately on each side, carefully pull vent -1- out of 
opening -arrow-. 


- Unplug electrical connector. 
Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “3.1 Exploded view - dash panel”, page 232 
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3.8.3 Removing and installing dash panel 
vent (centre) 

Special tools and workshop equipment required 

@ Wedges - T10383- 


710383 


4 1 12 


W00-11251 


Removing 

— Remove trim cover for dash panel insert > page 24 . 
— Remove cover for display unit > page 238 . 

— Remove bolts -1- and -3-. 


— Using wedge - T10383/1- , prise dash panel vent -2- out of 
dash panel towards rear -arrows-. 


— Unplug electrical connectors and detach dash panel vent. 


Installing 
Sa | 8470-11539 | 
Installation is carried out in the reverse order; note the following: arm 


Notes for installation: tightening torques, renewing components 
etc. = “3.1 Exploded view - dash panel”, page 232 


3.9 Removing and installing defroster vent 
(front centre) 


Special tools and workshop equipment required 


@ Wedges - T10383- 
T10383 


4 1 12 
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Removing 
— Remove loudspeaker trim (centre) > page 242 . 
— Remove bolts -2-. 


— Using wedge -T10383/1- , prise defroster vent (rear) -1- off 
dash panel -arrow- and pull out towards rear. 


Installing 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components l 


etc. > “3.1 Exploded'view tydast'pánel" 2320" 
3.10 Removing and installing defroster vent 
(side) 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


Removing 


— Using removal wedge - 3409- , carefully prise defroster vent 
-1- upwards off dash panel -arrow- and detach. 


Installing 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “3.1 Exploded view - dash panel”, page 232 


' T10383/ 
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4 Dash panel cross member 


=> “4.1 Exploded view - dash panel cross member’, page 253 
> “4.2 Removing and installing dash panel cross member”, page 
255 


=> “4.3 Removing and installing mounting bracket”, page 260 


> “4.4 Removing and installing brackets for glove box”, 
page 260 


> “4.5 Removing and installing brackets/support for dash panel 
cross member”, page 261 


m Protected by copyright. Co 
4.1 Exploded view - dash panel cross mems“: 
ne with respect to the 
Dash panel cross member > page 253 


or in whole, is not 


sept any liability 


by AUDI AG 


Brackets for knee airbag at cross member => page 254 
Dash panel cross member 


1 - Bolt 
Q 2x 
QO 20Nm 


2 - Threaded pin 
Q 2x 
Q 20Nm 


3 - Mounting bracket 
OQ Removing and installing 
=> page 260 
4 - Bracket 
üQ Forcontrol unit for head- 
up display - J898- 
Q Depending on vehicle 
equipment 
5 - Bolt 
QO 4x 
Q 9Nm 


6 - Bolt 
Q 20Nm 


7 - Bolt 
QO 4x 
QO 20Nm 


8 - Bolt 
QO 3.6Nm 


9 - Bolt 
QO 20Nm 


10 - Cross member 
QO For dash panel 23 22212019 18 


QO) Removing and installing 
> page 255 
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11 - Bracket 
üQ For glove box/knee airbag 
QO Depending on vehicle equipment 
QO Removing and installing > page 261 


12 - Bolt 
QO 9Nm 
13 - Bracket 
Q For air conditioning unit 
QO Removing and installing > page 261 
14 - Bolt 
Q 2x 
QO 9Nm 
15 - Bolts 
QO 3.6Nm 


16 - Bolt 
QO 2x 
QO 9Nm 
17 - Bracket 
üQ For glove box 
Q Removing and installing.=»-page:260 
18 - Bolt 
QO 3x 
OQ 25Nm 
19 - Bolt 
QO 9Nm 
20 - Bolt 
Q 3.6Nm 
21 - Bracket 


QO For dash panel cover 

OQ) Removing and installing > page 262 
22 - Bolt 

QO 2x 

QO 20Nm 
23 - Nut 

OQ 2x 

ū Always renew after removing 

Q 20Nm 


Brackets for knee airbag at cross member 
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1 - Bolt 
QO 4x 
Q Tightening torque 
> “10.1.1 Exploded view 


- knee airbag (driver 
side)”, page 172 


2 - Bracket 


Q For knee airbag (driver 
side) 


QO Removing and installing 


> “10.2.1 Removing and 
installing knee airbag 
with airbag igniter (driv- 
er side)”, page 174 


3 - Cross member 
Q For dash panel 
Q Removing and installing 
> page 255 
4 - Bracket (right-side) 
Q) For knee airbag 
OQ Removing and installing 
=> page 262 
Q Insert bracket in mount- 
ing with rubber grommet 
5 - Bolt 
QO 9Nm 


6 - Bracket (left-side) 
Q For knee airbag 
Q Removing and installing 
=> page 262 
Q Insert bracket in mount- 
ing with rubber grommet 
7 - Support 
Q For knee airbag 


Q Removing and installing 
> “10.2.2 Removing and installing k 


8 - Bolt 
Q Tightening torque => “1.4 Exploded view - glove box”, page 21 
9 - Bolt 
Q 9Nm 
4.2 Removing and installing dash panel 
cross member 
Removing 


— Remove dash panel > page 244 . 


— Country-specific version with knee airbag: Remove knee air- 
bag (driver side) > page 174. 


— Unbolt steering column from dash panel cross member and 
set it down on floor of vehicle > Running gear, axles, steering; 
Rep. gr. 48 ; Steering column; Removing and installing steer- 
ing column . 
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- Unscrew bolt -3- from fastener and disengage air duct -1- for 
dash panel vent (left-side) on driver side at dash panel cross 
member -2-. 


— Remove air duct for dash panel vent (right-side) on passenger 
side at dash panel cross member > Heating, air conditioning; 
Rep. gr. 87 ; Air duct system; Removing and installing air 
ducts . 


— Remove air duct for defroster vent and vent for indirect venti- 
lation for windscreen > Heating, air conditioning; Rep. gr. 87; 
Air duct system; Removing and installing air duct for defroster 
vent . 


A8?7-11061 


— Remove air duct for dash panel vent (centre) > Heating, air 
conditioning; Rep. gr. 87 ; Air duct system; Removing and 
installing air duct for dash panel vent (centre) . 


— Remove bracket for air conditioning unit > page 261 . 


— Detach fuse holder B - SB- (left-side) and fuse holder C - SC- 
(right-side) from dash panel cross member > Electrical sys- 
tem; Rep. gr. 97 ; Relay carriers, fuse carriers, electronics 
boxes; Overview of fitting locations - relay carriers, fuse carri- 
ers, electronics boxes . 


— Unplug electrical connectors, unclip wires at dash panel cross 
member and move clear. 
— Remove bolt -1- at brace at top of dash panel cross member. 


— Remove bolt -2- for air conditioning unit at brace at top of dash 
panel cross member. 


— Equipment version with head-up dis T Remove bolt -A- 
from bracket for control unit for head-up display. 


— Unscrew bolt -1- for air conditioning unit (both Sideajeksunparirs Cop 
for dash panel cross member. thor 


A Caution 


i aopa k the correc 


Mark the vertical and side positions at the dash panel cross 
member for re-installation. 


- Remove bolts -2- (left and right) for support for dash panel 
cross member. 
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— Unscrew bolt -1- (left and right) for dash panel cross member. 
— Unscrew nut -3- (left and right) for dash panel cross member. 


— Remove threaded pin -2- for dash panel cross member. 


Protected by copyright. Copying for 
permitted unless authorised by AU 
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(a) Note 


A second mechanic is required to detach dash panel cross mem- 
ber. 


— Pull dash panel cross member (driver side) -1- carefully up- 
wards and at the same time disengage it from air conditioning 
unit -3- at stop bracket -2-. 


— Pull dash panel cross member off threaded pin at A-pillar 
(passenger side). 


— Carefully swivel top of dash panel cross member to rear and 
at the same time pull it upwards. 


— Take dash panel cross member out of passenger compart- 
ment. 


Installing 
— Carefully insert dash panel cross member -1- in body. 


— Engage dash panel cross member at air conditioning unit -3- 
and at stop bracket -2-. 


— Screw threaded pin into mounting at A-pillar (driver side) and 
tighten. 


— Align dash panel cross member with A-pillar in accordance 
with marks for cross member (made during removal). 


— Tighten nuts and bolts for dash panel cross member at A-pillar 
(driver and passenger side). 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


— Install steering column > Running gear, axles, steering; Rep. 
gr. 48 ; Steering column; Exploded view - steering column . 


Checking installation position of dash panel cross member 

— Insert dash panel to check if it fits correctly. 

— Bolt dash panel (left and right) to dash panel cross member. 
— Close doors. 


— Check whether gap between dash panel and door is the same 
on left and right. 


— Check whether height of dash panel coincides with recesses 
in door trim. 


— If setting is incorrect, note down the lateral and/or vertical de- 


viation. Protected by copyright 


— Unscrew bolts on dash panel cross member. 


— Adjust dash panel cross member in accordance with notes on 
deviations. 
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— Tighten bolt -1- and nut -3- for dash panel cross member at A- 
pillar (driver and passenger side). 


A WARNING 


The battery must be connected with the ignition switched on. 
If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


(ë) Note 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory = Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. 
> “4.1 Exploded view - dash panel cross member”, page 253 
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4.3 Removing and installing mounting 
bracket 

Removing 

— Remove dash panel cross member > page 255 . 


— Unscrew bolts -1- and -3- and take out mounting bracket -2- 
downwards. 


Installing 


— Insert mounting bracket in mounting at windscreen frame and 
fix loosely in position with bolts -1 and 3-. 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


(a) Note 


Mounting bracket can only be positioned correctly if cross mem- 
ber is fitted. 


— First bolt steering column with mounting bracket to cross mem- 
ber > Running gear, axles, steering; Rep. gr. 48 ; Steering 
column; Exploded view - steering column . 


— Then tighten bolts -1- and -3- for mounting bracket. 
Notes for installation: tightening torques, renewing components 


etc. 
> “4.1 Exploded view - dash panel cross member’, page 253 


4.4 Removing and installing brackets for 
glove box 


> “4.4.1 Removing and installing bracket for glove box”, 
page 260 


> “4.4.2 Removing and installing bracket for glove box - versions 
with knee airbag”, page 261 


4.4.1 Removing and installing bracket for 
glove box 

Removing 

— Remove glove box > page 28 . 

— Remove bolts -1-. 

— Detach bracket -2- for glove box. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques; renewing-components p:i 


etc. 
> “4.1 Exploded view - dash panel cross mMénibér" pagé 253 
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4.4.2 Removing and installing bracket for 
glove box - versions with knee airbag 

Removing 

— Remove glove box > page 31. 


— Remove air duct for dash panel vent (right-side) on passenger 
side at dash panel cross member > Heating, air conditioning; 
hela gr. 87 ; Air duct system; Removing and installing air 

ucts . 


i 
EA | 
A) 
aad | 
i 
| 


— Remove bolt -2- for bracket from dash panel cross member. 
— Detach bracket -1-. 
Installing 


Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
=> “4.1 Exploded view - dash panel cross member’, page 253 


4.5 Removing and installing brackets/sup- 
port for dash panel cross member 

> “4.5.1 Removing and installing br: ai itioni 

page 261 permitte 


> “4.5.2 Removing and installing bracket for dash panel cover”, o 
page 262 


=> “4.5.3 Removing and installing bracket for knee airbag”, 
page 262 


4.5.1 Removing and installing bracket for air 
conditioning unit 


Removing 
— Remove glove box > page 28 . 
— Remove bolts -1- and -3-. 


- Disengage bracket -2- at air conditioning unit -arrow- and de- 
tach. 


Installing 


— Engage bracket at air conditioning unit -arrow- and secure in 
position with bolt -1-. 


Perform remaining installation steps in reverse order of removal; \ 
observe the following: a 


Notes for installation: tightening torques, renewing components 
etc. 


> “4.1 Exploded view - dash panel cross member”, page 253 
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4.5.2 Removing and installing bracket for 
dash panel cover 

Removing 

— Remove dash panel cover (driver side) > page 22 . 

— Remove bolt -1-. 

- Detach bracket -2- for dash panel cover. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etc. 
=> “4.1 Exploded view - dash panel cross member”, page 253 


4.5.3 Removing and installing bracket for 
knee airbag 

Removing 

— Remove glove box > page 31. 


— Remove air duct for dash panel vent (right-side) on passenger 
side at dash panel cross member => Heating, air conditioning; 
Rep. gr. 87 ; Air duct system; Removing and installing air 
ducts . 


- Unclip cable retainer -4- at bracket. 

— Remove bolt -3- for bracket from dash panel cross member. 
— Detach bracket -1- with rubber grommet -2-. 

Installing 

Installation is carried out in the reverse order; note the following: 


— Position bracket -1- with rubber grommet -2- so that lug en- 
gages in hole in dash panel. 


Notes for installation: tightening torques, renewing components 
etc. 
=> “4.1 Exploded view - dash panel cross member”, page 253 
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5 Passenger compartment trim panels 


> “5.1 Overview of fitting locations - passenger compartment trim 
panels”, page 263 


=> “5.2 Exploded view - sill panel trim”, page 266 

> “5.3 Exploded view - A-pillar trim”, page 268 

> “5.4 Exploded view - B-pillar trim”, page 269 

> “5.5 Exploded view - C-pillar trim”, page 270 

> “5.6 Exploded view - D-pillar trim”, page 273 

> “5.7 Exploded view - foot rest and floor covering”, page 275 
> “5.8 Exploded view - rear shelf’, page 276 

> “5.9 Removing and installing sill panel trim”, page 277 

=> “5.10 Removing and installing A-pillar trim”, page 279 

> “5.11 Removing and installing B-pillar trim”, page 281 

= “5.12 Removing and installing C-pillar trim”, page 285 

> “5.13 Removing and installing D-pillar trim”, page 288 

> “5.14 Removing and installing foot rest”, page 291 

> “5.15 Removing and installing floor covering”, page 292 

=> “5.16 Removing and installing rear shelf’, page 293 

> “5.17 Removing and installing loudspeaker trim”, page 295 


5.1 Overview of fitting locations - passenger 
compartment trim panels 


> “5.1.1 Overview of fitting locations - passenger compartment 
trim panels, Saloon”, page 263 


> “5.1.2 Overview of fitting locations - passenger compartment 
trim panels, Avant”, page 265 


5.1.1 Overview of fitting locations - passenger compartment trim panels, Saloon 
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1 - Rear shelf 
QO Exploded view 
=> page 276 


Equipment versions: 
+ With/without sun blind 


Q Exploded view 
> page 39 
2 - B-pillar trim (bottom) 
Q Exploded view 
=> page 269 
3 - B-pillar trim (top) 
Q Exploded view 
> page 269 
4 - Sill panel trim (front) 
Q) Exploded view 
=> page 266 
5 - A-pillar trim (top) 
Q Exploded view 
=> page 268 
6 - Trim cover for A-pillar 


ü Removing and installing 


> “5.10 Removing and 
installing A-pillar trim”, 
page 279 


7 - Floor covering 
Q Exploded view 
=> page 275 
8 - C-pillar trim 
Q Exploded view 
= page 270 
9 - Sill panel trim (rear) 
üQ Exploded view > page 267 


10 - D-pillar trim 
Q Exploded view > page 273 
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§.1.2 Overview of fitting locations - passenger compartment trim panels, Avant 


1 - D-pillar trim 
QO Exploded view 
=> page 274 
2 - Sill panel trim (rear) 
Q Exploded view 
> page 267 
3 - C-pillar trim 
Q Exploded view 
=> page 272 
4 - B-pillar trim (bottom) 
Q Exploded view 
> page 269 
5 - B-pillar trim (top) 
Q Exploded view 
=> page 269 
6 - Sill panel trim (front) 
Q Exploded view 
=> page 266 
7 - A-pillar trim (top) 
Q Exploded view 
> page 268 
8 - Trim cover for A-pillar 


OQ) Removing and installing 
> “5.10 Removing and 


installing A-pillar trim” 
page 276 
9 - Floor covering 


Q Exploded view 
=> page 275 
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5.2 Exploded view - sill panel trim 
3021 loded view - sill panel trim (front)”, page 266 
> “5.2.2 Exploded view - sill panel trim (rear)”, page 267 


5.2.1 Exploded view - sill panel trim (front) 


1 - Clip 
QO 4x 
Q Insert in trim 
Q Remove any clips left in 


body mounting points 
aang removal tool - 
40280- 


QO Renew clips if damaged 
or deformed 


2 - Clip 
Q Insert in trim cover 
Q Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim cover for installation 


QO Renew clip if damaged 
or deformed 
3 - Trim cover for A-pillar 
Q Engage in A-pillar trim 
(top) 
Q Removing and installing 


> “5.10 Removing and 
installing A-pillar trim”, 
page 279 


4 - Bolt 
Q Driver side only 
QO 2.5Nm 


5 - Operating lever 


ū For Bowden cable for 
bonnet lock 


Q) Driver side only A70-11 405 


Q Removing and installing 
> General body repairs, exterior; Rep. gr- hee ones  eemiowing and installing operating lever for 
Protecibgnnetrioht. Copying for priv ne ‘ r 


permitted unless authorised AUDI AG 


6 - Sill panel trim: (front) © on in this document. C 
QO) Removing and Gina > page 277 
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5.2.2 Exploded view - sill panel trim (rear) 


1 - Sill panel trim (rear) 
QO Removing and installing 
> page 278 
2 - Clip 
Q 2x 
Q Insert in sill panel trim 


QO Remove any clips left in 
body moon points 
using removal tool - 
T40280- and insert in sill 
panel trim for installation 


Q Renew clips if damaged 
or deformed 
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5.3 Exploded view - A-pillar trim 


1 - Clip 

With catch 
2x 

Renew 
Insert in trim 


Remove any clips left in 
body mounting points 
using removal tool - 
T402 


Ooooo 


2 - Fastener 
Q Insert in trim 


OQ) Remove any clips left in |H 
body mounting points b 
uoo removal tool - 
T40280- 


3 - Expanding cap 
Q) With “airbag” symbol 
Q Unclip carefully 
4 - A-pillar trim (top) 
ü Removing and installing 
=> page 279 


rin whole, is not 
cept any liability 
by AUDI AG 
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5.4 Exploded view - B-pillar trim 


1 - Clip 
QO) 4x 
Q Insert in trim 


QO Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


QO Renew clips if damaged 
or deformed 
2 - Vent 


QO) Depending on vehicle 
equipment 
OQ) Removing and installing 
> page 281 
Q Plug in electrical con- 
nector, insert vent in trim 
at bottom and then 
press on until it engages 
audibly 
3 - B-pillar trim (top) 
OQ) Removing and installing 
=> page 282 
4 - B-pillar trim (bottom) 
Q pene re and installing 
=> page 284 
5 - Clip 
QO 2x 
Q Insert in trim 


Q Remove any clips left in 
body mounting points 


using -T40280- ee e f 


Q Renew clips if damaged 
or deformed 
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Frame for button for air ionisation system 

1-  B-pillar trim (bottom) 

2- Frame for button 

3- Button for air ionisation system - E677- 


5.5 Exploded view - C-pillar trim 


=> “5.5.1 Exploded view - C-pillar trim, Saloon”, page 270 
=> “5.5.2 Exploded view - C-pillar trim, Avant”, page 272 


5.5.1 Exploded view - C-pillar trim, Saloon 
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1 - C-pillar trim 
QV Removing and installing 
=> page 285 
2 - Clip 
Q Insert in trim 


QO Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


Q Renew clip if damaged 
or deformed 
3 - Fastener 
QO 3x 


QO Remove with pliers - 
740172 A- 
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5.5.2 Exploded view - C-pillar trim, Avant 


1 - C-pillar trim 

Q Removing and installing 
=> page 287 

Q Insert at top in mounting 
point at roof and clip into 
C-pillar 

Q Push on until it engages 
audibly 


Q Fold over lip of door seal 
2 - Clip 
Q Insert in trim 


Q Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


Protected 
permitted 
with res} 
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5.6 Exploded view - D-pillar trim 


=> “5.6.1 Exploded view - D-pillar trim, Saloon”, page 273 
> “5.6.2 Exploded view - D-pillar trim, Avant”, page 274 


5.6.1 Exploded view - D-pillar trim, Saloon 


1-Trim 

Q For pra strip for sun 
blin 

QO Depending on vehicle 
equipmen 

Q paet and installing 
> page 288 

Q Se in guide strip 
and press on until it en- 
gages 


Q Insert in trim 


QO) Remove any clips left in 
body mounting points 
using removal tool - 
T40280- an@inserttinory” 
trim for installation’ "795: ° 


1 respect to t 
QO Renew clips if damaged 
or deformed 


3 - D-pillar trim 
Q Different versions 


OQ Removing and installing 
=> page 288 

Q Insert in rear shelf and 
press on until it engages 
audibly 
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5.6.2 Exploded view - D-pillar trim, Avant 


1 - Bolt 
Q 2Nm 


2 - Actuator 


Q For luggage compart- 
ment cover 


Q Only on equipment ver- 
sion with motor for lug- 
gage compartment cov- 
er 


Q Clip into guide rail for 
luggage compartment 
cover 

3 - Clip 


Q 1x or 2x (depending on 
equipment version) 


Q Insert in trim 


Q Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


Q Renew clips if damaged 
or deformed 
4 - Bolt 
Q 2Nm 


5 - D-pillar trim 


Equipment versions: 
+ Without motor for luggage 
compartment cover 


+ With motor for luggage _=« © 
compartment cover 


Q Removing and installing 
=> page 290 
Q Push on until it engages audibly 


Q Fold over lip of rear lid seal 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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5.7 Exploded view - foot rest and floor covering 


1 - Dash panel cover (driver 
side) 
2 - Clip 
Q Insert in foot rest 
3 - Foot rest 


Q Cannot be removed 
without being damaged 
irreparably 


Q Tomoana installing 
> page 291 
Q Must engage complete- 
ly in mountings 
4 - Sill panel trim (front) 
5 - Floor covering 
QO One-piece 


Q Pano and installing 
=> page 292 


Protected by copyright. Copying for private or co 
permitted unless authorised by AUDI AG. AUDI 4 
with respect to the correctness of information i 
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5.8 Exploded view - rear shelf 


1 - Bolt 
QO 2Nm 
2 - Clip 
QO 4x 
Q) Insert in rear shelf 


Q Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
rear shelf for installation 


Q Renew clips if damaged 
or deformed 


3 - Rear shelf 


Equipment versions: 
@ Without sun blind 


@ With sun blind 
+ Without sound system 


9 


+ With sound system 
Q Removing and installing 


> page 293 
Q Insert rear shelf in rear 
window frame and press 
on until it engages audi- 
bly. 
4 - Cap 
Q For child seat anchor 
QO 3x 
Q Depending on equip- 
ment version x Meese Æ S 
Q Removing and installing “Qt SF, ea ee [ar0-11555 
=> page 127 Se Era 
Q Push on until it engages 
audibly 


5 - Loudspeaker trim 
QO 2x 
QO Depending on equipment version 
Q Removing and installing > page 295 
Q Insert in rear shelf and press on until it engages audibly 


6 - Loudspeaker 
Q) 2x 
QO Depending on equipment version 
Q Removing and installing > Communication; Rep. gr. 91 ; Sound system; Overview of fitting locations - 
sound system 
7 - Bolt 
Q 4x 
Q oe torque = Communication; Rep. gr. 91 ; Sound system; Overview of fitting locations - sound 
system 
8 - Bolt 
QO 4x 
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QO 2Nm 


9 - Fastener 

QO 2x 

QO Remove with pliers - T40172 A- 
10 - Trim 

Q) For rear window frame 


5.9 Removing and installing sill panel trim 

=> “5.9.1 Removing and installing sill panel trim (front)”, 

page 277 

> “5.9.2 Removing and installing sill panel trim (rear)”, 

page 278 

5.9.1 Removing and installing sill panel trim 
(front) 


Special tools and workshop equipment required 


+ Removal wedge - 3409- 


wW00-11118 


+ Removal tool - T40280- 
T40280 


W00-11540 
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Removing 
— Remove dash panel cover (side) > page 238 . 


— Unclip trim cover -1- for A-pillar (bottom) using removal wedge 
- 3409- -arrow- and detach downwards from A-pillar trim (top) 


- Remove B-pillar trim (bottom) > page 284 . 

Driver side: 

— Remove dash panel cover (driver side) > page 22 . 

— Remove operating lever for bonnet > General body repairs, 
exterior; Rep. gr. 55 ; Bonnet; Removing and installing oper- 
ating lever for bonnet . 

— Remove bolt -1- for sill panel trim (front). 

Both sides of vehicle (continued): 


— Starting at rear, use removal wedge - 3409- to unclip sill panel 
trim (front) -2- from side member and pull off towards rear 
-arrows-. 


— Detach sill panel trim (front). 

Installing 

Installation is carried out in the reverse order; note the following: 
Driver side: 


— Engage sill panel trim (front) at mounting for operating lever 
and slide into foot rest. 


Passenger side: 
— Insert guide for sill panel trim (front) in floor covering. 
Both sides of vehicle (continued): 


- Clip in sill panel trim (front) at side member and fold over lip of 
door seal. 


pyright. € t mmercial purposes, in part or in whole, is not 


Notes for installation: tightening torcesesel ‘renewing components ^ \UDI AG does not guarantee or a 


etc. = “5.2.1 Exploded view - sill panel'tritri’ ie 6°266"° 


5.9.2 Removing and installing sill panel trim 
(rear) 


Special tools and workshop equipment required 
@ Removal wedge - 3409- 


278 Rep. gr.70 - Trim, insulation 


WO0-11118 


Audi A6 2011 > , Audi A6 China 2012 > 
General body repairs, interior - Edition 10.2016 Auer 


+ Removal tool - T40280- 
740280 


| woo-11540 | 


Removing 

— Remove B-pillar trim (bottom) > page 284 . 
— Remove rear seat bench > page 531. 

— Remove side padding > page 552 . 


— Equipment version with fixed rear seat backrest: Remove fixed 
rear seat backrest > page 544. 


— Equipment version with multi-contour seat: Remove multi- 
contour seat > page 548 . 


— Starting at front, use removal wedge - 3409- to unclip sill panel 
trim -1- from side member and side panel -arrows -. 


— Pull sill panel trim downwards out of C-pillar trim and detach. 
Installing 
Installation is carried out in the reverse order; note the following: 


— Insert sill panel trim in C-pillar trim and press on until it engages 
audibly. 


— Fold over lip of door seal. 
Notes for installation: tightening torques, renewing components 


etc. > “5.2.2 Exploded view - sill panel trim (rear)”, page 267 


5.10 Removing and installing A-pillar trim 
Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


W0O0-11156 
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+ Removal wedge - 3409- 


WO0-11118 


Removal tool - T40280- O ted nes sathchions D ANOLE: ALIA REL S tet AN or eee 


W00-11540 


Removing 


VAN WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


— Remove dash panel cover (side) > page 238 . 


— Unclip trim cover -1- for A-pillar (bottom) using removal wedge 
- 3409- -arrow- and detach downwards from A-pillar trim (top) 
-2-. 
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— Use a screwdriver to prise out expanding cap -1- with “airbag” 
symbol approx. 5 mm -arrow A-. 


[a] Note 


The clips with catches at the trim can only be unfastened as far 
as the first detent. 


— Starting at top, carefully unfasten A-pillar trim (top) -2- as far 
as first detent -arrow B- using removal lever - 80 - 200- . 


- Torelease clips with catches, pull trim upwards -arrow C-; this 
causes clips to slide out of guide at trim. 


— Pull A-pillar trim (top) out of dash panel and detach. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


S| A70-10988 
TAT 


> page 4. 


$ Take care not to trap curtain airbag when fitting A-pillar 
trim (top). 


Installation is carried out in the reverse order; note the following: 
— Insert A-pillar trim (top) -1- in mounting at dash panel 

-arrow-. enue E a E COW Ad ne dace 
— Clip in A-pillar trim (top) and fold°over lip of door seake“""" 
Notes for installation: tightening torques, renewing components 
etc. > “5.3 Exploded view - A-pillar trim”, page 268 


— 
4 


_ (cas 


5.11 Removing and installing B-pillar trim 


> “5.11.1 Removing and installing B-pillar vent”, page 281 


> “5.11.2 Removing and installing B-pillar trim (top)”, page 282 


> “5.11.3 Removing and installing B-pillar trim (bottom)” 
page 284 


5.11.1 Removing and installing B-pillar vent 


[a] Note 


Proceed very carefully when removing and installing, as the vent 
can be damaged quite easily. 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


WO00-11118 


Removing 


- Using a small screwdriver, release top clip at B-pillar vent 


- Carefully unclip B-pillar vent from B-pillar trim (top) -arrow- 
using removal wedge - 3409- . 


— Unplug electrical connector and detach vent. 
Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “5.4 Exploded view - B-pillar trim”, page 269 


5.11.2 | Removing and installing B-pillar trim 
(top) 

Special tools and workshop equipment required 

+ Removal wedge - 3409- 


wWO0-11118 


282 Rep. gr.70 - Trim, insulation 


Audi A6 2011 > , Audi A6 China 2012 > | 
General body repairs, interior - Edition 10.2016 Auer 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


— Remove belt end fitting (front) > page 116. 
— Move belt height adjuster to lowest possible position. 


— Apply removal wedge - 3409- at bottom edge of B-pillar trim 
(top) and unclip B-pillar trim (top) -2- -arrows A-. 


— Equipment version with vent: Unplug electrical connector for 
vent. Protected by copyright. Copying for private or commercia P 
tted unless authorised by AUD AUDI AG does n 


— Pull B-pillar trim (top)6ut of mounting oncbochyreairon! B-itodo © 
so, swivel trim inwards and at the same time pull it off down- 


wards. 


— Thread belt -1- with latch plate through slide for belt height 
adjuster -3- and detach B-pillar trim. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


$ Take care not to trap curtain airbag when fitting B-pillar 
trim. 


— Thread in belt with latch plate through slide for belt height ad- 
juster. 


(ë) Note 


Make sure belt height adjuster is in bottom position. 


— First insert B-pillar trim -3- upwards into mounting at roof. 


* Mounting -2- of sliding element of B-pillar trim (top) must en- 
gage in retainer -1- at belt height adjuster -arrow-. 
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Equipment version with vent: 


- Position B-pillar trim -1- at rear of B-pillar so that vent -2- en- 
gages properly in air duct -3- -arrow-. 


- Engage B-pillar trim at rear of B-pillar -arrow A-. 
— Engage B-pillar trim at front of B-pillar -arrow B-. 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


— Install belt end fitting (front) > page 116. 
- Fold lips of door seals over trim. 


Notes for installation: tightening torques, abi | components 
etc. > “5.4 Exploded view - B-pillar trim”, page 26 


a) 


Yo, ee" 
A70-11496 


5.11.3 Removing and installing B-pillar trim 
(bottom) 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


WO0-11156 


+ Removal tool - T40280- 
740280 


W00-11540 
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Removing 
— Remove B-pillar trim (top) > page 282 . 


— Starting at top, use removal lever - 80 - 200- to unclip B-pillar 
trim (bottom) -2- from B-pillar -arrows A-. 


— Unclip B-pillar trim (bottom) from side member -arrow B- in 
area of sill panel trims (rear -1- and front -3-). 


Lj 
7 i A70-10778 |} 
—______ | 


=~) 


— Equipment version with air ionisation system: Unplug electrical 
connector for button for air ionisation system-E677- 
-item 1-. he copyright. Copying fo 


Installing 
Installation is carried out in the reverse order; note the following: 
— Press on B-pillar trim until it engages audibly. 

— Fold lips of door seals over trim. 


Notes for installation: tightening torques, renewing components 
etc. = “5.4 Exploded view - B-pillar trim”, page 269 


5.12 Removing and installing C-pillar trim 

> “5.12.1 Removing and installing C-pillar trim - Saloon”, 

page 285 

=> “5.12.2 Removing and installing C-pillar trim - Avant’, 

page 287 

5.12.1. Removing and installing C-pillar trim - 
Saloon 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


WO0-11156 
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@ Pliers - T40172 A- 
T40172A 


/2 


WO0-11461 


+ Removal tool - T40280- 
T40280 


W00-11540 


Removing 


VAN WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


— Remove outer belt guide (rear) > page 111. 


— Detach moulded headliner and lay it down on seats (do not 
remove windscreen) > page 350 . 


A Caution 


@ The moulded headliner must be removed and set down 
on the seats for the following work steps. Proceed very 


carefully when doing so as the moulded headliner is 
kinked very easily. 


@ Kinked moulded headliners must be renewed. 
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— Remove fasteners -1- using pliers - T40172 A- . 


— Unclip C-pillar trim -2- from C-pillar using removal lever - 80 - 
200- -arrow- and detach. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


$ Take care not to trap curtain airbag when fitting C-pillar 
trim. 


A?O-11679 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “5.5.1 Exploded view - C-pillar trim, Saloon”, page 270 


5.12.2 | Removing and installing C-pillar trim - 
Avant 
Special tools and workshop equipment required 


+ Removal lever - 80 - 200- 
80-200 


WO0-11156 


+ Removal tool - T40280- 
T40280 


W00-11540 
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Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


— Remove luggage compartment side trim > page 330 . 
— Remove outer belt guide (rear) > page 112. 


— Unclip C-pillar trim -1- from C-pillar using removal lever - 80 - 
200- -arrows A-. 


- Pull C-pillar trim‘(top) out of mounting on body -arrow B-*'t6do 
so, swivel trim inwards and at the same time pull it off down- 
wards. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


$ Take care not to trap curtain airbag when fitting C-pillar 
trim. 


Installation is carried out in the reverse order; note the following: 


— When installing C-pillar trim -3-, make sure that retaining tab 
-2- engages in body cut-out -arrow- and in moulded headliner 


Notes for installation: tightening torques, renewing components 
etc. = “5.5.2 Exploded view - C-pillar trim, Avant”, page 272 


5.13 Removing and installing D-pillar trim 


> “5.13.1 Removing and installing D-pillar trim - Saloon”, 
page 288 


= “5.13.2 Removing and installing D-pillar trim - Avant’, 
page 290 


5.13.1 Removing and installing D-pillar trim - 
Saloon 


Special tools and workshop equipment required 
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+ Wedges - T10383- 
T10383 


740280 TA 


+ Removal tool - T40280- 


W00-11540 


Removing 


VAN WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


— Equipment version with folding rear seat backrest: Fold down 
rear seat backrest. 


— Equipment version with sun blind: Starting at top, carefully un- 
clip trim -1- for guide strip for sun blind using wedge - 
T10383/1- -arrows-. 


— Pull trim (bottom) upwards out of guide strip -2- for sun blind 
and detach inwards. 


A70-11494 
—— 


with respect to the correctness of information in this document. Copyright by AUDI AG 
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— Unclip D-pillar trim -1- -arrow A- using wedge -110383/1- . 


— Pull D-pillar trim upwards out of rear shelf -arrow B- and de- 
tach. 


Installing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 


> page 4. 


$ Take care not to trap curtain airbag when fitting D-pillar 
trim. 


A70-11680 


= 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “5.6.1 Exploded view - D-pillar trim, Saloon”, page 273 


5.13.2 | Removing and installing D-pillar trim - 
Avant 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


WO0-11156 


+ Removal tool - T40280- 
740280 


W00-11540 
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+ Removal wedge - 3409- 


Removing 

— Remove luggage compartment side trim > page 330 . 
— Remove roof end trim > page 348 . 

Version 1: 


— Unclip actuator -1- for luggage compartment cover using re- 
moval wedge - 3409- or screwdriver -arrow-. 


-an 
2 
EF 


MOE ey 


Version 2: 


— Remove spreader pin -1- for actuator -2- using a small screw- 
driver and pull actuator off luggage compartment cover using 
pliers. 


— Remove bolts -1- and -2-. 
- Unclip D-pillar trim -3- from body -arrow- using removal lever 


- 80 - 200-. 


— Unclip guide for luggage compartment cover at D-pillar trim 
from guide rail for luggage compartment cover and detach. 


Installing 


p 


á š Protected by copyright. Copying for private or commercial pumoses, in p 
Installation is carried.out in. the reverse order; note the following:....... 
with respect to the correctness of information ip this, document. Copyright by AU 
— Fit guide for luggage compartment cover at D-pillar trimon á i = 
guide rail for luggage compartment cover and clip on. A = KCN a] M a 


| A70-11733 


Notes for installation: tightening torques, renewing components 
etc. > “5.5.2 Exploded view - C-pillar trim, Avant”, page 272 


5.14 Removing and installing foot rest 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


Removing 
— Remove dash panel cover (driver side) > page 22 . 
— Remove sill panel trim (front, driver side) > page 277 . 


— Unclip foot rest -1- with removal wedge - 3409- -arrow- and 
detach. 


Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
> “5.7 Exploded view - foot rest and floor covering”, page 275 


5.15 Removing and installing floor covering 
Removing 

— Remove front seats > page 415. 

— Remove rear seat bench > page 531. 

— Remove B-pillar trim (bottom) > page 284 . 

— Remove sill panel trim panels (front) > page 277 . 
— Remove sill panel trim panels (rear) > page 278 . 
— Remove glove box = page 28 . 

— Remove dash panel cover (driver side) > page 22 . 
— Remove centre console > page 66 . 

-— Remove footwell trim (front) > page 23 . 


— Remove bracket for centre console and lower shift mechanism 
> page 69. 


- Remove air duct (rear) > Heating, air conditioning; Rep. gr. 
87 ; Air duct system; Removing and installing air ducts . 


292 Rep. gr.70 - Trim, insulation 


WO0-11118 


| A70-10811 


Audi A6 2011 > , Audi A6 China 2012 > 
General body repairs, interior - Edition 10.2016 Auer 


— Remove floor mat. 
— Disengage floor covering at retainers -1- and -2-. 


— Pull floor covering -3- to rear. 


[a] Note 


Make sure that floor covering does not tear at openings. 

— Fold up floor covering and take it out through rear door open- 
ing. 

Installing 

— Fold up floor covering and place it in vehicle. 


- aa floor covering forwards and align until hole patterns co- 
incide. 


Perform remaining installation steps in reverse order of removal; 
observe the following: 


Notes for installation: tightening torques, renewing components 


etc. 
> “5.7 Exploded view - foot rest and floor covering”, page 275 


5.16 Removing and installing rear shelf 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


+ Removal tool - T40280- 


Removing 


— Equipment version with folding rear seat backrest: Fold down 
rear seat backrest. 


— Equipment version with fixed rear seat backrest: Remove fixed 
rear seat backrest > page 544 . 


A70-10660 


80-200 


WO0-11156 


T40280 


W00-11540 
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- Equipment version with multi-contour seat: Remove multi- 
contour seat > page 548 . 


— Remove centre belt guide (rear) > page 111. 

— Remove centre belt end fitting (rear) > page 121. 
-— Remove D-pillar trim > page 288 . 

Equipment version with sound system: 


— Remove loudspeaker trim (left-side) in rear shelf 
=> page 295. 


— Remove bolts -1- and -2-. 


— Unscrew bolt -1- for rear shelf in luggage compartment. 


(Ga) 


Equipment version with sun blind: 


— Unclip rear shelf -1- at front using removal lever - 80 - 200- 
-arrows A-. 


— Disengage rear of rear shelf from sun blind -arrows B- and take 
out towards front. 


Equipment version without sun blind: 


- Unclip rear shelf -1- at front using removal lever - 80 - 200- 
-arrows A-. 


— Pull rear shelf forwards out of mountings in rear window frame 
-arrow B- and take out. 


K 


Z SS 
oor AT0-11683 
rat i 
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Installing 
Installation is carried out in the reverse order; note the following: 
— Insert rear shelf -1- in rear window frame and tighten bolts. 


* Pins on rear shelf must engage in mountings -arrow- in rear 
window frame. 


Notes for installation: tightening torques, renewing components 
etc. = “5.8 Exploded view - rear shelf’, page 276 


5.17 Removing and installing loudspeaker 
trim 


(å) Note 


Be very careful when removing and installing, as loudspeaker trim 
can be damaged quite easily. 
Special tools and workshop equipment required 


@ Wedges - T10383- 
T10383 


Removing 


— Equipment version with folding rear seat backrest: Fold down 
rear seat backrest. 


— Using wedge -T10383/1- or screwdriver, carefully unclip loud- 
speaker trim -1- off rear shelf along gap at front and sides 
-arrow-. 


— Equipment version with loudspeaker: Unplug electrical con- 
nector and pull out loudspeaker trim towards front. 


Installing $ 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “5.8 Exploded view - rear shelf’, page 276 
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6 Luggage compartment trim panels 


> “6.1 Overview of fitting locations - luggage compartment trim 
panels”, page 296 


> “6.2 Exploded view - luggage compartment side trim”, 
page 299 


=> “6.3 Exploded view - luggage compartment floor”, page 305 
> “6.4 Exploded view - rear lid trim (bottom)”, page 311 


> “6.5 Exploded view - lock carrier trim”, page 314 
> “6.6 Removing and installing rear lid trim (bottom)”, page 315 


> “6.7 Removing and installing rear lid trim (top)”, page 319 


> “6.8 Removing and installing luggage compartment side trim”, 
page 321 


> “6.9 Removing and installing luggage compartment floor”, page 
333 


> “6.10 Removing and installing lock carrier trim”, page 335 


> “6.11 Removing and installing bracket for warning triangle”, 
page 337 


> “6.12 Removing and installing fastening ring”, page 337 


= “6.13 Removing and installing retainer for luggage compart- 
ment floor covering”, page 338 


> “6.14 Removing and installing frame for loading aid”, 
page 338 


> “6.15 Removing and installing bag hook”, page 339 


> “6.16 Removing and installing grip for luggage compartment 
floor (rear)”, page 339 


> “6.17 Removing and installing retaining rail”, page 340 


> “6.18 Removing and installingdinine for spare wheel’ well" page’ 
341 


> “6.19 Removing and installing tail light cover’, page 342 
> “6.20 Removing and installing trim for rear lid lock”, page 342 


6.1 Overview of fitting locations - luggage 
compartment trim panels 


=> “6.1.1 Overview of fitting locations - luggage compartment trim 
panels, Saloon”, page 296 


> “6.1.2 Overview of fitting locations - luggage compartment trim 
panels, Avant”, page 298 


6.1.1 Overview of fitting locations - luggage compartment trim panels, Saloon 
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1 - Lining for spare wheel well 
QO Exploded view 
> page 305 
2 - Rear cross panel trim 
Q Exploded view 
> page 314 


3 - Luggage compartment side 
trim 


QO Exploded view 
=> page 299 
4 - Trim for rear lid hinge 
Q Exploded view 
> page 311 
5 - Rear lid trim 
Q Exploded view 
> page 311 
6 - Luggage compartment floor 
covering 
Q Exploded view 
> page 305 
7 - Mounting frame for loading 
aid 
Q Exploded view 
> page 305 
8 - Luggage net 
QO Engage at fastening 
rings 
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6.1.2 Overview of fitting locations - luggage compartment trim panels, Avant 


1 - Spare wheel well insert 
QO) Depending on vehicle 
equipment 
2 - Rear cross panel trim 
QO Exploded view 
> page 315 


3 - Luggage compartment floor 
covering 


Q Exploded view 
=> page 309 


4 - Luggage compartment side 
trim 


Q Exploded view 
> page 304 


5 - Luggage compartment cov- 
er 


Q Exploded view of motor 
for luggage compart- 
ment cover => page 41 
6 - Load guard 
üQ Exploded view 
> page 36 
7 - Rear lid trim (top) 
Q Exploded view 
=> page 312 
8 - Rear lid trim (bottom) 
Equipment versions: 
@ Without sun blind 
@ With sun blind 
Q Exploded view 
=> page 312 
9 - Luggage compartment floor lining 
QO Removing and installing > page 342 


10 - Retaining rail 
QO Exploded view > page 309 
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6.2 Exploded view - luggage compartment 
side trim 


> “6.2.1 Exploded view - luggage compartment side trim, Saloon”, 
page 299 


> “6.2.2 Exploded view - luggage compartment side trim, country- 
specific version”, page 300 


> “6.2.3 Exploded view - luggage compartment side trim, hybrid”, 


page 301 

> “6.2.4 Exploded view - luggage compartment side trim, e-tron”, 

page 302 

> “6.2.5 Exploded view - luggage compartment side trim, Avant”, 

page 304 

6.2.1 Exploded view - luggage compartment side trim, Saloon 


1 - Fastening ring 
Q 2x 
OQ) Removing and installing 
> page 337 
2 - Bolt 
QO 4x 
QO 6Nm 
3 - Clip 
Q 2x 
Q Insert in trim 


OQ) Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


Q Renew clips if damaged 
or deformed 
4 - Frame 
Q For rear lid hinge 


Q Removing and installing 
> “6.8 Removing and in- 
stalling luggage com- 
partment side trim”, 
page 321 

5 - Fastener 

Q 2x 

QO Remove with pliers - 
T40172 A- 


6 - Luggage compartment side 
trim 


QO Removing and installing 
=> page 321 
QO Push on until it engages audibly 


7 - Cover 
QO For luggage compartment side trim 
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6.2.2 Exploded view - luggage compartment side trim, country-specific version 


1 - Retaining frame 

Q For grip for luggage 
compartment floor cov- 
ering 

ū Can only be pressed on- 
to grip for luggage com- 
partment floor covering 
in one position 


2 - Luggage compartment floor 
covering 
Q Different versions 
Q Removing and installing 
=> page 333 
3 - Grip 
Q For luggage compart- 
ment floor covering 


Q Removing and installing 
> page 339 
4 - Support 
Q 2x 
5 - Cover 
Q) For luggage compart- 
ment side trim 
6 - Clip 
Q 2x 
Q Insert in trim 


Q Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


QO Renew clips if damaged 
or deformed 


7 - Luggage compartment side trim 
Q Removing and installing > page 321 
Q Push on until it engages audibly 
8 - Frame 
Q For rear lid hinge 
QO Removing and installing > “6.8 Removing and installing luggage compartment side trim”, page 321 
9 - Fastener 
QO 3x 
QO Remove with pliers - T40172 A- 
10 - Bolt 
QO 8x 
Q 6Nm 
11 - Fastening ring 
QO 4x 
OQ Removing and installing > page 337 
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12 - Cover 
Q For Rear Seat Entertainment 
QO Removing and installing 
> “6.8.6 Removing and installing luggage compartment back panel trim”, page 331 
13 - Bolt 
n 4x 
QO 3.8Nm 


14 - Back panel trim 
QO Removing and installing > page 331 
15 - Clip 
QO 8x 
QO Use removal lever - 80 - 200- to remove 


16 - Mounting frame 
Q For loading aid 
OQ Removing and installing > page 338 
Q Push on until it engages audibly 


6.2.3 Exploded view - luggage compartment side trim, hybrid 


1 - Clip 
QO 2x 
Q Insert in trim 


OQ) Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


Q Renew clips if damaged 
or deformed 
2 - Frame 
Q For rear lid hinge 


üQ Removing and installing 
=> “6.8 Removing and in- 
stalling luggage com- 
partment side trim”, 
page 321 
3 - Fastener 
QO 2x 


QO) Remove with pliers - 
72 A- 
4 - Luggage compartment side 
trim 


QO) Removing and installing 
> page 325 
Q Push on until it engages 
audibly 
5 - Cover 


QO For luggage compart- 
ment side trim 
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6.2.4 Exploded view - luggage compartment side trim, e-tron 


1 - Tool kit/breakdown set 


2 - Lock carrier trim 


üQ Removing and installing 
> page 335 
Q Push on until it engages 


audibly 
3 - Clip 
QO 5x 
Q Insert in trim 


Q Remove any clips left in 
mounting points using 
removal tool - T40280- 
and insert in trim for in- 
stallation 


Q Renew clips if damaged 
or deformed 
4 - Retaining frame 


Q For grip for luggage 
compartment floor 


Q Can only be pressed on- 
to grip for luggage com- 
partment floor in one 
position 

Q Push on until it engages 
audibly 

5 - Luggage compartment floor 
(rear) 

Q Removing and installing 

=> page 334 
6 - Grip 


Q For luggage compart- 
ment floor 


QO Removing and installing 
> page 339 
7 - Cover (left-side) 
Q For luggage compartment side trinProtecte t 
8 - Clip “aithi reapect to th 
OQ) 2x 
Q Insert in trim 
QO Remove any clips left in mounting points using removal tool - T40280- and insert in trim for installation 
QO Renew clips if damaged or deformed 


9 - Frame 

Q For rear lid hinge 

ū Removing and installing > “6.8 Removing and installing luggage compartment side trim”, page 321 
10 - Luggage compartment side trim 

QO Removing and installing > page 325 

Q Push on until it engages audibly 


11 - Fastener 
QO 3x 
QO) Remove with pliers - T40172 A- 
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12 - Fastening ring 


Q 4x 

QO Removing and installing > page 337 
13 - Bolt 

Q 2x 

Q 6Nm 


14 - Back panel trim 

QO Removing and installing > page 331 
15 - Clip 

QO 8x 

QO) Use removal lever - 80 - 200- to remove 
16 - Luggage compartment floor (front) 

Q Removing and installing > page 334 
17 - Cover (right-side) 

Q For luggage compartment side trim 
18 - Mounting (front) 

Q For fastening ring 

Q 2x 
19 - Filler piece 

Q 2x 


QO Removing and installing 
=> “6.9.3 Removing and installing luggage compartment floor - e-tron”, page 334 


20 - Mounting (rear) 
ü For fastening ring 
QO 2x 
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6.2.5 Exploded view - luggage compartment side trim, Avant 


1 - Luggage compartment side 
trim 


Q Removing and installing 
> page 330 


Q Push on until it engages 
audibly 


Q Fold over lip of rear lid 
seal 
2 - Clip 
QO 3x 
Q Insert in trim 


Q Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


Q Renew clips if damaged 


or deformed 
= Protected by copy 
3 Bolt permitted unless a 
QO 3.5Nm with respect to tj 


4 - Rubber grommet 


Q For bracket for load 
guard 


Q Slide onto bracket and 
insert in trim 
5 - Cover 


üQ For luggage compart- 
ment side trim 
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6.3 Exploded view - luggage compartment 
floor 

> “6.3.1 Exploded view - luggage compartment floor, Saloon” 

page 305 

> “6.3.2 Exploded view - luggage compartment floor, hybrid” 

page 307 

> “6.3.3 Exploded view - luggage compartment floor, Avant” 

page 309 


6.3.1 Exploded view - luggage compartment floor, Saloon 


[a] Note 


The illustration shows the luggage compartment floor covering for the equipment version with folding rear seat 
backrest. 


1 - Support 
Q 2x 

2 - Jack/breakdown set 
Q Equipment version 


3 - Mounting frame 
Q For loading aid 
Q Removing and installing 
> page 338 
Q Push on until it engages 
audibly 
4 - Nut 
Q 2x 
QO 8Nm 
5 - Fastening ring 
Q 4x 
Q Somovi an installing 
> page 337 
6 - Luggage net 
Prot d by copyright. Copyi 


Q Engage at fastening perr f ed unless author 
rings wil] respect to the c 


7 - Luggage compartment floor 
covering 


Q Different versions 
QO) Removing and installing 
> page 333 

8 - Metal clip 

QO 4x 

Q Clip into body 
9 - Retaining hook 

Q 2x 

QO) Depending on equipment version 

QO Removing and installing > page 339 
10 - Bolt 

QO 4x 
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Q 1.5Nm 

11 - Grip 
QO For luggage compartment floor covering 
QO Removing and installing > page 339 


12 - Retaining frame 
Q For grip for luggage compartment floor covering 
QO Can only be pressed onto grip for luggage compartment floor covering in one position 
13 - Nut 
Q For securing spare wheel 
Q Must engage audibly when tightening 
14 - Spare wheel 
Q Depending on equipment version 
15 - Cover 
Q For vehicle tool kit 
16 - Vehicle tool kit 
1 Depending on vehicle equipment 
17 - Lining for spare°wheel well 
QO Removing and installing > page 341 
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6.3.2 Exploded view - luggage compartment floor, hybrid 


1 - Bracket 


QO For luggage compart- 
ment floor covering 


Q 2x 
QO Removing and installing 
=> page 338 
2 - Bolt 
QO 4x 
Q 6Nm 
3 - Support 
üQ For cover for drive bat- 
tery - A2- 
OQ Removing and installing 


> “6.9.2 Removing and 
installing luggage com- 
partment floor - hybrid”, 
page 333 


4 - Bracket 
Q For cover for drive bat- 
tery - A2- 
Q 2x 
OQ Removing and installing 
=> page 338 
5 - Bolt 
Q 6x 
Q 6Nm 
6 - Fastening ring 
QO 2x 
QO Removing and installing 
> page 337 
7 - Bolt 
QO 4x 
Q 6Nm 
8 - Clip 
Q 2x 
Q Insert in cover for drive battery 


9 - Cover (front) 
QO For drive battery - A2- 
Q Removing and installing > page.333.. by copyright. Copying for private or commercial purposes, in part or in whole, is not 
Q Push on until it engages audiblye"™"°* v etna ead oi 
with respect to the correctness of information in this document. Copyright by AUDI AG 
10 - Cover 


Q For maintenance connector for high-voltage system - TW- 


oes not guarantee or accept any liability 


11 - Cover 
QO For drive battery - A2- 
QO Removing and installing > page 333 
Q Push on until it engages audibly 


12 - Bolt 
Q 2x 


6. Luggage compartment trim panels 307 


COLD Audi A6 2011 > , Audi A6 China 2012 > 
Auðı General body repairs, interior - Edition 10.2016 


Q 10Nm 
13 - Clip 
QO 2x 
QO Insert in cover for drive battery 


QO ee any clips left in body mounting points using removal tool - T40280- and insert in trim for instal- 
ation 


QO Renew clips if damaged or deformed 
14 - Cover 

üQ For breakdown set 
15 - Luggage compartment floor covering 

QO Removing and installing > page 333 
16 - Bolt 

Q 4x 

Q 6Nm 
17 - Fastening ring 

Q) 2x 

QO Removing and installing > page 337 
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6.3.3 Exploded view - luggage compartment floor, Avant 


1 - Lining 
QO For luggage compart- 
ment floor 


QO Removing and installing 
> page 342 
2 - Retainer (rear) 
Q For retaining rail 
Q 2x 


Q Removing and installing 


> “6.17 Removing and 
installing retaining rail”, 
page 340 


3 - Cover 
Q For flange 
Q Clipped into lining 
Q Push on until it engages 
audibly 
4 - Bolt 
Q 4x 
Q 10Nm 
5 - Fastening ring 
Q 4x 
Q Insert in retaining rail; 
press release button to 
adjust 
6 - Retainer (front) 
Q For retaining rail 
QO 2x 


QO Removing and installing 


= “6.17 Removing and — = 
installing retaining rail”, 
page 340 


7 - Bolt 
Q 2x 
QO 55Nm 


8 - Bolt 
Q Depending on equipment version by copyright. Copy 
m) 2x apei to the correctness of information in this do 
Q 10 Nm 
9 - Retaining rail 
Q 2x 
QO) Removing and installing > page 340 
10 - Bolt 
QO 6x 
Q 4Nm 
11 - Luggage net 
Q Depending on vehicle equipment 
Q Engage at fastening rings 


purposes, in part or in whole, is not 


antee or accept any liability 


opyright by AUDI AG 
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12 - Luggage compartment floor covering 

QO Removing and installing > page 333 

QO Engage at front of luggage compartment floor lining 
13 - Grip 

QO For luggage compartment floor covering 

QO Removing and installing > page 339 


14 - Retaining frame 
Q For grip for luggage compartment floor covering 
QO Removing and installing > page 339 
Q) Can only be pressed onto grip for luggage compartment floor covering in one position 
Q Push on until it engages audibly 
15 - Mounting box 
Q For fastening rings 
16 - Cover 
QO For spare wheel well 
Q Depending on vehicle equipment 
17 - Insert 
QO For spare wheel well 
Q Depending on vehicle equipment 


18 - Bolt 

QO 3x 

Q) Tightening torque > page 315 
19 - Nut 


QO For securing spare wheel 
Q Must engage audibly when tightening 


20 - Spare wheel 
QO Depending on equipment version 
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6.4 Exploded view - rear lid trim (bottom) 
=> “6.4.1 Exploded view - rear lid trim, Saloon”, page 311 

> “6.4.2 Exploded view - rear lid trim, Avant”, page 312 
6.4.1 Exploded view - rear lid trim, Saloon 


1 - Plug 


Q) For manual release 
mechanism 


Q Clip into rear lid trim 


2 - Bolt 
QO 1.8Nm 


3 - Operating lever 
Q) For manual release 
mechanism 


Q Country-specific version 


4 - Manual release 
Q Country-specific version 


5 - Button to close rear lid in 
luggage compartment - E406- 


OQ) Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Removing and installing 
button to close rear lid in 
luggage compartment - 
E406- . 


6 - Trim 
Q) For rear lid lock 
ū Removing and installin 
> “6.6.1 Removing an 


installing rear lid trim 
bottom) - Saloon”, page 


315 


Q Push on until it engages 
audibly 


7 - Stop strip 
QO 2x 


Q Clip into rear lid 


‘otected by copyright. Copying for private or commercial purposes, in part or in whole, is not 


8 - Trim for rear lid’hinge'se< by AUDI AG. AUDI AG does not guarantee or accept any liability 


Q with respect to the correctness of information in this document. Copyright by AUDI AG 


Q Removing and installing > “6.6.1 Removing and installing rear lid trim (bottom) - Saloon”, page 315 


9 - Fastener 
Q 2x 


10 - Rear lid 


11 - Clamping washer 
n 8x 

12 - Clip 
Q 11x 
Q Insert in trim 
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Q Remove any clips left in rear lid mounting points using removal tool - T40280- and insert in trim for 
installation 


Q Renew clips if damaged or deformed 


13 - Rear lid trim 
QO Removing and installing > page 315 
Q Push on until it engages audibly 


14 - Door puller 
Q Secured to rear lid trim with clamping washers 


15 - Bolt 
QO) 2x 
n 1.8Nm 


16 - Bracket 
Q) For warning triangle 
Q Removing and installing > page 337 
Q Hook in and press on until it engages audibly 


17 - Warning triangle 


6.4.2 Exploded view - rear lid trim, Avant 


1-Trim 
Q For rear lid lock 
Q Removing and installing 
=> page 342 


Q Push on until it engages 
audibly 


luggage compartment E408] 


Q Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Removing and installing 
button to close rear lid in 
wagage compartment - 


3 - Rubber buffer 

QO 6x 

Q Insert in trim 
4-Clip 

Q 8x without catches 

QO 2x with catches; renew 
QO Insert in trim 
Q 


Remove any clips left in 
rear lid mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


Q Renew clips if damaged 


or deformed 
5 - Rear lid trim (bottom) 
Equipment versions: 
+ Without sun blind 
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@ With sun blind 
QO Removing and installing > page 318 
Q Push on until it engages audibly 
6 - Clip 
Q 8x 
Q Insert in trim 


QO Remove any clips left in rear lid mounting points using removal tool - T40280- and insert in trim for 
installation 


QO Renew clips if damaged or deformed 


7 - Rubber buffer 
QO 8x 
Q Insert in trim 


8 - Rear lid trim (top) 
Q Removing and installing > page 319 
Q First insert behind side window frames of rear lid 
Q Push on until it engages audibly 
9 - Bolt 
Q 4x 
Q 2Nm 


10 - Cover 
Q For tail light 
QO Removing and installing > page 342 
Q Clip into rear lid trim 


11 - Luggage compartment light 


Q Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing luggage 
compartment light - W3- 


12 - Cover 
Q For manual release mechanism 
Q Clip into rear lid trim 
13 - Warning triangle 
14 - Cover 
For warning triangle 
Removing and installing > “6.6.2 Removing and installing rear lid trim (bottom) - Avant”, page 318 
Engage in rear lid trim 
Push on until it engages audibly 


(mE m mi m) 
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6.5 Exploded view - lock carrier trim 


=> “6.5.1 Exploded view -= lock carrier trim, Saloon”, page 314 
=> “6.5.2 Exploded view - lock carrier trim, Avant”, page 315 
6.5.1 Exploded view - lock carrier trim, Saloon 


1 - Rear cross panel trim 
Q esac and installing 
2 page 335 as 
Q Push on until itengages. 
audibly with respect to 
2 - Clip 
Q 5x 
Q Insert in trim 


Q Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


Q) Renew clips if damaged 
or deformed 
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6.5.2 Exploded view - lock carrier trim, Avant 


1 - Bolt 
QO 3x 
Q 2.5Nm 


2 - Rear cross panel trim 
Q Removing and installing 
— 


Q Push on until it engages 
audibly 


Q Fold over lip of rear lid 
seal 
3 - Clip 
QO 4x 
Q Insert in trim 


Q Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


Q Renew clips if damaged 


or deformed 
6.6 Removing and installing rear lid trim 
(bottom) 
> “6.6.1 Removing and installing rear lid trim (bottom) - Saloon”, 
page 315 
> “6.6.2 Removing and installin r lid trim m) - Avant” 
page 318 


6.6.1 Removing and installing rear lid trim 
(bottom) - Saloon 


Special tools and workshop equipment required 
Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG. 
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WO0-11156 


+ Removal lever - 80 - 200- 


+ Wedges - T10383- 
710383 


KZ 


ate or commercial purposes, in part or in whole, is n 
AUDI AG does r juarantee or accept any liability 


mali n in this docugment. Convriaht hv ALDI At W00-11251 


@ Removal tool - T40280- 


740280 TA 


W00-11540 


Removing 
- Unclip trim for rear lid lock -1- -arrow- using wedge -T10383- . 


470-10554 | 
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— Remove fastener -1-; to do so, carefully press locking pin ap- 
prox. 5 mm into fastener until it engages audibly. 


— Release retaining tabs -arrow- with a screwdriver and unfas- 
ten trim for rear lid hinge. 


— Press trim for rear lid hinge -2- down slightly and disengage at 
top of rear lid trim. 


— Lift out and detach trim for rear lid hinge. 
— Repeat procedure on opposite side of trim for rear lid hinge. 
— Remove bracket for warning triangle > page 337 . 


— Remove button to close rear lid in luggage compartment - 
E406- > Electrical system; Rep. gr. 96 ; Controls; Removing 
a aemp button to close rear lid in luggage compartment 


Country-specific version with manual release inside luggage 
compartment: 

— Unclip cover -1- at operating lever -2-. 

— Disengage nipple -3- of actuating cable from operating lever. 
— Unscrew bolt behind operating lever. 


A70-10117 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 


Continued fór all” Hic AG. AUDI AG does not guarantee or accept any liability 
NIM TeESP@Ct to 


e correctness Of Information in this document. Copyright by AUDI AG 


— Using a screwdriver, unclip cover and unscrew bolts -1- be- 
neath. 


ATO-11615 
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— Unclip stop strips -1- and -2- with a screwdriver. 


— Prise off rear lid trim -3- using removal lever - 80 - 200- 
-arrows-. 


- Todo so, unfasten retaining clips in the sequence -A, B, C-. 
— Detach rear lid trim. 


Country-specific version with manual release inside luggage 
compartment: 


- Disengage cable sheath at rear of handle recess for operating 
lever. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “6.4.1 Exploded view - rear lid trim, Saloon”, page 311 


6.6.2 Removing and installing rear lid trim 
(bottom) - Avant 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


+ Removal tool - T40280- 


3 1 8 Rep. gr.70 - Trim, insulation 


T40280 


A70-11616 


WO0-11156 


W00-11540 
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Removing 


— Turn quick-release fastener -1- 90° (anti-clockwise) and swivel 
out cover -2- for warning triangle -arrow-. 


— Take out warning triangle. 
— Disengage cover at rear lid trim (bottom) and detach. 
— Remove tail light covers > page 342. 


— Remove luggage compartment light > Electrical system; Rep. —— we 4 
gr. 96 ; Lights; Removing and installing luggage compartment = 


light - W3- . 
— Remove button to close rear lid in luggage compartment - 

E406- > Electrical system; Rep. gr. 96 ; Controls; Removing 

a grg button to close rear lid in luggage compartment 


— Remove bolts -1, 2, 3-. 


— Release clips -6- (with catches) on rear lid trim (bottom) -5- at 
corners using removal lever - 80 - 200- up to first detent 
-outer arrows-. 


— Insert removal lever - 80 - 200- between trim and rear lid and 
disengage the remaining clips -4- -inner arrows-. 


Z 


A70-11663 


— To release clip -1- (with are press trim outwards 
-arrow A-; this causes clip to slide out of mounting point -2- in 
trim -arrow B-. 


— Detach rear lid trim (bottom). 
Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “6.4.2 Exploded view - rear lid trim, Avant”, page 312 


A7T0-11823 


P 


6.7 Removing and installing rear lid trim 
(top) 
Special tools and workshôp'equipment'requi CP" private or commercial p 


AUDI AG. AUL 


t any liab 
UDI AG 


ith respect to the cc 
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+ Removal lever - 80 - 200- 


WO00-11156 


+ Removal tool - T40280- 
T40280 


ight. Copying for private or commercial purposes, in part or in whole, is not wo0-11540 


Removing 
— Remove rear lid trim (bottom) > page 318 . 


— Equipment version with sun blind: Remove retainer for sun 
blind > page 49 . 


— First unclip rear lid trim (top) -1- from rear lid from the side 
using removal lever - 80 - 200- -arrows A-. 


— Then unclip rear lid trim (top) from rear lid using removal lever 
- 80 - 200- -arrows B- and detach. 


f p 
F 5770-11013 
Z 


Installing 
Installation is carried out in the reverse order; note the following: 
— Check that all rubber buffers -1- and clips -2- are fitted in trim. 


Notes for installation: tightening torques, renewing components 
etc. > “6.4.2 Exploded view - rear lid trim, Avant”, page 312 


A70-10225 
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6.8 Removing and installing luggage com- 
partment side trim 


> “6.8.1 Removing and installing luggage compartment side trim 
- Saloon”, page 321 


> “6.8.2 Removing and installing luggage compartment side trim 
- country-specific version”, page 323 


> “6.8.3 Removing and installing luggage compartment side trim 
- hybrid”, page 328 
> “6.8.4 Removing and installing luggage compartment side trim 
- e-tron”, page 327 


=> “6.8.5 Removing and installing luggage compartment side trim 
- Avant”, page 330 


> “6.8.6 Removing and installing luggage compartment back 
panel trim”, page 331 


6.8.1 Removing and installing luggage com- 
partment side trim - Saloon 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


WO0-11156 


+ Removal wedge - 3409- 


WO0-11118 
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+ 


+ Removal tool - T40280- 


Pliers - T40172 A- 
T40172A 


T40280 


W00-11540 


Removing 


Remove side padding > page 552 . 


Equipment version withfixed rear seat backrest: Remove fixed»: n part or in whole, is not 
rear seat backrest => ‘page’ 544". authorised by AUDI AG. AUDI AG does not guaran cept any liability 


6 the correc tness of information in this document. Copyright by AUDI AG 


Remove luggage compartment floor covering > page 333 . 
Remove rear cross panel trim > page 335. 
Remove fastening ring > page 337 . 


Unclip frame for rear lid hinge -1- at rear and inside using re- 
moval wedge - 3409- -arrows-. 


Pull frame out of luggage compartment side trim, release fas- 
tener and disengage frame at rear lid hinge. 


= 
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— Pull off rear lid seal -1- in area of luggage compartment side 
trim. 


— Remove fasteners -arrows A- using pliers - T40172 A- . 


— Lever luggage compartment side trim -2- off body -arrow B- 
using removal lever - 80 - 200- . 


— Disengage luggage compartment side trim at rear lid hinge. 


— Disengage luggage compartment side trim at catch for rear 
seat backrest and detach. z- 


. z. ae es 
Installing — 
Installation is carried out in the reverse order; note the following: — 


— Fold rear lid seal over luggage compartment side trim. 


Notes for installation: tightening torques, renewing components 


etc. 
=> “6.2 Exploded view - luggage compartment side trim”, 
page 299 


6.8.2 Removing and installing luggage com- 
partment side trim - country-specific ver- 
sion 

Special tools and workshop equipment required 

+ Removal lever - 80 - 200- 


WO0-11156 


+ Removal wedge - 3409- 


WO0-11118 
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@ Pliers - T40172 A- 
T40172A 


+ Removal tool - T40280- 
T40280 


W00-11540 


Removing 

— Remove luggage compartment floor covering > page 333 . 
— Remove rear cross panel trim > page 335. 

— Remove fastening ring > page 337 . 


— Unclip frame for rear lid hinge -1- at rear and inside using re- 
moval wedge - 3409- -arrows-. 


— Pull frame out of luggage compartment side trim, release fas- 
tener and disengage frame at rear lid hinge. 


| a7o-11619 


——— 
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— Pull off rear lid seal -1- in area of luggage compartment side 
trim. 


— Remove fasteners -arrows A- using pliers - T40172 A- . 


— Lever luggage compartment side trim -2- off body -arrow B- 
using removal lever - 80 - 200- . 


— Disengage luggage compartment side trim at rear lid hinge. 


— Disengage luggage compartment side trim at catch for rear 
seat backrest and detach. 


Installing 


Insialiationd is: carried: out i inthe: reverse order; note the Sollowing: 
— Fold-reardlid- sealover luggage compartment side trim. / 

Notes for installation: tightening torques, renewing components 
ih “6.2 Exploded view - luggage compartment side trim”, 

page 299 


6.8.3 Removing and installing luggage com- 
partment side trim - hybrid 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


WO0-11156 


+ Removal wedge - 3409- 


wWoO0-11118 
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@ Pliers - T40172 A- 
T40172A 


a 


+ Removal tool - T40280- 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarant ept any liability 
with respect to the correctness of information in this document. Copyr / AUDI AG 


W00-11540 


Removing 
— Remove side padding > page 552 . 


- Equipment version with fixed rear seat backrest: Remove fixed 
rear seat backrest > page 544 . 


— Remove fastening ring > page 337 . 
— Remove luggage compartment floor covering > page 333 . 


A DANGER! 


High voltage! Danger of severe or fatal injuries from electric 


shock. 


@ Note safety precautions when working in the vicinity of 
high-voltage components > page 3. 


— Remove rear cross panel trim > page 335. 


— Unclip frame for rear lid hinge -1- at rear and inside using re- 
moval wedge - 3409- -arrows-. 


— Pull frame out of luggage compartment side trim, release fas- 
tener and disengage frame at rear lid hinge. 


ee] 
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— Remove fasteners -arrows A- using pliers - T40172 A- . 


— Pull off rear lid seal -1- in area of luggage compartment side 
trim. 


— Lever luggage compartment side trim -2- off body -arrow B- 
using removal lever - 80 - 200- . 


— Disengage luggage compartment side trim at rear lid hinge. 


— Disengage luggage compartment side trim at catch for rear 
seat backrest and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 
— Fold rear lid seal over luggage compartment side trim. 


Notes for installation: tightening torques, renewing components 
etc. 

> “6.2.3 Exploded view - luggage compartment side trim, hybrid”, 
page 301 


6.8.4 Removing and installing luggage com- 
partment side trim - e-tron 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


+ Removal wedge - 3409- 


WO0-11156 


wWoO0-11118 
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@ Pliers - T40172 A- 
T40172A 


a 


+ Removal tool - T40280- 


740280 TA 


W00-11540 


Removing 

— Remove side padding > page 552 . 

— Remove fastening ring > page 337 . 

— Remove luggage compartment floor covering > page 333 . 


A DANGER! 


High voltage! Danger of severe or fatal injuries from electric 
shock. 


$ Note safety precautions when working in the vicinity of 
high-voltage components > page 3. 


— Remove rear cross panel trim > page 335. 


— Unclip frame for rear lid hinge -1- at rear and inside using re- 
moval wedge - 3409- -arrows-. 


— Pull frame out of luggage compartment side trim, release fas- 
tener and disengage frame at rear lid hinge. 
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— Remove fasteners -arrows- using pliers - T40172 A- . 


— Turn quick-release fastener -1- anti-clockwise and swivel serv- 
ice cover towards inside. 
— If fitted, unplug electrical connector. 


— Remove service cover -2- upwards from luggage compart- 
ment side trim -arrows-. 


J 
W 


A70-12584 


— Take out filler piece -1-. 


— Move luggage compartment side trim clear in vicinity of rear 
lid seal -1-. 


- Unclip luggage compartment side trim -1- from body 
-arrows A and B-. 


- Disengage luggage compartment side trim at rear lid hinge. 


- Pull luggage compartment ki ‘trim towards rear. out of Back’ es | 


panel trim -arrow C- and d Gh. reepect to the correctness of information in this 
Installing 


Installation is carried out in the reverse order; note the following: 


— Fold rear lid seal over luggage compartment side trim. 


Notes for installation: tightening torques, renewing components 


etc. 
=> “6.2.4 Exploded view - luggage compartment side trim, e-tron”, 
page 302 
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6.8.5 Removing and installing luggage com- 
partment side trim - Avant 


Special tools and workshop equipment required 
@ Removal lever - 80 - 200- 


WO0-11156 


+ Removal tool - T40280- 
740280 


W00-11540 


Removing 

— Remove luggage compartment cover. 

— Remove load guard. 

— Remove side padding > page 552. 

— Remove rear cross panel trim > page 336 . 

— Remove retaining rail > page 340 . 

— Remove backrest remote release mechanism = page 560 . 
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— Remove cover for luggage compartment side trim. 


— Pull off rear lid seal -1- in area of luggage compartment side 
trim. 


— Remove bolt -2-. 
— Remove rubber grommet -3- from bracket for load guard. 


— Lever luggage compartment side trim -5- off body at rear 
-arrows- using removal lever - 80 - 200- . 


— Detach luggage compartment side trim from D-pillar trim and 
C-pillar trim -arrows-. 


— Disengage luggage compartment side trim at catch -4- for rear 
seat backrest and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


=> “6.2.5 Exploded view - luggage compartment side trim, Avant”, 
page 304 


6.8.6 Removing and installing luggage com- 
partment back panel trim 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


Removing 


[a] Note 


For greater clarity, rear seat backrest has been removed in illus- 
tration. 


— Detach retaining clips -arrows- using removal lever - 80 - 200- 
and remove back panel trim -1-. 


: = 
Apa A7o-11664 |) 


WO0-11156 


A70-10922 
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Country-specific version/equipment version: 
— Remove multi-contour seats > page 548 . 
— Remove rear shelf > page 293 . 

— Remove bolts -2-. 


— Swivel cover -1- downwards -arrow-, disengage from hooks 
and detach. 


Protected by copyright. Copying for private or commercial purposes, in part or in whold § 
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Country-specific version (continued): 
— Remove luggage compartment side trim panels > page 321 . 


— Detach retaining clips -arrows- using removal lever - 80 - 200- 
and remove back panel trim -1-. 


Installing 
Installation is carried out in the reverse order; note the following: 


a Note 


Renew any damaged retaining clips. 


Notes for installation: tightening torques, renewing components 
etc. 
=> “6.2 Exploded view - luggage compartment side trim” 


page 299 
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6.9 Removing and installing luggage com- 
partment floor 


> “6.9.1 Removing and installing luggage compartment floor - all 
vehicles except hybrid/e-tron”, page 333 


> “6.9.2 Removing and installing luggage compartment floor - 
hybrid”, page 333 


> “6.9.3 Removing and installing luggage compartment floor - e- 
tron”, page 334 


6.9.1 Removing and installing luggage com- 
partment floor - all vehicles except hy- 
brid/e-tron 

Removing 

Saloon: 


— Disengage luggage compartment floor covering -1- at front 
-arrows- and detach. 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
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vant: 


— Lift luggage compartment floor covering by its grip. 


— Pull luggage compartment floor covering -2- towards rear off 
mountings -1- on luggage compartment floor lining and take 
out. 


Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
=> “6.3 Exploded view - luggage compartment floor”, page 305 


6.9.2 Removing and installing luggage com- 
partment floor - hybrid 


A DANGER! 


High voltage! Danger of severe or fatal injuries from electric 
shock. 


$ Note safety precautions when working in the vicinity of 
high-voltage components > page 3 . 
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Removing 
— Remove fastening rings -1 and 3- > page 337 . 
— Remove luggage compartment floor covering -2-. P 


T 


— 
ti] 


Removing cover for drive battery 

- Remove fastening rings -2 and 3- > page 337 . 
— Remove bolts -1, 4-. 

— Unclip cover (front) for drive battery. 


— Pull cover for drive battery towards rear -arrows- and take it 
out. 


Removing trim cover (front) 

— Fold down rear seat backrest. 

- Unclip cover (front) -1- for drive battery -arrows- and detach. 
Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etc. sa 
> “6.3.2 Exploded view - luggage compartment floor P hybrid’, copyright. C4 
e 307 permitted unless authoris 


page sU/ with respect to the con 


6.9.3 Removing and installing luggage com- 
partment floor - e-tron 


Removing 


A DANGER! 


sh cde voltage! Danger of severe or fatal injuries from electric 
shock. 


@ Note safety precautions when working in the vicinity of 
high-voltage components > page 3. 
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— Disengage and remove luggage compartment floor (rear) -1-. 
— Remove fastening rings -arrows- > page 337 . 

— Take out luggage compartment floor (front) -2-. 

Installing 


Install in reverse sequence. 


Notes for installation: tightening torques, renewing components 


C. 
> “6.2.4 Exploded view - luggage compartment side trim, e-tron”, 
page 302 


6.10 Removing and installing lock carrier trim 


> “6.10.1 Removing and installing lock carrier trim - Saloon”, page 
335 


z102 Removing and installing lock carrier trim - Avant”, page 


6.10.1 Removing and installing lock carrier trim 
- Saloon 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


WO0-11156 


+ Removal tool - T40280- 
740280 


W00-11540 
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Removing 


— A6 hybrid/e-tron: Remove luggage compartment floor cover- 
ing > page 333. 


- Fold luggage compartment floor covering forwards. 


— Equipment version with tool kit/breakdown set: Remove tool 
kit/breakdown set. 


— Pull off rear lid seal -2- in area of rear cross panel trim. 


— Working vertically upwards, unclip rear cross panel trim -4- 
-arrows- using removal lever - 80 - 200- and detach. 


(i Note 


Considerable force is required to unclip the trim from the rear 
cross panel. 
Installing 


Installation is carried out in the reverse order; note the following: 


* Lugs must engage in pins -1- and -3-. 


* Rear cross panel trim -2- must engage in luggage compart- 
ment side trim -1-. 


— Fold rear lid seal over rear cross panel trim. 


Notes for installation: tightening torques, renewing components 


etc. 
> “6.5.1 Exploded view - lock carrier trim, Saloon”, page 314 


6.10.2 | Removing and installing lock carrier trim 
- Avant 


Special tools and workshop equipment required 
@ Removal lever - 80 - 200- 
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+ Removal tool - T40280- 
740280 


W00-11540 


Removing 


— Take hold of grip to lift luggage compartment floor covering 
and fold it towards front. 


— Remove insert/cover for spare wheel well. 
— Remove bolts -1- and -4-. 
— Pull off rear lid seal -2- in area of rear cross panel trim. 


— Working vertically upwards, unclip rear cross panel trim -3- 
-arrows- using removal lever - 80 - 200- . 


Installing j 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “6.5.2 Exploded view - lock carrier trim, Avant”, page 315 


6.11 Removing and installing bracket for 
warning triangle 
Removing 


— Press release mechanism and remove warning triangle from 
bracket. 


— Release retaining tabs -arrows- with a screwdriver and detach 
bracket -1- for warning triangle. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “6.4.1 Exploded view - rear lid trim, Saloon”, page 311 


6.12 rns Removing and installing fastening ring: - 


of gnt by AUL 


Removing” “ spect to the 
— Fold fastening ring -1- upwards. 
— Unscrew bolts -arrows- and detach mounting for fastening ring 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 

=> “6.2 Exploded view - luggage compartment side trim”, 

page 299 
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6.13 Removing and installing retainer for lug- 
gage compartment floor covering 


Removing 


A DANGER! 


High voltage! Danger of severe or fatal injuries from electric 
shock. 


@ Note safety precautions when working in the vicinity of 
high-voltage components > page 3. 


— Remove luggage compartment floor covering > page 333 . 
Retainer (rear): 
— Remove bolts -1-. 


- Disengage and detach bracket -2-. 


A70-11848 
4 


Retainer (front): 

- Remove cover for drive:battery =» pag EBBA [or private or ommercial purpose f 
- Remove bolts -1-. "with respect to the correctness of information in this document 
— Disengage bracket -2- for cover for drive battery and detach. 
Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. é 


=> “6.3.2 Exploded view - luggage compartment floor, hybrid”, i) a is SS Serre 


page 307 — 
6.14 Removing and installing frame for load- 


ing aid 
Special tools and workshop equipment required 
@ Removal wedge - 3409- 


WO0-11118 
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Removing 
— Remove luggage compartment side trim panels > page 321 . 


— Unclip mounting frame for loading aid -1- at front using re- 
moval wedge - 3409- -arrows- and remove. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


> “6.3.1 Exploded view - luggage compartment floor, Saloon”, 
page 305 


6.15 Removing and installing bag hook 
Removing 

— Unscrew bolts -arrows- and detach retaining hook -1-. 
Installing 


Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
=> “6.3.1 Exploded view - luggage compartment floor, Saloon”, 
page 305 


A70-12518 


6.16 Removing and installing grip for luggage 
compartment floor (rear) 


Special tools and workshop equipment required 


+ Removal leve 

Protected by cop t 

permitted 
with respect 


80-200 


Removing 
— Remove luggage compartment floor covering > page 333 . 


— Release retaining frame -1- on underside of luggage compart- 
ment floor. 


— To do so, apply removal lever - 80 - 200- -arrow A- and release 
retaining frame -arrow B-. 


— Disengage retaining frame and detach grip -2- for luggage 
compartment floor. 


2 ES 
A70-12011 
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Installing 
Installation is carried out in the reverse order; note the following: 


— Insert retaining frame -arrow- into opening in luggage com- 
partment floor from underneath and hold it in position. 


Protected by copyright. Copying for private or commercial purposes, in part {i 
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with respect to the correctness of information in this document. Copyright & 


— Slide grip for luggage compartment floor into retaining frame 
piita rear of vehicle -arrow 1- and engage downwards 
-arrow 2-. 


Notes for installation: tightening torques, renewing components 


etc. 
> “6.3 Exploded view - luggage compartment floor”, page 305 


6.17 Removing and installing retaining rail 
Removing 

— Fold down rear seat backrest. 

— Remove bolts -1- and -3-. 


— Slide retaining rail -2- forwards slightly -arrow-, disengage it 
from luggage compartment floor lining -4- and remove. 


Removing bracket (rear) 
— Remove bolts -1-. 


— Pull retainer -2- out from underneath luggage compartment 
side trim and detach. 


ATO-11818 


340 Rep. gr.70 - Trim, insulation 


Audi A6 2011 > , Audi A6 China 2012 > | 
General body repairs, interior - Edition 10.2016 Auer 


Removing bracket (front) 

— Remove luggage compartment side trim > page 330 . 

— Unscrew bolts -2- and detach retainer -1-. 

Installing 

Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
> “6.3.3 Exploded view - luggage compartment floor, Avant”, 


page 309 rere] 


6.18 Removing and installing lining for spare 
wheel well 


> “6.18.1 Removing and installing lining for spare wheel well - 
Saloon”, page 341 


> “6.18.2 Removing and installing lining for spare wheel well - 
Avant”, page 342 


6.18.1 Removing and installing lining for spare 
wheel well - Saloon 

Removing 

— Remove rear cross panel trim > page 335. 

— Equipment version with spare wheel: Take out spare wheel. 

— Take out mounting for tool kit. 


— Equipment version with jack: Take out jack and remove 
mounting -2- for jack; to do so, unscrew nuts -1- and -3-. 


- = version with breakdown set: Remove breakdown 
set. 


— Pull out lining -1- for spare wheel well sideways from under- 
neath luggage compartment side trim panels -2- and -3- 
-arrows- and lift off. 


[a] Note 


/f the lining cannot be pulled out, loosen the bolts for the rear 
fastening rings = page 337. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etc. 
> “6.3.1 Exploded view - luggage compartment floor, Saloon” 


page 305 
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6.18.2 | Removing and installing lining for spare 
wheel well - Avant 

Removing 

— Remove luggage compartment floor covering > page 333 . 

— Remove insert/cover for spare wheel well. 

— Remove retaining rails > page 340 . 

— Remove rear cross panel trim > page 336 . 

— Remove luggage compartment side trim panels > page 330 . 


- Take out luggage compartment floor lining -1- towards rear 
through rear lid opening. 


Installing 
Installation is carried out in the reverse order; note the following: 


Droge for installation: tightening torques, renewing components 
etc. 


> “6.3.3 Exploded view - luggage compartment floor, Avant”, 
page 309 


6.19 Removing and installing tail light cover = — 


Removing per 10 


— Unclip tail light cover -1- from rear lid trim (bottom) -2- in di- , 
rection of -arrow- and detach. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “6.4.2 Exploded view - rear lid trim, Avant”, page 312 


6.20 Removing and installing trim for rear lid 
lock 

Removing 

- Remove rear lid trim (bottom) > page 318. 


- Using a screwdriver, release retaining tabs -arrows A- and de- 
tach trim -1- from rear lid lock -arrow B-. 


Installing 
Install in reverse sequence. 


Notes for installation: tightening torques, renewing components 
etc. > “6.4.2 Exploded view - rear lid trim, Avant”, page 312 


A70-11048 
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7 Roof trim panels 


> “7.1 Overview of fitting locations - roof trim”, page 343 

> “7.2 Exploded view - roof end trim”, page 345 

> “7.3 Exploded view - moulded headliner”, page 346 

> “7.4 Removing and installing roof end trim”, page 348 

> “7.5 Removing and installing moulded headliner”, page 350 
> “7.6 Attaching roof reinforcement to body”, page 355 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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> “7.1.1 Overview of fitting locations - roof trim, Saloon”, 
page 343 


> “7.1.2 Overview of fitting locations - roof trim, Avant”, 
page 344 


7.1.1 Overview of fitting locations - roof trim, Saloon 


1 - Moulded headliner 


For equipment versions: 
@ Without sliding sunroof 


@ With sliding sunroof/panor- 
amic sunroof 


Q Exploded view 
> page 346 


Caution 


Me moulded headliner is 
kinked very easily. 


Hiinked moulded headlin- 
ers must be renewed. 


2 - Grab handle 
QO Removing and installing 
=> page 49 


3 - Interior light/reading light 
(front) 


QO) Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Removing and installing 
interior light/reading 
light (front) 
4 - Sun visor 
QO Exploded view 
=> page 38 
5 - Roof reinforcement (rear) 
Q) For equipment version 


without sliding sunroof [a70-11416 | 
Q Attaching > page 355 


6 - Roof reinforcement (front) 
Q For equipment version without sliding sunroof 
QO Attaching > page 355 
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7 - Roof reinforcement 
Q For equipment version with sliding sunroof 
Q Attaching > page 355 


7.1.2 Overview of fitting locations - roof trim, Avant 


1 - Retainer 
Q For load guard 
Q Exploded view 
> page 36 
2 - Grab handle 
Q Removing and installing 
=> page 49 
3 - Interior light/reading light 
(front) 
ü Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Removing and installing 
interior light/reading 
light (front) 
4 - Sun visor 
Q Exploded view 
> page 38 
5 - Roof reinforcement 


Q) For equipment version 
without sliding sunroof 


Q Attaching > page 357 
6 - Moulded headliner 


Equipment versions: 
+ Without sliding sunroof 


+ With sliding sunroof 


Q Exploded view 
> page 348 


Caution 
Me moulded headliner is 


kinked very easily. 


Hinked moulded headlin- 
ers must be renewed. 


7 - Roof end trim 
QO) Exploded view > page 345 
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7.2 Exploded view - roof end trim 


1 - Clip 
n 2x 
Q Insert in trim 


QO Remove any clips left in 
body mounting points 
using removal tool - 
T40280- and insert in 
trim for installation 


Q Renew clips if damaged 
or deformed 
2 - Roof end trim 
Q Removing and installing 
> page 348 


Q Push on until it engages 
audibly 


Q Fold over lip of rear lid 
seal 
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7.3 Exploded view - moulded headliner 

> "7.3M loded view - moulded headliner, Saloon” 

page 346 

— at loded view - moulded headliner, Avant”, page 348 

7.3.1 Exploded view - moulded headliner, Saloon 


1 - Grab handle 
Q 4x 
te ye ronying for pivate dricommercial purposes, in part or in whole, is not 
A Remo | and installing .. DI AG does not guarantee or accept any liability 
wi 


correctness of informatipn in this document. Copyright by AUDI AG 


QO Press on expanding 
caps until they engage 
completely 


2 - Moulded headliner 


For equipment versions: 
+ Without sliding sunroof 


@ With sliding sunroof 


Q dhit] and installing 
> page 350 


Caution 
Me moulded headliner is 


kinked very easily. 


#inked moulded headlin- 
ers must be renewed. 


3 - Trim frame 
Q) For equipment version 
with sliding sunroof only 
4 - Roof reinforcement (front) 


Q For equipment version 
without sliding sunroof 


Q Attaching to body 
=> page 355 
5 - Roof reinforcement (rear) 


Q For equipment version 
without sliding sunroof 


ū Attaching to body 
> page 355 
6 - Roof reinforcement (rear) 
Q For equipment version with sliding sunroof 
Q Attaching to body > page 356 
7 - Centring mechanism 
8 - Clip 
Q 4x 


Q Insert in moulded headliner 
Q Remove any clips left in body mounting points using -T40280- and insert in moulded headliner for in- 
Q 


stallation 
Renew clips if damaged or deformed 


346 Rep. gr.70 - Trim, insulation 


Audi A6 2011 > , Audi A6 China 2012 > GED 


General body repairs, interior - Edition 10.2016 Auer 


9 - Clip 

For equipment version with sliding sunroof 

15x 

Insert in moulded headliner 

Remove any clips left in body mounting points and insert in moulded headliner for installation 


Renew clips if damaged or deformed 


Ooooo 


Moulded headliner with panoramic sunroof 


1 - Grab handle 
QO 4x 


Q Dacstd onio installing 
> page 4 
QO Press on expanding 
caps until they engage 
completely 
2 - Moulded headliner 


ü Removing and installing 
> page 350 


Caution 
Me moulded headliner is 


kinked very easily. 


inked moulded headlin- 
ers must be renewed. 


3 - Trim frame 
4 - Centring mechanism 
rotected by copyright. Copying for privage or commercia 
5 - Clipe jr 5S authorised by AUDI A! AUD > doe 
O 4yith respect to the correctness f ir 1 th 


Q Insert in moulded head- 
liner 


QO Remove any clips left in 
body mounting points 
using -T40280- and in- 
sert in moulded headlin- 
er for installation 


Q Renew clips if damaged 


or deformed 
6 - Clip 
Q 21x 


Q Insert in moulded headliner 
Q Remove any clips left in body mounting points and insert in moulded headliner for installation 
Q 


Renew clips if damaged or deformed 
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7.3.2 Exploded view - moulded headliner, Avant 


1 - Moulded headliner 


Equipment versions: 
+ Without sliding sunroof 


@ With sliding sunroof 


Q apak and installing 
> page 352 


Caution 
Me moulded headliner is 


kinked very easily. 


#inked moulded headlin- 
ers must be renewed. 


2 - Trim frame 
Q Only on equipment ver- 
sion with sliding sunroof 
Q Mark faces rear of vehi- 
cle 
Q Push on until it engages 
audibly 
3 - Roof reinforcement 


Q Only on equipment ver- 
sion without sliding sun- 
roof 

Q Attaching to body 
=> page 357 


4 - Centring clip 


Q Push on until it engages 
audibly 


5 - Clip 
[470-10974 ] 
Q For equipment version 
with sliding sunroof 


Q 21x 

Q Insert in moulded headliner 

QO Remove any clips left in trim frame using removal tool - T40280- and insert in moulded headliner for 
installation- 

Q.,.Renew.clips.if damaged-or deformed: nonnes o scena 


with respect to the correctness of information in this document. Copyright by AUDI AG 


7.4 Removing and installing roof end trim 


Special tools and workshop equipment required 
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+ Removal lever - 80 - 200- 


WO0-11156 


+ Removal tool - T40280- 
740280 


W00-11540 


Removing 


— Working towards rear, carefully unclip roof end trim -1- in cen- 
tre from roof frame -arrow- using removal lever - 80 - 200- . 


Installing 
Installation is carried out in the reverse order; note the following: 


— Apply roof end trim -1- so that retaining clip makes contact with 
D-pillar trim. 


— First apply roof end trim to centring pin on body cut-out and 
then press on clips until they engage audibly. 


A70-11015 
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7.5 Removing and installing moulded head- 
liner 

> “7.5.1 Removing and installing moulded headliner - Saloon”, 

page 350 

> “7.5.2 Removing and installing moulded headliner - Avant”, 

page 352 

7.5.1 Removing and installing moulded head- 
liner - Saloon 


Special tools and workshop equipment required 
@ Removal lever - 80 - 200- 


WO0-11156 


+ Removal wedge - T40233- 
T40233 


+ Removal tool - T40280- 
740280 


W00-11540 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 
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— Tilt front seat backrests to a 45° angle. 

— Remove A-pillar trim panels (top) > page 279 . 
— Remove B-pillar trim panels (top) > page 282 . 
— Remove D-pillar trim panels > page 288 . 

— Remove sun visors > page 44. 

— Remove centre bracket for sun visor > page 44 . 


— Remove interior light/reading light (front) > Electrical system; 
Rep. gr. 96 ; Controls; Removing and installing interior light/ 
reading light (front) . 


— Remove vanity mirror light > Electrical system; Rep. gr. 96; 
Lights; Removing and installing illuminated vanity mirror - 
W20- / -W14- 


— Remove windscreen > General body repairs, exterior; Rep. 
gr. 64 ; Windscreen; Removing and installing windscreen . 


— Remove grab handles > page 49. 
Equipment version with sliding sunroof or panoramic sunroof: 
— Fully open sunroof -1-. 


— Open sun blind -2- approx. 2/3. 


— Clean removal wedge - T40233- to avoid soiling moulded 
headliner. 


— Insert removal wedge - T40233- between trim frame -2- for 
sunroof opening and moulded headliner. 


— Release trim frame from retainers -1- one after the other using 
removal wedge - T40233- as shown -arrows-. 


T40233 
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Continued for all vehicles: 


A Caution 


@ The moulded headliner is kinked very easily. 


@ Kinked moulded headliners must be renewed. 


— Carefully lift moulded headliner over C-pillar trim panels. 


— Unclip moulded headliner -1- (rear) from body using removal 
lever - 80 - 200- -arrows-. 


— Unclip moulded headliner (rear) at centring pin from body; to 
do so, release retaining tabs with a screwdriver. 


B Note 


A second mechanic is required to unfasten the last connections 
and take out the moulded headliner. 

— Take moulded headliner out through windscreen opening. 
Installing 


— Align moulded headliner centrally and press centring pin at 
rear of moulded headliner into mounting point in body until it 
engages audibly. 


— Install centre bracket for sun visor > page 44. 
— Carefully lift moulded headliner over C-pillar trim panels. 


— Press clips at rear of moulded headliner into mounting points 
in body until they engage audibly. 


Perform remaining installation POBA in reverse SRNY ob" 
serve the following: , right by A 


AN WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


Notes for installation: tightening torques, renewing components 


> 7.3.1 Exploded view - moulded headliner, Saloon”, page 346 


7.5.2 Removing and installing moulded head- 
liner - Avant 


Special tools and workshop equipment required 
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@ Removal wedge - T40233- 
T40233 


+ Removal tool - T40280- 
740280 


W00-11540 


Removing 


AN WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


— Fold down backrests (rear). 
— Remove head restraints (front) > page 455 . 


- Move front seats as far forwards and down as possible and tilt 
backrests as far back as possible. 


— Remove A-pillar trim panels (top) > page 279 . 
— Remove B-pillar trim panels (top) > page 282 . 
-— Remove C-pillar trim panels > page 287 . 

— Remove roof end trim > page 348 . 

- Remove D-pillar trim panels > page 290. 


-— Remove interior light/reading light (front) > Electrical system; 
Rep. gr. 96 ; Controls; Removing and installing interior light/ 
reading light (front) . 


— Remove grab handles > page 49. 

— Remove covers from retainers for load guard > page 42. 
— Remove sun visors > page 44. 

— Remove centre bracket for sun visor > page 44 . 
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Equipment version with sliding sunroof: 
— Fully open sunroof -1-. 


— Open sun blind -2- approx. 2/3. 
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— Clean removal wedge - T40233- to avoid soiling moulded 
headliner. 


— Insert removal wedge - T40233- between trim frame -2- for 
sunroof opening and moulded headliner. 


— Release trim frame from retainers -1- one after the other using 
removal wedge - T40233- as shown -arrows-. 


` 740233 


Continued for all vehicles: 


A Caution 


@ The moulded headliner is kinked very easily. 
$ Kinked moulded headliners must be renewed. 


(à) Note 


A second mechanic is required to unfasten the last connections 
and take out the moulded headliner. 


— Release retaining tabs at centring clip using a small screw- 
driver -arrows-. 
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— Lower moulded headliner at left side of vehicle -arrow 1-. 


— Carefully pull moulded headliner out through rear lid opening 
-arrow 2-. 


Installing 


— Align moulded headliner centrally and press centring clip at 
rear of moulded headliner into mounting point in body until it 
engages audibly. 


— Install centre bracket for sun visor > page 44 . 


— Before attaching moulded headliner, centre moulded headlin- 
er and press it on until clips engage audibly in trim frame for 
sunroof opening. 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etc. 
> “7.3.2 Exploded view - moulded headliner, Avant”, page 348 


7.6 Attaching roof reinforcement to body 


> “7.6.1 Attaching roof reinforcement to body - Saloon without 
sliding sunroof’, page 355 


> “7.6.2 Attaching roof reinforcement to body - Saloon with slidin 
sunroof’, page 386 


> “7.6.3 Attaching roof reinforcement to body - Avant without slid- 
ing sunroof’, page 357 


7.6.1 Attaching roof reinforcement to body - 
Saloon without sliding sunroof 


Special tools and workshop equipment required 


@ Assembly adhesive > Electronic parts catalogue 
Procedure 


— Detach moulded headliner and lay it down on seats (do not 
remove windscreen) > page 350 . 


A Caution 


@ The moulded headliner must be removed and set down 
on the seats for the following work steps. Proceed very 


carefully when doing so as the moulded headliner is 
kinked very easily. 


@ Kinked moulded headliners must be renewed. 


— Apply adhesive beads -arrows- to roof reinforcement sections 
-1- and -2-, as shown. 


* Thickness of adhesive beads: approx. 8 mm 


* Apply adhesive beads according to markings on roof rein- 
forcement. 


—x 


A70-10119 


A70-11372 
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— Position roof reinforcement sections -1- and -2- on roof cen- 
trally between outer edges and at distance -a- from cross strut 
-3-. 


* Dimension -a- = 15 mm 
— Press roof reinforcement onto surface of roof. 
— Wipe off any surplus adhesive. 


Perform remaining installation steps in reverse order of removal; 
observe the following: 


Notes for installation: tightening torques, renewing components 


etc. 
> “7.3.1 Exploded view - moulded headliner, Saloon”, page 346 


7.6.2 Attaching roof reinforcement to DODY: rivais or commercial purposes 
Saloon with sliding SURTOOF) aA ea o Suaran 

Special tools and workshop equipment required 

@ Assembly adhesive > Electronic parts catalogue 

Procedure 


— Detach moulded headliner and lay it down on seats (do not 
remove windscreen) > page 350 . 


A Caution 


@ The moulded headliner must be removed and set down 
on the seats for the following work steps. Proceed very 


carefully when doing so as the moulded headliner is 
kinked very easily. 


$ Kinked moulded headliners must be renewed. 


— Apply adhesive beads -arrow- to roof reinforcement according 
to markings, as shown in illustration. 


* Thickness of adhesive beads: approx. 8 mm 


* Apply adhesive beads according to markings on roof rein- 
forcement. 


A70-11589 


- Position roof reinforcement -1- on roof centrally between outer 
edges and at distance -a- from cross strut. 


* Dimension -a- = 33 mm 
— Press roof reinforcement onto surface of roof. 
— Wipe off any surplus adhesive. 


Perform remaining installation steps in reverse order of removal; 
observe the following: 


Notes for installation: tightening torques, renewing components 
etc. 


=> “7.3.1 Exploded view - moulded headliner, Saloon”, page 346 
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7.6.3 Attaching roof reinforcement to body - 
Avant without sliding sunroof 

Special tools and workshop equipment required 

@ Assembly adhesive > Electronic parts catalogue 

Procedure 

— Remove moulded headliner > page 350 . 


— Apply adhesive beads -arrows- to roof reinforcement sections, 
as shown in illustration. 


Thickness of adhesive beads: approx. 8 mm 


* Apply adhesive beads according to markings on roof rein- 
forcements. 


= 


- Roof reinforcement (front) 


N 


- Roof reinforcement (centre) 
3- Roof reinforcement (rear) 


Position roof reinforcement sections -2- and -3- on roof cen- 
trally between outer edges and at distance -a- and -b- from 
cross strut -4-. 


Position roof reinforcement -1- on roof centrally between outer 
edges and at distance -c- from roof reinforcement (centre). 


* Dimension -a- = 15mm 


Dimension -b- = 20 mm 


Dimension -c- = 10 mm 


vith respect to 


— Press roof reinforcement onto surface of roof. 


the correctness 


— Wipe off any surplus adhesive. 


[a] Note 


On vehicles with an additional roof cross strut (same height as B- á “ke “eee 


pillar), roof reinforcement sections -1- and -2- must be adapted non] 
accordingly. 


The remaining installation steps are carried out in the reverse se- 
quence. 


— Install moulded headliner > page 352 . 


Notes for installation: tightening torques, renewing components 
etc. 


> “7.3.1 Exploded view - moulded headliner, Saloon”, page 346 
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72-— Seat frames 


1 Overview - seat versions 


> “1.1 Overview of fitting locations - seat versions”, page 358 


> “1.2 Attaching front seat to seat repair stand”, page 360 


1.1 Overview of fitting locations - seat versions 


(i Note 


The illustration shows the seats in a saloon with folding rear seat backrests. 


1 - Front passenger seat 


Standard seat/sports seat/su- 
per sports seat (with manual or 
electric adjustment) 
Equipment versions: 

@ Seat/backrest heating 


Lumbar support 

Storage compartment 
Footwell light 

Child seat anchor 

Rear Seat Entertainment 


“fet © o o 


Seat rake adjustment for 

sports seat only 

+ Seat depth adjustment for, 

sports, seat. and, SUPEF ess oF ini 
sports seat only 

@ Memory function 


Seat ventilation 
QO Exploded view 

=> page 369 

Multi-contour seat 


Equipment versions: 
@ Seat/backrest heating 


+ Seat ventilation 
@ Footwell light 
@ Child seat anchor 
+ Rear Seat Entertainment 
QO Exploded view 


> page 363 
2 - Side airbag (front) 
Q With side airbag igniter on front passenger side - N200- 
QO Exploded view > page 152 
3 - Side airbag (rear) 
Q With rear side airbag igniter on front passenger side - N202- 
QO Exploded view > page 154 
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4 - Rear seat backrest 


2/3 section of split rear seat backrest (folding, right-side) 
Equipment versions: 
¢ Backrest heating 


@ Load-through hatch 
+è 2/3-seat rear seat backrest 
QO Exploded view > page 515 


Fixed rear seat backrest 
Equipment versions: 
@ Backrest heating 


QO Exploded view > page 516 
Multi-contour;seat.. equipment; version 
Q Exploded, view.= page 521 
5 - Centre armrest (rear) 


Equipment versions: 
+ With flap for load-through hatch 


+ With storage compartment 
Q Exploded view > page 522 


6 - Rear seat backrest 


1/3 section of split rear seat backrest (folding, left-side) 
Equipment version: 
@ Backrest heating 


QO Exploded view > page 515 


Fixed rear seat backrest 
Equipment version: 
@ Backrest heating 


QO Exploded view > page 515 
Multi-contour seat - equipment version 
QO) Exploded view > page 521 
7 - Side airbag (rear) 
QO With rear side airbag igniter on driver side - N201- 
Q Exploded view > page 154 


8 - Rear seat bench 


Equipment versions: 
+è Seat heating 


@ 2/3-seat rear seat bench (with/without storage compartment) 
Q Exploded view > page 504 


Multi-contour seat - equipment version 
QO Exploded view > page 504 


9 - Side airbag (front) 
QO With side airbag igniter on driver side - N199- 
QO Exploded view > page 152 


10 - Driver seat 


Standard seat/sports seat/super sports seat (with manual or electric adjustment) 
Equipment versions: 
+ Seat/backrest heating 


@ Lumbar support 
@ Storage compartment 
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Footwell light 

Rear Seat Entertainment 

Seat rake adjustment for sports seat only 

Seat depth adjustment for sports seat and super sports seat only 


Memory function 


© ©% A o è o 


Seat ventilation 
Q Exploded view > page 369 


Multi-contour seat 
Equipment versions: 
@ Seat/backrest heating 


+ Seat ventilation 
@ Footwell light 


@ Rear Seat Entertainment 
QO Exploded view > page 363 


1.2 Attaching front seat to seat repair stand 


Special tools and workshop equipment required 
@ Engine and gearbox support - VAS 6095- 


VAS 6095 


W00-11310 


@ Seat repair stand - VAS 6136- 
VAS 6136" 


W00-11537 


Attaching front seat to seat repair stand - VAS 6136- 
* Front seat removed from vehicle 


— Attach seat repair stand - VAS 6136- to engine and gearbox 
support - VAS 6095- . 


- Attach front seat to seat repair stand - VAS 6136- . 
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2 Front seats 


=> “2.1 Overview of fitting locations - electrical and electronic com- 
ponents”, page 361 


=> “2.2 Exploded view - front seat”, page 369 

> “2.3 Exploded view - front seat backrest”, page 377 
=> “2.4 Exploded view - head restraint”, page 386 

> “2.5 Exploded view - seat pan”, page 389 

> “2.6 Removing and installing front seat”, page 415 


> “2.7 Connecting and disconnecting airbag adapter”, 
page 423 


=> “2.8 Removing and installing seat height adjuster”, page 426 


> “2.9 Removing and installing seat height adjustment unit”, page 
427 


> “2.10 Removing and installing seat rake adjustment unit”, page 
432 


=> “2.11 Removing and installing backrest adjustment unit”, page 
436 


> “2.12 Removing and installing front seat backrest’, page 440 
> “2.13 Removing and installing head restraint”, page 455 


> “2.14 Removing and installing head restraint guide”, 
page 456 


> “2.15 Dismantling and assembling seat. pan” .page. 458 


> “2.16 Removing and installing lumbar support adjustment 
switch E176 / E177 ”, page 502 


> “2.17 Removing and installing lumbar support adjustment motor 
V125 / V126 / V129 / V130 ”, page 502 


2.1 Overview of fitting locations - electrical 
and electronic components 


> “2.1.1 Overview of fitting locations - electrical and electronic 
components, standard seat/sports seat/super sports seat”, 
page 361 


> “2.1.2 Overview of fitting locations - electrical and electronic 
components, multi-contour seat”, page 363 


= “2.1.3 Overview of fitting locations - electrical and electronic 
components, seat ventilation fans”, page 368 


2.1.1 Overview of fitting locations - electrical and electronic components, stand- 
ard seat/sports seat/super sports seat 


2. Front seats 361 


CORD Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


1 - Driver seat rake adjustment 
motor - V243- 

Q Passenger side: front 
passenger seat rake ad- 
justment motor - V244- 

OQ Depending on equip- 
ment version 

QO Exploded view 
=> page 398 

2 - Seat and steering column 


adjustment control unit with 
memory function - J136- 


QO Passenger side: front 
passenger seat adjust- 
ment with memory con- 
trol unit - J521- 

Q Exploded view 
=> page 409 

Control unit for front left seat 
ventilation - J800- 


ū Passenger side: control 
unit for front right seat 
ventilation - J799- 

Q Exploded view 
=> page 409 

Seat occupied recognition 
control unit - J706- - country- 
specific version 

Q) Exploded view 
=> page 197 


3 - Driver side seat position 
sensor - G553- 


QO Passenger side: front A72-11444 


passenger side seat po- 
sition sensor - G554- 


Q Exploded view. =.page.189., co : jer 
4 - Driver seat ongitasuna aeree bi Aypi ery 

Q Passenger side: front passenger seat longitudinal adjustment motor - V31- 

Q Depending on equipment version 


QO Integrated into lower seat pan frame; if defective, renew lower seat pan frame > page 478 


5 - Heated seat cushion for driver seat - Z6- / heated backrest for driver seat - Z7- 


QO) Passenger side: heated seat cushion for front passenger seat - Z8- / heated backrest for front passenger 
seat - Z9- 


Q Depending on equipment version 
OQ Removing and installing heating element > page 683 
6 - Driver side belt switch - E24- 
QO Passenger side: front passenger side belt switch - E25- 
QO Removing and installing > page 119 
7 - Driver seat backrest adjustment motor - V45- 
Q Passenger side: front passenger seat backrest adjustment motor - V46- 
QO Depending on equipment version 
QO Exploded view > page 383 
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8 - Lumbar support 


Q 


Q 


Q 


Driver side: with driver seat lumbar support longitudinal adjustment motor - V125- / driver seat lumbar 
support height adjustment motor - V129- 


Passenger side: with front passenger seat lumbar support longitudinal adjustment motor - V126- / front 
passenger seat lumbar support height adjustment motor - V130- 


Exploded view > page 382 


9 - Side airbag (front) 


Q 
Q 


Driver side: with side airbag igniter on driver side - N199- 
Passenger side: with side airbag igniter on front passenger side - N200- 


A WARNING 


Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


Q 


Exploded view > page 152 


10 - Seat occupied sensor (front passenger side) - G128- 


Oooo 


Country-specific version: pressure sensor for seat occupied recognition - G452- 
Equipment version (passenger side only) 
Removing and installing > page 193 


Removing and installing - country-specific version with seat occupied recognition system controlling de- 
activation of front passenger airbag > page 200 


11 - Rear left footwell light - W45- 


Q 


Right side: rear right footwell light - W46- 


Q Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing rear footwell 


light -W45- / -W46- 


12 - Driver seat adjustment operating unit - E470- 
Q Passenger side: front passenger seat adjustment operating unit - E471- 
Q Depending on equipment version 
Q Exploded view > page 405 

13 - Driver seat lumbar support adjustment switch - E176- 
QO Passenger side: front passenger seat lumbar support adjustment switch - E177- 
QO Exploded view > page 405 

14 - Driver seat height adjustment motor - V245- 
QO Passenger side: front passenger seat height adjustment motor - V246- 
QO) Depending on equipment version 
QO) Exploded view > page 396 


2.1.2 Overview of fitting locations - electrical 


and electronic components, multi-con- 
tour seat 


Multi-contour seat up to 08.2012 > page 363 
Multi-contour seat from 09.2012 onwards > page 366 


Multi-contour seat up to 08.2012 
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1 - Driver seat rake adjustment 
motor - V243- 


Q Passenger side: front 
passenger seat rake ad- 
justment motor - V244- 


QO Exploded view 
=> page 398 


2 - Compressor for multi-con- 
tour driver seat - V439- 


Q Passenger side: com- 
pressor for multi-con- 
tour front passenger 
seat - V440- 


QO Exploded view 
> page 583 


3 - Seat and steering column 
adjustment control unit with 
memory function - J136- 


QO Equipment version with 
seat ventilation: front left 
seat ventilation and seat 
heating integrated 


QO Passenger side: front 
passenger seat adjust- 
ment with memory con- 
trol unit - J521- 


Q Equipment version with 
seat ventilation: front 
right seat ventilation and 
seat heating integrated 


Q Exploded view 
=> page 410 


4 - Driver side seat position 
sensor - G553- 


QO Passenger side: front 
passenger side seat po- 


sition sensor - G554- Bossi by copyright. Copying for privá 


tted unle 


QO Exploded view > page 18 Oespe ct to the correctness of information in this document. Copyright by AUDI AG 


5 - Driver seat depth adjustment motor - V256- 
ū Passenger side: front passenger seat depth adjustment motor - V257- 
QO Exploded view > page 403 


6 - Driver seat longitudinal adjustment motor - V28- 
QO Passenger side: front passenger seat longitudinal adjustment motor - V31- 
QO Integrated into lower seat pan frame; if defective, renew lower seat pan frame > page 478 


7 - Heated seat cushion for driver seat - Z6- / heated backrest for driver seat - Z7- / driver seat cushion lateral 
support heater - Z31- 


QO) Passenger side: heated seat cushion for front passenger seat - Z8- / heated backrest for front passenger 
seat - Z9- / front passenger seat lateral support heater - Z33- 


QO Depending on equipment version 
QO Removing and installing heating element > page 679 
8 - Driver side belt switch - E24- 
QO Passenger side: front passenger side belt switch - E25- 
QO Removing and installing > page 120 
9 - Driver seat backrest adjustment motor - V45- 
Q Passenger side: front passenger seat backrest adjustment motor - V46- 
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QO Exploded view > page 383 
10 - Valve block 1 in driver seat - N475- 
QO For massage mat 
QO Passenger side: valve block 1 in front passenger seat - N477- 
QO Exploded view > page 587 
11 - Control unit for driver multi-contour seat - J873- 
Q Passenger side: control unit for front passenger multi-contour seat - J872- 


Q There is no restrictor connection on the Genuine replacement part with integrated non-return valve and 
restrictor > Electronic parts catalogue ; in this case the separate non-return valve must be removed 


QO Removing and installing > page 611 


12 - Side airbag (front) 
QO Driver side: with side airbag igniter on driver side - N199- 
Q Passenger side: with side airbag igniter on front passenger side - N200- 


WARNING 
Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


QO Exploded view > page 153 


13 - Valve block 2 in driver seat - N476- 
OQ For massage mat 
OQ Passenger side: valve block 2 in front passenger seat - N478- 
Q Exploded view > page 587 


14 - Driver seat backrest fan - V388- 
QO Passenger side: front passenger'sé€at' backrest fan -'V389- 
OQ) Removing and installing > page 454 


15 - Seat occupied sensor (front passenger side) - G128- 
Country-specific version: pressure sensor for seat occupied recognition - G452- 
Equipment version for front passenger's seat only 
Removing and installing > page 193 
Country-specific version: seat occupied sensor with seat heating element stitched into seat cover 
Removing and installing - country-specific version with seat occupied recognition system controlling de- 
activation of front passenger airbag = page 200 
16 - Rear left footwell light - W45- 
Q Right side: rear right footwell light - W46- 
Q Depending on equipment version 
Q Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing rear footwell 
light -W45- / -W46- 
17 - Driver seat cushion fan - V390- 
QO Passenger side: front passenger seat cushion fan - V391- 
QO Exploded view > page 412 


Oooododo 


18 - Driver seat massage function button - E670- 
Q Passenger side: front passenger seat massage function button - E671- 
QO) Removing and installing > page 624 
19 - Switch module for driver seat - E663- 
QO Passenger side: switch module for front passenger seat - E664- 
QO Exploded view > page 407 
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20 - Driver seat height adjustment motor - V245- 
Q Passenger side: front passenger seat height adjustment motor - V246- 
QO Exploded view > page 396 


21 - Switch module 2 for driver seat - E667- 
Q) Passenger side: switch module 2 for front passenger seat - E668- 
Q Exploded view > page 407 


Multi-contour seat from 09.2012 onwards 


Protected by copyright. Co 


»pying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised 


by AUDI AG. AUDI AG does not guarantee or accept any liability 


1 - Driver seat rake adjustment | 
motor - V243- 

QO Passenger side: front 
passenger seat rake ad- 
justment motor - V244- 

Q Exploded view 
> page 398 

2 - Compressor for multi-con- 


tour driver seat - V439- with 
integrated control unit -J873- 


QO Passenger side: com- 
pressor for multi-con- 
tour passenger seat - 
V440- with integrated 
control unit -J872- 

Q Exploded view 
=> page 584 

3 - Seat and steering column 
adjustment control unit with 
memory function - J136- 


Q Equipment version with 
seat ventilation: front left 
seat ventilation and seat 
heating integrated 


QO Passenger side: front 
passenger seat adjust- 
ment with memory con- 
trol unit - J521- 


Q Equipment version with 
seat ventilation: front 
right seat ventilation and 
seat heating integrated 


QO Exploded view 
=> page 410 


4 - Driver side seat position 
sensor - G553- 


ū Passenger side: front passenger side seat position sensor - G554- 
Q Exploded view > page 189 


5 - Driver seat depth adjustment motor - V256- 
QO Passenger side: front passenger seat depth adjustment motor - V257- 
Q Exploded view > page 403 


6 - Driver seat longitudinal adjustment motor - V28- 
Q Passenger side: front passenger seat longitudinal adjustment motor - V31- 
Q Integrated into lower seat pan frame; if defective, renew lower seat pan frame > page 478 
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7 - Heated seat cushion for driver seat - Z6- / heated backrest for driver seat - Z7- / driver seat cushion lateral 
support heater - Z31- 


QO Passenger side: heated seat cushion for front passenger seat - Z8- / heated backrest for front passenger 
seat - Z9- / front passenger seat lateral support heater - Z33- 


QO Depending on equipment version 
QO Removing and installing heating element > page 679 


8 - Driver side belt switch - E24- 
QO Passenger side: front passenger side belt switch - E25- 
QO Removing and installing > page 120 
9 - Driver seat backrest adjustment motor - V45- 
Q Passenger side: front passenger seat backrest adjustment motor - V46- 
QO Exploded view > page 383 
10 - Valve block 3 in driver seat - N523- 
Q Passenger side: valve block 3 in front passenger seat - N524- 
OQ For massage mat 
QO Exploded view > page 588 
11 - Valve block 1 in driver seat - N475- 
Q Passenger side: valve block 1 in front passenger seat - N477- 
Q For lumbar support and seat bolster adjustment 
QO Exploded view > page 586 
12 - Valve block 2 in driver seat - N476- 
QO) Passenger side: valve block 2 in front passenger seat - N478- 
QO) For massage mat 
QO Exploded view > page 588 
13 - Side airbag (front) 
Q Driver side: with side airbag igniter on driver side - N199- 
Q Passenger side: with side airbag igniter on front passenger side - N200- 


A WARNING 


Observe safety regula- 


tions for pyrotechnic 
components = page 4. 


QO Exploded view > page 153 


14 - Driver seat backrest fan - V388- 
Q Passenger side: front passenger seat backrest fan - V389- 
OQ) Removing and installing > page 454 


15 - Seat occupied sensor (front passenger side) - G128- 
Country-specific version: pressure sensor for seat occupied recognition - G452- 
Equipment version for front passenger's 'séat only 
Removing and installing > page\193 
Country-specific version: seat occupied sensor with seat heating element stitched into seat cover 
Removing and installing - country-specific version with seat occupied recognition system controlling de- 
activation of front passenger airbag > page 200 
16 - Rear left footwell light - W45- 
Q Right side: rear right footwell light - W46- 
QO Depending on equipment version 


QO) Removing and installing > Electrical system; Rep. gr. 96 ; Lights; Removing and installing rear footwell 
light -W45- / -W46- 


Oooodo 
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17 - Driver seat cushion fan - V390- 
Q Passenger side: front passenger seat cushion fan - V391- 
QO Exploded view > page 413 


18 - Driver seat massage function button - E670- 
Q Passenger side: front passenger seat massage function button - E671- 
QO Removing and installing > page 624 


19 - Switch module for driver seat - E663- 
Q Passenger side: switch module for front passenger seat - E664- 
Q Exploded view > page 407 


20 - Driver seat height adjustment motor - V245- 
Q Passenger side: front passenger seat height adjustment motor - V246- 
Q Exploded view > page 396 


21 - Switch module 2 for driver seat - E667- 
QO Passenger side: switch module 2 for front passenger seat - E668- 
QO Exploded view > page 407 


2.1.3 Overview of fitting locations - electrical and electronic components, seat 
ventilation fans 


1 - Driver seat cushion fan - 
V3 


QO) Passenger side: front 
passenger seat cushion 
fan - V391- 


Q Removing and installing 
=> page 498 


2 - Control unit for front left seat 
ventilation - J800- (integrated 
seat heating function) 


QO) Passenger side: control 
unit for front right seat 
ventilation - J799- (inte- 
gana seat heating 

nction) 


OQ Removing and installing 
=> page 494 
3 - Driver seat cushion fan 2 - 
V419- 


QO Passenger side: front 
passenger seat cushion 
fan 2 - V420- 

QO Removing and installing 
=> page 498 


4 - Driver seat backrest fan 2 - 
V417- 


ū Passenger side: front 
passenger seat back- 
rest fan 2 - V418- 


QO) Bonded to backrest 
padding 

Q Removing and installing 
> page 454 
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5 - Driver seat backrest fan - V388- 
Q Passenger side: front passenger seat backrest fan - V389- 
Q Bonded to backrest padding 
QO Removing and installing > page 454 


2.2 Exploded view - front seat 


> “2.2.1 Exploded view - front standard/sports seat”, page 369 
> “2.2.2 Exploded view - front super sports seat’, page 373 
> “2.2.3 Exploded view - front multi-contour seat”, page 375 


2.2.1 Exploded view - front standard/sports 
seat 


Standard seat/sports seat (with manual adjustment) 
=> page 369 
Standard seat/sports seat (with electric adjustment) 
> page 371 


Standard seat/sports seat (with manual adjustment) 


1 - Connector point 
üQ Pin assignment > Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 
OQ Removing and installing 
> page 425 


2 - Electrical connector 


Q With corrugated tube for 
modular wire routing 


Q Modular wire routing 
with corrugated tube on 
front seat > page 459 
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3 - Storage compartment 
Q Depending on equip- 
ment version 
Q Exploded view 
=> page 408 
4 - Seat longitudinal adjuster 
Q Exploded view 
=> page 399 
5 - Cover (front) 
Q For seat rail 
Q 2x 
Q Removing and installing 


Protected by cop% page, 460 ivato or commercial 
permis Weare Slide‘onto'seat raiPuntil® 
with respect “it'engages audibly” n this 
6 - Spindle cover (front) 
2x Kh te 
Q Removing and installing 
> “2.6.1 Removing and 


installing front seat”, 
page 415 


Nw A ann © © 


Ç 
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QO Press onto seat rail until it engages audibly 
7 - Bolt 

Q 4x 

QO 50Nm 
8 - Child seat anchor 

QO Depending on equipment version 

QO For front passenger seat only 

Q Exploded view > page 123 

Q Checks to be performed followingqsar’accident+:page 14 
9 - Belt buckle 

QO Removing and installing > page 119 
10 - Trim (tunnel side) 

Q Removing and installing > page 469 
11 - Head restraint 

Q Depending on equipment version 

QO Removing and installing > page 455 
12 - Standard seat/sports seat 


Equipment versions: 
@ Seat/backrest heating 


Lumbar support 

Footwell light 

Rear Seat Entertainment 

Seat rake adjustment for sports seat only 


© >è A è è 


Seat depth adjustment for sports seat only 
OY Removing and installing > page 415 
13 - Hand wheel 

Q For backrest adjustment 


OY Removing and installing 
> “2.15.3 Removing and installing seat side trim (sill side) - front seat (with manual adjustment 


page 461 
14 - Spindle cover (rear) 
OQ 2x 
Q Removing and installing > “2.6.1 Removing and installing front seat”, page 415 
Q Press onto bolt for seat rail until it engages audibly 
15 - Cover (rear) 
Q For seat rail 
QO 2x 
QO Removing and installing > page 460 
Q Slide onto seat rail until it engages audibly 


16 - Seat height adjustment unit 
QO Exploded view > page 395 


17 - Driver seat lumbar support adjustment switch - E176- 
QO Passenger side: front passenger seat lumbar support adjustment switch - E177- 
QO Depending on equipment version 
QO Removing and installing > page 502 
QO Removing and installing lumbar support > page 502 
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18 - Trim (sill side) 
Q Removing and installing > page 461 


19 - Cover 
Q For connector point 
QO Removing and installing > page 424 


Standard seat/sports seat (with electric adjustment) 


1 - Connector point 

QO Pin assignment > Cur- 
rent flow diagrams, 
Electrical fault finding Pon | ers 7 , , , 

itti : rotẸ$ted by copyright. Copying for private or commercial purposes, in part or 

and Fitting locations perggtted unless authorised by AUDI AG. AUDI AG does not guarantee or 

O Removing and installing wiih respect to the correctness of information in this document. Copyr, 
=> page 425 


2 - Electrical connector 


Q With corrugated tube for 
modular wire routing 


Q Modular wire routing 
with corrugated tube on 
front seat > page 459 


3 - Storage compartment 


QO Depending on equip- 
ment version 


Q Exploded view 
=> page 408 
4 - Cover (front) 
Q For seat rail 
2x 


Q 
Q Sarong ana installing 
=> page 460 
Q Slide onto seat rail until 
it engages audibly 
5 - Spindle cover (front) 
Q 2x 


Q Removing and installing 
> “2.6.1 Removing and 
installing front seat”, y 2A 
page 415 a A A 

Q Press onto seat rail until 


it engages audibly 
6 - Bolt 
O 4x 
Q 50Nm 


7 - Child seat anchor 
QO Depending on equipment version 
Q For front passenger seat only 
QO Exploded view > page 123 
Q Checks to be performed following an accident > page 14 


8 - Belt buckle 
QO) Removing and installing > page 119 
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9 - Trim (tunnel side) 
QO Removing and installing > page 469 


10 - Head restraint 
QO Removing and installing > page 455 


11 - Standard seat/sports seat 


Equipment versions: 
@ Memory function 


Seat/backrest heating 
Seat ventilation 

Footwell light 

Rear Seat Entertainment 


© ©% >è © è 


Seat depth adjustment for sports seat only 
QO Removing and installing > page 415 
Q Removing if seat longitudinal adjustment motor -V28- / -V31- or control unit -J136- / -J521- is defective 
=> page 418 
12 - Spindle cover (rear) 
Q 2x 
Q Removing and installing > “2.6.1 Removing and installing front seat”, page 415 
Q) Press onto bolt for seat rail until it engages audibly 
13 - Cover (rear) 
Q For seat rail 
Q 2x 
Q Removing and installing > page 460 
Q Slide onto seat rail until it engages audibly 
14 - Driver seat adjustment operating unit - E470- 
Q) Passenger side: front passenger seat adjustment operating unit - E471- 
QO Exploded view > page 405 
15 - Driver seat lumbar support adjustment switch - E176- 
QO) Passenger side: front passenger seat lumbar support adjustment switch - E177- 
QO) Removing and‘installing’> page 502 
Q) Removing and installing lumbar support > page 502 
16 - Trim (sill side) 
OY Removing and installing > page 464 
17 - Cover 
QO For connector point 
OY Removing and installing > page 424 


372 Rep. gr.72 - Seat frames 


Audi A6 2011 > , Audi A6 China 2012 > | 
General body repairs, interior - Edition 10.2016 Auer 


2.2.2 Exploded view - front super sports seat 


1 - Connector point 


Q Pin assignment > Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


Q deadh. and installing 
> page 425 
2 - Electrical connector 


Q With corrugated tube for 
modular wire routing 


Q Modular wire routing 
with corrugated tube on 


front seat > page 459 
3 - Storage compartment 


Q) Depending on vehicle 
equipment 


OY Removing and installing 
> page 487 
4 - Seat depth adjuster 
Q Removing and installing, 
> page 488 permitted un 
5 - Cover (front) — i 
Q For seat rail 
Q 2x 
OQ Removing and installing 
Q 


=> page 460 
Slide onto seat rail until 
it engages audibly 
6 - Spindle cover (front) Z 
Q 2x we, EL 
Q Removing and installing 
> “2.6.1 Removing and 


installing front seat”, 
page 415 


Q Press onto seat rail until it engages audibly 
7 - Bolt 

QO 4x 

Q 50Nm 
8 - Child seat anchor 

QO Depending on equipment version 

Q For front passenger seat only 

QO) Removing and installing > page 126 

Q Checks to be performed following an accident > page 14 
9 - Belt buckle 

QO Removing and installing > page 119 
10 - Trim (tunnel side) 

QO) Removing and installing > page 469 


11 - Super sports seat 


Equipment versions: 
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@ Memory function 
@ Seat/backrest heating 
+ Footwell light 


@ Rear Seat Entertainment 
QO Removing and installing > page 415 
12 - Trim (sill side) 
OQ Removing and installing > page 464 
13 - Cover (rear) 
Q For seat rail 
Q) 2x 
QO Removing and installing > page 460 
Q Slide onto seat rail until it engages audibly 
14 - Driver seat adjustment operating unit - E470- 
QO Passenger side: front passenger seat adjustment operating unit - E471- 
QO Removing and installing > page 493 
15 - Driver seat lumbar support adjustment switch - E176- 
QO Passenger side: front passenger seat lumbar support adjustment switch - E177- 
OQ Removing and installing > page 502 
OQ Removing and installing lumbar support > page 502 
16 - Cover 
QO For connector point 
ü Removing and installing > page 424 
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2.2.3 Exploded view - front multi-contour seat 


(i) Note 


The exploded view relates to the driver's seat. The front passenger's seat is similar; the attachments are fitted 
on the opposite sides. 


1 - Connector point 


üQ Pin assignment > Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


Q Removing and installing 
> page 425 
2 - Electrical connector 


Q With corrugated tube for 
modular wire routing 


Q Modular wire routing 
with corrugated tube on 
front seat > page 459 
3 - Trim panel (front) 
OQ Removing and installing 
> page 465 
4 - Seat depth adjuster 
Q Exploded view 
=> page 403 
5 - Cover (front) 
Q For seat rail 
Q 2x 
Q camo and installing 
=> page 460 
Q Slide onto seat rail until 
it engages audibly 
6 - Spindle cover (front) 
Q 2x 


Q Removing and installing 
> “2.6.1 Removing and A rage 
installing front seat”, 


page 415 
Q Press onto seat rail until 
it engages audibly Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unle thorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
7 = Bolt with respect to the correctness of information in this document. Copyright by AUDI AG 
QO 4x 
QO 50Nm 


8 - Child seat anchor 

QO Depending on equipment version 

Q For front passenger seat only 

QO Exploded view > page 123 

Q Checking after an accident > page 14 
9 - Belt buckle 

QO) Removing and installing > page 120 
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10 - Trim (tunnel side) 
QO Removing and installing > page 469 


11 - Multi-contour seat 


Equipment versions: 
@ Seat/backrest heating 


+ Seat ventilation 
+ Footwell light 


@ Rear Seat Entertainment 
QO Removing and installing > page 415 
Q Removing if seat longitudinal adjustment motor -V28- / -V31- or control unit -J136- / -J521- is defective 
> page 418 
12 - Head restraint 
Q Depending on equipment version 
QO Removing and installing > page 455 
13 - Backrest cover panel 
QO Removing and installing > page 445 
14 - Driver seat massage function button - E670- 
QO Passenger side: front passenger seat massage function button - E671- 
QO Removing and installing > page 624 
15 - Trim (sill side) 
Q Removing and installing > page 465 
16 - Spindle cover (rear) 
Q 2x 
Q Removing and installing > “2.6.1 Removing and installing front seat”, page 415 
Q Press onto bolt for seat rail until it engages audibly 
17 - Cover (rear) 
Q For seat rail 
QO 2x 
OY Removing and installing > page 460 
Q Slide onto seat rail until it engages audibly 
18 - Switch module for driver seat - E663- 
QO Passenger side: switch module for front passenger seat - E664- 
QO) Exploded view > page 407 
19 - Switch module 2 for driver seat - E667- 
QO Passenger side: switch module 2 for front passenger seat - E668- 
Q Exploded view > page 407 
20 - Cover 
ū For connector point 
QO Removing and installing > page 424 
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2.3 Exploded view - front seat backrest 


> “2.3.1 Exploded view -front seat backrest, standard seat/sports 
seat”, page 377 


> “2.3.2 Exploded view - front seat backrest, super sports seat”, 
page 378 


> “2.3.3 Exploded view - front seat backrest, multi-contour seat”, 
page 379 


> “2.3.4 Exploded view - front seat backrest count 


” eorna Opying for or commercial purpose 
ess authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 


ded Hew Front Seat Backrest? Spring Mat”, YY AS 


-specific ver- 


in part or in whole, is not 


page 381 
> “2.3.6 Exploded view - front seat backrest, lumbar support”, 
page 382 


=> “2.3.7 Exploded view - front backrest adjustment motor’, 
page 383 


=> “2.3.8 Exploded view - front seat backrest, mounting/retainer 
for Rear Seat Entertainment’, page 383 


2.3.1 Exploded view - front seat backrest, standard seat/sports seat 


1 - Seat pan 

2 - Bolt 

2x 
Self-locking 
Renew 


Clean threaded holes 
for bolts using e.g. a 
thread tap 


Q 34.5Nm 


3 - Backrest 


QO Removing and installing 
=> page 440 


4 - Head restraint 


Q eae installing 
> page 4 


5 - Backrest cover panel 


QO) Equipment version with 
luggage net; luggage 
net cannot be separated 
from backrest cover 
panel 

QO) Removing and installing 
=> page 444 

Q Hook in at outer back- 


rest frame (top) and 
press on until it engages 


Oooo 


audibly 
6 - Bolt 
Q 2x 
Q Self-locking 
Q Renew 


Q Clean threaded holes 
for bolts using e.g. a thread tap 
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Q 34.5 Nm 


7 - Electrical wiring harness 
QO) From side airbag to connector point 


Q Depending on equipment version there may also be additional wiring harnesses, e.g. for backrest heat- 
ing, lumbar support 


2.3.2 Exploded view - front seat backrest, super sports seat 


1 - Seat pan 


2 - Bolt 
OQ 2x 
Q Self-locking 

QO Renew 

m) 


Clean threaded holes 
for bolts using e.g. a 
thread tap 


Q 34.5 Nm 


3 - Backrest 
ü Removing and installing 
=> page 440 
4 - Backrest cover panel 


Q Equipment version with 
luggage net; luggage 
net cannot be separated 
from backrest cover 
panel 

Q Removing and installing 
=> page 444 

Q) Hook in at outer back- 
rest frame (top) and 
press on until it engages 
audibly 

5 - Bolt 

QO 2x 

Q Self-locking 
QO) Renew 
Q 


Clean threaded holes 
for bolts using e.g. a 


thread tap a 
TAT211612 | 
Q 34.5Nm Leena] 


6 - Electrical wiring harness 
QO From side airbag to connector point 


Q Depending on equipment version there may also be additional wiring harnesses, e.g. for backrest heat- 
ing, lumbar support 
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2.3.3 Exploded view - front seat backrest, multi-contour seat 


1 - Seat pan 
2 - Bolt 


Oocodo 


Q 


3 - Trim 


Q 


Q 


4 - Backrest 


Q 


5 - Head restraint 


Q 


6 - Clip 


O 0000 


Q 


4x 
Self-locking 
Renew 


Clean threaded holes 
for bolts using e.g. a 
thread tap 


34.5 Nm 


For backrest fitting (tun- 
nel side) 


Removing and installing 
> “2.12 Removing and 
installing front seat 
backrest”, page 440 


Removing and installing 
=> page 440 


Removing and installing 
=> page 455 


With catch 


Protected by copyright. C 
Renew permitted unless authorig 


Insert in backrest cover” 


panel 

Saros ay re es left in 
outer backrest frame 

mounting points using 
removal tool - T40280- 
Renew clips if damaged or deformed 


7 - Backrest cover panel 


Q Removing and installing > page 445 
8 - Rubber strap 
Q With hook 
Q 2x 
9 - Trim 
Q For backrest fitting (sill side) 
Q Removing and installing > “2.12 Removing and installing front seat backrest’, page 440 


10 - Spreader rivet 


11 - Electrical wiring harness 


Q 
Q 


From side airbag to connector point 
Depending on equipment version there may also be additional wiring harnesses, e.g. for backrest heating 


12 - Bolt 


Q 


10 Nm 
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13 - Belt guide 
Q Removing and installing > page 116 


2.3.4 Exploded view - front seat backrest, country-specific version 


1 - Seat pan 
2 - Bolt 
Q 4x 
Self-locking 


Q 

Q) Always renew after re- 
moving 

Q 


Clean threaded holes 
for bolts using e.g. a 
thread tap 


Q 33Nm 
3 - Trim 
Q For backrest fitting (tun- 
nel side) 


Q Removing and installing 
=> “2.12 Removing and 
installing front seat 
backrest’, page 440 

4 - Backrest 

QO Removing and installing 

=> page 440 
5 - Head restraint 

Q) Removing and installing 

> page 455 
6 - Trim 

Q For backrest cover pan- 

el 


Q Removing and installing 
> “2.12.5 Removing and 
installing backrest cover 
panel - country-specific 


H ” 
version”, page 447 
17 16 15 AT2-11226 

7 - Bolt 

m) 2x Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 

QO 6 5Nm permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 

: with respect to the correctness of information in this document. Copyright by AUDI AG 

8 - Bolt 

Q 2x 

QO 6.5Nm 
9 - Bracket 


QO For backrest cover panel 

Q Removing and installing > page 448 
10 - Backrest cover panel 

OQ) Removing and installing > page 447 
11 - Rubber strap 

QO 2x 

Q With hook 
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12 - Trim 
Q For backrest fitting (sill side) 
Q Removing and installing > “2.12 Removing and installing front seat backrest”, page 440 
13 - Spreader rivet 
14 - Wiring harness 
Q From side airbag to connector point 
Q Depending on equipment version there may also be additional wiring harnesses, e.g. for backrest heating 


15 - Bolt 
QO 10Nm 


16 - Belt guide 
OQ Removing and installing > page 116 


17 - Pneumatic line 
QO To compressor for multi-contour seat 


Q Depending on equipment version there may also be additional pneumatic lines, e.g. for seat bolster 
adjustment 


2.3.5 Exploded view - front seat backrest, spring mat 


1 - Spring mat 
ü Removing and installing 
=> page 448 
ū Can be removed and in- 
stalled with or without 
extension springs 
2 - Extension spring (bottom) 
Q Not available as sepa- 
rate part 
3 - Extension spring (centre) 
Q Not available as sepa- 
Protected ‘ratey ji rtCopying for private or cor 
permitted unless authorised by AUDI AG. AUDI 
4'Extension spring (centre)'°" 
Q Not available as sepa- 
rate part 
5 - Extension spring (top) 
ū Not available as sepa- 
rate part 
6 - Outer backrest frame 
7 - Extension spring (top) 
QO Not available as sepa- 
rate part 
8 - Extension spring (centre) 
QO Not available as sepa- 
rate part 
9 - Extension spring (centre) 
QO Not available as sepa- 


rate part ` 
10 - Extension spring (bottom) , 
A72-11602 
Q Not available as sepa- 
rate part 
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2.3.6 Exploded view - front seat backrest, lumbar support 


1 - Metal washer 


Q) Before securing rivet, 
check whether metal 
washer has been inser- 
ted in lumbar support 
from front. 


2 - Lumbar support 


Q Driver side: with driver 
seat lumbar support lon- 
gitudinal adjustment 
motor - V125- / driver 
seat lumbar support 
height adjustment motor 

V129 


Q Passenger side: with 
front passenger seat 
lumbar support longitu- 
dinal adjustment motor - 
V126- / front passenger 
seat lumbar support 
height adjustment motor 
- V130- 


Q Removing and installing 
=> page 502 


3 - Outer backrest frame 
4 - Rivet 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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2.3.7 Exploded view - front backrest adjustment motor 


[a] Note 


For greater clarity the backrest padding and cover are not shown in the illustration. 


1 - Shaft 


Q Clean threaded section 
for nut -item 8- using 
e.g. a thread tap 


QO Before fitting nut, apply 
locking fluid to threaded 
section of shaft; for lock- 
ing fluid refer to > Elec- 
tronic parts catalogue 


2 - Driver seat backrest adjust- 
ment motor - V45- 


QO Passenger side: front 
passenger seat back- 
ia adjustment motor - 


QO Samoni and installing 
> page 436 
3 - Rivet 
Q 2x 
4 - Bracket 


5 - Bolt 
QO) Renew 


ū Clean threaded hole for 
bolt using e.g. a thread 
tap 


Q Insert bolt with locking 
fluid; locking fluid > 
Electronic parts cata- 
logue 


Q 3.7Nm 
6 - Outer backrest frame 
7 - Washer 
8 - Nut 

QO) Renew 

QO 6Nm 


2.3.8 Exploded view - front seat backrest, 
mounting/retainer for Rear Seat Enter- 
tainment 


Mounting/retainer for Rear Seat Entertainment > page 383 


Mounting/retainer for Rear Seat Entertainment - country-specific 
version > page 384 


Mounting/retainer for Rear Seat Entertainment 
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1 - Bolt 
QO) 2x 
O 4Nm 


2 - Pop rivet nut 
Q 2x 


Q Retrofit on outer back- 
rest frame (rivet on) 


=> page 452 
3 - Contact connector 


Piket rRe BAP SANE Fao or 


permitt lene by AUDI AG. AU 


i i chs ina ursentaes of informati 
4 - Outer backrest frame 


5 - Bracket 
Q For Rear Seat Enter- 
tainment 
ü Removing and installing 
> page 450 


ü Hook into outer backrest 
frame 


6 - Mounting 
QO For Rear Seat Enter- 
tainment 


Q Cannot be removed 
without being damaged 
irreparably 

Q Darel F oa installing 
> page 4 

Q Push on until it engages 


audibly 


Mounting/retainer for Rear Seat Entertainment - country-specific 
version 
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1 - Front seat 


2 - Cover (front) 


OY Removing and installing 
> “2.12.8 Removing and 
installing mounting/re- 
tainer for Rear Seat En- 
tertainment - country- 
specific version”, 
page 452 


Q Press on until it engages 
completely 


3 - Mounting 


Q For Rear Seat Enterse?” 
tainment ienee 


with resp 
Q Removing and installing 
> page 452 


ū Hook in at retainer and 
bolt on 


4 - Bolt 
Q 2x 
QO 6.5Nm 


5 - Cover (rear) 


QO) Removing and installing 
=> “2.12.8 Removing and 
installing mounting/re- 
tainer for Rear Seat En- 
tertainment - country- 
specific version”, 
page 452 


Q Press on until it engages 
completely 


6- Trim 


Q backrest cover pan- 
e 


Q Removing and installing 
> “2.12.8 Removing and installing mounting/retainer for Rear Seat Entertainment - country-specific ver- 
sion”, page 452 

Q Press on until it engages completely 
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2.4 Exploded view - head restraint 

=> “2.4.1 Exploded view - head restraint, basic version”, 

page 386 

=> “2.4.2 Exploded view - head restraint, convenience version”, 
page 387 


=> “2.4.3 Exploded view - head restraint, super sports seat”, page 
388 
2.4.1 Exploded view - head restraint, basic version 


1 - Head restraint guide (right- 
side) 


ū Without release button 


Q Always fitted on right 
side of backrest 


Q apse and installing 
> page 456 
2 - Cover 
QO 2x 
ū Attached to backrest 
cover 
3 - Head restraint 


m) Somovi and installing 
> page 455 
Q Must be properly locked 
in head restraint guides 
4 - Head restraint guide (left- 
side) 
Q With release button 


Q Always fitted on left side 
of backrest 


QO Removing and installing 
=> page 456 


5 - Outer backrest frame 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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2.4.2 Exploded view - head restraint, convenience version 


1 - Outer backrest frame 
2 - Head restraint guide (right- 
side) 

ū With release button 


Q Can only be installed on 
one side of backrest 


OQ) Removing and installing 
> page 456 
3 - Head restraint 
Q Removing and installing 
> page 455 
Q Must be properly locked 
in head restraint guides 
4 - Cover 
Q Attached to backrest 
cover 
5 - Head restraint guide (left- 
side) 
Q With release button 


Q Can only be installed on 
one side of backrest 


Q Removing ana installing 
> page 456 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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2.4.3 Exploded view - head restraint, super sports seat 


a Note 


+è The head restraint is permanently attached to the backrest padding and can only be removed together with 
the backrest padding. 


@ The head restraint cannot be separated from the backrest padding. 


+ For greater clarity the backrest cover is not shown. 


1 - Outer backrest frame 


2 - Head restraint guide 
Q With release button 
Q Dap uy installing 
> page 456 
3 - Head restraint 
Q With padding 


Q) Head restraint foam-fit- 
ted in padding 


Q Removing and installing 
=> page 670 
4 - Head restraint guide 
Q With release button 


Q Removing and installing 
=> page 456 


388 Rep. gr.72 - Seat frames 


Audi A6 2011 > , Audi A6 China 2012 > 
General body repairs, interior - Edition 10.2016 Auer 


2.5 Exploded view - seat pan 

> “2.5.1 Exploded view - seat pan, modular wire routing”, 

page 389 

> “2.5.2 Exploded view - seat pan, seat side trim (sill/tunnel side)”, 
page 390 

> “2.5.3 Exploded view - seat pan, bracket for seat side trim (sill 
side)”, page 394 

> “2.5.4 Exploded view - seat pan, seat height adjuster”, 

page 395 

> “2.5.5 Exploded view - seat pan, seat rake adjuster”, 

page 398 

=> “2.5.6 Exploded view - seat pan, seat longitudinal adjuster’, 
page 399 

=> “2.5.7 Exploded view - seat pan, seat depth adjuster’, 

page 403 


> “2.5.8 Exploded view - seat pan, torsion bar’, page 405 


=> “2.5.9 Exploded view - seat pan, seat adjustment actuators/ 
switches”, page 405 


> “2.5.10 Exploded view - seat pan, storage compartment”, page 
408 


> “2.5.11 Exploded view - seat pan, front seat control unit”, page 
409 


> “2.5.12 Exploded view - seat pan, seat cushion fan”, 
page 411 

> “2.5.13 Exploded view - seat pan, inertia safety latch”, 
page 415 


2.5.1 Exploded view - seat pan, modular wire routing 
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1 - Cable retainer (rear) 
QO) Re-attach at the same 
location when installing 
2 - Front seat 


3 - Cable retainer (front) 
QO) Re-attach at the same 
location when installing 
4 - Wiring harness 


OY Do not twist inserted 
wires 


~“ 


zola} 


5 - Lower shell for corrugated 
tube 


Q Must be flush with cable 
retainer (rear) 
6 - Cable tie 


QO) Re-attach at the same 
location when installing 


om 
son 


N 
C S zÀ 


7 - Upper shell for corrugated 
tube 


Q Must be flush with cable 
retainer (rear) 


2.5.2 Exploded view - seat pan, seat side trim 
(sill/tunnel side) 

Seat side trim (sill/tunnel side) - front seat (with manual adjust- 

ment) > page 390 


Seat side trim (sill/tunnel side) - front seat (with electric adjust- 
ment) > page 391 


Seat trim (sill/tunnel side) - front multi-contour seat > page 392 


Seat side trim (sill/tunnel side) - front seat (with manual adjust- 
ment) Protected Gon 


pying for private or cc purposes, in part or in whole, is not 


not guarantee or accept any liability 
rectness of information in this document. Copyright by AUDI AG 
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1 - Front seat 
2 - Spreader rivet 


3 - Trim (tunnel side) 
QO Removing and installing 
=> page 469 


4 - Spreader rivet 


5 - Hand wheel 
QO) For backrest adjustment 


OQ) Removing and installing 
=> “2.15.3 Removing and 


installing seat side trim 

(ail sce - front seat 
with manual adjust- 
ment)”, page 461 


Q Push on until it engages 
audibly 


6 - Seat height adjuster 
OQ) Removing and installing 
=> page 426 


ū Slide handle on and 
press on as far as stop 


7 - Driver seat lumbar support 
adjustment switch - E176- 


QO Passenger side: front 
passenger seat lumbar 
support adjustment 
switch - E177- 

Q Depending on equip- 
ment version 

Q Exploded view 
=> page 405 


8 - Trim (sill side) 
pale or commercial purposes, in part or in whole, is not 


Q Removing and installing =°bage'464 0 ia 


with respect to the correctness of information in this document. Copyright by AUDI AG 


any liability 


Seat side trim (sill/tunnel side) - front seat (with electric adjust- 
ment) 


A72-10875 
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1 - Front seat 
2 - Spreader rivet 


3 - Trim (tunnel side) 
Q Removing and installing 
=> page 469 


4 - Spreader rivet 
5 - Spreader rivet 


6 - Driver seat adjustment op- 
erating unit - E470- 

QO Passenger side: front 
passenger seat adjust- 
ment operating unit - 
E471- 

Q Exploded view 
=> page 405 

7 - Driver seat adjustment op- 
erating unit - E470- 

Q Passenger side: front 
passenger seat adjust- 
ment operating unit - 
E471- 

Q Exploded view 
=> page 405 


8 - Driver seat lumbar support 
adjustment switch - E176- 


QO) Passenger side: front 
passenger seat lumbar 
support adjustment 
switch - E177- 


Q Exploded view 
=> page 405 


9-Trim (sill side). by copyright. Copyi 
ermitted ur ‘ins authorised by A A S Jarantee or accept any liaD 
QO Removing ar nstalling = page AOA» in th iis apes ment. Copyright by AUDI AG 
QO Engage at sean and storage compartment 


Seat trim (front), seat side trim (sill/tunnel side) - multi-contour 
seat 
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1 - Trim panel (front) 
OQ) Removing and installing 
=> page 465 
2 - Bracket 


Q For trim (front), com- 
pressor and control unit 
for multi-contour seat 


OQ) Removing and installing 
=> page 467 

Q When renewing, fit com- 
pressor for multi-con- 
tour seat in new bracket 


3 - Spreader rivet 


4 - Bolt 


Q Clean threaded hole for 
bolt using e.g. a thread 
tap 


Q Apply locking fluid when 
installing; for locking flu- 
id, refer to > Electronic 
parts catalogue 


Q 6.5Nm 
5 - Trim (tunnel side) 
OQ Removing and installing 
=> page 469 
6 - Front seat 


7 - Bracket 
Q For trim (sill side) 
Q Removing and installing 


> “2.15.5 Removing and 
installing seat side trim 


wD sueVacat trim 
front) - multi-contour 
seat”, page 465 
8 - Bolt 
Q 2x 
Q 8Nm 
9 - Trim (sill side) 
Q Removing and installing > page 465 
Q Engage at bracket and trim (front) 
10 - Bolt 
Q 2x 
Q Clean threaded holes for bolts using e.g. a thread tap 
Q Apply locking fluid when installing; for locking fluid, refer to > Electronic parts catalogue 
Q 3.5Nm 
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2.5.3 Exploded view - seat pan, bracket for 
seat side trim (sill side) 


Bracket for seat side trim (sill side) - front seat (with manual ad- 
justment) > page 394 
Bracket for seat side trim (sill side) - front seat (with electric ad- 
justment) > page 394 


Bracket for seat side trim (sill side) - front seat (with manual ad- 
justment) 


1 - Bolt 
QO 3x 
QO 3.5Nm 


2 - Bracket 

Q For trim (sill side) 

Q Removing and installing 
> “2.15.3 Removing and 
installin t side trim 

sill side) - front seat 
with manual adjust- 


ment)”, page 461 


3 - Front seat 


Bracket for seat side trim (sill side) - front seat (with electric ad- 
justment) 
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1 - Front seat 


2 - Bolt 
n 4x 
QO 8Nm 


3 - Bracket for trim (sill side) 
OQ) Removing and installing 


> “2.15.4 Removing and 
installing seat side trim 
sill side) - front seat 
with electric adjust- 


ment)”, page 464 


with respect to the corgdctness of inforntater4e7his document Copyright by AUDI AG 


2.5.4 Exploded view - seat pan, seat height 
adjuster 


Seat og adjustment unit (for manual adjustment) 
> page 395 


Seat height adjustment motor => page 396 
Seat height adjustment unit (for manual adjustment) 


2. Front seats 395 
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1 - Seat height adjuster 


ü Removing and installing 
=> page 426 


Q Slide handle on and 
press on as far as stop 


Q Renew seat height ad- 
juster if lug -arrow A- is 
damaged 


QO) Engage tab -arrow A- 
with lug -arrow B- 
2 - Bolt 
Q) 2x 


QO Note difference to 
length of bolt -item 4- 


QO 6.5Nm 


3 - Seat height adjustment unit 
QO) Removing and installing 
> page 427 
4 - Bolt 


Q Note difference to 
length of bolts -item 2- 


Q 10Nm 
5 - Securing clip 
Q Always renew after re- 
moving 
6 - Bolt 
QO 2x 
QO 8Nm 


7 - Lever 
Q For seat height adjuster 


Q Removing and installing 
> “2.9.1 Removing and installing seat height adjustment unit”, page 427 


Seat height adjustment motor 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG 
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1 - Seat pan 
2 - Bolt 


Caution 


Bolt with left-hand 
thread. 


Q 
Q 
Q 


eee. 
-ex 


Self-locking 

Renew 

Observe notes when re- 
moving and installing 

> page 430 


Q Clean threaded hole for 
bolt using e.g. a thread 
tap 


Q 22Nm (———— 


3 - Driver seat he od adjust- 


ment motor - V24 


Q Passenger side: front 
passenger seat height if 
adjustment motor - 5 : Res species aig 
V246- We 

Q Removing and installing 
= page 430 


4 - Bolts 
Q 2x 
Q Self-locking 
QO Renew 


ū Clean threaded holes 
for bolts using e.g. a 


erotecithread tap Copying for private or}fommercial purposes, in part or in whole, is not 
TONM authorised by AUDI AG. A AG does not quarantee or accept any liability 
with reSpect to the correctness of informati 


5 - Bracket 
Q Bolted to seat pan 


6 - Bolt 
Q Self-locking 
QO Renew after removing 
Q Clean threaded hole for bolt using e.g. a thread tap 
Q Tightening torque > page 398 
7 - Bolts 
Q 2x 
Q Self-locking 
QO Renew 
Q Clean threaded holes for bolts using e.g. a thread tap 
Q 20Nm 
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2.5.5 Exploded view - seat pan, seat rake ad- 
juster 


Seat rake adjuster (for manual adjustment) > page 398 
Seat rake adjustment motor > page 398 
Seat rake adjuster (for manual adjustment) 


1 - Handle 


Q For seat rake adjust- 
ment 


Q Removing and installing 
> page 435 
Q Press on until it engages 


completely 
2 - Clip 


Q Always renew seat rake 
adjustment handle after 
removing 


Q Installation position 
> page 436 
3 - Bolt 
Q Self-locking 
QO Renew 


ū Clean threaded holes 
for bolts using e.g. a 
thread tap 


QO 6.5Nm 


4 - Pivot stud 
Q Self-locking 
UO Renew 


Q Clean threaded hole for 
pivot stud using e.g. a 
thread tap 


QO 6Nm 


5 - Seat rake adjuster 


Q daleb and installing 
> page 432 


A72-10746 


Seat rake adjustment motor 


398 Rep. gr.72 - Seat frames 


Audi A6 2011 > , Audi A6 China 2012 > 
General body repairs, interior - Edition 10.2016 Auer 


1 - Bolt 
Q Self-locking 
QO) Renew 


Q Clean threaded hole for 
bolt using e.g. a thread 
tap 


Q 20Nm 
2 - Seat pan 
3 - Driver seat rake adjustment 
motor - V243- 


Q Passenger side: front 
passenger seat rake ad- 
justment motor - V244- 


OQ) Removing and installing 
=> page 434 
4 - Bolts 
2x 
Self-locking 
Renew >o vegt 


Clean threaded holes aed informatii 
for bolts using e.g. a 
thread tap 


10 Nm 


Oocdod 


O 


2.5.6 Exploded view - seat pan, seat longitu- 
dinal adjuster 
Seat longitudinal adjuster (for manual adjustment) > page 399 


Seat longitudinal adjuster (for electric adjustment) - standard 
seat/sports seat/super sports seat > page 401 


Seat longitudinal adjuster - multi-contour seat > page 401 
Seat longitudinal adjuster (for manual adjustment) 


[a] Note 


A repair set is available for repairing the seat longitudinal adjuster > Electronic parts catalogue . 
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1 - Front seat 


2 - Seat longitudinal adjuster 

Q Forms a joint unit with 
top part of seat (seat 
pan) 

Q Cannot be renewed 
separately; repair set > 
Electronic parts cata- 
logue 


Q Servicing > page 474 
3 - Bowden cable for seat lon- 
gitudinal adjuster 
Q Removing and installing 
= page 471 Protected by copfright. Copying for p 
Q There is no provisiðrifor pathos. 
Bowden cable adjust=°°"'|]""° 
ment 


4 - Clip or cable tie 


5 - Handle 


Q For seat longitudinal ad- 
justment 


Q Removing and installing 
=> page 470 
Q Must engage with clip 
6 - Clip 
QO Renew 
Q Installation position 
=> page 400 
7 - Actuator 
Q For seat longitudinal ad- 
justment 
8 - Spring 
Q For lever for engaging Bowden cable (seat longitudinal adjustment) 
Q Different components on driver's and front passenger's seats 
QO Removing and installing > page 473 


9 - Lever 
Q For engaging Bowden cable for seat longitudinal adjustment 
Q Identical on driver's and front passenger's seats 
QO Removing and installing > page 473 


Installation position of clip 


* Springs -arrows- (2x) of clip -2- must be located on inside of 
lever -1-. 


A72-10940 
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Seat longitudinal adjuster (for electric adjustment) - standard 
seat/sports seat/super sports seat 


1 - Seat depth adjuster 


QO For sports seat/super 
sports seat only 


QO Removing and installing 
> page 488 
Q For correct version refer 
to = Electronic parts 
catalogue 
2 - Upper seat pan frame 


Q jg eal and installing 
> page 481 


Q) Forcorrect version refer 
to > Electronic parts 
catalogue 


QO When renewing, fit elec- 
trical and electronic 
components and wiring 
removed earlier in new 
upper frame 


3 - Washer 

4 Beth ited unless aut 
QO) respect to th 
QO Self-locking 

Renew 


Clean threaded holes 
for bolts using e.g. a 
thread tap 


Q 22Nm 


5 - Lower seat pan frame 


Q Driver side: with driver 
seat longitudinal adjust- SS á 
ment motor - V28- = d 


Passenger side: with 
front passenger seat longitudinal adjustment motor - V31- 


Cannot be dismantled 
Removing and installing > page 478 
When renewing, fit seat position sensor and belt buckle in new lower frame 
6 - Bush 
UO Inserted in all pivot points 
Q Cannot be renewed with the equipment available to workshops 
QO Component must be renewed if bush is damaged 


Q 
QO 


Ooo O 


Seat longitudinal adjuster - multi-contour seat 
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1 - Bush 
Q Inserted in all pivot 
points 


Q Cannot be renewed with 
the equipment available 
to workshops 


OQ) Component must be re- 
newed if bush is dam- 
aged 

2 - Bolt 
Q Self-locking 


ü Renew 
Protected by copyright. Copying for privatd 


UberGleanithreaded:holes' ac 
‘for bolts using e:gsa" inton 
thread tap 


Q 22Nm 


3 - Upper seat pan frame 


ü Removing and installing 
> page 481 


Q For correct version refer 
to = Electronic parts 
catalogue 


Q When renewing, fit elec- 
trical and electronic 
components and wiring 
removed earlier in new 
upper frame 

4 - Bolt 

Q Self-locking 

QO Renew 

Q Clean threaded holes 


for bolts using e.g. a , CALE 
thread tap 


Q 22 Nm 
5 - Inertia safety latch 
QO Removing and installing > page 501 
Q Checking for freedom of movement > page 501 


6 - Retaining plate 


7 - Bolt 
Q) 2x 
Q Tightening torques > page 415 
8 - Spring 
9 - Lower seat pan frame 
Q Driver side: with driver seat longitudinal adjustment motor - V28- 
Q Passenger side: with front passenger seat longitudinal adjustment motor - V31- 
Q Cannot be dismantled 
QO Removing and installing > page 478 
QO) When renewing, fit seat position sensor and belt buckle in new lower frame 


10 - Bolt 
Q Self-locking 
OQ) Renew 
Q Clean threaded holes for bolts using e.g. a thread tap 


402 Rep. gr.72 - Seat frames 
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QO 22Nm 


2.5.7 Exploded view - seat pan, seat depth 
adjuster 


Seat depth adjuster - sports seat/super sports seat > page 403 
Seat depth adjuster - multi-contour seat > page 403 
Seat depth adjuster, sports seat/super sports seat 


1 - Nut 
n 4x 
QO) Renew 


2 - Sports seat 
Q With seat depth adjust- 
ment 
3 - Trim 
Q) For seat depth adjuster 


Q ec Hert ana installing 
> “2.15.17 Removing 
and installing seat depth 
adjuster - sports seat/ 
super sports seat”, page 
488 


Q Push on until it engages 
audibly 
4 - Seat depth adjuster 
Q Removing and installing 
> page 488 
5 - Bush 


6 - Bolt 
QO) Renew 


Q Insert bolt with locking 
fluid; locking fluid > 
Electronic parts cata- 
logue 


QO 4Nm 
7 - Bolts 
QO) Renew 


Q Insert bolt with locking 
fluid; locking fluid > 
Electronic parts cata- 
logue 


Q 4Nm 
8 - Bolt 
QO) Renew 
Q Insert bolt with locking fluid; locking fluid > Electronic parts catalogue 
Q 4Nm 


9 - Bush 


f pn] 


Seat depth adjuster - multi-contour seat 


2. Front seats 403 
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1-Trim 
QO) For seat depth adjuster 
Q 2x 


Q Push on until it engages 
audibly 


2 - Carrier 


Q For seat depth adjust- 
ment motor -V256- / - 
V2 


Q Removing and installing 
> “2.15.18 Removing 
and installing seat depth 
adjuster - multi-contour 
seat”, page 492 


3 - Driver seat depth adjust- 
ment motor - V256- 
Q Passenger side: front 


passenger seat depth 
adjustment motor - 
V2 


Removing and installing 
=> page 492 


QO Re-attach all cable ties 
at the same locations 
when re-installing. 


4 - Cover 

Q For seat depth adjuster 

Q Removing and installing 
> “2.15.18 Removing 
and installing seat depth 
adjuster - multi-contour 
seat”, page 492 

Q Clipped to seat cover 
and padding 

Q Engage at seat depth adjuster and press on until it engages audibly 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 


5 = Multi-contour seat permitted unle d by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG 
6 - Bolt 
QO 4x 
QO 3.5Nm 
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2.5.8 Exploded view - seat pan, torsion bar 


1 - Seat pan 
2 - Bearing 
Q For torsion bar 
Q Pushed into guide 


Q Removing and installing 
> “2.15.15 Removin 
and installing torsion 
bar”, page 483 


3 - Torsion bar 


Q Greased; for grease re- 
fer to > Electronic parts 
catalogue 


Q heleda and installing 
> page 483 


2.5.9 Exploded view - seat pan, seat adjust- 
ment actuators/switches 

Seat adjustment actuators/switches - standard seat/sports seat/ 

super sports seat > page 405 

Seat adjustment actuators/switches - multi-contour seat 


= page 407 

rotected by Copyright. Copying for private or commercial purposes, in part or in whole, is not 
Seat'ad ‘actuators/switches -'standard'seat/s 
supér 5} 


orts Seats of information in this document. Copyright by AUDI AG 
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1 - Trim (sill side) 
Q Removing and installing 
=> page 464 
2 - Actuator 
Q) For backrest adjustment 


Depending on equip- 
ment version 


Q 
Q Clipped on 
Q Removing and installing 


> “2.15.19 Removing 
and installing seat ad- 
justment operating unit”, 
page 493 


3 - Actuator 
üQ For seat adjustment 


Depending on equip- 
ment version 


Q 
Q Clipped on 
Q Removing and installing 


> “2.15.19 Removing 
and installing seat ad- 
justment operating unit”, 
page 493 


4 - Driver seat lumbar support 
adjustment switch - E176- 


ū Passenger side: front 
passenger seat lumbar 
support adjustment 
switch - E177- 


Q Soma and installing 
=> page 502 


5 - Bolt 
QO 2x 


QO 0 8 Nm Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
` permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
6 . Bolt with respect to the correctness of information in this document. Copyright by AUDI AG 


QO 3x 
QO 0.8Nm 


7 - Driver seat adjustment operating unit - E470- 
Q With: 

+ Driver seat backrest adjustment switch - E96- 

+ Driver seat rake adjustment switch - E222- 

+ Driver seat longitudinal adjustment switch - E363- 

+ Driver seat height adjustment switch - E364- 

Q Passenger side: front passenger seat adjustment operating unit - E471- with: 

@ Front passenger seat longitudinal adjustment switch - E64- 

@ Front passenger seat backrest adjustment switch - E98- 

@ Front passenger seat rake adjustment button - E334- 

+ 


Front passenger seat height adjustment switch - E365- 
OQ) Depending on equipment version 
OQ) Removing and installing > page 493 


406 Rep. gr.72 - Seat frames 
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Seat adjustment actuators/switches - multi-contour seat 


1 - Switch module for driver 
seat - E663- 


Q With: 


+è Driver seat backrest adjust- 
ment switch - E96- 


@ Head restraint adjustment 
switch - E155- 


+è Driver seat rake adjustment 
switch - E222- 


@ Driver seat longitudinal ad- 
justment switch - E363- 


+è Driver seat height adjust- 
ment switch - E364- 


QO Passenger side: switch 
module for front passen- 
ger seat - E664- with: 


Front passenger seat longi- 
tudinal adjustment switch - 
E64- 


@ Front passenger seat back- 
rest adjustment switch - 
E98 


+ 


+ 


Front passenger seat head 
restraint adjustment switch 
- E170- 


@ Front passenger seat rake 
adjustment button - E334- 


@ Front passenger seat 
height adjustment switch - 
E3 


Protected by copyright. Cop 
Q Removing:and:installing:: 
> page 493 respect to the corre 
2 - Trim (sill side) 
QO Removing and installing > page 465 
3 - Actuator 
Q For backrest adjustment 
Q Clipped on 
QO) Removing and installing 
> “2.15.19 Removing and installing seat adjustment operating unit”, page 493 
Q Push on until it engages audibly 
4 - Actuator 
QO For seat adjustment 
Q Clipped on 
û Removing and installing 
> “2.15.19 Removing and installing seat adjustment operating unit”, page 493 
Q Push on until it engages audibly 
5 - Rocker 
Q For switch module 2 for front seat -E667- / -E668- 
Q Clipped on 
QO) Removing and installing > page 616 
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6 - Switch module 2 for driver seat - E667- 
Q Passenger side: switch module 2 for front passenger seat - E668- 
Q Removing and installing > page 616 


7 - Bolt 
QO) 2x 
Q 0.8Nm 


8 - Bolt 
O 3x 
QO 0.8Nm 


2.5.10 Exploded view - seat pan, storage compartment 


1 - Bolt 
QO 2x 
QO 8Nm 


2 - Speed nut 
Q 2x 
QO Inserted in seat pan 
QO) Renew speed nuts if 
damaged or deformed 
3 - Front seat 


4 - Storage compartment 

Q) Depending on equip- 
ment version 

Q Removing and installing 
> page 487 

Q Cannot be dismantled 
and is only available as 
a complete replacement 
unit 

Q For correct version refer 
to = Electronic parts 
catalogue 
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2.5.11 Exploded view - seat pan, front seat con- 
trol unit 


Control unit for seat ventilation (seat heating integrated) 
=> page 409 


Seat/steering column adjustment control unit with memory func- 
tion - standard seat/sports seat/super sports seat > page 409 


Seat/steering column adjustment control unit with memory func- 
tion - multi-contour seat > page 410 


Control unit for seat ventilation (seat heating integrated) 


1 - Control unit for front left seat 
ventilation - J800- (integrated 
seat heating function) 


QO) Passenger side: control 
unit for front right seat 
ventilation - J799- (inte- 
dese seat heating 

nction) 

Q Clipped to retainer 


Q Removing and installing 
=> page 494 
2 - Retainer 
Q Engaged in seat pair'**'* 
and clipped on nr 
Q Removing and installing 
=> page 497 


3 - Front seat 
4-Pin 


Q For securing retainer to 
seat pan 


Seat/steering column adjustment control unit with memory func- 
tion - standard seat/sports seat/super sports seat 


2. Front seats 409 


anD Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


1 - Seat and steering column 
adjustment control unit with 
memory function - J136- 


Q Equipment version with 
seat ventilation: front left 
seat ventilation and seat 
heating integrated 

Q Passenger side: front 
passenger seat adjust- 
ment with memory con- 
trol unit - J521- 

QO Equipment version with 
seat ventilation: front 
right seat ventilation and 
seat heating integrated 

Q Clipped to retainer 


Q Removing and installing 
=> page 495 
2 - Retainer 


ü Engaged in seat pan 
and clipped on 


Q Removing and installing 
=> page 497 


3 - Pin 


Q For securing retainer to 
seat pan 


4 - Front seat 


Seat/steering column adjustment control unit with memory furnc="* by copyright. Copying for private or commercial purposes, in part or in whole, ie nol 
: x 7 permitted unless authorised by 3 joes not guarantee or accept any liability 
tion multi contour seat with respect to the correctness of information in this document. Copyright by AUD! AG 
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1 - Cover 


QO Depending on equip- 
ment version 


OQ Must engage audibly in 
bracket 


2 - Seat and steering column 
adjustment control unit with 
memory function - J136- 


QO Equipment version with 
seat ventilation: front left 
seat ventilation and seat 
heating integrated 


Q Passenger side: front 
passenger seat adjust- 
ment with memory con- 
trol unit - J521- 


Q Equipment version with 
seat ventilation: front 
right seat ventilation and 
seat heating integrated 

OQ) Removing and installing 
> page 495 
Press on until it engages 
audibly in bracket 


3 - Bracket 


Q For trim (front), com- 
pressor and control unit 
for multi-contour seat 

OQ Removing and installing 
=> page 467 


2.5.12 Exploded view - seat pan, seat cushion 


fan 
Seat cushion fan - standard seat/sports seat/super sports seat 
=> page 411 
Seat cushion fan - multi-contour seat up to 08.2012 
> page 412 Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 


Seat cushion fan - multi-contour séat fron? 09°:2012°onwards'°" n HS document. Copyright by AUDI AG 
=> page 413 


Seat cushion fan - standard seat/sports seat/super sports seat 


2. Front seats 41 1 


anD Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


1 - Bolts 
Q 1.5Nm 


2 - Cover grille 
3 - Front seat 


4 - Seal 


QO Insert between seat pan 
and fan 


5 - Driver seat cushion fan - 
V390- / driver seat cushion 
fan 2 - V419- 

Q Passenger side: front 
passenger seat cushion 
fan - V391- / front pas- 
senger seat cushion 
fan 2 - V420- 


Q Removing and installing 
=> page 498 


Protected by copyright. Copying for private or q 
permitted unless authorised by AUDI AG. AUD 
with respect to the correctness of informatio 


Seat cushion fan - multi-contour seat up to 08.2012 
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1 - Bolts 
QO 2.4Nm 


2 - Driver seat cushion fan - 
V3 


Q) Passenger side: front 
passenger seat cushion 
fan - V391- 


Q Removing and installing 
> page 499 
3 - Seal 
Q Fit between fan and re- 
tainer 
4 - Bracket 
Q For fan 


OQ) Removing and installing 
> page 500 

QO Engaged in seat pan 
and clipped on 

Q 


Push on until it engages 
audibly 
5 - Bolt 
Q 2.4Nm 
6 - Grille 
Q For fan 


Q Ramovi ana installing 
> page 500 


7 - Seat pan 


Seat cushion fan - multi-contour seat from 09.2012 onwards 
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1 - Cover 
Q Removing and installing 
=> page 499 
2 - Retainer 
Q For fan 


Q Removing and installing 
=> page 500 

Q Engaged in seat pan 
and clipped on 

Q 


Push on until it engages 
audibly 
3 - Seat pan 
4 - Bolts 
Q 2x 
OQ 2.4Nm 
5 - Grille 
Q For fan 
Q Removing and installing 
=> page 500 
6 - Driver seat cushion fan - 
V390- 


Q Passenger side: front 
passongar seat cushion 
an - V391- 


Q Dope! and installing 
=> page 499 


7 - Bolt 
QO 2x 
a 2.4 Nm 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG. 
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2.5.13 Exploded view - seat pan, inertia safety latch 


1 - Lower seat pan frame 
2 - Upper seat pan frame 
3 - Retaining plate 
4 - Bolt 
Q 2x 
Q 28Nm 
5 - Spring 
6 - Inertia safety latch 
OY Removing and installing 


=> page 501 
Q Checking > page 501 


Protected by copyright. Copying for private or cargmercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDIJAG does not guarantee or accept any liability 
with respect to the correctness of informatio: this document. Copyright by AUDI AG 


2.6 Removing and installing front seat 


> “2.6.1 Removing and installing front seat”, page 415 


=> “2.6.2 Removing front t if seat longitudinal adjustment motor 
or control unit are defective”, page 41 


2.6.1 Removing and installing front seat 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


W00-11118 


@ Protector - VAS 871 001- (not illustrated) 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 

* Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Move head restraint to lowest possible position. 
— Move front seat as far back and upwards as it will go. 
— Usingremovalwedge~3409-" 


off seat rail’ cover #2." ‘and'spind l 
ment. bii j 


> for’ seat “lonigitudinal s adjust-" o 
A72-10332 
- Move front seat as far forwards and upwards as it will go. 


- Using removal wedge - 3409- , prise spindle cover (rear) -1- 
off seat rail cover and bolt for seat rail -arrows-. 
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— Remove belt end fitting (front) > page 116. 

— Remove bolts -3- and -5- from rear of seat rail. 

— Move front seat -4- as far back and upwards as possible. 
— Remove bolts -1- and -2- from front of seat rail. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


A WARNING 


Before handling p (Ab soll components (e.g. unplugging the 
(0) 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Plug in connector of airbag adapter -VAS 6282- at electrical -A 
connector for side airbag > page 423 . 


— Unplug electrical connectors. 


— Before lifting out front seat, attach protector - VAS 871001- as z =~ 
shown in illustration to protect sill panel trim. | | — 


1 
™ 


— Lift front seat out of vehicle with the assistance of a second DETA wee VAS 871001 
mechanic. XL & 


Installing 3 = Ne 
A WARNING 


@ Observe safety regulations for pyrotechnic components 
¢ Before handling pyrotechnic components (e.g. plugging insis» : 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


A72-11876 


Installation is carried out in the reverse order; note the following: 


— Plug in electrical connectors, and install front seat before un- 
plugging airbag adapter - VAS 6282- = page 423. 


[a] Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


2. Front seats 41 7 


COED Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


- Align front seat -4- in vehicle and only hand-tighten bolts -1- 
and -2- at front of seat rail. 


A WARNING 


The battery must be connected with the ignition switched on. 
If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


AT2-11177 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


- Detach airbag adapter - VAS 6282-'and plug connector in at 
connector point in floor > page 423°" °°" 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


— Move front seat as far forwards and upwards as it will go. 
- Fit and tighten bolts -3- and -5- at rear of seat rail. 

— Move front seat as far back and upwards as it will go. 

— Tighten bolts at front. 


B Note 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. > “2.2 Exploded view - front seat”, page 369 


2.6.2 Removing front seat if seat longitudinal 
adjustment motor or control unit are de- 
fective 


Special tools and workshop equipment required 
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@ Protector - VAS 871 001- (not illustrated) 


Checking seat longitudinal adjustment motor -V28- / -V31- or 
control unit -J136- / -J521- 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Move front seat as far upwards as it will go. 


[a] Note 


To avoid unnecessary repair costs, check the electrical/electronic 
components and wiring before removing the front seat any further. 


— Perform the following checks: 


+. Check fuse, = Current flow diagrams, Electrical fault finding 
and.Fitting. locations. 


@ Check voltage at connector point and perform Fault Finding if 
necessary => Current flow diagrams, Electrical fault finding and 
Fitting locations. 


@ Check voltage at control unit > Current flow diagrams, Elec- 
trical fault finding and Fitting locations. 


@ Check voltage at seat longitudinal adjustment motor > Current 
flow diagrams, Electrical fault finding and Fitting locations. 


— If fuse is defective, it must be renewed => Current flow dia- 
grams, Electrical fault finding and Fitting locations. 


— Repair or renew wire if there is no voltage at connector point 
> Current flow diagrams, Electrical fault finding and Fitting lo- 
cations. 


— If seat longitudinal adjustment motor is defective, lower seat 
pan frame must be renewed > page 478 . 


— If control unit is defective, renew control unit -J136- / -J521- 
> page 495. 


Removing if seat longitudinal adjustment motor -V28- / -V31- is 
defective 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove belt end fitting (front) > page 116. 
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— Plug in connector of airbag adapter -VAS 6282- at electrical 
connector for side airbag > page 423. 


— Unplug electrical connectors. 
— Remove bolt -3-. 


— Disengage seat position sensor -2- from lower seat pan frame 
-1- at hooks -arrow-. 


- Unclip electrical wiring from lower seat pan frame and move 
to one side. 


— Unplug electrical connector at seat longitudinal adjustment 
motor. 


— Remove bracket for modular wire routing at lower seat pan 
frame. 


— Unplug electrical connector for belt buckle (front) 
=> page 119. 


Standard seat/sports seat/super sports seat: 


A Caution 


Risk of damage to threaded holes or bushes in pivot points 
(bolted connection between upper and lower frame). 


$ Asecond mechanic is required to take hold of the backrest 


and press the seat downwards slightly when removing the 
bolts listed below. 


Risk of damage to thread of bolt -3-. 
¢@ Bolt for adjustment spindle has left-hand thread. 


- Remove bolt -3-. 
— Remove bolts -2-. 


— With the help of a second mechanic, lift upper seat pan frame 
-1- off lower frame -4- and remove from vehicle. 


(i Note 


For greater clarity, the seat pan is shown without the padding, 
cover and backrest. 


pt any liability 
fright by AUDI AG 
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Multi-contour seat: 


A Caution 


Risk of damage to threaded holes or bushes in pivot points 
(bolted connection between upper and lower frame). 


@ A second mechanic is required to take hold of the backrest 
and press the seat downwards slightly when removing the 
bolts listed below. 


Risk of damage to thread of bolt -6-. 
¢@ Bolt for adjustment spindle has left-hand thread. 


— Remove bolt -6-. 
— Remove bolts -4-. 


— Disengage retaining plate -3- at lower seat pan frame 
-arrow- and detach. 


— Remove bolts -1, 5-. 


— With the hiss of a second mechanic, disengage upper seat 
pan frame -2- from lower frame -7- and remove from vehicle. 


(å) Note 


For greater clarity, the seat pan is shown without the padding, 
cover and backrest. 


All seat versions (continued): 


VAN Caution 


Risk of damage to bushes -1- in pivot points -2- (bolted con- 
nection between upper and lower frame). 


@ The bushes cannot be renewed with the equipment avail- 
able to workshops. 


@ The relevant components must be renewed if the bushes 
are damaged. 
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— Unscrew accessible bolts for seat rails at console. 


a Note 


For greater clarity the surrounding area is not shown. 


— Unscrew bolts -2- and -5- and remove defective seat longitu- 
dinal adjustment motor -1- with bracket. 


— Move seat rails -3- and -4- forwards/backwards until bolt for 
seat rail is accessible. 


A72-11073 


— Unscrew bolt and detach seat rail. 


— Renew lower seat pan frame with seat longitudinal adjustment 
motor => page 478 . 


Removing if control unit -J136- / -J521- is defective 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be'done EE: ori i, ap hes oe idee whole, 1s No 
door striker plate, or similar. sian i h canad Cointe atin Aa 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove belt end fitting (front) > page 116. 


— Unplug electrical connector at seat longitudinal adjustment 
motor. 


— Connect seat longitudinal adjustment motor to an external 
12 V power supply and move front seat forwards or backwards 
as necessary until bolts are visible. 


— Remove bolts -1, 2, 3 and 5-. 


— Unplug electrical connectors and plug in connector of airbag 
adapter -VAS 6282- at electrical connector for side airbag 
=> page 423. 


AT2-41177 
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— Before lifting out front seat, attach protector - VAS 871001- as 
shown in illustration to protect sill panel trim. 


— Lift front seat out of vehicle with the assistance of a second 
mechanic. 


— Attach front seat to seat repair stand - VAS 6136- 
> page 360. 


— Renew control unit -J136- / -J521- > page 495. 


2.7 Connecting and disconnecting airbag 
adapter 


Special tools and workshop equipment required 


+ Removal wedge - 3409- Protected by copyright. í 


@ Airbag adapter - VAS 6282- 


VAS 871001 i 


SX 


A72-11876 


pying o private or commercial purposes, in part or in whole, is yt 
i bya 34090! AG does J € s ( Effy 
s nformation in this docu ( AG 


W00-11118 


VAS 6282 


OO O 


W00-11539 
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Unplugging connectors 


B Note 


The connector point is located in the vehicle floor under the front 
section of the seat. 


A WARNING 
Protected by copyright. 


Observe safety regulations for PYTOLECh NIG on GATOR 
> page 4. 


Se 


Move head restraint to lowest possible position. 
— Move front seat as far back and upwards as it will go. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


A72-10333 


— Using removal wedge - 3409- unclip cover -1- at front and pull 
it off connector point -2- in direction of -arrow-. 


— Release retaining tabs and lift cable retainer -3- off connector 
point. 


(i Note 


The number of connectors may vary depending on equipment. 
The description relates to the version with maximum equipment. 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


- Release retaining tabs and unplug electrical connector -1- for 
side airbag. 


2 - Seat heating 
4 - Power supply for seat adjustment 
5 - Belt buckle 
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Connecting airbag adapter 


— Plug in connector of airbag adapter -VAS 6282- at electrical 
connection for side airbag. 


A Caution 


VAS 6282 


Leave airbag adapter - VAS 6282- connected to seat until seat 
has been re-installed. 


[a] Note 


Make sure airbag adapter engages properly. 


Removing connector point 
— Release catch -1- using a screwdriver. 


— Pull connector point -2- upwards -arrow A- and take it out to- 
wards front -arrow B- (lift floor covering slightly if necessary). 


— Release catches and remove electrical connectors from con- 
nector point. 


Plugging in connectors 


AN WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


AT2-11521 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Plug in electrical connectors in reverse order; note the following: 


(å) Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 
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Pin assignment > Current flow diagrams, Electrical fault finding 
and Fitting locations 


1- Side airbag 

2- Seat heating 

3- Power supply for seat adjustment 
4- Belt buckle 


(å Note 


The number of connectors may vary depending on equipment. 
The description relates to the version with maximum equipment. 


A\ WARNING 


The battery must be connected with the ignition switched on. 
If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 


closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
Move selector lever to position P 
Activate parking brake 
Switch off ignition 
Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27,; Battery; Disconnecting and con- 
necting battery . 


(à Note 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


2.8 Removing and installing seat height ad- 


juster 


Special tools and workshop equipment required 
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@ Hook - 3438- 


Removing 


— Pull seat height adjuster -1- upwards as far as possible and 
hold in this position. 


- Carefully pull seat height adjuster slightly off front seat. 
— Insert hook - 3438- between seat height adjuster and trim 


-2-. 


— Release tab -3- with hook - 3438- and at the same time pull 
seat height adjuster off lever in direction of -arrow-. 


Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
> “2.5.4 Exploded view - seat pan, seat height adjuster”, 
page 395 


AT2-10146 


2.9 Removing and installing seat height ad- 
justment unit 


> “2.9.1 Removing and installing seat height adjustment unit” 
page 427 


> “2.9.2 Removing and installing seat height adjustment motor” 
page 430 


2.9.1 Removing and installing seat height ad- 


*justmen entcunity 1g for private or commercial purposes, in pa 
pErmitted unless authorised by AUDI AG. AUDI AG d rar 


° with respect to the correctness of information in this document. Copyright by AU 
Removing s ' i 


A Caution 


Move front seat to top position if possible. This reduces the 
spring force when removing and installing the seat height ad- 
justment unit. 


— Move front seat as far forwards as it will go and to highest 
position; then lower it by one stroke of the lever. 
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A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove trim (sill side) > page 461 . 
— Remove bolts -2-. 
— Detach lever -1- from seat height adjustment unit. 


— Remove securing clip -1- with a screwdriver. 


A7T2-10670 
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[a] Note 


Bolts -1- and bolt -3- have different lengths. 


— Remove bolts -1- and -3-. 


— Unfasten seat height adjustment unit -2- from seat pan frame 
and detach. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


(å) Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


A WARNING 


The battery must be connected with the ignition switched on. 
/f pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
@ Move selector lever to position P 
Activate parking brake 


v 
@ Switch off ignition 
deere Open. bonnet. 
=$ Connect battery charger (e. g. battery charger - VAS 


5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 
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— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


a Note 


If the airbag warning lamp - K75- indicates a fault following in- 
Stallation, you must interrogate, erase and then re-interrogate the 
event memory = Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. 
=> “2.5.4 Exploded view - seat pan, seat height adjuster” 


page 395 


2.9.2 Removing and installing seat height ad- 
justment motor 


Removing 


AN WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 


- Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove trim (sill side): 


+ Standard seat/sports seat/super sports seat (with electric ad- 
justment) > page 464 


+è Multi-contour seat > page 465 


— Unplug electrical connector -1- at seat height adjustment mo- 
tor -2-. 


- Slacken off torsion bar > page 483 . 
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A Caution 


Risk of (irreparable) damage to threaded hole in seat pan. 


¢@ Bolted connection for adjustment spindle to seat pan must 
be free of strain when fitting/removing bolt. 


Risk of damage to bush -3- in pivot point (bolted connection 


between adjustment spindle and seat pan). 
@ The bush cannot be renewed using workshop equipment. 


@ The relevant components must be renewed if the bush is 
damaged. 


Risk of damage to thread of bolt -2-. 
¢@ Bolt for adjustment spindle has left-hand thread. 


Unscrew bolt -2- at adjustment spindle -1- of seat height ad- 
justment motor. 


Unscrew bolt -1- for adjustment spindle for seat rake adjust- 
ment motor (pre-set at factory). 


Swivel upper seat pan frame u upwan as far as possible and 


support with a suitable block o 
VAS 6136- 


Remove bolts -2- and -3-. 


wood on seat repair stand - 


Detach bracket with seat height adjustment motor -4- from 
seat pan. 


Remove bolts -1-. 
Detach bracket -2- from seat height adjustment motor -3-. 


Installing 


Installation is carried out in the reverse order; note the following: 


A WARNING 


@ Observe safety regulations for Paano Foy ABS Re NDI A 
> page 4. fraseo i 


$ Before handling odie e p g. piangi in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Notes for installation: tightening torques, renewing components 


et 


C. 


> “2.5.4 Exploded view - seat pan, seat height adjuster”, 
page 395 


A72-10782 


AT2-10785 
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2.10 Removing and installing seat rake ad- 
justment unit 

> “2.10.1 Removing and installing seat rake adjuster”, 

page 432 


> “2.10.2 Removing and installing seat rake adjustment motor” 
page 434 


> “2.10.3 Removing and installing seat rake adjustment handle” 
page 435 


2.10.1 Removing and installing seat rake ad- 
juster 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


-— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove trim (sill side) > page 461 . 
— Remove seat rake adjustment handle = page 435 . 
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— Remove pivot stud -2- and bolt -3-. 
— Take out seat rake adjuster -1-. 


Installing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


[a] Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


A WARNING 


The battery must be connected with the ignition switched on. 
/f pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


. Before switching on the ignition, perform the kming steps: 
dini o Move selector lever to position Po 


i ry Activate parking brake 


$ Switch off ignition 
@ Open bonnet 


$ Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


$ Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 
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(a) Note 


If the airbag warning lamp - K75- indicates a fault following in- 
Stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 


etc. 
> “2.5.5 Exploded view - seat pan, seat rake adjuster” 
page 398 


2.10.2 | Removing and installing seat rake ad- 
justment motor 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 
- Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Unscrew bolt -2- for adjustment spindle -1- of seat rake ad- 
justment motor (pre-set at factory). 
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A Caution 


Risk of damage to bush -1- in pivot point -2- (bolted connection 
between adjustment spindle and seat pan). 


@ The bush cannot be renewed using workshop equipment. 


@ The relevant components must be renewed if the bush is 
damaged. 


— Unplug electrical connector -3- at seat rake adjustment molon 


Prote d C 
- “Unscrew. bolts chia and:detach seat rake. adjustment motor ilit 
-dith respect t ormation in this document. Copyright by AUDI AG 


Installing 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic co bh sealed (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Notes for installation: tightening torques, renewing components 
etc. 


> “2.5.5 Exploded view - seat pan, seat rake adjuster” 
page 398 


2.10.3 Removing and installing seat rake ad- 
justment handle 


(i) Note 


Removal and installation can be carried out with the front seat 
installed. 
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Removing 
- Remove trim (sill side) > page 461 . 


- Working from rear, lever handle -2- off seat rake adjuster -1-; 
to do so, press down locking spring of clip with a screwdriver. 


Installing 

Installation is carried out in the reverse order; note the following: 

- Renew clip at seat rake adjustment lever; note installation po- 
sition. 

- R sure seat rake adjustment handle engages properly with 
clip. 

. ah -arrows- (2x) of clip -2- must be located on inside of 
ever -1-. 


Notes for installation: tightening torques, renewing components 
etc. 

=> “2.5.5 Exploded view - seat pan, seat rake adjuster”, 

page 398 
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2.11 Removing and installing backrest ad- 
justment unit 
Special tools and workshop equipment required 


+ Special pop rivet pliers - V.A.G 1753B- 
VAG 1753 B 


@ Drill 
+ Safety goggles 
Protected by copyright. Copying for private or commercial purposes, in n whole, is not 
+ Locking fluid =° Electronic parts! catalogue ability 
with reSpect to the correctness of information in this document. Copyright by AUDI AG 
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Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling airbag units (e.g. unplugging the electrical 
connector) the mechanic must discharge any static elec- 
tricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove trim (tunnel side) > page 469 . 
— Remove trim (sill side): 


@ Standard seat/sports seat/super sports seat (with electric ad- 
justment) > page 464 


@ Multi-contour seat > page 465 
— Remove backrest cover panel > page 440. 


- Mark angular position of backrest fittings (left and righi). on. ed reee 
front seat as follows: 


— Use a waterproof felt-tip pen to make mark -arrow B- on outer 
backrest frame -2- directly at front edge -arrow A- of fitting 


— Unscrew nut -3- from shaft -4-. 


- Detach padding from outer backrest frame in area of backrest 
fitting > page 668 . 


— Pull shaft -5- out of outer backrest frame -2- -arrow-. 
— Unplug electrical connector -3- at backrest adjustment motor. 


(à) Note 


As protection against metal swarf, place plastic film between seat 
cover and outer backrest frame. 


A WARNING 


Risk of eye injuries. 
$ Puton safety goggles. 


— Drill out rivets -1- and detach backrest adjustment motor -4- 
with bracket. 
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Installing 


— Check position of outer backrest frame -2- and fitting -1- on 
left and right side of backrest. 


* The outer backrest frame must be in the position marked be- 
fore removal (on left and right side) -arrows A and B-. 


— Ifthe outer backrest frame is not in the position marked before 
removal (on left and right side), make adjustments as required. 


— Fit backrest adjustment motor -3- with bracket. 
* Itmuststill be possible to move the backrest adjustment motor. 


— First slide shaft through fitting (tunnel side) as far as mounting 
-4- in backrest adjustment motor. 


— Check that profiles of inserted shaft and mounting in backrest 
adjustment motor are in line. 


— If profiles of shaft and mounting in backrest adjustment motor 
are notin line, apply an external 12 V power supply to backrest 
adjustment motor -3- and rotate mounting until profiles of shaft 
and mounting are in line. 


— Push shaft -5- through mounting in backrest adjustment motor 
as far as stop (sill side) -arrow-. 


— Fit new nut -3- on shaft -4- and tighten. 
Protected by copyright. Copying for private or commercial p 
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— Rivet -1- bracket with motor to outer backrest frame -2-. 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


$ Observe all measures to be taken when installing the front 
seat > page 415. 


Notes for installation: tightening torques, renewing components 


C. 
> “2.3.7 Exploded view - front backrest adjustment motor”, 
page 383 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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2.12 Removing and installing front seat back- 
rest 


> “2.12.1 Removing and installing front seat backrest - standard 
seat/sports seat/super sports seat”, page 440 


> “2.12.2 Removing and installing front seat backrest - multi-con- 
tour seat”, page 441 


> “2.12.3 Removing and installing backrest cover panel - stand- 
ard seat/sports seat/super sports seat”, page 444 


> “2.12.4 Removing and installing backrest cover panel - multi- 
contour seat”, page 445 


> “2.12.5 Removing and installing backrest cover panel - country- 
specific version”, page 447 


> “2.12.6 Removing and installiñġ Spring mat", page 448 


> “2.12.7 Removing and installing'méunting/rétainer fór Rear 
Seat Entertainment”, page 450 


> “2.12.8 Removing and installing mounting/retainer for Rear 
Seat Entertainment - country-specific version”, page 452 


> “2.12.9 Removing and installing backrest fans (front)” 

page 454 

2.12.1 Removing and installing front seat back- 
rest - standard seat/sports seat/super 
sports seat 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 


- Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove trim (tunnel side) > page 469 . 
— Remove trim (sill side): 


@ Standard seat/sports seat (with manual adjustment) 
=> page 461 


@ Standard seat/sports seat/super sports seat (with electric ad- 
justment) > page 464 


Unplug electrical connectors of wiring harnesses to backrest 
and move disconnected wiring harnesses clear > page 459 . 


a Note 


There is a continuous wiring harness between the connector point 
and the side airbag. 
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— Disengage rubber strap -1- at bottom left and right of seat pan. 


— Unscrew bolts -1- and -2- on left and right of backrest fitting. 


— Detach backrest from seat pan. To do so, carefully pull elec- 
trical wiring harness for side airbag and, depending on equip- 
ment version, all other wiring harnesses going to backrest out 
of seat pan. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “2.3 Exploded view - front seat backrest”, page 377 


2.12.2 | Removing and installing front seat back- 
rest - multi-contour seat 


Removing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 
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— Attach front seat to seat repair stand - VAS 6136- 
> page 360. 


— Remove seat side trim: 


@ >“2.15.5 Removing and installing seat side trim (sill side)/seat 


trim (front) - multi-contour seat”, page 465 . 


@ ="2.15.7 Removing and installing seat side trim (tunnel side)”, 
page 469. 


— Remove spreader rivet -2- from trim (sill side). 


— Release catches -arrows- with a screwdriver and detach trim 
for backrest fitting -1-. 


— Remove belt buckle (front) > page 120 . 


Multi-contour seat up to 08.2012: 


- Carefully release catch -arrow- and disconnect pneumatic 
lines -1- and -2-. 


Protected by copyright. Copying f 
permitted unless authorised by 
with respect to the correctnes: 


- Carefully release catch -arrow- and pull pneumatic line -1- off 
compressor -2-. 


- Move clear pneumatic lines leading to backrest. 


a Note 


Disregard -item 3-. 


iil 
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Multi-contour seat from 09.2012 onwards: 
— Disconnect pneumatic lines -1, 2, 5-. 


- To do so, press release mechanism -4- and disconnect pneu- 
matic line -3- at the same time. 


— Move clear pneumatic lines leading to backrest. 
All seat versions (continued): 


— Unplug electrical connectors of wiring harnesses going to 
backrest and move disconnected wiring harnesses clear 


> page 459. 


[a] Note 


There is a continuous wiring harness between the connector point 
and the side airbag. 


— Disengage rubber strap -1- at bottom left and right of seat pan. 
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— Remove bolt -1- for belt guide -2-. 
— Remove bolts -arrows- from backrest fitting (left and right). 


— Detach backrest from seat pan. To do so, carefully pull wiring 
harness for side airbag and, depending on equipment version, 
all other wiring harnesses and pneumatic lines going to back- 
rest out of seat pan. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must PISA EAR Kor 
static electricity. This can be.done by briefly touching the» 
door striker plate, or similar.) respect t ess 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 
etc. 

> “2.3.3 Exploded view - front seat backrest, multi-contour seat”, 
page 379 


2.12.3 Removing and installing backrest cover 
panel - standard seat/sports seat/super 
sports seat 


Special tools and workshop equipment required 
¢ Protective gloves 


Removing 


A WARNING 


Risk of injury from burr on backrest cover panel. 
@ Wear protective gloves. 


- Reach behind right side of backrest cover panel -1- (as shown 
in illustration) and pull cover panel off outer backrest frame 
towards right side. 


a Note 


If it is difficult to detach, release side retaining hooks with removal 
lever - 80 - 200- . 
— Repeat procedure on opposite side. 


— Pull off backrest cover panel further and bend it until retaining 
hooks (top) have disengaged from outer backrest frame. 


— Lift backrest cover panel off backrest -2-. 
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Installing 
Installation is carried out in the reverse order; note the following: 


— Insert retaining hooks -2- of backrest cover panel in outer 
backrest frame (top) -1-. 


— Swivel backrest cover panel down and engage side retaining 
tabs -3- and -5- and retaining hooks (bottom) -4-. 


— Make sure that side retaining tabs engage properly with outer 
backrest frame and that retaining hooks (bottom) are properly 
fitted over outer backrest frame. 


— Press backrest cover panel forcefully towards backrest in 
areas marked by -arrows- until retaining tabs and hooks en- 
gage audibly. 


— Check whether backrest cover panel is properly engaged. 


e It grou not be possible to pull backrest cover panel (bottom) 
off. 


Notes for installation: tightening torques, renewing components 


etc. 
=> “2.3.1 Exploded view - front seat backrest, standard seat/sports 
seat”, page 377 


2.12.4 Removing and installing backrest cover 
panel - multi-contour seat 


Special tools and workshop equipment required 


+ Removal lever - 80 - 200- 
80-200 


Protected by copyright. Copying for private or com 
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@ Removal tool - T40280- 


740280 


W00-11540 


Removing 
— Move front seat as far forwards and upwards as it will go. 


a Note 


The clips (with catches) -1- and -2- at the backrest frame can only 
be untastened to the first stop. 


— Release clips -1- and -2- using removal lever - 80 - 200- as far 
as first stop -arrows A-. 


- To disengage clip (with catch) -1-, move backrest cover panel 
-3- in direction of -arrow C-; this causes clips to slide out of 
guide at backrest cover panel. 


— Then move backrest cover panel in direction of -arrow B- to 
disengage clip (with catch) -2-; this causes clips to slide out of 
guide at backrest cover panel. 


AT2-11113 


— Pull top section of backrest cover panel -1- as far as possible 
off backrest towards rear -arrow-. 


- Press down hook -2- of backrest cover panel ae a flat 
screwdriver and disengage it from outer backrest frame. 


a Note 


Use a torch and mirror if necessary. 
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— Disengage rubber strap -1- at bottom left and right of seat pan. 
— Lift off backrest cover panel. 

Installing 

Installation is carried out in the reverse order; note the following: 


— Insert retaining hooks of backrest cover panel in outer back- 
rest frame (bottom). 


— Insert clips with catches in guides on backrest cover panel. 


— Press backrest cover panel firmly towards backrest until clips 
engage audibly. 


— Check whether backrest cover panel is properly engaged. 


Notes for installation: tightening torques, renewing components 


2.12.5 Removing and installing backrest cover 
panel - country-specific version 

Special tools and workshop equipment required 

+ Removal wedge - 3409- 


Removing 


— Equipment version with Rear Seat Entertainment: Remove 
mounting for Rear Seat Entertainment > page 452 . 


- aoe trim -1- using removal wedge - 3409- -arrows- and de- 
tach. 
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- Disengage rubber strap -1- at bottom left and right of seat pan. 
— Remove bolts -2-. 


— Lift off backrest cover panel. 


Bracket for backrest cover panel 


- perf bolts -arrows- and detach bracket for backrest cover 
panel -1-. 


Installing 
Installation is carried out in the reverse order; note the following: 


— Press backrest cover panel firmly towards backrest until re- 
taining clips engage audibly. 
— Check whether backrest cover panel is properly engaged. 


Notes for installation: tightening torques, renewing components 
etc. 


> “2.3.4 Exploded view - front seat backrest, country-specific ver- 
sion”, page 380 


2.12.6 Removing and installing spring mat 


Removing 


LY 2: WARNING o 0: PEIN 
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¢ Observe Sate regulation Yor pyrotechnic reef | 
> page 4 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


- Remove front seat > page 415. 


- Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove backrest cover and padding = page 668 . 
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— Disengage extension springs -A ... D- at outer backrest frame 


[a] Note 


You can also leave the extension springs -A ... D- attached to the 
outer backrest frame -1- and disengage the spring mat -2- directly 
at the extension springs. 

— Swivel spring mat -2- forwards. 

— Pull spring mat out of openings in outer backrest frame. 
Installing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic Pompey (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 
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— Attach extension springs -A ... D- as shown in illustration. 


a Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


A WARNING 


The battery must be connected with the ignition switched on. 
If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


f / 
Í 
h A 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


[& Nois 
If the airbag warning lamp - K75- indicates a fault following in- 


Stallation, you must interrogate, erase and then re-interrogate the 
event memory => Vehicle diagnostic tester. 


ps for installation: tightening torques, renewing components 
etc. 
> “2.3.5 Exploded view - front seat backrest, spring mat” 


page 381 


2.12.7 | Removing and installing mounting/re- 
tainer for Rear Seat Entertainment 


Special tools and workshop equipment required 


450 Rep. gr.72 - Seat frames 


Audi A6 2011 > , Audi A6 China 2012 > 
General body repairs, interior - Edition 10.2016 Auer 


@ Pop rivet nut pliers - VAS 5073- 
VAS 5073 


+ Drill 
+ Safety goggles 
@ Drill bit @ 13mm 


Removing 


The mounting for Rear Seat Entertainment cannot be removed 
without damaging it irreparably. 


A WARNING 


Risk of eye injuries. 
$ Puton safety goggles. 


— Drill out guides -1- and -2- for mounting for Rear Seat Enter- 
tainment with a drill (@ 13 mm bit). 


A Caution 


Danger of damaging backrest cover and padding irreparably. 


AT2-11587 


@ The guides are only held in position in the retainer on the 
outer backrest frame by the retaining tabs -arrows-. 


$ Therefore only drill out up to retainer -3- (dimension -a-) 
to remove. 


— Pull mounting -1- for Rear Seat Entertainment off retainer on 
outer backrest frame -arrows-. 


(i) Note 


Remove drilling chips from backrest. 
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— Remove backrest cover and padding > page 668 . 
— Remove bolts -1- and -3-. 


— Disengage retainer -2- for Rear Seat Entertainment from outer 
backrest frame -arrow-. 


— Release catch -arrow- and disengage contact connector -2- 
from retainer for Rear Seat Entertainment. 


— Detach retainer -1- for Rear Seat Entertainment... 
with respect to the correctness of 


Riveting pop rivet nut 


— Screw M6 threaded arbor -item 2- into pop rivet nut pliers - 
VAS 5073- and screw in pop rivet nut -1- as far as stop. 


— Insert pop rivet nut with pop rivet nut pliers as far as possible 
pn hole in outer backrest frame and squeeze pop rivet nut 
pliers. 


— Unscrew threaded arbor again using pop rivet nut pliers. 
Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 
=> “2.3.8 Exploded view - front seat backrest, mounting/retainer 


for Rear Seat Entertainment’, page 383 


2.12.8 | Removing and installing mounting/re- 
tainer for Rear Seat Entertainment - 
country-specific version 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


Removing 


— Remove multimedia system display unit - Y22- / -Y23- > 
Communication; Rep. gr. 91 ; Infotainment system; Overview 
of fitting locations - infotainment system . 


— Unclip cover (front) -1- for mounting upwards using removal 
wedge - 3409- -arrow A- and detach. 


— Release fasteners -2 and 3-, unclip cover (rear) -4- for mount- 
ing using removal wedge - 3409- -arrow B- and detach. 


Protected by copyright. Copying for private or q 
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- Unclip trim -1- using removal wedge - 3409- -arrows- and de 
tach. 


— Remove bolts -1, 2-. 

— Disengage mounting -3- at retainer and detach. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 

> “2.3.8 Exploded view - front seat backrest, mounting/retainer 
for Rear Seat Entertainment’, page 383 


| A72-11293 


2. Front seats 453 


CORD Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


2.12.9 Removing and installing backrest fans 
(front) 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


WO0-11118 


Removing 

Standard seat/sports seat/super sports seat: 

— Remove backrest cover panel > page 444 . 
Fan (top): 

- Move clear and unplug electrical connector -1-. 


- Carefully prise backrest fan -2- out of backrest padding 
-arrow- using removal wedge - 3409- . 


A7T2-10528 


Fan (bottom): 


- Move slider -1- downwards as far as it will go -arrow A- to set 
lumbar support to maximum curvature. 


(å) Note 


Disregard -item 2-. 


— Unplug electrical connector -1- and move clear. 


- Carefully prise backrest fan -2- out of backrest padding 
-arrow- using removal wedge - 3409- . 


, is not 
liability 
AG 
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Multi-contour seat: 
— Remove backrest cover panel > page 445. 
— Unplug electrical connector -2- and move clear. 


— Spray silicone-free lubricant onto rubber studs -arrows- of 
flexible mounting for fan -1-. 


— Disengage fan from rubber studs and detach. 


Installing 


Installation is carried out in the reverse order; note the following: 


ear =| 
A72-11124 |- 


Notes for installation: tightening torques, renewing components 
etc. 

> “2.1.3 Overview of fitting locations - electrical and electronic 
components, seat ventilation fans”, page 368 


2.13 Removing and installing head restraint 


[a] Note 


The head restraints can be removed with the front seats in posi- 
tion. 
Removing 


— Move front seat as far forwards and down a as 5 possibla and tilt 
backrest to approx. 45°. y gf or com 


Basic equipment version: 


(å) Note 


The pressure point for release (release button) is located on the 
outer left of the driver seat and on the inner left of the front pas- 
senger seat (as seen in direction of travel). 


— Locate pressure point of release button -2- underneath seat 
cover. 


* The release button is located approx. 35 mm beneath the top 
edge of the backrest. 


- Press release button -arrow- and at the same time pull out 
head restraint -1-. 
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Convenience equipment version: 


B Note 


The pressure point for release (release button) is located on the 
head restraint guide (left and right). 


— Locate pressure point of release button -2- underneath seat 
cover. 


¢ The release button is located approx. 35 mm beneath the top 
edge of the backrest. 


— Working alternately on both sides, pull head restraint -1- out 
of guides. 


- To do so, press release button -arrow- and at the same time 
pull out head restraint. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. = “2.4 Exploded view - head restraint”, page 386 


2.14 Removing and installing head restraint 
guide 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


- Remove front seat > page 415. 


— Attach front soat to soat ropar stand - VS 61 pesat 
> page 360° red vate s€ 


> author 


— Remove badkrest perar eh backrest patidingpee page:668 y AUDI AG 


Head restraint guide (right-side): 


- Press retaining tabs inwards -arrows- and at the same time 
pull head restraint guide -1- out of outer backrest frame -2-. 
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Head restraint guide (left-side): 


— Press retaining tabs inwards -arrows- and at the same time 
pull head restraint guide -1- out of outer backrest frame -2-. 


Installing 


a) Note 


The head restraint guide can only be installed in one position. 


@ The guide lug -3- of the head restraint guide must engage in 
the recess of the mounting for the head restraint guide. 


@ Make sure retaining tab(s) engage(s) properly with outer back- 
rest frame. 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by Sits touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when PLAG the front 
seat > page 415. 


Notes for installation: tightening torques, renewing components 
etc. > “2.4 Exploded view - head restraint”, page 386 
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2.15 Dismantling and assembling seat pan 


> “2.15.1 Routing wiring at front seat”, page 459 
> “2.15.2 Removing and installing cover for seat rail”, page 460 


> “2.15.3 Removing and installing seat side trim (sill side) - front 
seat (with manual adjustment)”, page 461 


> “2.15.4 Removing and installing seat side trim (sill side) - front 
seat (with electric adjustment)”, page 464 


> “2.15.5 Removing and installing seat side trim (sill side)/seat 


trim (front) - multi-contour seat”, page 465 


> “2.15.6 Removing and installing bracket for seat trim (front)/ 
compressor/control unit - multi-contour seat”, page 467 


> “2.15.7 Removing and installing seat side trim (tunnel side)”, 
page 469 


> “2.15.8 Removing and installing seat longitudinal adjustment 
handle”, page 470 


> “2.15.9 Removing and installing Bowden cable for seat longi- 
tudinal adjustment”, page 471 


> “2.15.10 Removing and installing lever and spring for engaging 
Bowden cable/seat longitudinal adjustment’, page 473 


> “2.15.11 Servicing seat longitudinal adjuster’, page 474 


> “2.15.12 Removing and installing lower seat pan frame/seat 
longitudinal adjustment motor”, page 478 


> “2.15.13 Renewing seat pan frame - front seat (with manual 
adjustment)”, page 480 


zes Removing and installing upper seat pan frame”, page 


> “2.15.15 Removing and installing torsion bar”, page 483 


> “2.15.16 Removing and installing storage compartment”, page 
487 


> “2.15.17 Removing and installing seat depth adjuster - sports 
seat/super sports seat’, page 488 


> “2.15.18 Removing and installing seat depth adjuster - multi- 
contour seat”, page 492 


> “2.15.19 Removing and installing seat adjustment operating 
unit”, page 493 ; ' ' 


> “2.15.20 Removing-and installing controlunitforseatventilation 
(seat heating integrated)”, page 494 


> “2.15.21 Removing and installing seat/steering column adjust- 
ment control unit with memory function”, page 495 


> “2.15.22 Removing and installing retainer for control unit for 
front seat”, page 497 


> “2.15.23 Removing and installing seat cushion fan - standard 
seat/sports seat/super sports seat”, page 498 


> “2.15.24 Removing and installing seat cushion fan - multi-con- 
tour seat”, page 499 


> “2.15.25 Removing and installing retainer for seat cushion fan 
- multi-contour seat’, page 500 


> “2.15.26 Removing and installing inertia safety latch”, 
page 501 
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2.15.1 Routing wiring at front seat 


[a] Note 


With the so-called modular wire routing, the electrical wires be- 
tween the seat pan and the connector point are inserted in a two- 
Shell corrugated tube. 

Special tools and workshop equipment required 


+ Removal wedge - 3409- 


WO0-11118 


Opening corrugated tube and removing individual wire 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechaniemust discharge any 
static electricity. This can be done by briefly touching the’ 
door striker plate, or similar. , 


-— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Release retaining hook -3- and open cable retainer (front) 
-1- with removal wedge - 3409- . 


— Detach cable retainer from corrugated tube -2-. 


AT2-11555 
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— Using a screwdriver, open cable retainer (rear) -1- for modular 
wire routing at lower seat pan frame and detach corrugated 
tube -2-. 


a Note 


Corrugated tube must be opened up to renew a defective wire or 

the side airbag > page 156. 

Fitting individual wires and closing corrugated tube 

Installation is carried out in the reverse order; note the following: 

- Take care not to twist any wires when bunching the individual 
wires and inserting them in the corrugated tube. 


— Insert corrugated tube -2- in cable retainer -1- so that it is flush 
with end of cable retainer. 


a Note 


+è Re-attach all cable ties, cable retainers and retaining clips at 
the same locations when installing. 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic sa ro. a (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Notes for installation: tightening torques, renewing components 
etc. 

> “2.5.1 Exploded view - seat pan, modular wire routing”, 

page 389 


2.15.2 Removing ane imetallings oover Sat Pee rere or aon. 


rail 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


wW00-11118 


[a] Note 


@ Proceed very carefully when removing and installing as the 
cover can be damaged quite easily. 


+è For greater clarity the surrounding area is not shown. 


Removing Protected by 


— Using removal wedge - 3409- i unclip spindle cover from seat 
rail cover and bolt for seat rail. 


— Pull cover -1- off seat rail -2-; to do so, carefully release re- 
taining tabs -3-, -4- and -5- at seat rail using a screwdriver. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. = “2.2 Exploded view - front seat”, page 369 


A72-10339 


2.15.3 Removing and installing seat side trim 
(sill side) - front seat (with manual ad- 
justment) 

Special tools and workshop equipment required 

@ Assembly tool - 3399- 


W00-11557 
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Removing 
- Move front seat as far forwards and upwards as it will go. 


— Turn backrest adjuster knob -1- until detent is visible from rear 
-arrow A-. Use torch if necessary. 


— Hook assembly tool - 3399- into detent and prise off adjuster 
knob -arrow B-. 


— Turn backrest adjuster knob a further 120 ° and repeat proce- 
dure. 


— Detach backrest adjuster knob. 


A72-10340 


— Remove seat height adjuster > page 426 . 
- Remove spreademrivet-2-attrim (silhside) +1 part orin whole, is not 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG 


AT2-10664 


- Unfasten clips -4- at trim and disengage bracket -3-. To do so, 
carefully pull trim away from front seat slightly. 


— Disengage trim (sill side) -1- at rear of backrest fitting and at 
seat frame. 


— Pull trim (sill side) slightly off bracket towards front and lift off. 


a Note 


When detaching trim, take care not to damage mountings -5- and 
lug -2-. 
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— Equipment version with lumbar support: Unplug electrical con- 
nector -4- at lumbar support adjustment switch -1-. 


— Detach trim (sill side) -3-. 


[a] Note 


Disregard -item 2-. 


Removing bracket for seat side trim 
— Remove bolts -2-. 


— Detach bracket -1- from front seat -3-. Unfasten any cable ties 
from bracket. 


Installing 


Installation is carried out in the reverse order; note the following: 


(å) Note 


@ Make sure lug -2- is correctly positioned. 


@ Make sure trim -1- (sill side) is popar engaged at retaining 
bracket -3- and that lockable clips -4- are fastened. 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


Notes for installation: tightening torques, renewing components 


etc. 

=> “2.5.2 Exploded view - seat pan, seat side trim (sill/tunnel side)” 
age 390, 

=> “2.5.3 Exploded view - seat pan, bracket for seat side trim (sill 


side a age 394 Protected by copyright. Cop 


permitted unless author 


ine, 
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2.15.4 | Removing and installing seat side trim 
(sill side) - front seat (with electric ad- 
justment) 

Removing 

— Move front seat as far forwards and upwards as it will go. 

— Remove spreader rivet -2- at trim (sill side) -1-. 


- Release clip -3- at trim. 


- Disengage trim (sill side) -1- at rear of backrest fitting and at 
seat frame. 


— Unclip trim (sill side) from bracket -2-; to do so, carefully pull 
trim slightly off front seat. 


a Note 


When detaching trim, take care not to damage brackets -4-. 


Sa 
1 


— Release catch -arrow- at storage compartment -2- and lift off 
trim (sill side) -1-. 


— Pull trim (sill side) slightly off bracket towards front and lift off. 


rotected by copyright. Copying for private or c 
permitted unless authorised by AUDI AG. AUD 
with respect to the correctness of informatio 
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— Press release mechanism and unplug electrical connectors: 
1- Seat adjustment operating unit -E470- / -E471- 

2- Lumbar support adjustment switch -E176- / -E177- 

— Move electrical wiring clear at bracket -3-. 


— Detach trim (sill side). 


Removing bracket for seat side trim 
— Remove bolts -3-. 


— Detach bracket -1- from front seat -2-. Unfasten any cable ties 
from bracket. 


Installing 


Installation is carried out in the reverse order; note the following: 


(å) Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


+è Route electrical connectors and wires as shown in illustration. 


@ Make sure that trim (sill side) is properly engaged at bracket. 


Notes for installation: tightening torques, renewing components 


tc. 

2252 EX loded view - seat pan, seat side trim (sill/tunnel side)” 
age j 

> “2.5.3 Exploded view - seat pan, bracket for seat side trim (sill 


side)”, page 394 


2.15.5 | Removing and installing seat side trim 
(sill side)/seat trim (front) - multi-contour 
seat 

Removing 

— Move front seat as far back and upwards as it will go. 

— Move seat depth adjustment to rear. 


— Release retaining tabs -2- at bottom of bracket rete and jR Aim ina 


(front) -1- upwards -arrows A and B-. 
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— Move front seat as far forwards and upwards as it will go. 
— Remove belt end fitting (front) > page 116. 


— Pull trim (sill side) -1- upwards and disengage at bracket 
-arrows A, B, C-. To do so, release retaining tabs -2- at bottom 
of bracket -3-. 


Protected by copyright. 
permitted unless authd 
with respect to the 


— Pull off trim (sill epee -2- with trim (front) -1- upwards 
-arrows A, B- and detach. 


(å Note 


To avoid damage, make sure all retaining tabs -4- have been 
properly released at bracket -3-. 


— Press release mechanism and unplug electrical connectors: 
1- Switch module for front seat -E663- / -E664- 

2- Massage function button -E670- / -E671- 

3- Switch module 2 for front seat -E667- / -E668- 

- Move electrical wiring clear at bracket -4-. 


— Detach trim (sill side). 


- Release retaining tabs -arrows- and separate trim (sill side) 
-1- from trim (front) -2-. 


A7T2-11189 
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Removing bracket for seat side trim 


- Disengage piping for seat cover (sill side) at seat pan 
> page 665. 
— Unscrew bolts -2- and detach bracket -1-. 


Installing 
Installation is carried out in the reverse order; note the following: 


[a] Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


AT2-11536 


+è Route electrical connectors and wires as shown in illustration. 


Notes for installation: tightening torques, renewing components 


etc. 
=> “2.5.2 Exploded view - seat pan, seat side trim (sill/tunnel side)” 
page 390 


2.15.6 | Removing and installing bracket for seat 
trim (front)/compressor/control unit - 
multi-contour seat 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 
Multi-contour seat up to 08.2012: 
— Unplug electrical connector -3-. 


- Carefully release catch -arrow- and pull pneumatic line -1- off 
compressor -2-. 


- Move clear pneumatic line leading to compressor. 


— Remove seat and steering column adjustment control unit with 
memory function > page 495 . 


— Remove trim (sill side) with trim (front) > page 465 . 


iability 
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— Disengage piping -1- for seat cover (tunnel side) at bracket 
> page 665. 
— Move electrical wiring -3- clear at bracket. 


— Unscrew bolts -2- and -4- and detach bracket -arrow-. 


LA 
= 
remar] 


Multi-contour seat from 09.2012 onwards: 
— Unplug electrical connector -2-. 
— Disconnect pneumatic line -1- from compressor. 


— Remove seat and steering column adjustment control unit with 
memory function > page 495 . 


— Remove trim (sill side) with trim (front) > page 465 . 


— Disengage piping -1- for seat cover (tunnel side) at bracket 
=> page 665. 


— Move electrical wiring -3- clear at bracket. 
— Unscrew bolts -2- and -4- and detach bracket -arrow-. 
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Installing 


- Slide in bracket for trim (front) -arrows-, making sure that tabs 
-2- engage in retainers -1, 3, 4- 


Perform remaining installation steps in reverse order of removal; 
observe the following: 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Notes for installation: tightening torques, renewing components 


etc. 
> “2.5.2 Exploded view - seat pan, seat side trim (sill/tunnel side)” 
page 390 


2.15.7 | Removing and installing seat side trim 
(tunnel side) 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


-— Remove front seat > page 415. 


— Attach front seat to seat rapar stand « shy new 61 36- 


> page 360. Protected by ; 
Standard seat/sports seat/super been sii tness o 


— Remove spreader rivets -3- and -4-. 


- Disengage trim (tunnel side) -2- from backrest fitting and de- 
tach. 


[a] Note 


When detaching trim, take care not to damage lug -7-. 


AT2-11119 


mooni 
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Multi-contour seat: 


— Remove spreader rivet -1-. 
— Remove bolt -3-. 


- Disengage trim (tunnel side) -2- from trim for backrest fitting 
-arrow- and detach. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. Protected by copyright. £ 
permitted unless é 


@ Before handling pyrotechnic components (e. g” plugging in ° 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


or accept any liability 
by 


y AUDI AG 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


a Note 


@ Make sure lug -1- is correctly positioned. 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


Notes for installation: tightening torques, renewing components 


etc. 
=> “2.5.2 Exploded view - seat pan, seat side trim (sill/tunnel side)” 
page 390 


2.15.8 | Removing and installing seat longitudi- 
nal adjustment handle 

Removing 

- Move head restraint to lowest possible position. 

- Move front seat as far back and upwards as it will go. 


- Lever handle -1- off seat longitudinal adjustment unit -2-; to do 
so, press down locking spring of clip with a screwdriver. 


a Note 


If the handle cannot be pulled off as described, the storage com- 
partment must be removed = page 65. 


Installing 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 
=> “2.5.6 Exploded view - seat pan, seat longitudinal adjuster” 


page 399 
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2.15.9 | Removing and installing Bowden cable 
for seat longitudinal adjustment 


Removing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic com, soe (e.g. unplugging 


the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
> page 360. 


— Unfasten cable tie for Bowden cable or remove clip from seat 
pan. 


— Disengage support bracket for Bowden cable -1- at seat lon- 
gitudinal adjuster -2-. 


— Disengage Bowden cable end piece -arrow- at seat longitudi- 
nal adjustment lever -3-. 
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- Disengage support bracket for Bowden cable -2- at seat lon- 
gitudinal adjuster -1-. 
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- Disengage Bowden cable -1- at mounting for Bowden cable 
-arrow A- for seat longitudinal adjustment. 


— Disengage ball end of Bowden cable -arrow B- at seat longi- 
tudinal adjustment slot. 


— Detach Bowden cable. 


Installing 


A WARNING 


+ aeih eta a for p. a mainte 


Copy > or comme 


° ao ee ne con onang eg ‘Blac in. 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


B Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


A WARNING 


The battery must be connected with the ignition switched on. 
If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


@ Move selector lever to position P 
Activate parking brake 
Switch off ignition 
Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


@ Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 
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[a] Note 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory => Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 


etc. 
> “2.5.6 Exploded view - seat pan, seat longitudinal adjuster” 
page 399 


2.15.10 Removing and installing lever and 
spring for engaging Bowden cable/seat 
longitudinal adjustment 

Removing 

— Move head restraint to lowest possible position. 

— Move front seat as far back and upwards as it will go. 


— Disengage support bracket for Bowden cable -1- at seat lon- 
gitudinal adjuster -2-. 


— Disengage Bowden cable end piece -arrow- at lever for en- 
gaging Bowden cable -3- for seat longitudinal adjustment. 


— Turn lever for engaging Bowden cable forwards and detach it. 
— Remove spring if necessary. 


Installing Pr : s i by cop y ght Cop yi g for 
Installation is carried out in'the reverse order ‘ni 


[a] Note 


The lever for engaging the Bowden cable is identical on the driv- 
er's and the front passenger's seats. The spring differs on the 
driver's and front passenger's seats. 


AGd 


Engaging Bowden cable with spring assembled (left seat): 

— Engage spring at locations marked -1- and -2-. 

— Turn spring at lever -3- in clockwise direction. 

— Guide spring around tab -4- and let it make contact at position 


purposes, in part 


jUuarantee or a¢ 


ote thë following: ">° 
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Engaging Bowden cable with spring assembled (right seat): 

— Engage spring at locations marked -1- and -2-. 

— Turn spring at lever -3- in anti-clockwise direction. 

— Guide spring around tab -4- and let it make contact at position 


Notes for installation: tightening torques, renewing components 
etc. 
> “2.5.6 Exploded view - seat pan, seat longitudinal adjuster’, 


page 399 


A?2-11420 


2.15.11 Servicing seat longitudinal adjuster 


[a| Note 


A repair set is available for repairing the seat longitudinal adjuster 
> Electronic parts catalogue . 
Procedure 


* Front seat removed > page 415 and set down on a soft sur- 
face. 


— Adjust seat height and rake to highest possible position. 


— Cut through cable tie -arrow- at support bracket for Bowden 
cable. 


— Disengage Bowden cable from support bracket and from re- 
lease lever for seat longitudinal adjuster. 


— Cut through cable tie -arrow- at support bracket for Bowden 
cable. 


— Disengage Bowden cable from support bracket and from Bow- 
den cable retainer for seat longitudinal adjuster. 


474 Rep. gr.72 - Seat frames 


Audi A6 2011 > , Audi A6 China 2012 > 
General body repairs, interior - Edition 10.2016 Auer 


A Caution 


Risk of damage to bushes -1- in pivot points -2- (bolted con- 
nection between upper and lower frame). 


@ The bushes cannot be renewed with the equipment avail- 
able to workshops. 


@ The relevant components must be renewed if the bushes 
are damaged. 


A7T2-10793 


— Remove bolts -arrows- on inside of seat (tunnel side). 
— Lift operating lever -1- for lock pin slightly and detach seat rail. 


— Pull connecting rod -2- out of release lever -1- on outside of 
seat (sill side) -arrow-. 


— Detach release lever together with spring. 


— Lever out bush -1- from both seat rails -2- -arrow-. 
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— Insert new bushes -1- in both seat rails -2- and press on. 


« Lugs on bushes must face recesses in seat rails. 


A72-11863 


— Insert spring -2- into release lever -1- for outside of seat (sill 
side). 


* Straight end of spring must engage in hole -arrow- on release 
lever. 


A72-11773 


— Insert release lever -2- for outside of seat (sill side) into bush 
in seat rail. 


* Spring -1- must engage in recess -arrow- on outer seat rail. 


ale 


Se 
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— Guide Bowden cable -2- for seat longitudinal adjuster around 
release lever -3- and engage nipple of Bowden cable in re- 
lease lever -arrow A-. 


— Engage Bowden cable sleeve -1- in support bracket 
-arrow B-. 


La72-11865 | 1865 
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Secure Bowden cable sleeve -1- with cable tie -arrow- in sup- 
port bracket -2-. 


Cable tie must be guided in a figure of eight around Bowden 
cable sleeve and support bracket, as shown in illustration. 


Insert connecting rod -4- as far as it will go into release lever 
-3- on outer seat rail. 


Connecting rod only fits correctly in one position. 


If connecting rod is difficult to insert, remove burrs at ends of 
connecting rod. 


Insert release lever -2- for inner seat rail (tunnel side) in seat 
rail -3-. 


Attach seat rail with release lever to connecting rod -1-. 
Connecting rod only fits correctly in one position. 


If connecting rod is difficult to insert, remove burrs.at ends, of 
connecting rod. 


Tighten bolts -arrows- on inside of seat (tunnel side) to 22 Nm. 


(å) Note 


The Bowden cable for seat longitudinal adjustment is guided for- 
wards under the connecting rod to the lever for seat longitudinal 
adjustment. 


Engage nipple -4- on Bowden cable retainer for seat longitu- 
dinal adjuster -3-. 


Engage Bowden cable sleeve -1- in support bracket -2-. 


Attach Bowden cable sleeve to support bracket with cable tie 
-arrow-. 


Cable tie must be guided in a figure of eight around Bowden 
cable sleeve and support bracket, as shown in illustration. 


Install front seat > page 415. 


The remaining installation steps are carried out in the reverse se- 
quence. 
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2.15.12 Removing and installing lower seat pan 
frame/seat longitudinal adjustment mo- 
tor 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


- If possible, move front seat to topmost position in order to 
minimise pre-tension of torsion bar. 


— Remove front seat > page 415. 


— Unbolt seat position sensor from lower seat pan frame 
=> page 189. 


— Remove belt buckle (front) > page 119. 


— Unclip electrical wiring from lower seat pan frame and move 
to one side. 


— Unplug electrical connector at seat longitudinal adjustment 
motor. 


— Unclip bracket for modular wire routing at lower seat pan 
frame. 


Standard seat/sports seat/super sports seat: 


AN Caution 


Risk of damage to threaded holes or bushes in pivot points 
(bolted connection between upper and lower frame). 


@ A second mechanic is required to take hold of the backrest 
and press the seat downwards slightly when removing the 
bolts listed below. 


Risk of damage to thread of bolt -3-. 


$ Bolt for adjustment spindle has left-hand thread. 


— Remove bolt -3-. 
— Remove bolts -2-. 
— Detach upper frame -1- from lower frame -4-. 
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Multi-contour seat: 


A Caution 


Risk of damage to threaded holes or bushes in pivot points 
(bolted connection between upper and lower frame). 


$ A second mechanic is required to take hold of the backrest 
and press the seat downwards slightly when removing the 
bolts listed below. 


Risk of damage to thread of bolt -6-. 
¢@ Bolt for adjustment spindle has left-hand thread. 


— Remove bolt -6-. 
— Remove bolts -4-. 


— Disengage retaining plate -3- at lower seat pan frame 
-arrow- and detach. 


— Remove bolts -1, 5-. 
— Detach upper frame -2- from lower frame -7-. 


All seat versions (continued): 


AN Caution 


Risk of damage to bushes -1- in pivot points -2- (bolted con- 
nection between upper and lower frame). 


@ The bushes cannot be renewed with the equipment avail- 
able to workshops. 


@ The relevant, AONAANAPÁ miee ha ARAMAN, fh iha kushas v 
are damaged.: 


n this document. Copy atta aie A 


Installing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


> “2.5.6 Exploded view - seat pan, seat longitudinal adjuster’, 
age 399 


> “2.5.13 Exploded view - seat pan, inertia safety latch”, 
age 415, 


> “2.5.4 Exploded view - seat pan, seat height adjuster”, 
page 395 
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2.15.13 Renewing seat pan frame - front seat 
(with manual adjustment) 


a Note 


On standard seat/sports seat (front, with manual adjustment), 
bottom part of seat should not be separated from top part of seat 
(seat pan). 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic the tlre (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


A Caution 


Move front seat to top position if possible. This reduces the 
spring force when removing and installing the seat height ad- 
Justment unit. 


— Move front seat as far towards front as it will go and to highest 
position; then lower it by one stroke of the lever. 


— Remove front seat > page 415. 
— Remove backrest > page 440. 
— Remove seat cover with padding > page 659 . 


(à Note 


Remove wiring and components and install in new seat pan 
frame. 

— Remove belt buckle (front) > page 119. 

— Remove storage compartment > page 487 . 

— Remove seat height adjustmentiunit=.page 427 : 


- Detach electrical wiring harnesses and individual wires from 
seat pan frame. 
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Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 
— Install all components and wires in new seat pan frame. 


Notes for installation: tightening torques, renewing components 
etc. 

=> “2.2.1 Exploded view - front standard/sports seat”, page 369 , 
> “2.5.6 Exploded view - seat pan, seat longitudinal adjuster” 


page 399 
2.15.14 Removing and installing upper seat pan 


frame 
(å) Note 


The removal and installation procedures are described for a seat 
pan without seat depth adjustment. The procedures are similar 
for a seat pan with seat depth adjustment. 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


AN Gaution 


Move front seat to top position if possible. This will reduce the 
spring force when removing and installing the torsion bar and 
minimise the risk of damage to the bolt fittings between the seat 
pan upper and lower frame. 


— Remove front seat > page 415. 
— Remove backrest > page 440 . 
— Remove seat cover with padding > page 659 . 


— Unplug electrical connector at seat longitudinal adjustment 
motor. 
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- Unclip bracket for modular wire routing at lower seat pan 
frame. 


— Unbolt seat position sensor from lower frame > page 189 . 


— Unplug electrical connector for belt buckle (front) 
=> page 119. 


— Unclip electrical wiring from lower seat pan frame and move 
to one side. 


Standard seat/sports seat/super sports seat: 


A Caution 


Risk of damage to threaded holes or bushes in pivot points 
(bolted connection between upper and lower frame). 


@ Asecond mechanic is required to take hold of the backrest 
and press the seat downwards slightly when removing the 
bolts listed below. 


Risk of damage to thread of bolt -3-. 
¢@ Bolt for adjustment spindle has left-hand thread. 


per 


— Remove bolt -3-. 


— Remove bolts -2- and detach upper seat pan frame -1- from 
lower frame -4-. 


Multi-contour seat: 


A Caution 


Risk of damage to threaded holes or bushes in pivot points 
(bolted connection between upper and lower frame). 


$ Asecond mechanic is required to take hold of the backrest 
and press the seat downwards slightly when removing the 
bolts listed below. 


Risk of damage to thread of bolt -6-. 
$ Bolt for adjustment spindle has left-hand thread. 


— Remove bolt -6-. 
— Remove bolts -4-. 


- Disengage retaining plate -3- at lower seat pan frame 
-arrow- and detach. 


- Remove bolts -1, 5- and detach upper seat pan frame -2- from 
lower frame -7-. 


-— Remove belt buckle (front) > page 119. 
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All seat versions (continued): 


A Caution 


Risk of damage to bushes -1- in pivot points -2- (bolted con- 
nection between upper and lower frame). 


@ The bushes cannot be renewed with the equipment avail- 
able to workshops. 


@ The relevant components must be renewed if the bushes 
are damaged. 


— Remove bracket with seat and steering column adj pill 
control unit with memory -J136- / -J521- > page 497 


— Equipment version with seat depth adjustment: Remove seat 
depth adjuster > page 492. 


— Equipment version with seat ventilation: Remove seat cushion 
fan > page 498 . 


— Remove seat height adjustment motor -V245- / -V246- 
=> page 430. 


— Remove seat rake adjustment motor -V243- / -V244- 
=> page 434 . 


— Detach electrical wiring harnesses and individual wires from 
upper seat pan frame. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 41h: 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


=> “2.5.6 Exploded view - seat pan, seat longitudinal adjuster’, 
age 399 


page 999 , e . . 
> “2.5.13 Exploded view - seat pan, inertia safety latch”, 
age 415, 


> “2.5.4 Exploded view - seat pan, seat height adjuster’, 
page 395 


2.15.15 Removing and installing torsion bar 


Special tools and workshop equipment required 
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@ Extension -2024 A /1- 


@ Counterhold tool - 3145- 


@ M10x30 bolt and nut 
Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic ao (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


A Caution 


Move front seat to top position if possible. This.will reduce-the 
spring force when removing and installing the-torsion-bar and 
minimise the risk of damage to the bolt fittings between the seat 
pan upper and lower frame. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
> page 360. 


— Remove backrest > page 440. 
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3145 
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— Slacken bolt connection -3- for belt buckle (front) -1-. 
— Swivel belt buckle (front) downwards. 


[a] Note 


Disregard -item 2-. 


A WARNING 


The torsion bar exerts a considerable spring force. To avoid 
accidents, it is important that you observe the following points: 


$ Always remove and install the torsion bar in the sequence 
described, and use only the specified tools. 


$ Never use pliers or other levering aids. 


$ Do not stand directly in front of the torsion bar when re- 
moving and installing it, but off to the side. 


— Secure extension -2024 A /1- with M10x30 bolt -item 3- and 
nut to prevent the ends from spreading apart. 


— Position counterhold tool - 3145- with extension -2024 A/1- at 
torsion bar -1-. 


2 - Seat pan 


— Carefully turn torsion bar -1- until it can be disengaged from 
elongated hole -arrow- in seat pan with a screwdriver. 


— Slacken off torsion bar and pull it out of seat pan -2-. 


AT2-10831 
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Bearing for torsion bar: 


—- Using a flat screwdriver, prise bearing -2- out of guide at seat 
pan -1- -arrow-. 


Installing 


A WARNING 


The torsion bar exerts a considerable spring force. To avoid 
accidents, it is important that you observe the following points: 


@ Always remove and install the torsion bar in the sequence 
described, and use only the specified tools. 


@ Never use pliers or other levering aids. 


@ Do not stand directly in front of the torsion bar when re- 
moving and installing it, but off to the side. 


— Push torsion bar -1- into mounting until end -arrow- makes 
contact with seat pan -2-. 


— Make sure torsion bar -2- is positioned correctly in support 
bracket -arrow- of seat pan -1-. 


Protected by copyright. Copying for private or comi whole, is not 
permitted unless authorised by AUDI AG. AUDI Aq ~ ept any liability 
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— Secure extension -2024 A /1- with M10x30 bolt -item 3- and 
nut to prevent the ends from spreading apart. 


— Position counterhold tool - 3145- with extension -2024 A /1- at 
torsion bar -1-. 


2024A/1 


— Rotate torsion bar -1- and carefully push it until it can be en- 
gaged in elongated hole -arrow- in seat pan. 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 


door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Notes for installation: tightening torques, renewing components 
etc. > “2.5.8 Exploded view - seat pan, torsion bar”, page 405 


2.15.16 Removing and installing storage com- 
partment 


Removing 
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$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 


the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


-— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 
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— Open storage compartment -1- and unscrew bolts -2-. 


A?2-11560 
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— Release fastener -arrow- at storage compartment -2- and pull 
storage compartment slightly downwards off trim (sill side) 


— Push storage compartment -1- in direction of -arrow- and dis- 
engage catch -bottom arrow- of storage compartment from 
upper frame of seat pan -2-. 


— Detach storage compartment from upper seat pan frame. 
Installing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Observe all measures to be taken when installing the front 
seat > page 415. 


A72-10810 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing ro 
etc. Protected by copyright. Copying for pr nr al purposes, in part or in whole, is not 
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2.15.17 Removing and installing seat depth ad- 
juster - sports seat/super sports seat 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


wW00-11118 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Equipment version with storage compartment: Remove stor- 
age compartment > page 487 . 


— Set seat depth adjuster as far forwards as it will go. 
— Unclip retaining tabs -arrows- at trim -1- using removal wedge 


— Detach trim from seat depth adjuster. 


— Move seat depth adjuster forwards as far as it will go -arrow-.... 


— Unclip fasteners -2- using removal wedge - 3409- . 
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— Swivel mounting bracket with padding and cover -1- for seat 
depth adjustment upwards so far that fasteners -arrow A- and 
-arrow B- remain disengaged. 


a Note 


For greater clarity, the padding is shown detached in the illustra- 
tion. 


— Pull off mounting bracket with padding and cover for seat 
depth adjuster at an angle (upwards towards front). 


— Disengage lugs -arrow C- at seat depth adjuster -2- and fold 
up mounting bracket with padding and cover. 


A7T2-10708 


— Place mounting bracket -2- with padding and cover for seat 
depth adjustment on front seat. 


a Note 


For greater clarity the lower seat pan frame is not shown in the 
illustration. 


— Remove fastening strips -1, 3, 4- on seat cover from seat depth 
adjustment unit (diagonally and to side). 


- Todo so, unclip fastening strips -1- and -2- from retaining tabs 
-3- in direction of -arrows-. 


a Note 


Proceed very carefully when removing and clipping in the com- 
ponent as the fasteners can be damaged quite easily. 


Protected by copyright. Copying for private or commer 
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— Unscrew bolts -1- and -2- and nuts -3- at seat depth adjuster. 


— Unclip retaining tabs -1- and -3- using removal wedge - 3409- . 


— Pull seat depth adjuster -2- off seat pan at an angle (upwards 
towards front) -arrows-. 


— At the same time disengage lugs -4- from seat pan. 
— Detach seat depth adjuster from front seat. 
Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


> “2.5.7 Exploded view - seat pan, seat depth adjuster’, 
page 403 
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2.15.18 Removing and installing seat depth ad- 
juster - multi-contour seat 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


@ Before handling pyrotechnic rae weit (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Lower front seat as far as it will go at front and then raise by 
approx. 1/3 again. 


— Extend seat depth adjuster towards front. 
- Remove front seat > page 415. 


- Attach front seat to seat repair stand - VAS 6136- “` 
=> page 360 . 


— Remove bracket for trim (front), compressor and control unit 
for multi-contour seat > page 467 . 


— Remove seat cover and padding > page 665 . 


— Release catches -arrows- with a screwdriver and detach car- 
rier -1- for seat depth adjustment motor. 


— Unclip cover -1- from seat pan -arrows A-, disengage at seat 
depth adjuster -arrows B- and detach. 
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— Unplug electrical connector -3- and move clear. 


— Unscrew bolts -1- and -4- and detach seat depth adjustment 
motor -2-. 


A?2-11541 


Ee 
— If fitted, remove bolts -1- and swivel seat rake adjustment mo- 
tor -4- to the side. 
Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


as 
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@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


> “2.5.7 Exploded view - seat pan, seat depth adjuster’, 
page 403 


2.15.19 Removing and installing seat adjust- 
ment operating unit 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


rcig| purposes, in part or in whole, is not 
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Removing 
- Carefully prise actuator -1- off fastener using removal wedge 


— Repeat procedure on opposite side of trim cover. 

— Repeat procedure on second actuator. 

— Remove trim (sill side): 

@ Standard seat/sports seat/super sports seat > page 464 
@ Multi-contour seat > page 465 


Standard seat/sports seat/super sports seat: 
— Remove bolts -3 ... 5-. 
— Detach operating unit -1- from trim (sill side) -2-. 


Multi-contour seat: 

— Remove bolts -3 ... 5-. 

- Detach switch module -1- from trim (sill side) -2-. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


=> “2.5.9 Exploded view - seat pan, seat adjustment actuators/ 
switches”, page 405 


2.15.20 Removing and installing control unit for 
seat ventilation (seat heating integrated) 


Special tools and workshop equipment required 


e 
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+ Removal wedge - 3409- 


Removing 
— Move front seat as far back and upwards as it will go. 


— Press release mechanism -arrow- and unplug electrical con- 
nector -2- at control unit for seat ventilation -1-. 


— Use removal wedge - 3409- to release retaining tab 
-arrow 1-. 


— Swivel control unit for seat ventilation downwards -arrow 2-. 


- Disengage hook -arrow 3- of control unit for seat ventilation at 
retainer and detach. Protected by copyright. Copying for private or commercial purposes 


permitted unless authorised by AUDI AG. AUDI AG does not guaran y 
with respect to the correctness of information in this document. Cq 

(i) Note 

If the control unit for seat ventilation is not accessible, unbolt the 

front seat and fold it back > page 415. 


Installing 
Installation is carried out in the reverse order; note the following: 


* Control unit for seat ventilation must engage audibly in retain- 
er. 


Notes for installation: tightening torques, renewing components \ ) Will 


etc. 
> “2.5.11 Exploded view - seat pan, front seat control unit”, page 
409 


2.15.21 Removing and installing seat/steering 
column adjustment control unit with 
memory function 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


WO0-11118 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
> page 360. 


— Unclip cover using removal wedge - 3409- and detach. 


— Press release mechanism and unplug electrical connectors 
-2 ... 5- at control unit -1-. 


[a| Note 


The number of connectors may vary depending on equipment. 
The description relates to the version with maximum equipment. 


- Unclip fasteners -6- using removal wedge - 3409- . 


496 Rep. gr.72 - Seat frames 


Audi A6 2011 > , Audi A6 China 2012 > | 
General body repairs, interior - Edition 10.2016 Auer 


— Carefully swivel control unit -1- out of fasteners -arrow-. 


— Disengage hooks -2- and -3- at retainer -4- and detach control 
unit. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


$ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


(å) Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


* The seat and steering column adjustment control unit with 
memory must engage audibly in the retainer. 


Notes for installation: tightening torques, renewing components 


etc. 
> “2.5.11 Exploded view - seat pan, front seat control unit”, page 
409 


2.15.22 Removing and installing retainer for 
control unit for front seat 

Removing 

— Remove control unit for front seat: 


@ Seat and steering column adjustment control unit with memory 
function > page 495 


+è Control unit for seat ventilation (seat heating integrated) 
=> page 494 


@ Seat occupied recognition control unit - J706- - country-spe- 
cific version > page 200 


— Use e.g. an upholstery needle to press pin -2- towards padding 
and out of clip -arrow A- on retainer -1-. 


— Remove pin (pressed out) from seat pan. 


= 


S AT2-11351 
x 


A72-10880 
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- Detach support for retainer -2- from upper seat pan frame 
-1-; when doing so, unfasten clip -arrow A- from upper frame. 


— Disengage retaining tabs -arrow B- on both sides. 

— Carefully detach retainer from seat pan -arrow-. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


ie 1 Exploded view - seat pan, front seat control unit”, page 


ght. Copying for private or commer 


2.15.23 Removing and installing 8éat cushion.” 
fan - standard seat/sports seat/super 
sports seat 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


- Remove front seat > page 415. 


- Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove backrest > page 440. 
- Detach padding from seat pan = page 659 . 
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— Unplug electrical connector -2- for seat cushion fan and move 
wiring clear. 


— Remove bolts -1- and -3-. 
— Turn cover grille -4- slightly (anti-clockwise) and detach fan. 
Installing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic ah eel (e.g. plugging in 


A?2-11538 


the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 
— Fit seal for fan and install fan. 
Notes for installation: tightening torques, renewing components 


etc. 
> “2.5.12 Exploded view - seat pan, seat cushion fan”, 
page 411 


2.15.24 Removing and installing seat cushion 
fan - multi-contour seat 

Removing 

- Move front seat as far forwards and upwards as it will go. 

Seat cushion fan up to 08.2012: 


— Unplug electrical connector for seat cushion fan and move 
wiring -3- clear. 


— Remove bolts -2- and -4- at retainer and detach seat cushion 
fan -1-. 


Seat cushion fan from 09.2012 onwards: 


— Remove bolts -2, 4- and take off cover -3- and seat cushion 
fan. 


— Unplug electrical connector -1- for seat cushion fan. 
Installing 

Installation is carried out in the reverse order; note the following: 
— Fit seal for fan and install fan. 


Notes for installation: tightening torques, renewing components 
etc. 

> “2.5.12 Exploded view - seat pan, seat cushion fan”, 

page 411 
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2.15.25 Removing and installing retainer for seat 
cushion fan - multi-contour seat 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic rb seeded (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove backrest > page 441. 


- Detach padding from seat pan at side and rear 
=> page 665. 


— Remove seat cushion fan > page 499 . 
— Remove bolts -1- and -2- and detach grille -3- for fan. 


— Release fastener -arrow A-. 


— Swivel retainer -1- down -arrow B-, disengage it from seat pan 
and detach. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the, .. 
door striker plate, or similar. 


Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 

> “2.5.12 Exploded view - seat pan, seat cushion fan”, 

page 411 
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2.15.26 Removing and installing inertia safety 
latch 

Removing 

— Move front seat as far forwards and upwards as it will go. 

— Remove bolts -1-. 


— Disengage retaining plate -2- at lower seat pan frame 
-arrow- and detach. 


A Caution 


Risk of damage to bush in pivot point (inertia safety latch). 


@ The bush cannot be renewed using workshop equipment. 


@ The assembly element must be renewed if the bush is 
damaged. 


— Detach inertia safety latch -1- from pivot pin on lower seat pan 
frame -2-. 


Installing 

Installation is carried out in the reverse order; note the following: 
— Check whether spring is inserted in retaining plate. 

— Insert inertia safety latch and secure to retaining plate. 
Checking inertia safety latch for freedom of movement 

Check must be performed in the following situations: 

+è Following installation work at inertia safety latch 


+$ Following an accident even if front seat appears to be undam- 
aged 


Test sequence 
* The pendulum of the inertia safety latch must move freely. 


* Tocheck, deflect the pendulum by hand against the spring and 
release. 


* The spring force must return the pendulum to its initial position 
ted t byandti the: catch ab the opposing teeth: must ‘be: ‘completely open. 


niess oris À UDI AG di 

with eespi The 'inertisr safety! latch: and the. spring must be renewed if the 
pendulum fails to return to its initial position even once over 
the course of at least five tests. 


Notes for installation: tightening torques, renewing components 
etc. 

> “2.5.13 Exploded view - seat pan, inertia safety latch”, 

page 415 
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2.16 Removing and installing lumbar support 
adjustment switch -E176- / -E177- 

Removing 

— Remove trim (sill side): 


@ Standard seat/sports seat (with manual adjustment) 
=> page 461 


@ Standard seat/sports seat/super sports seat (with electric ad- 
justment) > page 464 


— Unplug electrical connector -4-. 

— Remove bolts -2-. 

— Detach switch -1- from trim -3-. 

Installing 

Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
> “2.5.9 Exploded view - seat pan, seat adjustment actuators/ 


switches”, page 405 

2.17 Removing and installing lumbar support 
adjustment motor -V125- / -V126- / - 
V129- / -V130- 


Special tools and workshop equipment required 


+ Special pop rivet pliers - V.A.G 1753B- 
VAG 1753 B 


@ Drill 
+ Safety goggles 
Removing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching,the,: 
door striker plate, or similar. rmit s author 


- Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 
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— Remove backrest cover with backrest padding: 


@ Standard seat/sports seat (with manual or electric adjustment) 
=> page 668 


@ Super sports seat > page 670 


— Unplug electrical connectors -1- and -2- at longitudinal and Z Hi 
height adjustment motors of lumbar support. » Al he 


A WARNING 


¢ 
{ 


I 


‘pital 


Risk of eye injuries. 
$ Puton safety goggles. 


— Drill out rivet -3-. 


— Move electrical wiring harness clear at lumbar support. 


— Swivel lumbar support -1- forwards at bottom, disengage from 
top of outer backrest frame -2- -arrows- and detach. 


Installing 


— Engage lumbar support -1- at top of outer backrest frame -2- 
-arrows- and swivel to rear at bottom. 


Ga T 


— Before securing rivet -4-, check whether metal washer -3- has 
been inserted in lumbar support -2- from front. 


— Rivet lumbar support to outer backrest frame. 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


WARNING 


rotected by copyright. Copying for private or commercial purposes, in part or in whole, is{not 


v ) o; k 5 is ME) fo; chhi Ao in a nel h khp ility — = S è = = se ? 
Observe safely regulations for pyrotechnic components. aN 


AT2-11559 | 
= ] 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Notes for installation: tightening torques, renewing components 
etc. 

> “2.3.6 Exploded view - front seat backrest, lumbar support”, 
page 382 
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3 Rear seats 


> “3.1 Exploded view - seat bench/individual seats”, page 504 
> “3.2 Exploded view - locking mechanism”, page 509 


> “3.3 Exploded view - head restraint and head restraint guide”, 
page 512 


> “3.4 Exploded view - rear seat backrest”, page 515 

> “3.5 Exploded view - centre armrest”, page 522 

> “3.6 Removing and installing seat bench/individual seats”, page 
531 


> “3.7 Removing and installing centre storage compartment”, 
page 535 


> “3.8 Removing and installing lock cylinder”, page 538 
> “3.9 Removing and installing head restraint”, page 540 


> “3.10 Removing and installing head restraint guide”, 
page 543 


> “3.11 Removing and installing rear seat backrest”, page 544 


> “3.12 Removing and installing trim for locking mechanism”, 
page 557 


> “3.13 Removing and installing locking mechanism for rear seat 
backrest”, page 559 


= “3.14 Removing and installing trim frame for load-through 
hatch”, page 562 


=> “3.15 Removing and installing flap for load-through hatch”, page 
563 


> “3.16 Removing and installing centre armrest”, page 564 
3.1 Exploded view - seat bench/individual 
seats 


> “3.1.1 Overview of fitting locations - electrical and electronic 
components”, page 504 


> “3.1.2 Exploded view - seat bench/individual seats”, 
page 506 


> “3.1.3 Exploded view - fans for seat bench/individual seats”, 
page 507 


> “3.1.4 Exploded view - fans for seat bench/individual seats, 
multi-contour seat”, page 508 


3.1.1 Overview of fitting locations - electrical and electronic components 
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1 - Heating element 
Q For leg support 
Q Bonded to seat padding 


QO Removing and installing 
=> page 711 


2 - Rear right seat fan - V270- 
Q Country-specific version 


Q) For correct version refer 
to > Electronic parts 
catalogue 


Q Removing and installing 
=> page 534 


3 - Right bolster heater for pas- 
senger side rear seat - Z89- 


Q Bonded to seat padding 


Q For correct version refer 
to = Electronic parts 
catalogue 


QO Removing and installing 
=> page 711 


4 - Heated bench seat cushion 
for rear right seat - Z12- 


Q Heating element stitch- 
ed to seat cover; if de- 
fective, renew seat cov- 
er 


> “2.6 Detaching cover 
Protected by from: padding’)'va'e or commer¢ial purposes, in part or in whole, is not 
permitted unlepgeg 1 TOBY AUDI AG. AUDI AG ddes g ite ac ny liability 
with respec te correctness of information in thiidocument. Copyright by AUDI AG 
Q For correct version refer 
to = Electronic parts 
catalogue 


5 - Left bolster heater for pas- 
senger side rear seat - Z88- 


Q Bonded to seat padding 
Q For correct version refer to > Electronic parts catalogue 
Q Removing and installing > page 711 


6 - Right bolster heater for driver side rear seat - Z85- 
Q Bonded to seat padding 
Q For correct version refer to > Electronic parts catalogue 
Q Removing and installing > page 711 


7 - Heated bench seat cushion for rear left seat - Z10- 
Q Heating element stitched to seat cover; if defective, renew seat cover 
> “2.6 Detaching cover from padding”, page 708 
Q For correct version refer to > Electronic parts catalogue 
8 - Left bolster heater for driver side rear seat - Z84- 
QO Bonded to seat padding 
Q For correct version refer to > Electronic parts catalogue 
QO) Removing and installing > page 711 


9 - Rear left seat fan - V271- 
QO Depending on vehicle equipment 
Q For correct version refer to > Electronic parts catalogue 
QO) Removing and installing > page 534 
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10 - Seat heating control unit - J882- 


m) 
m) 


For correct version refer to > Electronic parts catalogue 
Removing and installing > page 533 


11 - Heating element 


m) 
m) 
m) 


For leg support 
Bonded to seat padding 
Removing and installing > page 711 


3.1.2 Exploded view - seat bench/individual seats 


1 - Retainers 


m) 
m) 


m) 


m) 


[a| Note 


Q 


2 - Rear seat bench 


m) 


Q 


m) 


a Note 


m) 


2x 


For securing rear seat 
bench 


Clipped into vehicle 
floor 


Always renew after re- 
moving rear seat bench 


The floor panel that the ketainers are 
inserted in and the wire fame of the 
rear seat bench must bẸ 
every time the rear seal 
moved; any deformations must be 
corrected. 


Checking and correct- 
ing floor panel and wire 


frame > page 533 


3-seat rear seat bench 
(without storage com- 
partment) 


For correct version refer 
to = Electronic parts 
catalogue 


Removing and installing 
> page 531 


The lsc apies a the melaha re 
inserted in and the wire\rame of the A72-11 481 
rear seat bench must bh ockeq 
every time the rear seat Dé 1S TE 
moved; any deformations must be 
corrected. 


Checking and correcting floor panel and wire frame => page 533 


3 - Centre storage compartment 


m) 


Removing and installing > page 535 


4 - Rear seat bench - super sports seat 


Q 
m) 


2-seat rear seat bench (with storage compartment) 
For correct version refer to > Electronic parts catalogue 
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QO Removing and installing > page 531 


(i) Note 


The floor panel that the retainers are 
inserted in and the wire frame of the 
rear seat bench must be checked 
every time the rear seat bench is re- 
moved; any deformations must be 
corrected. 


Q Checking and correcting floor panel and wire frame > page 533 


5 - Bolt 
n 2x 
QO 2.8 Nm 
6 - Guides 
Q) For child seat anchor 


Q Clipped onto child seat anchor brackets (welded to vehicle floor) 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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3.1.3 Exploded view - fans for seat bench/individual seats 


1 - Seat frame 
Q) For rear seat bench 


2 - Bracket 
Q For fan 
Q Removing and installing 
=> page 534 
3 - Rubber buffer 
Q Holds fan in place 
OQ 3x 
4 - Air mat 
QO Bonded to seat padding 
5 - Rear right seat fan - V270- / 
rear left seat fan - V271- 
Q Removing and installing 
=> page 534 
Q For correct version refer 
to = Electronic parts 
catalogue 
6 - Clip 
Q 3x 
Q Clipped in at frame 
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3.1.4 Exploded view - fans for seat bench/individual seats, multi-contour seat 


1 - Module carrier with lumbar 
support air cushions 


Q Cannot be dismantled 
ü Removing and installing 
> page 641 
2 - Backrest padding 
3 - Air mat 
Q Bonded to backrest 
padding 
Q Engage rubber collar in 
module carrier 
4 - Rear left seat backrest fan 
- V273- 


Q Front passenger side: 
rear right seat backrest 
fan - V272- 

Q Removing and installing 
> page 556 

5 - Spreader rivet 

Q 4x 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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3.2 Exploded view - locking mechanism 


=> “3.2.1 Exploded view - locking mechanism, Saloon” 
page 509 


> “3.2.2 Exploded view - locking mechanism, Avant” 
page 510 


3.2.1 Exploded view - locking mechanism, Saloon 


[a] Note 


The exploded view refers to the locking mechanism for the 1/3 section (left-side) of the rear seat backrest. The 
locking mechanism for the 2/3 section (right-side) of the rear seat backrest is similar. 


1 - Outer backrest frame of rear 
seat 


2 - Key 
3 - Lock cylinder 


OQ Removing and installing 
> page 538 


Caution 


ptected by copyright. Copyingffor 
A 'and'instalpy þu" 
cylinder with key’ s Of 
properly inserted. Other- 
wise, tumblers and 
springs could drop out 
and lock cylinder will not 
function properly. 


@bserve correct installa- 
tion position when instal- 
ling lock cylinder. Back- 
rest will not lock properly 
if installation position is 
incorrect. 


4 - Protective cap 
Q For lock cylinder 


Q Detach before installing 
lock cylinder 


A Caution 


Key must have been 
properly inserted in lock 
cylinder before detach- 


ing protective cap. Oth- 
erwise, tumblers and 
springs could drop out 
and lock will not function 
properly. 


5- Trim 
Q For locking mechanism and lock cylinder 
QO) Removing and installing > page 557 
Q Push on until it engages audibly 


3. Rear seats 509 


CORD Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


6 - Locking mechanism 
ü For rear seat backrest 
OQ) Removing and installing > page 559 


7 - Bolt 
QO) 2x 
QO 25Nm 


3.2.2 Exploded view - locking.,mechanism,,Avant...... al purposes, in part or in whole, is not 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG 


1 - Bowden cable 


Q) For backrest remote re- 
lease mechanism 


Q Removing and installing 
=> page 561 
2 - Connector point 
Q) For Bowden cable 
Q Seong and installing 
> page 561 
Q Clipped into vehicle 
floor 
3 - Bowden cable 
üQ For locking mechanism 


QO) Removing and installing 


> “3.13.1 Removing and 


installing locking mech- 
anism for rear seat 


backrest”, page 559 
4 - Bolt 
QO 2x 
QO 5.2Nm 


5 - Luggage compartment light 


QO Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Lights; Re- 
moving and installing 
luggage compartment 


light - W3- 
6 - Bolt 
Q 2.5Nm ze L 
7 - Cap 
Q Push on until it engages 
audibly 


8 - Release mechanism 
ū For backrest remote release mechanism 
OY Removing and installing > page 560 
Q Push on until it engages audibly 
9 - Luggage compartment side trim 
OQ) Removing and installing > page 330 
10 - Bracket 
ū For release mechanism for backrest remote release mechanism 
OQ) Removing and installing > page 562 
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11 - Trim 
Q For locking mechanism 
QO) Removing and installing > page 557 
Q Push on until it engages audibly 
12 - Locking mechanism 
QO For rear seat backrest 
QO Removing and installing > page 559 
13 - Bolt 
Q 2x 
Q 25Nm 


14 - Rear seat backrest 
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3.3 Exploded view - head restraint and head 
restraint guide 

=> “3.3.1 Exploded view - head restraint and head restraint guide, 

standard seat/sports seat”, page 512 


=> “3.3.2 Exploded view - head restraint and head restraint guide, 
super sports seat”, page 513 


=> “3.3.3 Exploded view - head restraint and head restraint guide 

multi-contour seat”, page 514 

3.3.1 Exploded view - head restraint and head restraint guide, standard seat/ 
sports seat 


1 - Rear seat backrest 


2 - Head restraint guide 
Q With retaining clip 
-arrow A- 


Q Always fitted on right 
side of rear seat back- 
rest 

QO) Removing and installing 
> page 543 

3 - Head restraints 

Q Removing and installing 

=> page 540 


Q Must be locked in head 
restraint guides 


4 - Head restraint guide 

Q With button for head re- 
straint height adjust- 
ment -arrow B- 

Q Always fitted on left side 
of rear seat backrest 

QO Removing and installing 
> page 543 


Protected b hole, is not 
permitted pt any liability 
with res AUDI AG 
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3.3.2 Exploded view - head restraint and head restraint guide, super sports seat 


1 - Head restraint guide 
Q With retaining clip 


Q Always fitted on right 
side of rear seat back- 
rest 


OY Removing and installing 
> page 543 
2 - Head restraint 
OY Removing and installing 
> page 541 
Q Must be locked in head 
restraint guides 
3 - Head restraint guide 
Q With release button 


Q Always fitted on left side 
of rear seat backrest 


OQ Removing and installing 
> page 543 


4 - Rear seat backrest 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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3.3.3 Exploded view - head restraint and head restraint guide, multi-contour seat 


1 - Head restraint guide 
Q With release button 


Q Always fitted on right 
side of backrest 


Q Removing and installing 
=> page 544 
2 - Release button 
Q Behind cap -item 3- 
3 - Cap 
Q Push on until it engages 
audibly 
4 - Head restraint 
Q Removing and installing 
> page 542 
5 - Release button 


6 - Head restraint guide 


Q With button for adjusting 
height of head restraint 


Q Always fitted on left side 
of backrest 


Q Removing and installing 
=> page 544 


7 - Rear seat backrest 
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3.4 Exploded view - rear seat backrest 


=> “3.4.1 Overview of fitting locations - electrical and electronic 
components”, page 515 


=> “3.4.2 Exploded view - rear seat backrest, standard seat/sports 
seat”, page 516 


=> “3.4.3 Exploded view - rear seat backrest, super sports seat”, 
page 520 


> “3.4.4 Exploded view - rear seat backrest, multi-contour 
page 521 


3.4.1 Overview of fitting locations - electrical and electronic components 


1 - Heated backrest for rear left 
seat - Z11- 


Q Passenger side: heated 
backrest for rear right 
seat - Z13- 


Q For correct version refer 
to = Electronic parts 
catalogue 


Q Heating element stitch- 
ed to backrest cover; if 
defective, renew back- 
rest cover 
> “2.6 Detaching cover 
from padding”, 
page 708 


2 - Right bolster heater for driv- 
A - rear seat backrest - 


Q Passenger side: right 
bolster heater for pas- 
senger side rear seat 
backrest - Z91- 

Q For correct version refer 
to = Electronic parts 
catalogue 

Q Removing and installing 
heating element 
=> page 714 


3 - Valve block 3 in driver side 
rear seat - N525- 


Q For massage mat 


Q Passenger side: valve 
block 3 in rear seat, pas- 
senger side - N526- 


Q For correct version refer, rand 
to > Electronic pa rmitted unless authorised Dy A A A a y 
catalogue with respect to the correctness of information in this document. Copyright by AUDI AG. 


Q Removing and installing > page 644 


4 - Valve block 1 in driver side rear seat - N479- 
QO) Passenger side: valve block 1 in rear seat, passenger side - N481- 
Q For correct version refer to > Electronic parts catalogue 
Q Removing and installing > page 640 


5 - Control unit for rear seat adjustment, driver side - J876- 
Q Passenger side: control unit for rear seat adjustment, passenger side - J877- 
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QO For correct version refer to > Electronic parts catalogue 
QO Removing and installing > page 554 
Q Push on until it engages audibly 


6 - Compressor for rear driver side multi-contour seat - V441- with integrated control unit -J875- 


QO eee side: compressor for rear passenger side multi-contour seat - V442- with integrated control 
unit - - 


QO For correct version refer to > Electronic parts catalogue 
OQ Removing and installing > page 638 


7 - Side airbag (rear) with rear side airbag igniter on driver side - N201- 
QO Passenger side: Side airbag (rear) with rear side airbag igniter on front passenger side - N202- 


WARNING 
Observe safety regula- 


tions for pyrotechnic 
components > page 4. 


QO Exploded view > page 155 


8 - Valve block 2 in driver side rear seat - N480- 
QO For massage mat 
QO) Passenger side: valve block 2 in rear seat, passenger side - N482- 
Q For correct version refer to > Electronic parts catalogue 
QO Removing and installing > page 644 
9 - Left bolster heater for driver side rear seat backrest - Z86- 
QO) Passenger side: left bolster heater for passenger side rear seat backrest - Z90- 
Q For correct version refer to > Electronic parts catalogue 
Q Removing and installing heating element > page 714 
10 - Rear left seat backrest fan - V273- 
Q) Front passenger side: rear right seat backrest fan - V272- 
Q For correct version refer to > Electronic parts catalogue 
OY Removing and installing > page 556 


3.4.2 Exploded view - rear seat backrest, 
standard seat/sports seat 


Split rear seat backrest > page 516 
Fixed rear seat backrest > page 518 
Split rear seat backrest 


a Note 


The illustration shows the rear seat backrests in a saloon. 
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1 - Centre bracket 
QO Removing and installing 
=> page 550 
2 - Bolts 
Q 4x 
Q 20Nm 
3 - Inner pivot pin 
QO) For rear seat backrest 
Q 2x 
Q 13.5 Nm 
Q Removing and installing 
> page 550 
4 - Centre armrest (rear) 
Equipment versions: 
@ With flap for load-through 
hatch 
+ With storage compartment 
Q Exploded view 
=> page 522 
5 - 2/3 section of rear seat 
backrest (right-side) 


Equipment versions: 
¢ Backrest remote release 
mechanism (Avant only) 


+ Backrest heating 


@ Load-through hatch 
Q Removing and installing 
=> page 544 
6 - Bolt 
Q 3Nm 


Q Tightening torque for equipment version with side airbag (rear) > page 154 


7 = Side padding:opy:icn: Copying for private or commercial purposes, in part or in whole, is not 


A permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
Equipmentversion:ne correctness of information in this document. Copyright by AUDI AG 
@ Side airbag (rear) 


Q Removing and installing > page 552 
Q First engage in belt guide (top) 
8 - Head restraint (right-side) 
Q Removing and installing > page 540 
9 - Centre belt guide (rear) 
Q Only on equipment version with 3-seat rear seat 
QO Renew entire belt guide if damaged 
Q Removing and installing > page 114 


10 - Head restraint (centre) 
Q Only on equipment version with 3-seat rear seat 
Q Removing and installing > page 540 
11 - Cover 
Q For centre bracket 
Q Push on until it engages audibly 


3. Rear seats 51 7 


COED Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


12 - Bolt 
QO 9Nm 
13 - Head restraint (left-side) 
QO Removing and installing > page 540 
14 - Trim 
Q For locking mechanism with lock cylinder 
QO Removing and installing > page 557 
Q Push on until it engages audibly 
15 - Locking mechanism 
Q For rear seat backrest 
Q 2x 
QO Removing and installing > page 559 
16 - 1/3 section of rear seat backrest (left-side) 


Equipment versions: 
¢ Backrest remote release mechanism (Avant only) 


¢ Backrest heating 
QO Removing and installing > page 544 


17 - Outer bearing sleeve 
Q 2x 
QO Removing and installing > page 550 
Q Push on until it engages audibly 
18 - Retaining clip 
Q For centre bracket 
Q Removing and installing > page 544 


Fixed rear seat backrest 
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1 - Fixed rear seat backrest 


QO Removing and installing 
> page 548 


2 - Head restraints 


OY Removing and installing 
> page 540 


3 - Retainers 


Q Secured to body with 
rivets 


4 - Bolt 
QO 3x 
a 30Nm 


5 - Back panel trim 
OQ) Removing and installing 
=> page 331 
6 - Centre armrest (rear) 
QO Exploded view 
> page 527 
7 - Bolt 
Q 2x 
Q 33Nm 
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3.4.3 Exploded view - rear seat backrest, super sports seat 


1 - Bolts 
QO 4x 
QO 20Nm 


2 - Centre bracket 
Q Removing and installing 
=> page 550 
3 - Retaining clip 
Q) For centre bracket 
Q Removing and installing 
> page 544 
4 - Bolt 
Q 9Nm 
5 - Inner pivot pin 


Q For rear seat backrest co 


2x permitted unless authorise 


Q 

with respect to the corre 
Q 13.5 Nm 
Q 


Removing and installing 
=> page 550 


6 - Centre armrest (rear) 


Equipment versions: 
+ With flap for load-through 
hatch 
+ With storage compartment 
Q Exploded view 
=> page 522 
7 - 2/3 section of rear seat 
backrest (right-side) 


Equipment versions: 


+ Backrest heating 


+ Load-through hatch 

Q Removing and installing > page 544 
8 - Bolt 

QO 3Nm 

Q Tightening torque for equipment version with side airbag (rear) > page 154 
9 - Side padding 
Equipment version: 
@ Side airbag (rear) 

Q Removing and installing > page 552 

Q First engage in belt guide (top) 
10 - Head restraint (right-side) 

Q Removing and installing > page 541 
11 - Head restraint (left-side) 

Q Removing and installing > page 541 
12 - Trim 

üQ For locking mechanism 

OQ) Removing and installing > page 557 
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Q Push on until it engages audibly 


13 - Locking mechanism 
QO) For rear seat backrest 
Q Removing and installing > page 559 


14 - 1/3 section of rear seat backrest (left-side) 
OQ) Removing and installing > page 544 


15 - Outer bearing sleeve 
Q 2x 
OY Removing and installing > page 550 
Q Push on until it engages audibly 


3.4.4 Exploded view - rear seat backrest, multi-contour seat 


1 - Bolt 
QO 45Nm 


2 - Multi-contour seat 
OQ) Removing and installing 
> page 548 
3 - Head restraint 
OQ Removing and installing 
=> page 542 
4 - Rivet 
ū 20x 
Q Set rivet using special 
pop rivet pliers - V.A.G 
1753B- 
5 - Bolt 
Q 2x 
Q 8Nm 
6 - Mounting bracket 
üQ For rear seat backrest 
Q Welded to back panel 
7 - Back panel 


Q Removing and installing 
=> page 555 
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3.5 Exploded view - centre armrest 

=> “3.5.1 Exploded view - centre armrest, basic version”, 

page 522 

=> “3.5.2 Exploded view - centre armrest, storage compartment”, 
page 524 


=> “3.5.3 Exploded view - centre armrest, backrest with load- 
through hatch”, page 525 


=> “3.5.4 Exploded view - centre armrest, fixed rear seat backrest”, 
page 527 


=> “3.5.5 Exploded view - centre armrest, country-specific ver- 
sion”, page 528 


3.5.1 Exploded view - centre armrest, basic version 


1 - 2/3 section of split rear seat 
backrest (right-side) 


Q Without load-through 
hatch 


OQ Depending on equip- 
ment version 
2 - Bracket for centre armrest 
Q With hinges 
QO) Removing and installing 
> page 567 
3 - Cover 


Q Clipped into trim for cen- 
tre armrest 


Q Removing and installing 
=> “3.7.2 Removing and 


installing centre storage 


compartment in rear 
seat backrest” 


page 535 


Q Push on until it engages 
audibly 


4 - Bolts 
QO 4x 
Q Self-locking 

QO) Renew 

m) 


Clean threaded holes 
for bolts using e.g. a 
thread tap 


n 11 Nm 
5 - Bolt 
QO 4Nm 
6 - Trim 
Q) For centre armrest 
Q Removing and installing... 
5; Remo ing.ar din DEIV ing 


> “3.16.4 Removing.2 Stalling bracket/hinge entre, 4 
pag 66 fespect to the correctness of information in this document. Copyright by AUDI AG 
QO Insert and press on until it engages audibly 
7 - Trim 


üQ For centre armrest 
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QO Removing and installin 


= “3.16.4 Removing and installing bracket/hinges for centre armrest - split rear seat backrest”, 
page 567 


QO Check for damage in area of catches and renew if catches are damaged 
QO Insert and press on until it engages audibly 
8 - Centre armrest (rear) 
QO Removing and installing > page 564 
9 - Bolt 
Q 0.9Nm 
10 - Bolt 
Q 4Nm 
11 - Rivet 
Q Set rivet using special pop rivet pliers - V.A.G 1753B- 
12 - Nuts 
Q 2x 
Q Self-locking 
QO Renew 
Q 8Nm 
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3.5.2 Exploded view - centre armrest, storage compartment 


1 - 2/3 section of split rear seat 
backrest (right-side) 


Q Without load-through 
hatch 


Q Depending on equip- 
ment version 
2 - Bracket for centre armrest 
Q With hinges 
Q Removing and installing 
> page 567 
3 - Cover 


ū Clipped into storage 
compartment 


Q Removing and installing 


> “3.7.2 Removing and 
installing centre storage 
compartment in rear 
seat backrest” 


page 535 


Q Push on until it engages 
audibly 


4 - Bolts 
OQ 4x 
Q) Self-locking 

QO Renew 

Q 


Clean threaded holes 
for bolts using e.g. a 
thread tap 


Q 11Nm 


5 - Storage box 


QO Removing and installing 
> page 535 
Q Insert and press on until 


it engages audibly 
6 - Bolt 
QO 4Nm 
7 - Lid 
QO For storage compartment 
QO Combined in one unit with storage compartment; cannot be renewed separately 


8 - Centre armrest (rear) 
OY Removing and installing > page 564 


9 - Bolt 
QO 4Nm 
10 - Rivet 
Q Set rivet using special pop rivet pliers - V.A.G 1753B- 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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Q Self-locking 
QO) Renew 
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QO 8Nm 


3.5.3 Exploded view - centre armrest, backrest with load-through hatch 


1 - 2/3 section of split rear seat 
backrest (right-side) 


Q With load-through hatch 
QO Depending on equip- 
ment version 
2 - Trim frame 
Q For load-through hatch 


Clipped into rear seat 
backrest 


Q 
OQ) Removing and installing 
> page 562 
Q Push on until it engages 
audibly 
3 - Flap 
Q For load-through hatch 
OQ) Removing and installing 
=> page 563 
4 - Securing clip 
Q For bolt -item 6- 
Q 2x 


5 - Bracket 
Q For centre armrest 
QO Cannot be renewed 
separately 
6 - Bolt 
Q 2x 
Q 8Nm 


7 - Bolt i 

Q 4x >rotectediiiyjcopyric yying for private or corr Fo in whole, is not 
erm es sed by AUDI AUDI AG dí yr accept any lial 
+ with respect to the correctness of information in this document. Copyright by AUDI AG 472-10689 

Q Self-locking 
OQ) Renew 
Q Clean threaded holes for bolts using e.g. a thread tap 
QO 11Nm 


8 - Intermediate padding (bottom) 


OQ) Removing and installing > page 707 
Q Engage padding at flap for load-through hatch and press on until it engages audibly 


9 - Centre armrest (rear) 
QO) Removing and installing > page 564 
10 - Trim 
Q For cup holder 
QO Removing and installing > “3.16.3 Removing and installing cup holders”, page 566 
Q Push on until it engages audibly 
11 - Cup holder 
QO) Removing and installing > page 566 
QO Insert and press on until it engages audibly 
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12 - Key 
13 - Lock cylinder 


Q For flap for load-through hatch 
QO Removing and installing > page 539 


AN Caution 


@nly remove and install 


wise, tumblers and 
springs could drop out 
and lock cylinder will not 
function properly. 


14 - Protective cap 
Q For lock cylinder 
Q) Detach before installing lock cylinder 


AN Caution 


Key must have been 
properly inserted in lock 
cylinder before detach- 


ing protective cap. Oth- 
ji tumblers and 


function properly. 


526 Rep. gr.72 - Seat frames 


Audi A6 2011 > , Audi A6 China 2012 > 
General body repairs, interior - Edition 10.2016 Aue: 


3.5.4 Exploded view - centre armrest, fixed rear seat backrest 


1 - Centre armrest (rear) 
QO Removing and installing 
=> page 564 
Equipment version with cup 
holder: 


OQ) Removing and installing 
cup holder 


> page 566 
2 - Trim 
Q) For centre armrest 


OY Removing and installing 


> “3.16.5 Removing and 
installing bracket/hing- 


es for centre armrest - 
fixed rear seat back- 


rest’, page 571 
3 - Trim 
Q For centre armrest 
OQ) Removing and installing 


> “3.16.5 Removing and 
installing bracket/hing- 
es for centre armrest - 


fixed rear seat back- 
rest’, page 571 
4 - Bolt 
QO 2x 
QO 4Nm 


5 - Fixed rear seat backrest 


QO Depending on equip- 
ment version 


spin 


Q Tighten evenly and alternately 
Q 5Nm 


7 - Bracket 

Q With hinges 

Q Removing and installing > page 571 
8 - Bolt 


QO 4x Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
M permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
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Q Always renew after removing 
Q 11Nm 


9 - Bolt 
Q) 2x 
QO 8Nm 


10 - Bolt 
QO 0.9Nm 
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3.5.5 Exploded view - centre armrest, coun- 
try-specific version 

Centre armrest > page 528 

Mounting for centre armrest > page 529 

Centre armrest 


1 - Padding 
Q) For head restraint in 
centre armrest 


Q For correct Versio refer ° 
to => Electroni¢ parts > 
catalogue 

Q Removing and installing 
> “2.5.3 Removing and 
installing padding for 
centre armrest (rear)”, 
page 708 

2 - Bolt 
OQ 4x 
OQ 3Nm 


3 - Bolt 
QO 4x 
QO 1.6 Nm 


4 - Bolt 
Q 8x 
Q 1.6 Nm 
5 - Grip moulding 
Q In armrest (bottom sec- 
tion) 
Q Removing and installing 
> “2.5.3 Removing and 
installing padding for 


centre armrest (rear)”, 
page 708 


6 - Switch for rear multi-con- 
tour seat, driver side - E660- 


Q Right side: switch for 


rear multi-contour seat, 
front passenger side - 
E6 


QO Depending on equipment version 
QO Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Overview of fitting locations - controls 
in centre console 
7 - Trim 
üQ For centre armrest 
OQ) Removing and installing > page 573 
QO Renew clips if damaged or deformed 
Q Push on until it engages audibly 


8 - Bolt 
QO) 2x 
QO 1.8Nm 


528 Rep. gr.72 - Seat frames 


Audi A6 2011 > , Audi A6 China 2012 > 
General body repairs, interior - Edition 10.2016 Auer 


9 - Multimedia system operating unit 2 - E499- 
QO Depending on vehicle equipment 
QO) Removing and installing > Communication; Rep. gr. 91 ; Infotainment system; Overview of fitting loca- 
tions - infotainment system 
10 - Bolt 
Q 4x 
Q 1.8Nm 
11 - Trim 
Q For tray 


QO Removing and installing 
=> “3.7.3 Removing and installing centre storage compartment in centre armrest - country-specific ver- 


sion”, page 537 
Q Renew clips if damaged or deformed 
Q Push on until it engages audibly 


12 - Armrest (rear) 
QO Removing and installing > page 577 


13 - Trim cover 


QO Removing and installing 
=> “3.16.8 Removing and installing mounting/centre armrest - country-specific version”, page 575 


14 - Bolt 
n 4x 
Q 2.4Nm 
15 - Shaft 
16 - Tray 
OQ) For centre armrest 
OQ) Removing and installing > page 537 
QO Renew clips if damaged or deformed 
QO) Insert and press on until it engages audibly 


17 - Armrest (bottom section) 

OQ) Removing and installing > page 575 
18 - Padding 

Q For armrest (rear) 

QO) Removing and installing > page 708 


Mounting for centre armrest 
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1-Trim 
Q For mounting for centre 
armrest 
Q Removing and installing 
=> “3.16.7 Removing and 


installing pressure 
damper/gas strut for 


centre armrest - coun- 
try-specific version”, 
page 574 

Q Push on until it engages 
audibly 


2 - Washer 


Q Note direction of instal- 
lation: taped side must 
point towards outwards 


3 - Bolt 
QO 4Nm 


4 - Gas strut (large) 


Q Tomovi and installing 
> page 5/4 


5 - Control unit 2 for informa- 
tion electronics - J829- 


Q Removing and installing 
> Communication; 
Rep. gr. 91 ; Infotain- 
ment system; Overview 
of fitting locations - info- 
tainment system 


6 - Bolt 
Q 4x l 
Q Tightening torque > 
Communication; Rep. 


gr. 91 ; Infotainment 
system; Overview of fitting locations - infotainment system 
7 - Mounting 
Q) For control unit 2 for information electronics - J829- 


QO Removing and installing = Communication; Rep. gr. 91 ; Infotainment system; Overview of fitting loca- 
tions - infotainment system 


8 - Retaining pin 
9 - Retaining clip 
Q For retaining pin 
10 - Mounting 
Q For centre armrest (rear) 
Q Removing and installing > page 565 
11 - Bolt 
QO) 6x 
Q 1.8 Nm 
12 - Bolt 
QO 8x 
QO 8 Nm 
13 - Bush 
QO 2x 
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Q For shaft 
14 - Gas strut (small) 
QO Removing and installing > page 574 
15 - Retaining pin 
16 - Bolt 
Q 4Nm 
17 - Washer 
Q Note direction of installation: taped side must point towards outwards 
18 - Bolt 
Q 3x 
Q 1.8 Nm 
19 - Intermediate padding 
û For centre armrest (rear) 
Q Removing and installing > page 707 
üQ Insert and press on until it engages audibly 


3.6 Removing and installing seat bench/in- 
dividual seats 

> “3.6.1 Removing and installing seat bench/individual seats”, 

page 531 


=> “3.6.2 Checking floor panel for retainers and wire frame of rear 
seat bench and correcting any deformations”, page 533 


> “3.6.3 Removing and installing seat heating control unit J882 ”, 
page 533 


=> “3.6.4 Removing and installing rear seat fan”, page 534 


3.6.1 Removing and installing seat bench/in- 
dividual seats 


Removing 
— Move front seats as far forwards as they will go. 


— Unclip guides for child seat anchor (4x) from anchors 
=> page 126. 
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— Reach beneath seat bench frame on one side with both hands. 


— Using both hands, pull rear seat bench -1- firmly and abruptly 
upwards -arrows A- to disengage wire hook -2- for rear seat 
bench from retainer -3-. 


— Repeat procedure on other side of rear seat bench 
-arrows B- 


— Equipment version with seat heating: Unplug electrical con- 
nector for seat heating. 


— Equipment version with multizcontour seat: sed by ABTA electrical” 
connector for multi-contour seat: ` 7 


— Take rear seat bench out of dhs. 


| A72-10141 


Installing 
Installation is carried out in the reverse order; note the following: 


— Lift floor covering -3- and press new retainers into body cut- 
out -1- until they engage audibly. 


— Fit floor covering around retainer, as illustrated. 


g Note 


The floor panel that the retainers are inserted in and the wire 
frame of the rear seat bench must be checked every time the 
rear seat bench is removed, any deformations must be cor- 
rected > page 533 . 


+ Floor covering -3- must not lie on top of retainer -2-. 


@ Make sure electrical connector for seat heating is pressed on 
as far as it will go and engages audibly. 


- Fit rear seat bench and press wire hooks -1- firmly into retain- 
ers -2- -arrow-. 


— Make sure that wire hooks are properly engaged in retainers. 


Notes for installation: tightening torques, renewing components 
etc. 
=> “3.1 Exploded view - seat bench/individual seats”, page 504 


eA 


S Caia 
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3.6.2 Checking floor panel for retainers and 
wire frame of rear seat bench and cor- 
recting any deformations 

Checking floor panel and correcting deformations 

— Check body cut-outs -1- for deformation. 


— Ifthere are deformations, correct them by knocking back panel 
with a plastic hammer. 


[a] Note 


Minor remaining deformations are permissible. 


Checking wire frame of rear seat bench and correcting deforma- 
tions 


— Before installing rear seat bench, check whether wire frame is 
flush in area marked with -arrows-. 


— If wire frame is bent, bend it back until it is flush again 
-arrows-. 


3.6.3 Removing and installing seat heating 
control unit - J882- 

Removing 

— Remove rear seat bench > page 531. 


- Lift silF panel trip stightly Aggies cae and: reer 
retainer -1- at Cable Guide arrow oo conme Coonan by AUS 


(å) Note 


The retainer for the control unit is bonded onto the body addition- 
ally with an adhesive strip. 


— Unplug electrical connector -2- and detach seat heating con- 
trol unit. 


AT2-11417 
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Installing 


— Clip control unit -1- into retainer -2- and peel protective film off 
adhesive strip -3-. 


- Engage control unit with bracket into cable guide and press 
firmly onto body. 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


Notes for installation: tightening torques, renewing components 
etc. 


=> “3.1 Exploded view - seat bench/individual seats”, page 504 Å 


3.6.4 Removing and installing rear seat fan 
Special tools and workshop equipment required 


@ Upholstery clip pliers - V.A.G 1634- 
VAG 1634 


Removing 
— Remove rear seat bench > page 531. 


— Remove seat cover in area of fan for rear seat bench; to do 
so, remove staple from cover > page 700. 


— Unclip connecting piece -1- of air mat from fan for rear seat 
bench -arrow-. 


- Unplug electrical connector -2- for fan. 


— Release clips -arrows- and detach fan -1- for rear seat bench 
with retainer. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 

=> “3.1.3 Exploded view - fans for seat bench/individual seats”, 
page 507 
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3.7 Removing and installing centre storage 
compartment 

=> “3.7.1 Removing and installing centre storage compartment in 

seat bench”, page 535 


=> “3.7.2 Removing and installing centre storage compartment in 
rear seat backrest”, page 535 


=> “3.7.3 Removing and installing centre storage compartment in 
centre armrest - country-specific version”, page 537 


3.7.1 Removing and installing centre storage 
compartment in seat bench 


Removing 
— Remove rear seat bench > page 531. 
— Remove bolts -2-. 


— Unclip centre storage compartment -1- from seat frame 
-arrows-. 


— Detach centre storage compartment from seat frame. 
Installing 
Installation is carried out in the reverse order; note the following: 


— When installing, make sure all lugs have been fitted to seat 
frame and that centre storage compartment is fully engaged. 


Notes for installation: tightening torques, renewing components 
etc. 
> “3.1 Exploded view - seat bench/individual seats”, page 504 


3.7.2.0 Removing. and.installing.centre. storage 
compartment in rear seat backrest 

Special tools and workshop equipment required 

+ Removal wedge - 3409- 


wW0O00-11118 
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Removing 
— Remove centre armrest (rear) > page 564 . 


— Prise cover -1- off storage compartment -2- using removal 
wedge - 3409- ; to do so, unclip retaining tabs -arrow B- from 
lugs -arrow A-. 


— Detach cover from storage compartment. 


A72-10918 


— Open lid -4- of storage compartment -1-. 
— Remove bolts -2- and -3-. 


Protected by copyright. Copying for private or commercial purposes, in part or in v 
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- Press lugs -arrows- of storage compartment -1- in direction of 
-arrow- until retaining tabs of lugs are disengaged at bracket 
-2- for centre armrest. 


A72-10662 
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— Pull storage compartment -1- off bracket for centre armrest 
forwards and upwards at an angle -arrow-. 


Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
> “3.5.2 Exploded view - centre armrest, storage compartment”, 
page 524 


AT2-10661 


3.7.3 Removing and installing centre storage 
compartment in centre armrest - coun- 
try-specific version 

Special tools and workshop equipment required 

@ Wedges - T10383- 


710383 


Removing 
— Fold down centre armrest (rear) and open armrest. 


— Unclip tray -1- from centre armrest -arrows- using wedge - 
T10383/1- . 


— Detach tray. 
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Removing trim 


— Release catches -1- and unclip trim -2- from centre armrest 
-arrows- using wedge -T 10383/1- . 


— Lift off trim. 
Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


=> “3.5.5 Exploded view - centre armrest, country-specific ver- 
sion”, page 528 


3.8 Removing and installing lock cylinder 


> “3.8.1 Removing and installing lock cylinder for rear seat back- 
rest”, page 538 


=> “3.8.2 Removing and installing lock cylinder for load-through 
hatch”, page 539 


3.8.1 Removing and installing lock cylinder for 
rear seat backrest 


Removing 


— Remove trim for locking mechanism with lock cylinder 
=> page 557. 


— Make sure indicator is in »top« position. 


A Caution 


Only remove and install lock cylinder with key properly inser- 
ted. Otherwise, tumblers and springs could drop out and lock 
cylinder will not function properly. 


— Release catches (4x) -bottom arrows- and press lock cylinder 
-3- with key -2- out of trim -1-. 


(å Note 


-Top arrow- can be ignored. 


Installing 
Installation is carried out in the reverse order; note the following: 


A Caution 


@ Only remove and install lock cylinder with key properly in- 
serted. Otherwise, tumblers and springs could drop out 


and lock cylinder will not function properly. 


@ Observe correct installation position when installing lock 
cylinder. Backrest will not lock properly if installation po- 
sition is incorrect. 
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— Properly insert key -2- in new lock cylinder. 
— Detach protective cap -4- from new lock cylinder -3-. 


— Insert lock cylinder -3- in trim -1-, observing correct installation 
position of lug -top arrow-. 


e Trim for 1/3 section of rear seat backrest (left-side): Lug on 
lock cylinder faces towards rear (direction of travel). 


* Trim for 2/3 section of rear seat backrest (right-side): Lug on 
lock cylinder faces towards front (direction of travel). 


* In addition, lock cylinder must engage properly with retaining 
tabs -bottom arrows-. 


[a] Note 


Illustration shows trim with lock cylinder (left-side). 


— Install trim with lock cylinder in rear seat backrest 
=> page 557. 


— Turn key 90° (anti-clockwise). 
— Lock backrest in position. 


3.8.2 Removing and installing lock cylinder for 
load-through hatch 


Removing 


— Open centre armrest. 


A Caution 


Only remove and install lock cylinder with key properly inser- 
ted. Otherwise, tumblers and springs could drop out and lock 
cylinder will not function properly. 


— Properly insert key -3- in lock cylinder -2-. 
— Turn key -3- 90° (anti-clockwise). 


— Swivel handle of load-through flap -1- upwards as far as it will 
go. 


— Release catches -arrows- and press lock cylinder -2- with key 
-3- out of handle. 


Installing 


Installation is carried out in the reverse order; note the following: 


A Caution 


@ Only remove and install lock cylinder with key properly in- 
serted. Otherwise, tumblers and springs could drop out 


and lock cylinder will not function properly. 


$ Observe correct installation position when installing lock 
cylinder. Backrest will not lock properly if installation po- 
sition is incorrect. 


AT2-10659 


AT2-10657 
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— Properly insert key -3- in new lock cylinder -2-. 
— Pull protective cap -4- off new lock cylinder. 


— Insert lock cylinder in handle of load-through flap -1-, observ- 
ing correct installation position. 


— Turn key 90° (clockwise). 


* Installation position of lock cylinder: Slot for key must be ver- 
tical, and retaining tab -arrow- must face to the right (opposing 
direction of travel). 


Notes for installation: tightening torques, renewing components 
etc. 

=> “3.5.3 Exploded view - centre armrest, backrest with load- 
through hatch”, page 525 


AT2-10657 


3.9 Removing and installing head restraint 


=> “3.9.1 Removing and installing head restraint - standard seat/ 
sports seat”, page 540 


=> “3.9.2 Removing and installing head restraint - super sports 
seat”, page 541 


=> “3.9.3 Removing and installing head restraint - multi-contour 
seat’, page 542 


3.9.1 Removing and installing head restraint - 
standard seat/sports seat 
Removing 


- Press release button -3- for height adjustment at head restraint 
guide -4- in direction of -arrow- and at the same time pull head 
restraint -1- as far as possible out of rear seat backrest -2-. 


Protected by copyrig 
permitted un 
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— Use a small flat screwdriver to press locking spring as far as 
it will go in opening -arrow- of head restraint guide -1-. 


— Atthe same time, pull head restraint -2- out of rear seat back- 
rest -3- and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc 


2> "3.3 Exploded view - head restraint and head restraint guide”, 
page 512 


3.9.2 Removing and installing head restraint - 
super sports seat 
Removing 


— Use a small flat screwdriver to press locking spring as far as 
it will go in opening -arrow A- of head restraint guide -2- and 
at the same time pull right side of head restraint out of catch. 


— Make sure that head restraint does not engage again on re- 
leased side. 


— Press release button -4- of head restraint guide -3- in direction 
of -arrow-. 


— Atthe same time, pull head restraint -1- out of rear seat back- 
rest and detach. 


Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
=> “3.3.2 Exploded view - head restraint and head restraint guide, 
super sports seat”, page 513 


AT2-10655 
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3.9.3 Removing and installing head restraint - 


Removing 


Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


multi-contour seat 


Remove multi-contour seat > page 548 . 


Unclip cap -2- from head restraint guide on right side of back- 
rest. 


Press release button -1- at head restraint guide and at the 
same time pull head restraint as far as possible out of rear seat 
backrest. 


Press release button -4- and at the same time pull out head 
restraint -3- -arrow-. 


etc. 
=> “3.3.3 Exploded view - head restraint and head restraint guide N 3 F AEN 
multi-contour seat”, page 514 . i (Go, 
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3.10 Removing and installing head restraint 
guide 

=> “3.10.1 Removing and installing head restraint guide - standard 

seat/sports seat/super sports seat”, page 543 


> “3.10.2 Removing and installing head restraint guide - multi- 
contour seat”, page 544 


3.10.1 | Removing and installing head restraint 
guide - standard seat/sports seat/super 
sports seat 

Removing 

— Remove head restraint (rear) > page 540 . 


— Unfasten backrest cover with backrest padding from rear seat 
backrest frame: 


@ >“2.4.2 Removing and installing comer and:padding “Sp ; lit raa. Auni ft 
seat backrest”, page 701. wiih roapect to the correcinees of intor 


@ = “2.4.3 Removing and installing cover and padding - fixed 
rear seat backrest”, page 704 . 


— Fold backrest cover with padding -1- upwards until head re- 
straint post -2- welded into rear seat backrest frame -3- with 
head restraint guide -4- is visible. 


— Press down retaining tab -arrow A- of head restraint guide and 
at the same time pull head restraint guide out of rear seat 
backrest frame. 


AT2-10656 
(E) note [mme] 


-Arrow B- can be ignored. 


Installing 
Installation is carried out in the reverse order; note the following: 


* Each head restraint guide can only be inserted in one position 
on one side of the backrest. 


* Guide lug of head restraint guide must engage in recess of 
mounting for head restraint frame. 


- Slide in head restraint guide until retaining tabs engage prop- 
erly with rear seat backrest frame -arrow B-. 


a for installation: tightening torques, renewing components 
etc. 

=> “3.3 Exploded view - head restraint and head restraint guide”, 
page 512 
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3.10.2 | Removing and installing head restraint 
guide - multi-contour seat 

Removing 

— Remove head restraint (rear) > page 542 . 


— Insert a small screwdriver through opening and release re- 
taining tab of head restraint guide -arrow-; at the same time 
pull head restraint guide -1-/-2- out of outer backrest frame. 


Installing 
Installation is carried out in the reverse order; note the following: 


* Each head restraint guide can only be inserted in one position 
on one side of the backrest. 


e Guide lug of head restraint guide must engage in recess of 
mounting for head restraint frame. 


- Slide in head restraint guide until retaining tabs engage prop- 
erly with outer backrest frame. 


Dra for installation: tightening torques, renewing components 
etc. 


> “3.3.3 Exploded view - head restraint and head restraint guide, 
multi-contour seat”, page 514 


3.11 Removing and installing rear seat back- 
rest 


> “3.11.1 Removing and installing split rear seat backrest”, page 
544 


> 


7 IOT f 
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548 with respect to the correctness of informatio 


=> “3.11.3 Removing and installing rear seat backrest - multi-con- 
tour seat”, page 548 

> “3.11.4 Removing and installing bearing/bearing sleeve/pivot 
pin on rear seat backrest’, page 550 


> “3.11.5 Removing and installing side padding”, page 552 


> “3.11.6 Removing and installing seat adjustment control unit - 
multi-contour seat”, page 554 


> “3.11.7 Removing and installing back panel/mounting for rear 
seat backrest - multi-contour seat”, page 555 


> “3.11.8 Removing and installing rear seat backrest fan” 
page 556 


3.11.1 Removing and installing split rear seat 
backrest 


a Note 


Removal and installation are described for the 2/3 section of the 
rear seat backrest (right-side). The procedures are similar for the 
1/3 section of the rear seat backrest (left-side). 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


Removing 
— Remove rear seat bench > page 531. 
— Equipment version with 3-seat rear seat backrest, 2/3 section 


(right-side): Remove centre belt end fitting (rear) 
> page 121. 
Equipment version with 3-seat rear seat backrest, 2/3 section 


(right-side) - country-specific version with rear belt tensioner ig- 
niter: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


$ Observe disposal regulations for pyrotechnic components 
> page 5. 


— With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


AN WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Unplug electrical connector. 

- To do so, pull catch -1- in direction of -arrow- and unplug elec- 
trical connectors -2- and -3-. 

Equipment version with backrest remote release mechanism: 

— Open cover -1- of connector point. 


— Unclip Bowden cable -4- at connector point -2- for Bowden 
cable -arrow-. 


— Disengage nipple -3- of Bowden cable. 


wW00-11118 
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Continued for all vehicles: 
— Fold down rear seat backrest. 
— Remove bolt -2- for retaining clip. 


- Disengage retaining clip -1- from centre bracket -arrow- and 
detach (on equipment version with flap for load-through hatch: 
Also open flap). 


a Note 


For greater clarity the padding and cover are not shown in the J (Be 
illustration. : o z 
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— Lift rear seat backrest -2- out of centre bracket -3- and pull it 
out of outer mounting -1- towards centre of vehicle -arrows-. 


— Take rear seat backrest out of vehicle. 
Installing 
Installation is carried out in the reverse order; note the following: 


2/3 section of rear seat backrest (right-side) - country-specific 
version with rear belt tensioner igniter: 


A WARNING 


es ry 
Sj Sj 3 


Z A72-11651 
y. 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


(å) Note 


@ Make sure electrical connectors are fitted correctly (as far as 
stop) and engage audibly. 


@ Make sure that wiring is not trapped. 


AN WARNING 


The battery must be connected with the ignition switched on. 
/f pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 
@ Move selector lever to position P 


@ Activate parking brake 
$ Switch off ignition 
@ Open bonnet 


$ Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


$ Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


3. Rear seats 547 


COED Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


Notes for installation: tightening torques, renewing components 
etc. > “3.4 Exploded view - rear seat backrest”, page 515 


3.11.2 | Removing and installing fixed rear seat 
backrest 

Removing 

— Remove rear seat bench > page 531. 


— Remove bolts -1- for rear seat backrest in luggage compart- 
ment. 


— Remove bolts -3-. 


— Equipment version with backrest heating: Unplug electrical 
connector for backrest heating. 


— Pull rear seat backrest off retainers -2- at top. 


Protected by copyright. Copying for private or commercial purposes, in p $ 
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- Disengage rear seat backrest -1- from side retaining pins -2- 
and take out of vehicle. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 

=> “3.4.2 Exploded view - rear seat backrest, standard seat/sports 
seat”, page 516 


| 


3.11.3 Removing and installing rear seat back- 
rest - multi-contour seat 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 


> page 4. 


@ Observe additional safety regulations for side airbags 
> page 6. 
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With ignition switched on, disconnect battery earth wire > 
Electrical system; Rep. gr. 27 ; Battery; Disconnecting and 
connecting battery . 


— Remove rear seat bench > page 531. 
Remove bolts -arrows A- for rear seat backrest. 


Push rear seat backrest upwards -arrow B-. 
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— Disengage outer backrest frame -1- at rear from mounting 
bracket -2- on back panel. 


— Pull rear seat backrest as far forwards as possible. 


AT2-11626 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
Plate, or similar. 


— Unplug electrical connector (yellow) for side airbag (rear). 


- Todoso, pull catch -1- in direction of -arrow- and unplug elec- 
trical connectors -2- and -3-. 


— Plug in connector of airbag adapter -VAS 6282- at electrical 
connector for side airbag > page 423. 


— Unplug electrical connector and take rear seat backrest out of 
vehicle. 
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Installing 


— Insert rear seat backrest in vehicle and engage outer backrest 
frame -1- at mounting bracket -2-. 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


A WARNING 


The battery must be connected with the ignition switched on. 


If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27 ; Battery; Disconnecting and con- 
necting battery . 


(à Note 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory = Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. 
> “3.4.4 Exploded view - rear seat backrest, multi-contour seat” 


page 521 


3.11.4 Removing and installing bearing/bear- 
ing sleeve/pivot pin on rear seat back- 
rest 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


a 


Removing 
— Remove rear seat backrest > page 544 . 
Removing centre bracket 


(ë) Note 


To remove and install centre bracket, rear seat backrest must only 
be disengaged from brackets. 


— Remove bolts -1-. 
— Detach centre bracket -2- from vehicle floor -3-. 


Protected by copyright. Copying for privatg 
permitted unless authorised by AUDI AG. A 
with respect to the correctness of inform E ‘a d < z 


AT2-10644 


Removing inner pivot pin 


— Detach abrasion guard -4- and remove pivot pin -3- from outer 
backrest frame -1- of rear seat. 


[a] Note 


For greater clarity the padding and cover are not shown in the 
illustration. 


— Detach bearing sleeve -2- from pivot pin. 


‘4 | 
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Removing outer bearing sleeve 


- Using removal wedge - 3409- , unclip bearing sleeve -2- from 
rear seat backrest frame -1- and detach. 


A Caution 


Take care not to damage backrest cover when unclipping 
bearing sleeve. 


Installing 
Installation is carried out in the reverse order; note the following: 


— Make sure all retaining tabs -arrow- are fully engaged in brack- 
et -3- of rear seat backrest frame -1-. 


Notes for installation: tightening torques, renewing components 
etc. > “3.4 Exploded view - rear seat backrest”, page 515 


3.11.5 | Removing and installing side padding 
Removing 

— Remove rear seat bench > page 531. 

Equipment version with side airbag (rear): 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Observe additional safety regulations for side airbags 
> page 6. 


$ Observe disposal regulations for pyrotechnic components 
> page 5. 


- With jiti SW ite on, disco battery éarthowire2s na 
Electrical system en pie Ba tery; Disconnecting and 


Ai ita ot ie 
All equipment versions (continued): 
— Remove bolt -3-. 
— Fold down rear seat backrest. 


- Hold belt -1- to one side and pull side padding (bottom) -2- 
forwards -arrow-. 


— Pull side padding downwards and take out of belt guide. 
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Equipment version with side airbag (rear): 


A WARNING 


Before handling pyrotechnic components (e.g. unplugging the 


electrical connector) the mechanic must discharge any static 
electricity. This can be done by briefly touching the door striker 
plate, or similar. 


— Unplug electrical connector (yellow) for side airbag (rear). 


-— Todoso, pull catch -1- in direction of -arrow- and unplug elec- 
trical connectors -2- and -3-. 


— Plug in connector of airbag adapter -VAS 6282- at electrical 
connector for side airbag > page 423. 


Installing 
Installation is carried out in the reverse order; note the following: 


Equipment version with side airbag (rear): 


VAN WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


[a] Note 


Make sure electrical connectors are fitted correctly (as far as stop) 
and engage audibly. 


A WARNING 


The battery must be connected with the ignition switched on. 


If pyrotechnic components (e.g. airbag or belt tensioner) are 
inexpertly repaired, this may result in unwanted triggering after 
connecting the battery. There must not be anyone in the vehi- 
cle while you are connecting the battery. 


A69-10577 
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A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 


— With ignition switched on, connect battery earth wire > Elec- 
trical system; Rep. gr. 27.; Battery; Disconnecting, and con- 
necting battery . 


(i Note 


If the airbag warning lamp - K75- indicates a fault following in- 
stallation, you must interrogate, erase and then re-interrogate the 
event memory > Vehicle diagnostic tester. 


Notes for installation: tightening torques, renewing components 
etc. > “3.4 Exploded view - rear seat backrest”, page 515, 
> “8.2 Exploded view - side airbag (rear)”, page 154 


3.11.6 Removing and installing seat adjust- 
ment control unit - multi-contour seat 


Removing 


A\ WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove multi-contour seat > page 548 . 
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— Unplug electrical connector -1- at control unit. 


— Using a screwdriver, carefully unclip control unit at catch -2- 
-arrow A-. 


— Swivel control unit -3- out towards rear -arrow B-, disengage 
hook at retainer and lift control unit off. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 
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the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing a multi- 
contour seat > page 548 . 


Installation is carried out in the reverse order; note the following: 


ea for installation: tightening torques, renewing components 
etc. 


=> “3.4.1 Overview of fitting locations - electrical and electronic 
components”, page 515 


3.11.7 | Removing and installing back panel/ 
mounting for rear seat backrest - multi- 
contour seat 

Special tools and workshop equipment required 

@ Special pop rivet pliers - V.A.G 1753B- 


VAG 1753 B 


+ Drill 
+ Safety goggles Pr asi te 
Removing l 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic rans ken (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 
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-— Remove multi-contour seat > page 548 . 


— Remove mounting for centre armrest (rear) > page 565 . 


a Note 


Use plastic sheeting as protection against swarf. 


A WARNING 


Risk of injury! 
$ Put on safety goggles. 


— Drill out rivets -1 ... 8-. 
— Remove bolts -A and B- and detach back panel. 
Installing 


— Insert back panel in vehicle, align holes with rivets and fasten 
rivets. 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Observe all measures to be taken when installing the rear 
seat backrest > page 544. 


The remaining installation steps are carried out in the reverse se- 
quence. 


Notes for installation: tightening torques, renewing components 
etc. 
> “3.4.4 Exploded view - rear seat backrest, multi-contour seat”, 


page 521 


3.11.8  Reffiovinig’and installing rear seat back” 
rest fan 


Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


-— Remove multi-contour seat > page 548 . 
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— Move clear and unplug electrical connector -1-. 
— Remove bolts -2 and 4- for fan. 

— Detach fan -3-. 

Installing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


* Before handling pyrotechnié components (e.g. pliiggitig in ° 8 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing a multi- 
contour seat > page 548 . 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etc. 
=> “3.1.4 Exploded view - fans for seat bench/individual seats, 
multi-contour seat”, page 508 


3.12 Removing and installing trim for locking 
mechanism 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


á 
a È 
| 


a 
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Removing 
— Release rear seat backrest. 
— Make sure button -2- (indicator) is in »top« position. 


— Using removal wedge - 3409- , press fasteners in direction of 
-arrows- on both sides of trim. 


— Atthe same time lift trim -1- off rear seat backrest -3-. 
2 
Zz 3 
3s 
ere 


AT2-10658 


— Lift trim -1- at front as far as possible off rear seat backrest. 


- Use a flat screwdriver to prise catch -arrow- at rear of trim out 
of locking mechanism. 


— Lift trim off rear seat backrest. 


(å Note 


After removing trim with lock cylinder, catch at predetermined 
breaking point -arrow- must be destroyed. 


Prote 


Installing 


€ ness of intormati 


Installation is carried out in the reverse order; note the following: 
— Make sure button moves freely after installing trim. 


— When installing trim -1-, observe correct installation position 
of lock cylinder > page 539 . 


Notes for installation: tightening torques, renewing components 
etc. 

=> “3.2.1 Exploded view - locking mechanism, Saloon”, 

page 509 
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3.13 Removing and installing locking mech- 
anism for rear seat backrest 


> “3.13.1 Removing and installing locking mechanism for rear 
seat backrest”, page 559 


> “3.13.2 Removing and installing remote release mechanism for 
rear seat backrest”, page 560 


> “3.13.3 Removing and installing Bowden cable/connector point 
for rear seat backrest”, page 561 


> “3.13.4 Removing and installing bracket for backrest remote 
release mechanism”, page 562 


3.13.1 Removing and installing locking mech- 
anism for rear seat backrest 


Removing 
— Remove rear seat backrest > page 544 . 
— Remove head restraint > page 540 . 


— Remove padding from rear seat backrest in area of locking 
mechanism => page 701. 


Equipment version with backrest remote release mechanism: 


a) Note Prote ted by opyright. Copying fdr 
er ed unless authorised by 


pe ccept any 


The removal and installation procedures for the ieee cable |\7 Ge, ioe 


are described for the locking mechanism (left-side) to the con- 
nector point. 


+ Bowden cable from locking mechanism to connector point can 
only be renewed after removing cover with padding. 


— Unclip retainer -5- for Bowden cable at rear seat backrest. 


— Disengage Bowden cable -1- at release mechanism -2- 
-arrow A-. 


— Disengage nipple -4- of Bowden cable from release handle 
-3- -arrow B- and detach Bowden cable. 

All seat versions (continued): 

— Remove bolts -3-. 


— Detach locking mechanism -2- from outer backrest frame -1- 
of rear seat. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “3.2 Exploded view - locking mechanism”, page 509 
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3.13.2 | Removing and installing remote release 
mechanism for rear seat backrest 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


WOO0-11118 


Removing 


— Remove luggage compartment light > Electrical system; Rep. 
gr. 96 ; Lights; Removing and installing luggage compartment 
liaFreteWtGy copyright. Copying for private or commercial purposes, in part or in whole, is not 

permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 


— Pull and*holdrelease'lever™1= rear seat°backrest willbe rets- 
leased. 


- Using screwdriver, prise off cap -3- and unscrew bolt -2- for 
release mechanism underneath cap. 


— Starting at rear, prise release mechanism -1- out of luggage 
compartment side trim -arrow- using removal wedge - 3409- . 


- To do sọ, release retaining tabs -2 ... 5- using a screwdriver. 
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— Unclip Bowden cable -4- from release mechanism -3- for back- 
rest remote release mechanism -arrow-. 


— Disengage nipple -1- of Bowden cable from release lever -2- 
and detach release mechanism. 


Installing 
Install in reverse sequence. 
Notes for installation: tightening torques, renewing components 


etc. 
=> “3.2.2 Exploded view - locking mechanism, Avant”, page 510 


A?2-11642 


3.13.3 Removing and installing Bowden cable/ 
connector point for rear seat backrest 

Removing 

— Remove rear seat bench > page 531 . 

— Remove luggage compartment side trim > page 330 . 

— Open cover -1- of connector point. 


— Unclip Bowden cable -4- at connector point -2- for Bowden 
cable -arrow-. 


— Disengage nipple -3- of Bowden cable. 
— Unclip connector point for Bowden cable from vehicle floor. 


— Unclip retainers -1- and -2- for Bowden cable and detach Bow- 
den cable -3- with connector point. 


Installing Protected by copy g for private or commen # 


permitted unless y AUDI AG. AUDI AG d 


Installation is carried out in the reverse Order? note the following?” " ™ 


Notes for installation: tightening torques, renewing components 
etc. 


=> “3.2.2 Exploded view - locking mechanism, Avant”, page 510 


3 
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3.13.4 | Removing and installing bracket for 
backrest remote release mechanism 

Removing 

— Remove luggage compartment side trim > page 330 . 


— Unscrew bolts -1- and -2- and detach bracket for release 
mechanism. 


— Disengage bracket -3- for release mechanism and detach. 
Installing 

Installation is carried out in the reverse order; note the following: 
— Fit bolt -1- first. 

— Then tighten bolts in the sequence -2- and -1-. 

Notes for installation: tightening torques, renewing components 


etc. 
=> “3.2.2 Exploded view - locking mechanism, Avant”, page 510 


3.14 Removing and installing trim frame for 
load-through hatch 


Special tools and workshop equipment required 
@ Removal lever - 80 - 200- 


WO0-11156 


Removing 


- Fold down centre armrest (rear) and open flap for load-through 
hatch. 


- Press removal lever - 80 - 200- against trim frame -arrow A- 
to release retaining tab -1- for trim frame on rear seat backrest. 


- Atthe same time, prise trim frame -2- off rear seat backrest 
-arrow B-. 


— Repeat process for other retaining tabs -arrows-. 

Installing 

Installation is carried out in the reverse order; note the following: 
— Make sure trim frame engages fully in rear seat backrest. 
Arsen for installation» tightening: torques; renewing ‘components : or in wh 


permitted unless authorised by AUDI AG. AUDI A es not guarantee or ac 
> “3.5.3 Explodéd’ view"! GE armrest?’ Backrest With Gade” PY A 
through hatch”, page 525 id 
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3.15 Removing and installing flap for load- 
through hatch 


Removing 


— Fold down centre armrest and open flap for load-through 
hatch. 


— Remove bolts -2-. 
— Detach centre armrest with flap -1- for load-through hatch. 


- Fold up centre armrest (rear) -1- so that it is 2/3 open. 

— Remove bolts -arrows-. 

— Detach flap for load-through hatch -2- from centre armrest. 
— Remove intermediate padding -3- at bottom > page 707. 


CAE 10691 


Installing 


— Position flap -1- for load-through hatch with centre armrest and 
only hand-tighten bolts. 


- Close and align flap for load-through hatch. 
— Tighten bolts -2- at rear seat backrest. 


The remaining installation steps are carried out in the reverse se- 
quence. 

Notes for installation: tightening torques, renewing components 
etc. Nith respect 


=> “3.5.3 Exploded view - centre armrest, backrest with baii: 
through hatch”, page 525 


to the correctness o 
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3.16 Removing and installing centre armrest 


=> “3.16.1 Removing and installing centre armrest”, page 564 


=> “3.16.2 Removing and installing centre armrest - country-spe- 
cific version”, page 565 


> “3.16.3 Removing and installing cup holders”, page 566 


=> “3.16.4 Removing and installing bracket/hinges for centre arm- 
rest - split rear seat backrest”, page 567 


=> “3.16.5 Removing and installing bracket/hinges for centre arm- 
rest - fixed rear seat backrest”, page 571 


=> “3.16.6 Removing and installing trim panel for centre armrest - 
country-specific version”, page 573 


> “3.16.7 Removing and installing pressure damper/gas strut for 
centre armrest - country-specific version”, page E74 
> “3.16.8 Removing and installing mounting/centre armrest - 


country-specific version”, page 575 


> “3.16.9 Removing and installing arm pad for centre armrest - 
country-specific version”, page 577 


3.16.1 Removing and installing centre armrest 
Removing- ss OA AG. aa et dhe 
— Open centre armrest (rear) by 2/3. 

Equipment version without load-through hatch: 

— Remove bolts -arrows-. 

— Detach centre armrest (rear) -2- from bracket -1-. 


Equipment version with load-through hatch: 
— Remove bolts -arrows-. 


- Detach centre armrest (rear) -1- from flap of load-through 
hatch -2-. 
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Equipment version with fixed rear seat backrest: 


— In area of screw connection, press armrest padding towards 
rear and remove bolts -arrows- (4x). 


— Detach centre armrest (rear) -1- from bracket -2-. 
Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “3.5 Exploded view - centre armrest”, page 522 


A72-10920 


3.16.2 | Removing and installing centre armrest 
- country-specific version 
Special tools and workshop equipment required 


@ Protective cap for cable connector - VAS 6223/9- from fibre 
optic cable repair set - VAS 6223- VAS 6223 


WO0-11203 


VAN WARNING 


@ Observe safety regulations for pyrotechnic, components 
> page 4. permit 5 auth 


¢@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 
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Removing 
— Remove rear seat backrest > page 548 . 


— Unplug electrical connectors -3 and 6- and disconnect aerial 
wires -1, 2, 4 and 7-. 


— Unplug connector -5- for fibre optic cable. 


— Cover open wiring harness connector -2- of fibre optic cable 
with protective cap for cable connector - VAS 6223/9- 
-item 1-. 


(à Note 


The protective cap is designed to prevent the end face of the fibre 
optic from becoming soiled or damaged, as this would impair light 
transmission. 


— Move clear wiring harness. 


— Remove bolts -arrows-. 


— Detach mounting for centre armrest (rear) -1-. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢ Before handling pyrotechnic, components (e.g..plugging in, 
the electrical. connector) the mechanic ui, iischarge any. 
static-electricity» This can be.done:by'briefly touching the + 
door striker plate, or similar. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


> “3.5.5 Exploded view - centre armrest, country-specific ver- 
sion”, page 528 


3.16.3 Removing and installing cup holders 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


Removing 
— Fold down centre armrest (rear). : = — 
— Prise off trim -2- using removal wedge - 3409- . eee) 
- Starting at bottom edge, disengage retaining tabs -arrows-. 
— Then disengage lugs -3-. 

— Detach trim from centre armrest (rear). 


3 [ a72-10650 


— Open cup holder flap -1-. 


— Using a screwdriver, release each spring -2- and remove cup 
holder by carefully pulling alternately on both sides. 


Installing 
Install in reverse sequence. 


Notes for installation: tightening torques, renewing components 
etc. > “3.5 Exploded view - centre armrest”, page 522 


A72-11518 


3.16.4 | Removing and installing bracket/hinges 
for centre armrest - split rear seat back- 
rest 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


W00-11118 


@ Special pop rivet pliers - V.A.G 1753B- 
VAG 1753 B 


+è Drill 

+ Safety goggles 

Removing 

Equipment version without storage box: 

— Fold down centre armrest (rear) -3-. 

— Press backrest padding with backrest cover -4- tothe side.and aus 


remove bolt -4- for trim panel -2- for,centre-armrest-using: 1/4: 
bit reversible ratchet. 


A72-10696 
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— Take hold of bottom edge of trim panel -2- for centre armrest 
and pull it as far as possible off trim for centre armrest -1- 
-arrow-. 


- Todo so, disengage retaining tabs -4- and -5-. 


[a] Note 


Disregard -item 3-. 


— Detach trim panel -1- for centre armrest in direction of 
-arrow- from trim -2- for centre armrest and at the same time 
disengage catches -top arrows-. 


A Caution 


Catches on top of trim panel for centre armrest could be dam- 
aged during removal. 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG 


— Remove centre armrest (rear) > page 564 . 


— Prise cover -1- off trim -2- for centre armrest using removal 
wedge - 3409- ; to do so, unclip retaining tabs -arrow B- from 
lugs -arrow A-. 


— Pull cover off trim for centre armrest. 


A72-10918 
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— Remove bolts -2- and -3- from trim -1- for centre armrest. 


A72-10699 


— Press lugs -arrows- in direction of -arrow- until retaining tabs 
of lugs for trim -1- for centre armrest are disengaged at bracket 
-2- for centre armrest. 


— Detach trim -1- for centre armrest towards front from bracket 
-4- for centre armrest upwards at an angle -arrow-. 


Protected by copyright. Copying for private or commercial purpod4 
permitted unless authorised by AUDI AG. AUDI AG does not gual 
with respect to the correctness of information in this document 1 GE 


A72-10699 
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— Equipment version with storage box: Remove storage box in 
centre console (rear) > page 535 . 


[a] Note 


As protection against metal swarf, place plastic sheeting between 
backrest cover and outer backrest frame. 


A WARNING 


Risk of injury! 
$ Puton safety goggles. 


— Drill out rivet -3-. 


— Remove the two nuts -4-. 


— Detach bracket -1- for centre armrest from studs -5- and pull 
out of section -2- -arrow-. 


Installing 
Installation is carried out in the reverse order; note me a TONON: 


Notes for installi; tightening tor 
etc. > “3.5 Explodedvie 


3.16.5 Removing and installing bracket/hinges 
for centre armrest - fixed rear seat back- 
rest 

Special tools and workshop equipment required 

+ Removal wedge - 3409- 
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Removing 
— Remove back panel trim > page 331. 
- Unscrew nuts (left and right) -3- for bracket evenly. 


— Fold open centre armrest -1- so that it is 2/3 open and remove 
bolts -4-. 


— Detach bracket with centre armrest and hinges from rear seat 
backrest. 


— Remove centre armrest from bracket and hinges 
=> page 564. 


- Unscrew bolt -5- for trim panel for centre armrest. 
- Release fasteners for trim panel for centre armrest -2- at bot- 


tom and sides of cover for centre armrest -1- using removal 
wedge - 3409- . 


— Pull trim panel for centre armrest off cover for centre armrest 
-arrows- and at the same time disengage catches -3- and 


- Take out trim panel for centre armrest. 


A Caution 


Catches on top of trim for backrest bracket could be damaged 
during removal. 


— Remove bolts -3-. 
- Disengage lug -5- (bottom left ana right) at bracket! n n" 


— Lift guides -4- with a screwdriver and at the same time pull 
cover for centre armrest -2- off bracket -1- upwards in direction 
of -arrow-. 


permitted un ; authoris 


Installing 
Installation is carried out in the reverse order; note the following: 


— Check trim panel for centre armrest for damage in area of 
catches and renew if necessary. 


- Tighten nuts (left and right) for bracket evenly and alternately. 


visage for installation: tightening torques, renewing components 
etc. 

=> “3.5.4 Exploded view - centre armrest, fixed rear seat backrest’, 
page 527 


572 Rep. gr.72 - Seat frames 


Protected by copyright. Copying for private or commercia 
by AUDI AG. AUDI AG dc 
his 
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3.16.6 | Removing and installing trim panel for 
centre armrest - country-specific version 

Special tools and workshop equipment required 

@ Wedges - T10383- 


Removing 

— Fold down centre armrest (rear). 

— Remove tray for centre armrest (rear) > page 537 . 
— Open blind and remove lining mat. 


— Equipment version with rear seatmassagefunction:button: 
Remove rear seat massage function*button:+« Electrical sys* 
tem; Rep. gr. 96 ; Controls; Overview of fitting locations - 
controls in centre console . 


— Equipment version with Rear Seat Entertainment: Remove 
multimedia system operating unit 2 - E499- = Communication; 
Rep. gr. 91 ; Infotainment system; Overview of fitting locations 
- infotainment system . 


— Remove bolts -1, 4-. 


— Unclip trim panel -3- using wedge -T10383/1- and pull side 
sections -2 and 5- slightly off armrest (bottom section) 
-arrows-. 


— Detach trim panel for centre armrest. 
Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 
=> “3.5.5 Exploded view - centre armrest, country-specific ver- 


sion”, page 528 


710383 


4 1 12 


W00-11251 
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3.16.7 | Removing and installing pressure 


Removing 


Pressure damper: 


Gas strut: 


damper/gas strut for centre armrest - 
country-specific version 


Remove mounting for centre armrest (rear) > page 565 . 
Remove bolts -4, 5, 6-. 
Position armrest -2- as shown in illustration. 


Disengage trim -3- at ig p.of centre armrest and release fe... 


taining hook -1- on SIDES ~< authorised by AUDI AG. AUDI AG does not guarantd 


ith, respect to the correctness of information in this document. Coq 


Detach trim towards fron ; 


Unscrew bolt -2- and detach washer -1-. 
Push out retaining pin -4- with a punch. 
Detach gas strut (small) -3-. 


Unscrew bolt -5- and detach washer -4-. 
Open armrest. 


Press off retaining clip -3- and detach retaining pin -2- with gas 
strut (large) -1-. 


AT2-11596 
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Installing 

Installation is carried out in the reverse order; note the following: 
— Close armrest. 

Gas strut: 

— Relay lever -6- must be slid onto shaft as shown in illustration. 
— Fit washer -5- and tighten bolt -1-. 

* Cone -arrow- on washer must point outwards. 


— Fit retaining pin -2- and secure with retaining clip -3-. 


Pressure damper: 


— The relay lever must be slid onto the shaft as shown in the 
illustration. 


— Fit washer -2- and tighten bolt -1-. 
* Cone -arrow- on washer must point outwards. 


drra for installation: tightening torques, renewing components 
etc. 

> “3.5.5 Exploded view - centre armrest, country-specific ver- 
sion”, page 528 2M 


= 


3.16.8 Removing and installing mounting/cen- 
tre armrest - country-specific version 


Special tools and workshop equipment required 
@ Wedges - T10383- 
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Removing 
— Fold down centre armrest (rear). 


— Press trim cover -2- off armrest (rear) -1- using wedge - 
T10383/1- . 


— Guide trim cover out of guide rail -3- -arrow- and detach. 


— Remove mounting for centre armrest (rear) > page 565 . 
— Remove bolts -4, 5, 6-. 

— Position armrest -2- as shown in illustration. 

- Disengage trim -3- at top of centre armrest and release re- 


taining, hook -1 tt. on, both sides. commercial purposes, in part or in whole, is not 
i less i b AG. AUDI AG does not guarantee or accept any liability 
~ Detach trim towards front, n in this document. Copyright by AUDI AG 


— Move clear wiring harness at centre armrest. 

— Unscrew bolt -4- at gas struts and detach washer -3-. 

— Pull off relay lever -1- and press shaft -2- out to the side. 

— Detach armrest from centre armrest. 

Installing 

Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
=> “3.5.5 Exploded view - centre armrest, country-specific ver- 
sion”, page 528 
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3.16.9 | Removing and installing arm pad for 
centre armrest - country-specific version 

Removing 

— Remove armrest (bottom section) > page 575. 

— Remove trim for tray > page 537 . 

— Remove bolts -arrows-. 

— Cut through cable tie -1-. 


— Detach armrest from bottom section of armrest; to do so, re- 
lease trim -2- from side using wedge -T10383/1- and com- 
press spring bolts -3-. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 
=> “3.5.5 Exploded view - centre armrest, country-specific ver- a 
sion”, page 528 A 

f T10383/1 pare] 
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4 Front seat pneumatic system 


=> “4.1 Exploded view - pneumatic system”, page 578 
> “4.2 Connection diagram - pneumatic system”, page 581 


=> “4.3 Exploded view - pneumatic system, compressor”, 
page 583 


> “4.4 Exploded view - pneumatic system, backrest”, 
page 585 


=> “4.5 Exploded view - pneumatic system, massage mat”, 
page 587. 


> “4.6 Exploded. view., pneumatic system,.seat/backrest bolster: 
adjusters”, page 589 


=> “4.7 Checking pneumatic system”, page 590 
> “4.8 Severing and connecting pneumatic lines”, page 607 
> “4.9 Servicing pneumatic lines”, page 608 


> “4.10 Removing and installing compressor/control unit for multi- 
contour seat”, page 609 


> “4.11 Removing and installing module carrier with lumbar sup- 
port air cushions”, page 614 


> “4.12 Removing and installing switch module 2 for front seat 
E667 / E668 ”, page 616 


> “4.13 Removing and installing valve block for multi-contour 
seat’, page 618 


> “4.14 Removing and installing massage mat”, page 622 


> “4.15 Removing and installing massage function button E670 / 
E671”, page 624 


> “4.16 Removing and installing seat bolster adjuster’, 
page 624 


> “4.17 Removing and installing backrest bolster adjuster”, page 
625 


4.1 Exploded view - pneumatic system 


> “4.1.1 Exploded view - pneumatic system, multi-contour seat 
up to 08.2012”, page 578 


=> “4.1.2 Exploded view - pneumatic system, multi-contour seat 
from 09.2012 onwards”, page 580 


4.1.1 Exploded view - pneumatic system, multi-contour seat up to 08.2012 


a Note 


Repair specifications and test methods for pneumatic components > page 608 


578 Rep. gr.72 - Seat frames 


Audi A6 2011 > , Audi A6 China 2012 > | 
General body repairs, interior - Edition 10.2016 Aue: 


1 - Seat bolster adjuster 


QO Exploded view 
> page 589 


2 - Compressor for multi-con- 
tour driver seat - V439- 


QO) Passenger side: com- 
pressor for multi-con- 
tour front passenger 
seat - V440- 


Q Exploded view 
> page 583 


3 - Backrest bolster adjuster 


Q Exploded view 
> page 589 


4 - Non-return valve 


QO Separate component or 
integrated in control unit 
for multi-contour seat 
(depending on version) 


Q The separate non-re- 
turn valve must be re- 
moved when installing a 
control unit for multi- 
contour seat; see > 
Electronic parts cata- 
logue . 


5 - Massage mat 


QO Integrated into backrest 
padding; if defective, re- 
new backrest padding 


=> page 679 
Q Exploded view : 
=> page 587 9 


6 - Control unit for driver multi- 
contour seat - J873- 


Q Passenger side: control unit for front passenger multi-contour seat - J872- 


Q There is no restrictor connection on the Genuine replacement part with integrated non-return valve and 
restrictor > Electronic parts catalogue ; in this case the separate non-return valve must be removed 


Q Exploded view > page 585 
7 - Valve block 1 in driver seat - N475- 
QO) For massage mat 
OQ Passenger side: valve block 1 in front passenger seat - N477- 
Q Exploded view > page 587 


8 - Pulsation damper 
. ‘ 3 tacied Dy wright. Copying for private or commercial purposes, in part or in whole, is not 
9 - Module carrier with lumbar support ait cushion 


mess authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
QO Cannot be dismantled with respect to the correctness of information in this document. Copyright by AUDI AG 


QO Exploded view > page 585 
10 - Valve block 2 in driver seat - N476- 
QO) For massage mat 
Q Passenger side: valve block 2 in front passenger seat - N478- 
QO Exploded view > page 587 
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4.1.2 Exploded view - pneumatic system, multi-contour seat from 09.2012 on- 
wards 


a Note 


Repair specifications and test methods for pneumatic components > page 590 


1 - Seat bolster adjuster (left- 
side) 
QO Exploded view 
> page 589 


2 - Backrest bolster adjuster" 


nless authorised by AU 


ect to the correctness of 


(left-side) 
Q Exploded view 
> page 589 5 


3 - Valve block 2 in driver seat 
476- 


with re 


QO Passenger side: valve 
block 2 in front passen- 
ger seat - N478- 


QO For massage mat 
Q Exploded view 
> page 588 


4 - Valve block 1 in driver seat 


OQ Passenger side: valve 
block 1 in front passen- 
ger seat - N477- 


Q For lumbar support and 
seat bolster adjustment 


Q Exploded view 
=> page 586 


5 - Massage mat 


Q Exploded view 
> page 588 


6 - Valve block 3 in driver seat 
- N523- 


Q reei ap aog valve ' 
ock 3 in front passen- 7 
ger seat - N524- 
Q For massage mat 
Q Exploded view > page 588 


7 - Backrest bolster adjuster (right-side) 
QO) Exploded view > page 589 


8 - Seat bolster adjuster (right-side) 
QO) Exploded view > page 589 
9 - Module carrier, lumbar support air cushions 
OQ Exploded view > page 586 
10 - Compressor for multi-contour driver seat - V439- with integrated control unit -J873- 
QO) Passenger side: compressor for multi-contour passenger seat - V440- with integrated control unit -J872- 
QO Exploded view > page 584 
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4.2 Connection diagram - pneumatic sys- 
tem 


> “4.2.1 Connection diagram - pneumatic system, multi-contour 
seat up to 08.2012”, page 581 


=> “4.2.2 Connection diagram - pneumatic system, multi-contour 
seat from 09.2012 onwards”, page 582 


4.2.1 Connection diagram - pneumatic system, multi-contour seat up to 08.2012 


1 - Compressor for multi-con- 
tour driver seat - V439- 


QO Passenger side: com- 
pressor for multi-con- 
tour front passenger 
seat - V440- 


2 - Module carrier with lumbar 
support air cushions 


3 - Seat bolster adjuster (left- 
side) 


4 - Backrest bolster adjuster 
(left-side) 


5 - Restrictor 
Q) For vented air 


OQ) Separate component or 
integrated in control unit 
for multi-contour seat 
(depending on version) 


Q There is no restrictor 
connection for installing 
a control unit for multi- 
contour seat with inte- 
grated restrictor; see =, 
Electronic.parts.cata-> 
logue » rect 


6 - Non-return valve 


QO Separate component or 
integrated in control unit 
for multi-contour seat 
(depending on version) 


QO The separate non-re- 
turn valve must be re- 
moved when installing a 
control unit for multi- 
contour seat; see > 
Electronic parts catalogue . 


7 - Valve block 2 in driver seat - N476- 
QO) For massage mat 
OQ Passenger side: valve block 2 in front passenger seat - N478- 


8 - Massage mat 


9 - Valve block 1 in driver seat - N475- 
QO For massage mat 
QO Passenger side: valve block 1 in front passenger seat - N477- 


10 - Control unit for driver multi-contour seat - J873- 
Q Passenger side: control unit for front passenger multi-contour seat - J872- 
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QO There is no restrictor connection on the Genuine replacement part with integrated non-return valve and 
restrictor > Electronic parts catalogue ; in this case the separate non-return valve must be removed 


11 - Pulsation damper 
12 - Backrest bolster adjuster (right-side) 
13 - Seat bolster adjuster (right-side) 


4.2.2 Connection diagram - pneumatic system, multi-contour seat from 09.2012 
onwards 


1 - Seat bolster adjuster (left- 
side) 


2 - Backrest bolster adjuster 
(left-side) 


3 - Compressor for multi-con- 
tour driver seat - V439- with 
integrated control unit -J873- 


Q Passenger side: com- 
pressor for multi-con- 
tour passenger seat - 
V440- with integrated 
control unit -J872- 


a5 = 


4 - Valve block 2 in driver seat 
4 


Q) Passenger side: valve 
block 2 in front passen- 
ger seat - N478- 


OQ For massage mat 


ju 
= 


5 - Massage mat 
6 dg block 3 in driver seat 


Q Passenger side: valve 
block 3 in front passen- 
ger seat - N524- 


QO For massage mat 
7 - Valve block 1 in driver seat 
- N475- 


QO Passenger side: valve 
block 1 in front passen- 


ger seat - N477- 4 ———10 


Q For lumbar support and ; g 


seat bolster adjustment 5 ; 


8 - Backrest bolster adjuster 
(right-side) 


9 - Module carrier with lumbar support air cushions 
10 - Seat bolster adjuster (right-side) 
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4.3 Exploded view - pneumatic system, 
compressor 


> “4.3.1 Exploded view - compressor, multi-contour seat up to 
08.2012”, page 583 


> “4.3.2 Exploded view - compressor, multi-contour seat from 
09.2012 onwards”, page 584 


4.3.1 Exploded view - compressor, multi-contour seat up to 08.2012 


1 - Nut 
QO 3x 


Q Counterhold at bonded 
rubber bush to tighten 


Q 3.5Nm 

2 - Spring washer 
QO 3x 

3 - Washer 
QO 3x 


4 - Bonded rubber bush 
QO 3x 
OY Removing and installing 
> page 610 


ū Take care not to strain 
or twist when fitting 


5 - Bracket 
Q For trim (front), com- 
pressor and control unit 
for multi-contour seat 
Q Removing and installing 
=> page 467 


6 - Rivet 
Q 3x 


7 - Front seat 
oe Protected by c 
8 a Pneumatic line permitted unl 
with respec 
9 - Compressor for multi-con- 
tour driver seat - V439- 


QO Passenger side: com- 


pressor for multi-con- A72-11236 


tour front passenger 
seat - V440- 


Q Removing and installing > page 609 
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4.3.2 Exploded view - compressor, multi-contour seat from 09.2012 onwards 


1 - Compressor for multi-con- 
tour driver seat - V439- with 
integrated control unit -J873- 


QO) Passenger side: com- 
pressor for multi-con- 
tour passenger seat - 
V440- with integrated 
control unit -J872- 

Q Removing and installing 
> page 613 


2 - Rubber buffer 
Q Retainer for compressor 
QO 4x 


3 - Bracket 
Q For trim (front), coris] °° 


pressor and control unit}. 
for multi-contour seat 
Q Removing and installing 


=> page 467 
4 - Front seat 
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4.4 Exploded view - pneumatic system, 
backrest 


> “4.4.1 Exploded view - valve block/module carrier/lumbar sup- 
port/fan, multi-contour seat up to 08.2012”, page 585 


=> “4.4.2 Exploded view - valve block/module carrier/lumbar sup- 
port/fan, multi-contour seat from 09.2012 onwards”, page 586 


4.4.1 Exploded view - valve block/module carrier/lumbar support/fan, multi-con- 
tour seat up to 08.2012 


1 - Driver seat backrest fan - 
V3 


QO Passenger side: front 
passenger seat back- 
rest fan - V389- 


QO) Removing and installing 
> page 454 
2 - Rubber retaining pin 
ü For fan 
QO 4x 


3 - Bellows 
QO) Bonded to backrest 
padding 


4 - Module carrier 


Q Removing and installing 
> page 614 
Q 


Connecting severed 
pneumatic lines 


=> page 607 
5 - Rubber bush 


Q For control unit for multi- 
contour seat 


QO 3x 
6 - Control unit for driver multi- 
contour seat - J873- 


QO Passenger side: control 
unit for front passenger 


multi-contour seat - [A72-11464 ] 484 
J8 


Q There is no restrictor 
connection on the Genuine replacement part with integrated non-return valve and restrictor > Electronic 
parts catalogue ; in this case the separate non-return valve must be removed 


QO) Removing and installing > page 611 
Q Connecting severed pneumatic lines > page 607 
7 - Outer backrest frame 
8 - Bolt 
Q 6.5Nm 
9 - Plastic washer 
QO Fit between lumbar support bracket and outer backrest frame before bolting on lumbar support 
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4.4.2 Exploded view - valve block/module carrier/lumbar support/fan, multi-con- 
tour seat from 09.2012 onwards 


1 - Bellows 
Q Bonded to backrest 
padding 
2 - Lumbar support air cushion 


Q Removing and installing 
> page 615 


Q Connecting severed 
pneumatic lines 


=> page 607 
3 - Spreader rivet 
OQ 4x 


4 - Module carrier 


Q For lumbar support air 
cushion 


Q Removing and installing 
> page 615 
5 - Rubber buffer 
Q Retainer for valve block 
OQ 4x 
6 - Valve block 1 in driver seat 
- N475- 


QO Passenger side: valve 
block 1 in front passen- 
ger seat - N477- 


Q For lumbar support and 
seat bolster adjustment 


Bie Ne ct and, INRIA Oa i 


Q Connecting severa” 
pneumatic lines 
=> page 607 


7 - Outer backrest frame 
8 - Rubber retaining pin 
üQ For fan 
OQ 4x 
9 - Driver seat backrest fan - V388- 
ū Passenger side: front passenger seat backrest fan - V389- 
QO Removing and installing > page 454 
10 - Bolt 
QO 6.5Nm 


11 - Plastic washer 
QO Fit between lumbar support bracket and outer backrest frame before bolting on lumbar support 
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4.5 Exploded view - pneumatic system, 
massage mat 


> “4.5.1 Exploded view - backrest padding/massage mat, multi- 
contour seat up to 08.2012”, page 587 


> “4.5.2 Exploded view - backrest padding/massage mat, multi- 
contour seat from 09.2012 onwards”, page 588 


4.5.1 Exploded view - backrest padding/massage mat, multi-contour seat up to 
08.2012 


1 - Massage mat 


QO) Integrated into backrest 
padding; if defective, re- 
new backrest padding 


> page 679 
2 - Backrest padding 
ü Removing and installing 
=> page 679 
3 - Valve block 1 in driver seat 


- N475-/ valve block 2 in driver 
seat - N476- 


QO For massage mat 


QO Passenger side: valve 
block 1 in front passen- 
ger seat - N477- / valve 
block 2 in front passen- 
ger seat - N478- 

Q nemo and installing 
=> page 618 

QO Connecting severed 
pneumatic lines 
=> page 607 


4 - Module carrier for lumbar 
support 
5 - Plug-in connector 

Q For pneumatic line 


Q Disconnecting 
=> page 607 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
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4.5.2 Exploded view - backrest padding/massage mat, multi-contour seat from 
09.2012 onwards 


1 - Massage mat 
QO Removing and installing 
=> page 622 
Q Press pneumatic lines 
on until they engage au- 
dibly 
Q Pull lines to check that 
plug-in connectors are 
engaged properly 
2 - Clip 
QO 2x 
QO) Renew 


3 - Backrest padding 
Q Removing and installing 
=> page 679 
4 - Valve block 3 in driver seat 


Q) Passenger side: valve 
block 3 in front passen- 
ger seat - N524- 
For massage mat 
Removing and installing 
=> page 619 
Q Connecting severed 
pneumatic lines 
=> page 607 
5 = Valve block 2 in driver seat a `| d ial purposes, in part or in whole, is not 
- N476- pe . me ré or accept any liability 
P ct to the correctness s ı this document. Copyright by AUDI AG 
Q Passenger side: valve : asi 
block 2 in front passen- 
ger seat - N478- 


ū For massage mat 
QO Removing and installing 
=> page 619 
QO Connecting severed pneumatic lines > page 607 
6 - Rubber buffer 
Q Retainer for valve block 
QO 6x 


m) 
m) 
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4.6 Exploded view - pneumatic system, seat/backrest bolster adjusters 


1 - Multi-contour seat 


2 - Seat bolster adjuster 
Q 2x 
QO Removing and installing 
> page 624 
3 - Spreader rivet 
Q 2x 


4 - Spreader rivet 
Q 2x 


5 - Backrest bolster adjuster 
Q 2x 
Q Removing and installing 
> page 625 


QO Connecting severed 
pneumatic lines 


=> page 607 
6 - Bolt 
Q 2x 
Q 1.1 Nm 
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4.7 Checking pneumatic system 


=> “4.7.1 Preparation for leak test for seat bolster adjuster - up to 
08.2012”, page 590 


=> “4.7.2 Preparation for leak test for seat bolster adjuster - from 
09.2012 onwards”, page 592 


> “4.7.3 Preparation for leak test for backrest bolster adjuster - 
up to 08.2012”, page 594 


> “4.7.4 Preparation for leak test for backrest bolster adjuster - 
from 09.2012 onwards”, page 595 


> “4.7.5 Preparation for leak test for massage mat air cushions - 
up to 08.2012”, page 596 


> “4.7.6 Preparation for leakdesi-for. massage mat:ain cushionsor 
from 09.2012 onwards”, page’597 


> “4.7.7 Preparation for leak test for compressor and pressure 
line - up to 08.2012”, page 599 


> “4.7.8 Preparation for leak test for compressor and pressure 

line - from 09.2012 onwards”, page 603 

4.7.1 Preparation for leak test for seat bolster 
adjuster - up to 08.2012 

Special tools and workshop equipment required 

+ Pneumatic repair set - VAS 6618 A- 

@ Vehicle diagnostic tester 


(å Note 


+ /fthere is a corresponding entry in the event memory, the 
“Guided Fault Finding” routine prompts the user to perform a 
leak test > Vehicle diagnostic tester. 


@ The preparations for this leak test, which have to be performed 
directly at the front seat, are described in the following. 


+è Connection diagram with allocation of pneumatic lines to air 
cushions > page 581 
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Procedure 
* Remove backrest cover panel > page 445 . 
— Move front seat as far forwards and upwards as it will go. 


— Carefully release catch -arrow- and disconnect pneumatic 
lines -1- and -2-. 


— To perform test in “Guided Fault Finding” mode, cross-connect 
connections of air cushions and valve blocks as follows: 


Pneumatic line to: To pneumatic line from multi- 
contour seat control unit for: 


Air cushion for seat bolster ad- | Air cushion for seat bolster ad- 


juster (right-side) juster (left-side) 


Air cushion for seat bolster ad- | Air cushion for seat bolster ad- 
juster (left-side) juster (right-side) 
= 
(Ë) Note dii 


To connect the pneumatic lines, make an improvised test hose 
from hose -VAS 6618/5- and connectors -VAS 6618/6- and -VAS 
6618/7- . 


In one of the test steps in the “Guided Fault Finding” routine, you 
will be prompted to sever the pneumatic lines at the control unit 
for multi-contour seat -J872- / -J873- . 


— Before severing pneumatic lines, mark allocation of lines with 
a waterproof felt-tip pen. 


— Sever pneumatic lines leading to seat bolster adjuster air 
cushions at the following locations = page 607 : 


a-40 mm 

b-40 mm 

- To perform test in “Guided Fault Finding” mode, cross-connect 
connections of air cushions and valve blocks as follows: 


Pneumatic line to: To pneumatic line from multi- 
contour seat control unit for: 


Air cushion for seat bolster ad- | Air cushion for seat bolster ad- 
juster (right-side) juster (left-side) 


Air cushion for seat bolster ad- | Air cushion for seat bolster ad- 
juster (left-side) juster (right-side) 
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— To connect pneumatic lines, attach connecting sleeves -VAS 
6618/3- to pneumatic lines. 


a Note 


@ To connect pneumatic lines, insert lines in connecting sleeves 
-VAS 6618/3- from both sides -arrows A-. wae eaiae 


@ Due to the risk of leaks, the connecting sleeves must not be VAS 6618/3 
in a hose bend. VAS 6618/4 


@ To disconnect pneumatic lines, press release rings 
-arrows B- and at the same time disconnect lines -arrows C-. 


— Connect pneumatic lines after completing leak test 


> page 607. 
ATE So 


A72-11372 


4.7.2 Preparation for leak test for seat bolster 
adjuster - from 09.2012 onwards 

Special tools and workshop equipment required 

+ Pneumatic repair set - VAS 6618 A- 

@ Vehicle diagnostic tester 


(å Note 


+ /fthere is a corresponding entry in the event memory, the 
“Guided Fault Finding” routine prompts the user to perform a 
leak test > Vehicle diagnostic tester. 


@ The preparations for this leak test, which have to be performed 
directly at the front seat, are described in the following. 


@ Connection diagram with allocation of pneumatic lines to air 
cushions > page 581 
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Procedure 
* Remove backrest cover panel > page 445 . 


* Front seat in vehicle unbolted and tilted towards front with 
electrical connectors plugged in > page 415 


[a] Note 


To perform the test, the pneumatic line to the seat bolster adjust- 
ers is not disconnected at the connection; instead it is severed 
according to the procedure described > page 607 . 


— Sever pneumatic lines -1, 3- to all seat bolster adjuster air 
cushions at the following locations: 
a- 30mm 


— To perform test in “Guided Fault Finding” mode, cross-connect 
connections of air cushions and valve blocks as follows: 


Pneumatic line to: To pneumatic line from valve 
ee tor 


@ To connect the pneumatic lines, make an improvised test hose 
from the pneumatic repair set - VAS 6618 A- 


@ To connect the pneumatic lines during the leak test, insert the 
lines in the connecting sleeves -VAS 6618/2- from both sides 
-alrows A-. 


+è To disconnect pneumatic lines, press release rings 
-arrows B- and at the same time disconnect lines -arrows C-. 


In one of the test steps in the “Guided Fault Finding” routine, you 
will be prompted to disconnect the pneumatic lines at the valve 
block. 


- Before disconnecting pneumatic lines, mark allocation of lines 
to connections on valve block with a waterproof felt-tip pen. 


— Disconnect pneumatic lines -1, 2- to seat bolster adjuster air 
cushions. 


VAS 6618/2 
VAS 6618/3 
VAS 6618/4 


EEL o 


A7211788 1M 


4. Front seat pneumatic system 593 


COED Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


- Todoso, press release mechanism -2- -arrow- and disconnect 
pneumatic line -1- at the same time. 


— To perform test in “Guided Fault Finding” mode, cross-connect 
connections of air cushions and valve blocks as follows: 


Pneumatic line to: To connection on valve block 
for: 


Air cushion for seat bolster ad- | Air cushion for seat bolster ad- 


juster (right-side) juster (left-side) 


Air cushion for seat bolster ad- | Air cushion for seat bolster ad- 
juster (left-side) juster (right-side) 


AT2-11787 


— Connect pneumatic lines and then pull lines to check that plug- 
in connector is engaged properly. 


4.7.3 Preparation for leak test for backrest 
bolster adjuster - up to 08.2012 

Special tools and workshop equipment required 

@ Pneumatic repair set - VAS 6618 A- 


@ Vehicle diagnostic tester 


(à Note 


+ /fthere is a corresponding entry in the event memory, the 
“Guided Fault Finding” routine prompts the user to perform a 
leak test > Vehicle diagnostic tester. 


@ The preparations for this leak test, which have to be performed 
directly at the front seat, are described in the following. 


+è Connection diagram with allocation of pneumatic lines to air 
cushions > page 581 

Procedure 

* Backrest cover panel removed > page 445 


— Before severing pneumatic lines, mark allocation of lines with 
a waterproof felt-tip pen. 


— Sever pneumatic lines leading to backrest bolster adjuster air 
cushions at the following locations > page 607 : 


a-40 mm 

b-40 mm ue 

- To perform test in “Guided Fault Finding” mode, cross-connect i 
connections of air cushions and valve blocks as follows: 


Pneumatic line to: To pneumatic line from multi- 
contour seat control unit for: 


Air cushion for backrest bolster} Air cushion for backrest bolster|, 
adjuster (right-side) adjuster (left-side) 
Air cushion for backrest bolster | Air cushion for'backrést bolster 
adjuster (left-side) adjuster (right-side) 
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To connect pneumatic lines, attach connecting sleeves -VAS 
6618/3- to pneumatic lines. 


[a] Note 


+ 


+ 


To connect pneumatic lines, insert lines in connecting sleeves 
-VAS 6618/3- from both sides -arrows A- 


Due to the risk of leaks, the connecting sleeves must not be 
in a hose bend. 


To disconnect pneumatic lines, press release rings 
-arrows B- and at the same time disconnect lines -arrows C-. 


Connect pneumatic lines after completing leak test 
> page 607 . 


4.7.4 Preparation for leak test for backrest 


bolster adjuster - from 09.2012 onwards 


Special tools and workshop equipment required 


+ 


Vehicle diagnostic tester 


VAS 6618/2 
VAS 6618/3 


VAS 6618/4 


A72-11372 


Protected by copyright pying for private or commercial purposes, in part or in whole, is not 
a) Note permitted unle autt iby A DIA AUDI AG does not guarantee Ter i ity 


/f there is a corresponding anty i in a on memory, the 
“Guided Fault Finding” routine prompts the user to perform a 
leak test > Vehicle diagnostic tester. 


The preparations for this leak test, which have to be performed 
directly at the front seat, are described in the following. 


Connection diagram with allocation of pneumatic lines to air 
cushions > page 581 


Procedure 


Remove backrest cover panel > page 445. 


Before disconnecting pneumatic lines, mark allocation of lines 
to connections on valve block with a waterproof felt-tip pen. 


Disconnect pneumatic lines -1, 2- to backrest bolster adjuster 
air cushions. 


| A72-11789 
: = tee 
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- Todoso, press release mechanism -2- -arrow- and disconnect 
pneumatic line -1- at the same time. 


— Move pneumatic lines clear. 


— To perform test in “Guided Fault Bel 2 mode, cross-connect 
connections of air cushions and valve blocks as follows: 


Pneumatic line to: To connection on valve block 
for: 


Air cushion for backrest bolster| Air cushion for backrest bolster 
adjuster (right-side) adjuster (left-side) 

Air cushion for backrest bolster| Air cushion for backrest bolster 
adjuster (left-side) adjuster (right-side) 


— Connect pneumatic lines and then pull lines to check that plug- 
in connector is engaged properly. 


AT2-11787 


4.7.5 Preparation for leak test for massage 
mat air cushions - up to 08.2012 

Special tools and workshop equipment required 

@ Pneumatic repair set - VAS 6618 A- 

@ Vehicle diagnostic tester 


[a | Note 


+ /fthere is a corresponding entry in the event memory, the 
“Guided Fault Finding” routine prompts the user to perform a 
leak test > Vehicle diagnostic tester. 


è The preparations for this leak test, which have to be performed 
directly at the front seat, are described in the following. 


+è Connection diagram with allocation of pneumatic lines to air 
cushions > page 581 

Procedure 

* Remove backrest cover panel > page 445 . 


- Before disconnecting pneumatic lines, mark allocation of lines 
with a waterproof felt-tip pen. 


— Disconnect pneumatic lines -1 ... 10- from all massage mat air 
cushions at the following locations > page 607 : 


a-40 mm 


- To perform test in “Guided Fault Finding” mode, disengage 
both valve blocks at module carrier > page 618 and connect 
to pneumatic lines on opposite side. 
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— To connect pneumatic lines, attach connecting sleeves -VAS 
6618/4- to pneumatic lines. 


— Plug in electrical connectors. 


La) Note 


To connect pneumatic lines, insert lines in connecting sleeves 
-VAS 6618/4- from both sides -arrows A-. 


@ To disconnect pneumatic lines, press release rings 
-arrows B- and at the same time disconnect lines -arrows C-. 


— In one of the test steps in the “Guided Fault Finding” routine, 
you will be prompted to unplug the electrical connectors at the 
solenoid valve blocks and to cross-connect them. To do so, 
unfasten the solenoid valve blocks from the module carrier if 
necessary. 


— Connect pneumatic lines after completing leak test 
=> page 607. 


4.7.6 Preparation for leak test for massage 
mat air cushions - from 09:2012:on- 
wards 

Special tools and workshop equipment required 

+ Pneumatic repair set - VAS 6618 A- 

@ Vehicle diagnostic tester 


a) Note 


/f there is a corresponding entry in the event memory, the 
“Guided Fault Finding” routine prompts the user to perform a 
leak test > Vehicle diagnostic tester. 


@ The preparations for this leak test, which have to be performed 
directly at the front seat, are described in the following. 


@ Connection diagram with allocation of pneumatic lines to air 
cushions = page 581 

Procedure 

* Remove backrest cover panel > page 445 . 


VAS 6618/2 
VAS 6618/3 
VAS 6618/4 
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(å Note 


@ To perform the test, the pneumatic line from the compressor 
is not disconnected at the connection; instead it is severed 
according to the procedure described > page 607. 


+è To connect the pneumatic lines during the leak test, insert the 
lines in the connecting sleeves -VAS 6618/2- from both sides VAS 6618/2 
-arrows A-. VAS 6618/3 


VAS 6618/4 
+è To disconnect pneumatic lines, press release rings 


-arrows B- and at the same time disconnect lines -arrows C-. 


wB 


AEE So 


A72-11372 


Driver side: 


— Sever pneumatic line -1- from compressor at the following lo- 
cation: 


a - 30 mm 


Passenger side: 


- Sever pneumatic line -1- from compressor at the following lo- 
cation: 


a-315mm 


_A 


»| AT2-11743 
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Continued: 
— Unplug electrical connector -6-. 


- Before disconnecting pneumatic lines, mark allocation of lines 
to connections on valve block with a waterproof felt-tip pen. 


— Disconnect pneumatic lines -1 ... 5- to all massage mat air 
cushions. 


— To do so, press release ring -2- towards valve block -1- 
-arrow A- and at the same time disconnect pneumatic line 
-3- -arrow B-. 


— Repeat procedure on valve block on opposite side. 


— To perform test in “Guided Fault Finding” mode, disengage 
both valve blocks at module carrier > page 618 and connect 
to pneumatic lines on opposite side. 


— Plug in electrical connectors. 


— In one of the test steps in the “Guided Fault Finding” routine, 
you will be prompted to unplug the electrical connectors at the - 
solenoid valve blocks and to cross-connect them. To do so, 
unfasten the solenoid valve blocks from the module carrier if 


necessa 
TY protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 


- Connect Pre GRC TN EOE Mie RA Mee etc Foy AUDI AG. 


in connector is engaged pro 


4.7.7 Preparation for leak test for compressor 
and pressure line - up to 08.2012 


Special tools and workshop equipment required 
@ Turbocharger tester - V.A.G 1397A- 


V.A.G 1397 A 


+ Pneumatic repair set - VAS 6618 A- 


@ Vehicle diagnostic tester 
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a Note 


+ /fthere is a corresponding entry in the event memory, the 
“Guided Fault Finding” routine prompts the user to perform a 
leak test > Vehicle diagnostic tester. 


@ The preparations for this leak test, which have to be performed 
directly at the front seat, are described in the following. 


@ Connection diagram with allocation of pneumatic lines to air 
cushions > page 581 

Procedure 

* Remove backrest cover panel > page 445 . 


¢ Front seat in vehicle unbolted and tilted towards front with 
electrical connectors plugged in > page 415 


Version with separate non-return valve and restrictor on multi- 
contour seat control unit: 


— Disconnect pneumatic line to control unit for multi-contourseat...... 
-J873- / -J872- . To do so, press release ring at non-return th 
valve -1- -arrow A- and at the same time detach pneumatic line 
-2- -arrow B-. 


-— Connect turbocharger tester - V.A.G 1397A- to pneumatic line 
at non-return valve -1- from compressor using hose sections, 
adapters and pressure expansion tank -VAS 6618/10- . 


g| A72-11253 |) 
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Version with integrated non-return valve and restrictor in multi- 
contour seat control unit: 


(i) Note 


The pneumatic line must be cut through on vehicles with multi- 
contour seat control unit with integrated non-return valve and 
restrictor > Electronic parts catalogue . 


— Sever pneumatic line -1- to control unit for multi-contour seat 
-J873- / -J872- at the following point > page 607 : 
a-50 mm 


— Connect turbocharger tester - V.A.G 1397A- to pneumatic line 
from compressor using hose sections, adapters and pressure 
expansion tank -VAS 6618/10- . 


— To connect pneumatic line, attach connecting sleeve -VAS 
6618/3- -item 1- to pneumatic line. 


AT2-11345 


All versions (continued): 


[a] Note 


è Toconnect pneumatic lines, insert lines in connecting sleeves 
-VAS 6618/3- from both sides -arrows A-. 


@ To disconnect pneumatic lines, press release rings VAS 6618/2 
-arrows B- and at the same time disconnect lines -arrows C-. VAS 6618/3 


VAS 6618/4 
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In one of the test steps in the “Guided Fault Finding” routine, you 
will be prompted to connect the turbocharger tester - V.A.G 
1397A- to the pneumatic line leading to the valve blocks -N475- / 
-N476- or -N477- / -N478- . 


— Carefully release catch -arrow- and disconnect pneumatic 
lines -1- and -2-. 


- Connect turbocharger tester - V.A.G 1397A- to pneumatic line 
-1- from compressor using hose sections, adapters and pres- 
sure expansion tank -VAS 6618/10- . 


— Repeat test at pneumatic line from compressor on opposite 
valve block. 


IA V.A.G 1397/A 
a 


In one of the test steps in the “Guided Fault Finding” routine, you 
will be prompted to connect,the, turbocharger tester.> VAG uroses, in pa 
1397A- directly to the:compressonthorises by AUDI AG. AUDI AG does not guarantee o 


with respect to the correctness of information in this document. Copyrig 


- Carefully release catch -arrow- and pull pneumatic line -1- off 
compressor -2-. 


(à) Note 


Disregard -item 3-. 
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— Connect turbocharger tester - V.A.G 1397A- to compressor 
-1- using hose sections, adapters and pressure expansion i VAS 6618/10 
tank -VAS 6618/10- . 


— Connect pneumatic lines after completing leak test 
> page 607. 


4.7.8 Preparation for leak test for compressor 
and pressure line - from 09.2012 on- 
wards 


Special tools and workshop equipment required 
@ Turbocharger tester - V.A.G 1397A- 
V.A.G 1397 A 


+è Cutting pliers - VAS 6228- 


VAS 6228 


Pneumatic repair set VAS 6818 Aes E 
@ Vehicle diagnostic tester SS” 
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a Note 


+ /fthere is a corresponding entry in the event memory, the 
“Guided Fault Finding” routine prompts the user to perform a 
leak test > Vehicle diagnostic tester. 


@ The preparations for this leak test, which have to be performed 
directly at the front seat, are described in the following. 


+è Connection diagram with allocation of pneumatic lines to air 
cushions > page 581 

Procedure 

* Remove backrest cover panel > page 445 . 


¢ Front seat in vehicle unbolted and tilted towards front with 
electrical connectors plugged in > page 415 


(i Note 


¢ To perform the test, the pneumatic line from the compressor 
is not disconnected at the connection; instead it is severed 
according to the procedure described > page 607. 


@ To connect the pneumatic lines during the leak test, insert the 
lines in the connecting sleeves -VAS 6618/2- from both sides VAS 6618/2 
-alrows A-. VAS 6618/3 


. rr . VAS 6618/4 
¢ To disconnect pneumatic lines, press release rings 


-arrows B- and at the same time disconnect lines -arrows C-. 


Ti) So 


A72-11372 


In one of the test steps in the “Guided Fault Finding” routine, you 
will be prompted to connect the turbocharger tester - V.A.G 
1397A- to the pneumatic line leading to the valve block -N476- / 
-N478- . 


— Disconnect pneumatic line -1- to valve block. 
a-30mm 


A72-11737 
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— Connect turbocharger tester - V.A.G 1397A- to pneumatic line 
-1- from compressor using hose sections and adapters from VAS 6618/10 
pneumatic repair set - VAS 6618 A- and pressure expansion 
tank -VAS 6618/10- . 


2 - Valve block -N476- / -N478- 


In one of the test steps in the “Guided Fault Finding” routine, you 
will be prompted to connect the turbocharger tester - V.A.G 
1397A- to the pneumatic line leading to the valve block -N523- / 
-N524- . 


V.A.G 1397/4 


— Disconnect pneumatic line -1- to valve block. 
a-315mm 


iN i 
F 


f ga 
iS (aca 


— Connect turbocharger tester - V.A.G 1397A- to pneumatic line 
-1- from compressor using hose sections and adapters from 
pneumatic repair set - VAS 6618 A- and pressure expansion 
tank -VAS 6618/10- . 


2 - Valve block -N523- / -N524- 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does guara rac y liability 
with respect to the correctness of information in this document. Copyright by AUDI AG V.A.G 1397/A 
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In one of the test steps in the “Guided Fault Finding” routine, you 
will be prompted to connect the turbocharger tester - V.A.G 
ag to the pneumatic line leading to the valve block -N475- / 


- Disconnect pneumatic line -1- to valve block. 
a-30mm 


- Connect turbocharger tester - V.A.G 1397A- to pneumatic line 
-1- from compressor using hose sections and adapters from 
pneumatic repair set - VAS 6618 A- and pressure expansion 
tank -VAS 6618/10- . 


2 - Valve block -N475- / -N477- 


V.A.G 1397/4 


In one of the test steps in the “Guided Fault Finding” routine, you 
will be prompted to connect the turbocharger tester - V.A.G 
1397A- directly to the compressor. 


a Note 


To perform the test, the pneumatic line from the compressor is 
not disconnected at the connection; instead it is severed accord- 
ing to the procedure described = page 607. 


- Sever pneumatic line -1- from compressor at the following lo- 
cation: 


a-220 mm 


Protected by copyrighti C 
Note permitted unless auth 3 { 
with respect to the di 
` 


Disregard -item 2-. 


any liability 
DI AG. 
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— Connect turbocharger tester - V.A.G 1397A- to pneumatic line 
-1- of compressor -2- using hose sections, adapters and pres- VAS 6618/10 
sure expansion tank -VAS 6618/10- . 


[a] Note 


To connect the pneumatic lines, make an improvised test hose 


from the pneumatic repair set- VAS 6618 A- . í v AS 6618/11 i 


— Connect pneumatic lines and then pull lines to check that plug- 
in connector is engaged properly. 


A72-11687 


4.8 Severing and connecting-pneumatic 
lines. SENSOA kat 
Special tools and workshop equipment required 
+è Cutting pliers - VAS 6228- 
VAS 6228 


@ Pliers -VAS 6618/1- (2x) 
Severing pneumatic line 


— Apply cutting pliers - VAS 6228- at right angle and cut through 
pneumatic line -1-. 


A72-11207 
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Connecting pneumatic line 


- Slide pneumatic lines -1- and -3- onto line connector -2- from 
both sides using pliers -VAS 6618/1- ; for line connector, refer 
to > Electronic parts catalogue . 


VAS 6618/1 


AT2-11248 


4.9 Servicing pneumatic lines 


+ A repair set containing pneumatic lines and line connectors is 
available for repairing pneumatic lines = Electronic parts 
catalogue . 


+ Pneumatic lines must not be detached directly at the compo- 
nents. Always separate and connect pneumatic lines as de- 
scribed in this manual. 


@ Genuine replacement parts are supplied with short line sec- 
tions which are connected to the pneumatic lines with line 
connectors. 


+ Protect pneumatic lines and line connectors against contami- 
nation. 


+ Itis NOT permissible to heat pneumatic lines when connecting 
them to the line connectors. 


+ Itis NOT permissible to use lubricant when connsaling, the 
pneumatic lines to the line connectors. ; 


+ After the repair, the serviced pneumatic line should be just as ` 
long as the line was previously (tolerance: + 10 mm). 


+ Contamination at the joints can lead to leaks. Therefore it is 
important to make sure that the pneumatic system and test 
instruments are clean when performing tests. 


608 Rep. gr.72 - Seat frames 


Audi A6 2011 > , Audi A6 China 2012 > | 
General body repairs, interior - Edition 10.2016 Auer 


4.10 Removing and installing compressor/ 
control unit for multi-contour seat 


> “4.10.1 Removing and installing compressor for multi-contour 
seat - up to 08.2012”, page 609 


> “4.10.2 Removing and installing bonded rubber bushes for 
compressor for multi-contour seat - up to 08.2012”, page 610 


=> “4.10.3 Removing and installing control unit for front multi-con- 
tour seat - up to 08.2012”, page K 

> “4.10.4 Removing and installing compressor with integrated 
control unit for multi-contour seat - from 09.2012 onwards”, page 


4.10.1 | Removing and installing compressor for 
multi-contour seat - up to 08.2012 


Removing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


* Before handling pyrotechnic ba wh, wf (e.g. unplugging 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


-— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 

— Unplug electrical connector.-3-.,, 5 fOr privals o¢ commercial i 

- Carefully release catch “arrow-.and pull pneumatic line -1-.off........|f 
compressor -2-. 

- Move clear pneumatic line leading to compressor. 


‘ j 
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— Unscrew nuts -arrows- and detach compressor. 
Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


$ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in.the reverse order; note the following: .... 


(à Note 


@ Take care not to strain or twist the bonded rubber bushes for 
the compressor when installing. 


@ Therefore always hold the metal plate of the bonded rubber 
bush with pliers while tightening the nut; make sure you do not 
damage the bonded rubber bush. 


Notes for installation: tightening torques, renewing components 


etc. 
=> “4.3 Exploded view - pneumatic system, compressor’, 
page 583 


4.10.2 Removing and installing bonded rubber 
bushes for compressor for multi-contour 
seat - up to 08.2012 

Special tools and workshop equipment required 

+ Drill 

+ Safety goggles 

Removing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


- Remove bracket for trim (front), compressor and control unit 
for multi-contour seat > page 467 . 


-— Remove compressor > page 609 . 
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A WARNING 


Risk of eye injuries. 


$ Puton safety goggles. 


— Drill out rivets -arrows- and detach bonded rubber bushes for 
compressor for multi-contour seat. 


Installing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


AT2-11376 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


Observe all measures to be taken when installing the front 
seat > page 415r. 


Installation is carried out in the reverse order; note the following: 


tire 


@ Take care not to strain or twist the bonded rubber bushes for 
the compressor when installing. 


@ Therefore all bonded rubber bushes must be secured to the 
compressor > page 583 and then riveted on. 


4.10.3 Removing and installing control unit for 
front multi-contour seat - up to 08.2012 

Removing 

— Remove backrest cover panel > page 445. 


— Mark pneumatic lines with a waterproof felt-tip pen at cutting 
point for re-installation. 
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(a) Note 


+è Depending on the version, the non-return valve is either a 
separate component or is integrated in the control unit for front 
multi-contour seat -J872- / -J873- . 


+ Genuine replacement parts are supplied with integrated non- 
return valve and restrictor (the restrictor connection is no 
longer fitted). 


è The separate non-return valve must be removed when instal- 
ling a control unit for multi-contour seat; see > Electronic parts 
catalogue . 


@ Genuine replacement parts are supplied with short line sec- 
tions which are connected to the pneumatic lines with line 
connectors. 


¢ Before disconnecting the pneumatic lines, transfer the length 
of the line sections trom the genuine replacement part to the 
part to be removed and separate at exactly this location. 


(7) Note 


Version with separate non-return valve: 


— Press circlip -2- in direction of -arrow A- and at the same time 
disconnect pneumatic line -1- -arrow B-. 


— Repeat procedure for circlip -4- and pneumatic line -5-. 
— Detach non-return valve -3-. 


All versions (continued): 
- Unplug electrical connector -5-. 
ght. C omir 
— Version with integrated non-return valve: Sever ‘pneumatic iin line. DIAG 
=> page 607 . nt 


— Press control unit -3- for multi-contour seat (front) upwards 
slightly -arrow- and detach. 


- Disconnect pneumatic lines -2 and 4- at control unit for front 
multi-contour seat > page 607. 


1 - Non-return valve (depending on version) 
Installing 
Installation is carried out in the reverse order; note the following: 


reg for installation: tightening torques, renewing components 
etc. 


=> “4.4 Exploded view - pneumatic system, backrest’, page 585 
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4.10.4 Removing and installing compressor 
with integrated control unit for multi-con- 
tour seat - from 09.2012 onwards 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove bracket for trim (front), compressor and control unit 
for multi-contour seat > page 467 . 


— Pull rubber buffers -1, 2- for compressor off brackets. 
— Todo so, pull rubber buffers to lengthen them -arrow A-. 


— Atthesame time, pull rubber buffers together with compressor 
off brackets -arrow B-. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
=> “4.3 Exploded view - pneumatic system, compressor’, 
page 583 
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4.11 Removing and installing module carrier 
with lumbar support air cushions 


=> “4.11.1 Removing and installing module carrier with lumbar 
support air cushions - up to 08.2012”, page 614 


=> “4.11.2 Removing and installing module carrier with lumbar 
support air cushions - from 09.2012 onwards”, page 615 


4.11.1 Removing and installing module carrier 
with lumbar support air cushions - up to 
08.2012 

Special tools and workshop equipment required 

+ Drill 

@ Safety goggles 

Removing 


— Remove backrest cover panel > page 445 . 


— Remove backrest fan > page 454 . 


— Remove backrest cover with backrest padding 
=> page 672. 


A WARNING 


n 
i A Eai 
_ i = 
i 


AEAN 


Risk of eye injuries. 
$ Puton safety goggles. 


— Drill out rivet -1- for pulsation damper -2-. 
— Unplug electrical connector -5- and move wiring clear at mod- 
ule carrier. 


— Press control unit -3- for multi-contour seat (front) upwards 
slightly to disengage it from module carrier -arrow-. 


- Disconnect pneumatic lines -4- to lumbar support air cushions. 


a Note 


Disregard items -1 and 2-. 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or 


any liability 
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— Sever pneumatic lines leading to lumbar support air cushions 
at the following locations = page 607 : 


a-40 mm 
b-40 mm 
c-40mm 


— Move clear control unit for multi-contour seat (front) with re- 
maining pneumatic lines still connected. 


[a] Note 


+è Genuine replacement parts are supplied with short line sec- 
tions which are connected to the pneumatic lines with line 
connectors. 


+ Before cutting the pneumatic lines, transfer the length of the 
line sections from the genuine replacement part to the part to 
be removed and separate at exactly this location. 


— Cutthrough cable ties and move clear electrical wiring harness 
and pneumatic lines at lumbar support module carrier. 

— Remove bolt -1-. Se ee Ga AUDIA 

— Swivel module carrier -2- with lumbar support air cushions for- > ™" 
wards, disengage at outer backrest frame -3- -arrows- and 
detach. 

Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etc. 
> “4.4 Exploded view - pneumatic system, backrest”, page 585 


A72-11352 


4.11.2 | Removing and installing module carrier 
with lumbar support air cushions - from 
09.2012 onwards 


Removing 
— Remove backrest cover panel > page 445 . 
— Remove backrest fan > page 454 . 
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— Remove backrest cover with backrest padding 
=> page 674. 


- Before severing pneumatic lines, mark allocation of lines to 
connections on valve block with a waterproof felt-tip pen. 


a Note 


To carry out repairs, the pneumatic lines are not disconnected at 
the connections; instead ae are severed according to the pro- 
cedure described > page 607. 


— Sever pneumatic lines -1, 2, 3- to lumbar support air cushions 
at the following locations: 

a- 120 mm 

b - 120 mm 

c - 120 mm 

-= sth pneumatic lines leading to lumbar support air cushions 
clear. 


-— Remove spreader rivets -arrows- and detach air cushion -1-. 


— Remove bolt -2-. 


- Swivel module carrier -1- for lumbar support air cushion for- 
wards, disengage at outer backrest frame -arrows- and de- 
tach. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


=> “4.4 Exploded view - pneumatic system, backrest”, page 585 


4.12 Removing and installing switch mod- 
ule 2 for front seat -E667- / -E668- 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


Removing 
— Remove trim (sill side) > page 465 . 


— Carefully unclip rocker -1- from switch module using removal 
wedge - 3409- . 


— Remove bolts -1- and detach switch module -2-. 


Installing 
Installation is carried out in the reverse order; note the following: 


—  Insertlugs -1- of trim in grooves -2- at switch module and press 
on until it engages audibly. 


Notes for installation: tightening torques, renewing components 
etc. 


> “2.5.9 Exploded view - seat pan, seat adjustment actuators/ 
switches”, page 405 y ft 
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4.13 Removing and installing valve block for 
multi-contour seat 


=> “4.13.1 Removing and installing valve block for massage mat - 
up to 08.2012”, page 618 


=> “4.13.2 Removing and installing valve block for massage mat - 
from 09.2012 onwards”, page 619 


> “4.13.3 Removing and installing valve block for lumbar support 

air cushions, seat and backrest bolster adjusters - from 09.2012 

onwards”, page 621 

4.13.1 Removing and installing valve block for 
massage mat - up to 08.2012 

Special tools and workshop equipment required 

@ Cutting pliers - VAS 6228- 


VAS 6228 


Removing 
— Remove backrest cover panel > page 445. 
— Unplug electrical connector -3-. 


— Press valve block -4- for massage mat upwards slightly 
-arrow A- to disengage at module carrier. 


— Carefully release catch -arrow B- and disconnect pneumatic 
lines -1- and -2-. 
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— Disconnect pneumatic lines leading to massage mat air cush- 
ions at the following locations > page 607 : 


a-40mm 
Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


=> “4.5 Exploded view - pneumatic system, massage mat”, 
page 587 


1D 


4.13.2 | Removing and installing valve block for 
massage mat - from 09.2012 onwards 


Removing 


— Remove backrest cover panel > page 445. 


(å) Note 


To carry out repairs, the pneumatic line from thé Compressor is 
not disconnected at the connection; instead itis SeVeEFEd, ACCOFAr)2\\o0 in this document. Copyright by AUDI AG 
ing to the procedure described > page 607 . 


Driver side: 


— Sever pneumatic line -1- from compressor at the following lo- 
cation: 


a-30mm 


AT2-11737 
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Passenger side: 


— Sever pneumatic line -1- from compressor at the following lo- 
cation: 


a-315mm 


Both sides (continued): 
— Unplug electrical connector -6-. 


LL 
f/ o 


zig 


— Before severing pneumatic lines, mark allocation of lines to , / i 
connections on valve block with a waterproof felt-tip pen. 


fal 


— Disconnect pneumatic lines -1 ... 5- to all massage mat air 
cushions. 


- To do so, press release ring -2- towards valve block -1- 
-arrow A- and at the same time disconnect pneumatic line 
-3- -arrow B-. 


Protected by copyright. Copying for private or commercial purposes, in p 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee 
with respect to the correctness of information in this document. Copy EE 
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— Pull rubber buffers to lengthen them -arrow A-. 


— At the same time, pull valve block off rubber buffers 
-arrow B-. 


Installing 
Installation is carried out in the reverse order; note the following: 


— Press pneumatic lines on again and then pull lines to check 
that plug-in connectors are engaged properly. 


Notes for installation: tightening torques, renewing components 


etc. à TE, ] 
> “4.5 Exploded view - pneumatic system, massage mat”, i. = 
page 587 


4.13.3 Removing and installing valve block for 
lumbar support air cushions, seat and 
backrest bolster adjusters - from 
09.2012 onwards 


Special tools and workshop equipment required 
+ Cutting pliers - VAS 6228- 


ability 


è VAS 6228 sS bk = 


pyright by AUDI 


Removing 
— Remove backrest cover panel > page 445. 


(å) Note 


To carry out repairs, the pneumatic line from the compressor is 
not disconnected at the connection; instead it is severed accord- 
ing to the procedure described > page 607. 


— Sever pneumatic line -1- to valve block -N475- / -N477- at the 
following point: 


a-30mm 
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— Unplug electrical connector -8-. 


- Before severing pneumatic lines, mark allocation of lines to 
connections on valve block with a waterproof felt-tip pen. 


- Disconnect pneumatic lines -1 ...7- at valve block -A-. 


- Todoso, press release mechanism -2- -arrow- and disconnect 
pneumatic line -1- at the same time. 


AT2-11787 


— Pull rubber buffers to lengthen them -arrow A-. 


— Atthe same time, pull valve block off rubber buffers 
-arrow B-. 


Installing 
Installation is carried out in the reverse order; note the following: 
- Connect pneumatic line > page 607 . 


- Press pneumatic lines on again and then pull lines to check 
that plug-in connectors are engaged properly. 


Notes for installation: tightening torques, renewing components Soy [Ara r1631 | 
etc. = 
=> “4.4 Exploded view - pneumatic system, backrest” e 585 


4.14 Removing and installing massage mat 


Removing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any} s 
static electricity. This can be done. by. briefly touching the |.) 
door striker plate, or similar. spe 


u 


- Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove backrest > page 441. 
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— Remove backrest cover with backrest padding 
> page 674. 


— Separate backrest cover and padding > page 679. 
— Remove clip -3-. 
— Fold back air mat -4-. 


— Unfasten pneumatic lines from adhesive bonds -1- and move 
clear. 


— Unfasten massage mat -2- from backrest padding. 


Installing 


— Route pneumatic lines in backrest padding and connect to 
valve block. 


— Press pneumatic lines on again and then pull lines to check 
that plug-in connectors are engaged properly. 


— Attach double-sided adhesive tape in original locations of ad- 
hesive bonds, as found during removal. 


Protepted by copyright. Copying for private or commercial purposes, in part or in whole, is not 
Observe sa for «com, 


nts 


wifh respee¥s page's iness of information in this document. Copyright by AUDI AG. 


¢@ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 


static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


A 
( ee 


The remaining installation steps are carried out in the reverse se- 
quence. 


Notes for installation: tightening torques, renewing components 


etc. 
=> “4.5 Exploded view - pneumatic system, massage mat”, 
page 587 
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4.15 Removing and installing massage func- 
tion button -E670- / -E671- 

Removing 

- Remove trim (sill side) > page 465 . 


— Press massage function button -1- out of trim and detach. To 
do so, release fasteners -arrows-. 


Installing 


Installation is carried out in the reverse order; note the following: copyris 


- Insert massage function button and press on so that it engage: 
audibly. ages- 


4.16 Removing and installing seat bolster ad- 
juster 


Removing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


- Remove front seat > page 415. 

— Remove backrest > page 441. 

— Remove seat cover with padding > page 665 . 
— Remove spreader rivets -3- and -4-. 


- Move clear pneumatic line -1-, disengage seat bolster adjuster 
-2- at seat pan and detach. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


> “4.6 Exploded view - pneumatic system, seat/backrest bolster 


adjusters”, page 58 
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4.17 Removing and installing backrest bol- 
ster adjuster 


=> “4.17.1 Removing and installing backrest bolster adjuster - up 
to 08.2012”, page 625 


=> “4.17.2 Removing and installing backrest bolster adjuster - from 
09.2012 onwards”, page 626 


4.17.1 Removing and installing backrest bol- 
ster adjuster - up to 08.2012 
Removing 


— Remove backrest cover with backrest padding 
=> page 672. 


— Unscrew bolt -1- and release catch -arrow-. 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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— Disconnect pneumatic line -1- and -3- at line connector -2-. 
Installing 

Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
=> “4.6 Exploded view - pneumatic system, seat/backrest bolster 
adjusters”, page 589 


3 
AT2-11248 


VAS 6618/1 
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4.17.2 | Removing and installing backrest bol- 


ster adjuster - from 09.2012 onwards 


Removing 


Remove backrest cover with backrest padding 
> page 674. 


Before disconnecting pneumatic lines, mark allocation of lines 
to connections on valve block with a waterproof felt-tip pen. 


Disconnect pneumatic lines -1, 2- to backrest bolster adjuster 
air cushions. 


To do so, press release mechanism -2- -arrow- and disconnect 
pneumatic line -1- at the same time. 


Move pneumatic lines leading to air cushion for backrest bol- 
ster adjuster clear. 


Unscrew bolt -1- and release catch -arrow-. 


Installing 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
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5 Rear seat pneumatic system 


> “5.1 Exploded view - pneumatic system”, page 627 
> “5.2 Connection diagram - pneumatic system”, page 629 


> “5.3 Exploded view - pneumatic system, module carrier/air 
cushion/lumbar support”, page 630 


=> “5.4 Exploded view - pneumatic system, massage mat”, 
page 631 


> “5.5 Checking pneumatic system”, page 631 
> “5.7 Servicing pneumatic lines”, page 637 


> “5.6 Severing and connecting pneumatic lines”, page 636 


=> “5.8 Removing and installing compressor with control unit for 
multi-contour seat”, page 638 


> “5.9 Removing and installing air cushion for lumbar support”, 
page 639 


> “5.10 Removing and installing valve block 1 for lumbar support 
N479 / N481 ”, page 640 


> “5.11 Removing and installing module carrier’, page 641 


> “5.12 Removing and installing massage mat”, page 643 


> “5.13 Removing and installing valve block for massage mat” 
page 644 
5.1 Exploded view - pneumatic system 


(å) Note 


Repair specifications and test methods for pneumatic components > page 631 
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1 - Valve block 2 in driver side 
rear seat - N480- 

QO) Passenger side: valve 
block 2 in rear seat, pas- 
senger side - N482- 

OQ Removing and installing 
=> page 644 

2 - Compressor for rear driver 
side multi-contour seat - V441- 
with integrated control unit - 
J875- 

QO Passenger side: com- 
pressor for rear passen- 
ger side multi-contour 
seat - V442- with inte- 
grated control unit - 
J874- 

Q Removing and installing 
> page 638 

3 - Module carrier with lumbar 
support air cushions 

Q Exploded view 
=> page 630 


4 - Massage mat 
QO In backrest padding 
Q Exploded view 
> page 631 


5 - Valve block 1 in driver side 
rear seat - N479- 

QO Passenger side: valve 
block 1 in rear seat, pas- 
senger side - N481- 

QO Removing and installing 
=> page 640 


6 - Valve block 3 in driver side rear seat - N525- 
Q) Passenger side: valve block 3 in rear seat, passenger side - N526- 
QO Removing and installing > page 644 
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5.2 Connection diagram - pneumatic system 


1 - Lumbar support air cushion 


2 - Compressor for rear driver 
side multi-contour seat - V441- 
with integrated control unit - 
J8 


QO Passenger side: com- 
pressor for rear passen- 
ger side multi-contour 
seat - V442- with inte- 
grated control unit - 
J874- 


3 - Valve block 1 in driver side 
rear seat - N479- 

QO) Passenger side: valve 
block 1 in rear seat, pas- 
senger side - N481- 

4 - Massage mat 
Q In backrest padding 


5 - Massage mat 
Q In backrest padding 


6 - Valve block 3 in driver side 
rear seat - N525- 


QO) Passenger side: valve 
block 3 in rear seat, pas- 
senger side - N526- 


7 - Valve block 2 in driver side 
rear seat - N480- 


QO) Passenger side: valve 
block 2 in rear seat, pas- 
senger side - N482- 
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5.3 Exploded view - pneumatic system, module carrier/air cushion/lumbar sup- 
port 
1 - Bolt 
QO 2x 
Q 2.5 Nm 


2 - Lumbar support air cushion 
Q Removing and installing 
> page 639 
Q Connecting severed 
pneumatic lines 
> page 636 
3 - Spreader rivet 
Q 4x 


4 - Module carrier 
QO) Removing and installing 
=> page 641 
5 - Rubber buffer 
Q Hold solenoid valve 
block in place 
QO 4x 
6 - Valve block 1 in driver side 
rear seat - N479- 


Q) Passenger sidé:\valve “°° 
block 1 in rear § t = 
senger side - N481- 

Q) For correct version refer 
to = Electronic parts 
catalogue 

Q Removing and installing 
=> page 640 


QO Connecting severed 
pneumatic lines 


2 page 636 


7 - Seat frame 
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5.4 Exploded view - pneumatic system, massage mat 


1 - Massage mat 
QO Removing and installing 
=> page 643 
QO Press pneumatic lines 
on until they engage au- 
dibly 
Q Pull lines to check that 
plug-in connectors are 
engaged properly 
2 - Clip 
Q 2x 
QO) Renew 


3 - Backrest padding 
OY Removing and installing 
=> page 708 


4 - Valve block 2 in driver side 
rear seat - N480- / valve block 
3 in driver side rear seat - 
N525- 


QO For massage mat 


QO) Passenger side: valve 
block 2 in rear seat, pas- 
senger side - N482- / 
valve block 3 in rear 
seat, passenger side - 
N526- 


Q Removing and installing 
=> page 644 


QO Connecting severed 
pneumatic lines 


> page 636 : 

Q Press pneumatic lines i 
on until they engage au- 
dibly 


Q Pull lines to check that plug-in connectors are engaged properly 


5.5 Checking pneumatic system 


=> “5.5.1 Preparation for leak test for lumbar support air cushions”, 
page 631 


> “5.5.2 Preparation for leak test for massage mat air cushions”, 
page 633 


> “5.5.3 Preparation for leak test for compressor and pressure 
line”, page 634 


5.5.1 Preparation for leak test for lumbar sup- 
port air cushions 


Special tools and workshop equipment required 
@ Pneumatic repair set - VAS 6618 A- 
@ Vehicle diagnostic tester 
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g Note 


If there is a corresponding entry in the event memory, the 
“Guided Fault Finding” routine prompts the user to perform a 
leak test > Vehicle diagnostic tester. 


@ The preparations for this leak test, which have to be performed 
directly at the rear seat, are described in the following. 


+è Connection diagram with allocation of pneumatic lines to air 
cushions > page 629 
Procedure 


e Multi-contour seat in vehicle unbolted and tilted towards front 
with electrical connectors plugged in > page 548 


— Before severing pneumatic lines, mark allocation of lines with 
a waterproof felt-tip pen. 


(à Note 


If a fault is displayed for one air cushion only, it is suffi cient to 
sever just two pneumatic lines at the locations indicated" t= 


> page 632. 


— Sever pneumatic lines leading to lumbar support air cushions 
at the following locations = page 636 : 

a-110 mm 

b - 120 mm 


c- 130mm 


[a| Note 


Ignore -items 1, 2 and d-. 


— To perform test in “Guided Fault Finding” mode, cross-connect 
connections of air cushions and valve blocks as follows: 


In the event of a fault in lumbar support air cushion (top or centre) 
Hose for: To connection on multi-contour 
seat control unit for: _ | 
Lumbar support air cushion | support air cushion Lumbar support air cushion 
(top) (centre) 
Lumbar support air cushion Lumbar support air cushion 
(centre) (top) 


In the event of a fault in lumbar support air cushion (bottom) 

Hose for: To connection on multi-contour 
seat control unit for: | 

[Lumbar support air cushion | support air cushion Lumbar support air cushion 

(bottom) (centre) 

Lumbar support air cushion Lumbar support air cushion 

(centre) (bottom) 
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— To connect pneumatic lines, attach connecting sleeves -VAS 
6618/2- to pneumatic lines. 


[a] Note 


+è To connect pneumatic lines, insert lines in connecting sleeves 
-VAS 6618/2- from both sides -arrows A-. vasaa 


@ To disconnect pneumatic lines, press release rings VAS 6618/3 
-arrows B- and at the same time disconnect lines -arrows C-. VAS 6618/4 


— Connect pneumatic lines after completing leak test 
> page 636. 


AT2-11372 


5.5.2 Preparation for leak test for massage 
mat air cushions 
(å) Note 


@ /fthere is a corresponding entry in the event memory, the 
“Guided Fault Finding” routine prompts the user to perform a 
leak test > Vehicle diagnostic tester. 


@ The preparations for this leak test, which have to be performed 
directly at the rear seat, are described in the following. 


+è Connection diagram with allocation of pneumatic lines to air 
cushions > page 629 
Procedure 


¢ Multi-contour seat in vehicle unbolted and tilted towards front 
with electrical connectors plugged in > page 548 


— Before disconnecting pneumatic lines, mark allocation of lines 
to connections on valve block with a waterproof felt-tip pen. 


— Disconnect pneumatic lines to all massage mat air cushions. 


— Todo so, press release ring -2- towards valve block -1- 
-arrow A- and at the same time disconnect pneumatic line 
-3- -arrow B-. 


- To perform test in “Guided Fault Finding” mode, remove both 
valve blocks from module carrier > page 644 and re-install 
on opposite sides. 


— Plug in electrical connectors. ATa-11630 


— Connect pneumatic lines and then pull lines to check that plug- 
in connector is engaged properly. 
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§.5.3 Preparation for leak test for compressor 
and pressure line 


a Note 


+ /fthere is a corresponding entry in the event memory, the 
“Guided Fault Finding” routine prompts the user to perform a 
leak test > Vehicle diagnostic tester. 


@ The preparations for this leak test, which have to be performed 
directly at the rear seat, are described in the following... o 


+ Connection diagram with allocation of pnéumatic lines to air 


cushions > page 629 


Procedure 


e Multi-contour seat in vehicle unbolted and tilted towards front 
with electrical connectors plugged in > page 548 


In one of the test steps in the “Guided Fault Finding” routine, you 

will be prompted to connect the turbocharger tester - V.A.G 

1397A- to the pneumatic line leading to the valve blocks -N480- / 

-N482- and -N525- / -N526- . 

— Sever pneumatic line -1- to valve block -N479- / -N481- at the 
following point > page 636 : 


a-30mm 


— Connect turbocharger tester - V.A.G 1397A- to pneumatic line 
-1- from compressor using hose sections, adapters and pres- 
sure expansion tank -VAS 6618/10- . 


- To connect pneumatic line, attach connecting sleeve -VAS 
6618/2- to pneumatic line. 


2 - Valve block -N479- / -N481- 
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[a] Note 


+ 


+ 


To connect pneumatic lines, insert lines in connecting sleeves 
-VAS 6618/2- from both sides -arrows A-. 


To disconnect pneumatic lines, press release rings 
-arrows B- and at the same time disconnect lines -arrows C-. 


In one of the test steps in the “Guided Fault Finding” routine, you 
will be prompted to connect the turbocharger tester - V.A.G 
1397A- to the pneumatic line leading to the valve blocks -N479- / 
-N481- and -N525- / -N526- or -N480- / -N482- . 


a- 


Disconnect pneumatic line -3- to valve block -N480- / -N482- 
or -N525- / -N526- -item 2- at the following point 


=> page 636 : 
40 mm 


(å) Note 


Disregard -item 1-. 


2- 


Connect turbocharger tester - V.A.G 1397A- to pneumatic line 
-1- from compressor using hose sections, adapters and pres- 
sure expansion tank -VAS 6618/10- . 


Repeat test at pneumatic line from compressor on opposite 
valve block. 


Valve block -N480- / -N482- or -N525- / -N526- 


VAS 6618/2 
VAS 6618/3 
VAS 6618/4 


VAS 6618/10 


V.A.G 1397/A 
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In one of the test steps in the “Guided Fault Finding” routine, you 
will be prompted to connect the turbocharger tester - V.A.G 
1397A- directly to the compressor. 


— Sever pneumatic line -1- to compressor -2- at the following 
point > page 636 : 


a-50mm 


a Note 


Disregard -item 3 and arrows-. 


— Connect turbocharger tester - V.A.G 1397A- to pneumatic line 
-1- of compressor -2- using hose sections, adapters and pres- 
sure expansion tank -VAS 6618/10- . 


— Connect pneumatic lines after completing leak test 
=> page 636. 


V.A.G 1397/4 
5.6 Severing and connecting pneumatic 
lines 
Special tools and workshop equipment required 
+ Cutting-pliers,.VAS,6228-, vate or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does r jua or 1y 
with respect to the correctness of information in this document. Copyright by AUDI AG 


@ Pliers -VAS 6618/1- (2x) 
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Severing pneumatic line 


— Apply cutting pliers - VAS 6228- at right angle and cut through VAS 6228 
pneumatic line -1-. 


Connecting pneumatic line 


— Slide pneumatic lines -1- and -3- onto line connector -2- from 
both sides using pliers -VAS 6618/1- ; for line connector, refer 
to = Electronic parts catalogue . 


VAS 6618/1 


A72-11248 


5.7 Servicing pneumatic lines 


+ A repair set containing pneumatic lines and line connectors is 
available for repairing pneumatic lines > Electronic parts 
catalogue . 


+ Pneumatic lines must not be detached directly at the compo- 
nents. Always separate and connect pneumatic lines as de- 
scribed in this manual. 


@ Genuine replacement parts are supplied with short line sec- 
tions which are connected to the pneumatic lines with line 
connectors. 


@ Protect pneumatic lines and line connectors against contami- 
nation. 


+ Itis NOT permissible to heat pneumatic lines when connecting 
them to the line connectors. 


+ It is NOT permissible to use lubricant when connecting the 
pneumatic lines to the line connectors. 


+ After the repair, the serviced pneumatic line should be just as 
long as the line was previously (tolerance: + 10 mm). 


+ Contamination at the joints can lead to leaks. Therefore it is 
important to make sure that the pneumatic system and test 
instruments are clean when performing tests. 
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5.8 Removing and installing compressor 
with control unit for multi-contour seat 


Removing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


@ Before handling pyrotechnic com pognis (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove multi-contour seat > page 548 . 
— Unplug electrical connector -3-. 


- Slide COMPLE, 72; to the Fide, out of rubber buffers R) in, 
-AMTOWS ited unless autt A oe 


- Sever orien nits -12 w compressor at the ae BBA Ean 


=> page 636 : 
* a=50mm 
Installing 


- Cut off pneumatic line of new compressor using old compres- 
sor as a guide. 


— Connect pneumatic line > page 636 . 


VAN WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing a multi- 
contour seat > page 548 . 


Installation is carried out in the reverse order; note the following: 


a Note 


Take care not to strain or twist the rubber buffers for the com- 
pressor when installing. 


Notes for installation: tightening torques, renewing components 
etc. > “5.1 Exploded view - pneumatic system”, page 627 
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5.9 Removing and installing air cushion for 
lumbar support 


Removing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic ht eleda (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove multi-contour seat > page 548 . 


— Remove backrest padding with backrest cover 
> page 705. 


— Mark pneumatic line with a waterproof felt-tip pen at cutting 
point. 


— Sever pneumatic lines leading to lumbar support air cushions 
at the following locations = page 636 : 


* a=110mm 
* b=120mm 
e c=130mm a ia. a1 x 


(å) Note 


Ignore -items 1, 2 and d-. 


— Remove spreader rivets -arrows- and detach air cushion. 
Installing 


— Cutoff pneumatic lines of new air cushion using old air cushion 
as a guide. 


— Connect pneumatic lines > page 636 . 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 

$ Before handling pyrotechniccomponents{e:9:plugging-in: $cepi 
the electricatconnector}the'mechanicmustdischargeanys|by A 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing a multi- 
contour seat > page 548 . 


A72-11701 


The remaining installation steps are carried out in the reverse se- 
quence. 


Notes for installation: tightening torques, renewing components 
etc. 


> “5.3 Exploded view - pneumatic system, module carrier/air 
cushion/lumbar support”, page 630 
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5.10 Removing and installing valve block 1 
for lumbar support -N479- / -N481- 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove multi-contour seat > page 548 . 
— Pull rubber buffers to lengthen them -arrow A-. 


— Atthe same time, pull valve block off rubber buffers _ 
-arrow B-. 
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— Unplug electrical connector -1-. 


— Mark pneumatic lines with a waterproof felt-tip pen at cutting 
point for re-installation. 


— Sever pneumatic lines leading to lumbar support air cushions 
at the following locations > page 636 : 


* a=110mm 
* b=120mm 
* c=130 mm 


— Sever pneumatic line to compressor at the following point 
=> page 636: 


e d=30mm 
Installing 


— Cut off pneumatic lines of new valve block using old valve 
block as a guide. 


— Connect pneumatic lines > page 636 . 


AN WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


$ Observe all measures to be taken when installing a multi- 
contour seat > page 548 . 


The remaining installation rave are carried out in the reverse se~ 
quence. 


Notes for installation: tightening torques, renewing components 
etc. 

=> “5.3 Exploded view - pneumatic system, module carrier/air 
cushion/lumbar support”, page 630 


5.11 Removing and installing module carrier 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove multi-contour seat > page 548 . 


— Remove backrest padding with backrest cover 
=> page 705. 


— Move clear wiring harness at seat frame. 
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— Remove bolts -arrows A-. 


— Unclip module carrier for lumbar support -1- from seat frame 
-2- -arrows B- and detach. 


vert the lumbar support air cushions with valve blocks and the 
control unit for multi-contour seat with pneumatic lines: 


— Remove seat adjustment control unit -C- > page 554 . 


— Unclip heel ate lines and electrical wiring at module carrier 
for lumbar support and move clear. 


— Remove valve block -D- with lumbar support air cushions 
> page 639 , > page 640. 


— Remove valve blocks -A and E- for massage mat 
> page 644. 


— Remove compressor -B- for multi-contour seat > page 638 . 
Installing 


— Route pneumatic lines and electrical wiring as shown in illus- 
tration. 


- Press pneumatic lines on again and then pull lines to check 
that plug-in connectors are engaged properly. 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


$ Observe all measures to be taken when installing a multi- 
contour seat > page 548 . 


The remaining installation steps are carried out in the reverse se- 
quence. 


Notes for installation: tightening torques, renewing components 
etc. 


> “5.3 Exploded view - pneumatic system, module carrier/air 


cushion/lumbar support’, page 63 
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5.12 Removing and installing massage mat 


Removing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


= Remove multi-contour seat > page 548. Copying for private or commercial purposes, in part or in whole, is not 
ed unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 


— Remove backrest padding with.b backrest @OV@Ectness of information in this document. Copyright by AUDI AG 
=> page 705. 


- Before disconnecting pneumatic lines, mark allocation of lines 
to connections on valve block with a waterproof felt-tip pen. 


— Release and disconnect pneumatic line -3-; to do so, press 
release ring -2- towards valve block -1- -arrow A- and at the 
same time pull off pneumatic line -arrow B-. 


— Carefully release air mats -5 and 6- from adhesive bond and 
fold back -arrows-. 
— Release clip -4-. 


— Unfasten pneumatic lines -1- from adhesive bonds -2- and 
move clear. 


— Unfasten massage mat -3- from backrest padding. 


5. Rear seat pneumatic system 643 


CORD Audi A6 2011 > , Audi A6 China 2012 > 
Auð: General body repairs, interior - Edition 10.2016 


Installing 


— Route pneumatic lines in backrest padding and connect to 
valve block. 


- Press pneumatic lines on again and then pull lines to check 
that plug-in connectors are engaged properly. 


— Attach double-sided adhesive tape in original locations of ad- 
hesive bonds, as found during removal. 


for private or commercial purposes, in par wno 
AA m | A72-11632 | 
s for pyrotechnic components To * 


¢@ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


$ Observe all measures to be taken when installing a multi- 
contour seat > page 548 . 


The remaining installation steps are carried out in the reverse se- 


quence. 

Notes for installation: tightening torques, renewing components 

etc. 

=> “5.4 Exploded view - pneumatic system, massage mat”, 

page 631 

5.13 Removing and installing valve block for 
massage mat 

Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


-— Remove multi-contour seat > page 548 . 


- Before disconnecting pneumatic lines, mark allocation of lines 
to connections on valve block with a waterproof felt-tip pen. 


— Release and disconnect pneumatic line -3-; to do so, press 
release ring -2- towards valve block -1- -arrow A- and at the 
same time pull off pneumatic line -arrow B-. 


AT2-11630 
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— Pull rubber buffers to lengthen them -arrow A-. 


— Atthe same time, pull valve block off rubber buffers 
-arrow B-. 


— Unplug electrical connector -1- at valve block -2-. 


— Sever pneumatic line -3- to compressor at the following point 
> page 636: 


* a=40mm 


Installing 
- Cut oH pneumatic line to compressor using old valve block as y) be? Bf Bi pi 
a guid le. in, di, 
purposes, in part or in whole, is not F) aN 
- Connect: pneumatic line 3 page t guarantas or accept any HA lity [ha 
- Press pneumatic lines onto massage e mat air cushions at valve | ga 


block again and then pull lines to check that plug-in connectors 
are engaged properly. 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing a multi- 
contour seat > page 548 . 


The remaining installation steps are carried out in the reverse se- 


quence. 
Notes for installation: tightening torques, renewing components 
etc. 

> “5.4 Exploded view - pneumatic system, massage mat”, 
page 631 
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74- Seat- padding, covers 


1 Covers and padding on front seats 


> “1.1 Exploded view - seat pan cover and padding”, 
page 646 
> “1.2 Exploded view - backrest cover and padding”, 
page 651 


> “1.3 Exploded view - head restraint cover and padding”, 
page 654 


> “1.4 Overview - seat heating elements”, page 655 


> “1.5 Removing and installing seat pan cover and padding”, page 
659 


> “1.6 Removing and installing backrest cover and padding”, 
page 668 


> “1.7 Separating seat pan cover and padding”, page 677 


> “1.8 Separating backrest cover and padding”, page 679 


> “1.9 Removing and installing head restraint cover and padding”, 
page 681 


> “1.10 Removing and installing seat heating element Z6 / Z8 ”, 
page 683 


= “1.11 Removing and installing backrest heating element Z7 / Z9 
”, page 685 


1.1 Exploded view - seat pan cover and pad- 
ding 

> “1.1.1 Exploded view - seat pan cover and padding, standard 

seat”, page 646 


> “1.1.2 Exploded view - seat pan cover and padding, sportS Seat/ 
super sports seat”, page 648 


=> “1.1.3 Exploded view - seat pan cover and padding, multi-con- 
tour seat”, page 649 


1.1.1 Exploded view - seat pan cover and padding, standard seat 
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1 - Seat pan 
2 - Seat padding 
Q Removing and installing 
seat cover with padding 
=> page 659 


QO Detaching seat cover 
from padding and as- 


sembling > page 677 
Q For correct version refer 
to = Electronic parts 
catalogue 
3 - Upholstery clip 


Q For attaching seat cover 
to seat padding 


QO) Renew 


Q Re-attach at the same 
location using uphols- 
tery clip pliers - V.A.G 
1634- when installing 
4-Wire 
Q Foam-fitted in seat pad- 
ding 
Q For attaching seat cover 
to seat padding 
5 - Contour wire 
Q Inserted in pouch of seat 


cover 
Q For attaching seat cover 
to seat padding 
6 - Piping a 
Q Stitched to seat cover 


Q For engaging seat cover 
at upper seat pan frame 


Q Make sure piping is seated correctly in seat pan 


7 - Seat cover 
Q Removing and installing seat cover with padding = page 659 
Q Detaching seat cover from padding and assembling > page 677 
Q For correct version refer to > Electronic parts catalogue 
Q After installing, make sure there are no creases 
8 - Piping 
Q Stitched to seat cover 
Q For engaging seat cover at upper seat pan frame 
Q Make sure piping is seated correctly in seat pan 
9 - Tab 
Q With hook 
QO) For engaging seat cover at upper seat pan frame 
10 - Piping 
Q Stitched to seat cover 
QO) For engaging seat cover at upper seat pan frame 
QO) Make sure piping is seated correctly in seat pan 
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1.1.2 Exploded view - seat pan cover and padding, sports seat/super sports seat 


1 - Seat pan 
2 - Seat padding 
QO For seat depth adjuster 


QO Removing and installing 
seat cover with padding 
> page 661 

Q Detaching seat cover 
from padding and as- 


sembling > page 677 
Q For correct version refer 
to = Electronic parts 
catalogue 
3 - Upholstery clip 


Q ‘For attaching seat cover 
to seat padding 


QO Renew 


Q Re-attach at the same 
location using uphols- 
tery clip pliers - V.A.G 
1634- when installing 
4 - Wire 
QO Foam-fitted in seat pad- 
ding 
Q For attaching seat cover 
to seat padding 
5 - Contour wire 
Q Inserted in pouch of seat 


cover 
Q For attaching seat cover 
to seat padding 
6 - Seat cover be 
permit A74-10435 


QO Removing and installing" 
seat cover with padding 


=> page 661 
QO Detaching seat cover from padding and assembling > page 677 


Q For correct version refer to > Electronic parts catalogue 

Q After installing, make sure there are no creases 
7 - Piping 

Q Stitched to seat cover 

Q For engaging seat cover at upper seat pan frame 

ū Make sure piping is seated correctly in seat pan 
8 - Tab 

Q With hook 

Q For engaging seat cover at upper seat pan frame 
9 - Piping 

Q Stitched to seat cover 

Q) For engaging seat cover at upper seat pan frame 

QO) Make sure piping is seated correctly in seat pan 


10 - Seat padding 
Q Removing and installing seat cover with padding = page 661 
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Q Detaching seat cover from padding and assembling > page 677 
Q For correct version refer to > Electronic parts catalogue 


1.1.3 Exploded view - seat pan cover and padding, multi-contour seat 


1 - Seat pan 
Q With seat depth adjust- 
ment 
2 - Seat bolster padding 
Q Removing and installing 
=> page 663 
3 - Retaining hook 


QO On cover for seat depth 
adjuster 


n 4x 


4 - Fastening strip 
Q Stitched to seat cover 
Q For attaching seat cover 
and padding to cover for 
seat depth adjuster 
5 - Seat cover 


OQ Removing and installing 
seat cover with padding 
> page 665 


Q Detaching seat cover 
from padding and as- 


sembling > page 679 


Q For correct version refer 
to = Electronic parts 
catalogue 


Q After installing, make 
sure there are no crea- 
ses 

6 - Piping 
Q Stitched to seat cover 


Q For engaging seat cover g A74-10436 


at rear of upper seat pan 
frame 


Q Make sure piping is seated correctly in seat pan 
7 - Tab 

ū With hook 

Q Stitched to seat cover 

Q For engaging seat cover at seat pan 


Protested Piping... Copying for private or commercial purposes, in part or in whole, is not 


permitte(ihleStitthed to S6at COVE AG does not guarantee or accept any liability 
with a ee to the correctness of information in this document rin ght by AUDI AG 


or engaging seat cover at side of upper seat pan frame 
QO) Make sure piping is seated correctly in seat pan 
9 - Rubber strap 
QO 2x 
QO Inserted in pouch of seat cover 
Q For engaging at upper seat pan frame 
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10 - Upholstery clip 

QO For attaching seat cover to seat padding 

QO Renew 

QO Re-attach at the same location using upholstery clip pliers - V.A.G 1634- when installing 
11 - Seat padding 

QO Removing and installing seat cover with padding > page 665 

QO Detaching seat cover from padding and assembling > page 679 

Q For correct version refer to > Electronic parts catalogue 


12 - Seat bolster padding 
QO Removing and installing > page 663 
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1.2 Exploded view - backrest cover and 
padding 


> “1.2.1 Exploded view - backrest cover and padding, standard 
seat/sports seat’, page 651 


> “1.2.2 Exploded view - backrest cover and padding, super 
sports seat’, page 652 


> “1.2.3 Exploded view - backrest cover and padding, multi-con- 
tour seat”, page 653 


1.2.1 Exploded view - backrest cover and padding, standard seat/sports seat 


1 - Contour wire 


Q Inserted in pouch of 
backrest cover 


Q For engaging backrest 
cover in outer backrest 
frame 


2 - Piping 
Q Stitched to backrest 
cover 


Q For engaging backrest 
cover in outer backrest 
frame 

QO Make sure piping is 
seated correctly in outer 
backrest frame 


3 - Backrest cover 

Q Removing and installing 
backrest cover with pad- 
ding > page 668 

Q Detaching backrest cov- 
er from padding and as- 
sembling > page 679 

Q For correct version refer 
to > Electronic parts 
catalogue 

Q After installing, make 
sure there are no crea- 
ses 


4 - Contour wire 
Q Inserted in pouch of 


backrest cover 
QO For securing backrest rs 
cover to backrest pad- 
ding 
5 - Wire 


QO Foam-fitted in backrest padding 
Q For securing backrest cover to backrest padding 
6 - Upholstery clip 
Q For securing backrest cover to backrest padding 
QO Renew 
Q +Re-attach at the same location using upholstery clip pliers - V.A.G 1634- when installing 


7 - Backrest padding 
QO Removing and installing backrest cover with padding > page 668 
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Q Detaching backrest cover from padding and assembling > page 679 
Q For correct version refer to > Electronic parts catalogue 


8 - Outer backrest frame 
9 - Piping 
Q Stitched to backrest cover 


Q) For engaging backrest cover in outer backrest frame 
Q Make sure piping is seated correctly in outer backrest frame 


10 - Tab 
Q With hook 
Q Stitched to backrest cover 
Q) For engaging backrest cover in outer backrest frame 


1.2.2 Exploded view - backrest cover and padding, super sports seat 


1 - Piping 
Q Stitched to backrest 
cover 


Q For engaging backrest 
cover in outer backrest 
frame 

Q Make sure piping is 
seated correctly in outer 


backrest frame 
2 - Tab 
ū With hook 
Protected by cog 
Q Stitched to backrest: unies 
cover with respect 


Q For engaging backrest 
cover in outer backrest 
frame 


3 - Backrest cover 


QO Removing and installin 
backrest cover with pad- 


ding > page 670 

Q Detaching backrest cov- 
er from padding and as- 
sembling > page 679 

Q For correct version refer 
to > Electronic parts 
catalogue 


Q After installing, make 
sure there are no crea- 
ses 


4 - Contour wire 


Q Inserted in pouch of 
backrest cover 


Q) For securing backrest A74-10470 


cover to backrest pad- 
ding 


5 - Upholstery clip 
Q For securing backrest cover to backrest padding 
QO) Renew 
Q Re-attach at the same location using upholstery clip pliers - V.A.G 1634- when installing 
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6 - Wire 
Q Foam-fitted in backrest padding 
Q For securing backrest cover to backrest padding 


7 - Outer backrest frame 


8 - Backrest padding 
QO Removing and installing backrest cover with padding > page 670 
Q Detaching backrest cover from padding and assembling > page 679 
Q For correct version refer to > Electronic parts catalogue 


1.2.3 Exploded view - backrest cover and padding, multi-contour seat 


1 - Tab 
OQ) With hook 


Q Stitched to backrest 
cover 


Q For engaging backrest 
cover in outer backrest 
frame 


2 - Backrest cover 


Q Removing and installing 
backrest cover with pad- 
ding > page 668 

Q Detaching backrest cov- 
er from padding and as- 
sembling > page 679 

üQ For correct version refer 
to = Electronic parts 
catalogue 


Q After installing, make 
sure there are no crea- 
ses 


3 - Wire 
QO Foam-fitted in backrest 
padding 
Q For securing backrest 


cover to backrest pad- 
Protecte@}jp ppyright. Copying for private or € 


permitted unless authorised by AUDI AG. AUD 
4 - Contour Wiren ecte.ss of informatio 


Q Inserted in pouch of 
backrest cover 


QO For securing backrest 
cover and backrest pad- 
ding 


5 - Upholstery clip 


QO) For securing backrest 
cover to backrest padding 


QO) Renew 
Q Re-attach at the same location using upholstery clip pliers - V.A.G 1634- when installing 


6 - Backrest padding 
QO) Removing and installing backrest cover with padding > page 668 
Q Detaching backrest cover from padding and assembling > page 679 
Q For correct version refer to > Electronic parts catalogue 
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7 - Outer backrest frame 
8 - Piping 
Q Stitched to backrest cover 
Q For engaging backrest cover in outer backrest frame 
Q Make sure piping is seated correctly in outer backrest frame 


1.3 Exploded view - head restraint cover and padding 


a Note 


+ The illustration shows the head restraint version with height adjustment and leather cover. 


@ The head restraint with height adjustment and fabric cover and the adjustable 4-position head restraint 
cannot be dismantled. 


1 - Fastening strip 
Q Flat strip and U-strip 


2 - Cover 
Q Leather 
Q Removing and installing 
=> page 681 


a Note 


The cover can only be kenewed on 
the head restraint versi p 7 
height adjustment and 
er. 


gather cov- 


3 - Padding 
Q Removing and installing 
= page 68T ained uniese auttfticed by AUDI AG. AUDI AG d 
4 - Mounting brackét' for Hea he Pprrectness of information in this % 
restraint 
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1.4 Overview - seat heating elements 


=> “1.4.1 Overview - seat heating elements, standard seat/sports 
seat”, page 655 


> “1.4.2 Overview - seat heating elements, seat ventilation”, page 
656 


> “1.4.3 Overview - seat heating elements, super sports seat”, 
page 657 


> “1.4.4 Overview - seat heating elements, multi-contour seat”, 
page 658 


1.4.1 Overview - seat heating elements, standard seat/sports seat 


1 - Seat padding 


Q For correct version refer 
to => Electronic parts 
catalogue 


2 - Heated seat cushion for 
driver seat - Z6- 


QO Passenger side: heated 
seat cushion for front 
passenger seat - Z8- 


OQ Removing and installing 
=> page 683 


Q For correct version refer 
to = Electronic parts 
catalogue 


Protected by copyright. Copying for private oriapmmercial purposes, in part or in whole, is not 


3 »Heated:backrest'fordriver A does not guarantee or accept any liability 
seat Zye.“ to the correctness of informatipp in this document. CopyngittyA e 


QO Passenger side: heated 
backrest for front pas- 
senger seat - Z9- 


Q nemov and installing 
> page 685 


Q) For correct version refer 
to > Electronic parts 
catalogue 


4 - Backrest padding 


Q For correct version refer 
to = Electronic parts 
catalogue 


5 - Electrical wiring 
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1.4.2 Overview - seat heating elements, seat ventilation 


1 - Heated seat cushion for 
driver seat - Z6- 


QO Passenger side: heated 
seat cushion for front 
passenger seat - Z8- 


Daylacotl and installing 

=> page 683 

Q For correct version refer 
to = Electronic parts 
catalogue 


2 - Seat occupied sensor (front 
passenger side) - G128- 

Q Gountry-specific ver, 
sion: pressure sensor 
for seat occupied recog- 
nition - G452- 
Equipment version 
(passenger side only) 


QO Removing and installing 
> page 193 
3 - Bolster heating 


Q) For correct version refer 
to > Electronic parts 
catalogue 


4 - Heated backrest for driver 
seat - Z7- 


QO Passenger side: heated 
backrest for front pas- 
senger seat - Z9- 


Q Removing and installing 


> page 685 
Q For correct version refer A i j 
to > Electronic parts mY a 
! A74-10443 
catalogue 


5 - Backrest padding 
Q For correct version refer to > Electronic parts catalogue 


6 - Electrical wire 


7 - Seat padding 
Q For correct version refer to > Electronic parts catalogue 
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1.4.3 Overview - seat heating elements, super sports seat 


1 - Seat padding 
Q For seat depth adjuster 
Q For correct version refer 


to = Electronic parts 
catalogue 


2 - Heated seat cushion for 
driver seat - Z6- 


OQ Passenger side: heated 
seat cushion for front 
passenger seat - Z8- 


Q Removing and installing 
> page 683 


Q For correct version refer 
to > Electronic parts 
catalogue 


3 - Backrest padding 
Q For correct version refer 
to = Electronic parts 
catalogue 


4 - Heated backrest for driver 
seat - Z7- 


QO Passenger side: heated 
backrest for front pas- 
senger seat - Z9- 

Q Removing and installing 
=> page 685 


Q For correct version refer 
to = Electronic parts 
catalogue 


5 - Electrical wire 
6 - Seat padding 
Q For correct version refer 


to > Electronic parts 
catalogue 
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1.4.4 Overview - seat heating elements, multi-contour seat 


1 - Seat padding 


Q For correct version refer 
to = Electronic parts 
catalogue 


2 - Heating element 
Q For leg support 


QO) Bonded to seat padding 
and connected to heat- 
ing element in seat cov- 
er; if defective, renew 
seat cover 


=> page 679 
3 - Seat bolster padding 


Q For correct version refer 
to = Electronic parts 
catalogue 


4 - Driver seat cushion lateral 
support heater - Z31- 


Q Passenger side: front 
passenger seat lateral 
support heater - Z33- 


QO) Heating element bon- 
ded onto seat bolster 
padding 

Q Removing and installing 
> “1.5.3 Removing and 
installing seat bolster 
padding on seat pan - 
multi-contour seat” 


page 663 
Q For correct version refer 
to = Electronic parts 9 
catalogue 
5 - Heated seat cushion for 


driver seat - Z6- 

ū Passenger side: heated seat cushion for front passenger seat - Z8- 

Q Bere gement siiig tehed. to, at CONG if see tive, renew s ae : 
parating = Ag ‘AL 


Q For correct version Per Biecrante pars enaiagdee™=" Copyright by AUDI AG. 


6 - Heated backrest for driver seat - Z7- 
QO Passenger side: heated backrest for front passenger seat - Z9- 
QO Heating element stitched to backrest cover; if defective, renew backrest cover 


> “1.8 Separating backrest cover and padding”, page 679 
Q For correct version refer to > Electronic parts catalogue 


7 - Backrest padding 
Q For correct version refer to > Electronic parts catalogue 


CH 


8 - Electrical wire 


9 - Seat bolster padding 
Q For correct version refer to > Electronic parts catalogue 
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1.5 Removing and installing seat pan cover 
and padding 


> “1.5.1 Removing and installing seat pan cover and padding - 
standard seat”, page 659 


> “1.5.2 Removing and installing seat pan cover and padding - 
sports seat/super sports seat”, page 661 


“ 


=> “1.5.3 Removing and installing seat bolster padding on seat pan 
- multi-contour seat”, page 663 


> “1.5.4 Removing and installing seat pan cover and padding - 
multi-contour seat”, page 665 


1.5.1 Removing and installing seat pan cover 
and padding - standard seat 


Special tools and workshop equipment required 
@ Front-end hook - 3370- 


WO0-11172 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove backrest > page 440 . 


— Equipment version with front passenger seat with child seat 
anchor: Remove ISOFIX child seat anchor > page 126 . 


— Equipment version with storage compartment: Remove stor- 
age compartment = page 487 . 


— Remove bracket for trim (sill side): 
@ Standard seat (with manual adjustment) > page 461. 
@ Standard seat (with electric adjustment) > page 464 
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Front passenger's seat - country-specific version with seat occu- 
pied recognition controlling deactivation of front passenger's air- 
bag: 


A Caution 


Do NOT unplug electrical connector -4- at seat occupied rec- 
ognition control unit - J706- . 


— Unplug electrical connector -3- at control unit. 
— Remove bolt -1-. 


- Disengage control unit -2- at retainer -arrow- and move control 
unit with wiring clear. 


Driver's and front passenger's seat (continued): 
- Disengage hooks of tabs -1- and -4- at seat pan -2-. 
— Unplug electrical connectors and move clear. 


— Disengage piping -3- of seat cover -5- using front-end hook - 
3370- (rear section). 


— Disengage piping -2, 4- of seat cover using front-end hook - 
3370- (front and side sections). 


— Detach seat cover -1- with padding from seat pan -3- and at 
the same time move clear wiring harness for seat heating and 
seat occupied sensor (if fitted). 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


AT4-10399 


¢@ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening:torques, renewing, components mmercial purposes 


etc. permitted unless authorised by AUDI AG. AUDI AG d g 
> “1.1.1 Exploded view - seat pan’cover and paddirg: Staridard n is document. Co 
seat”, page 646 


or in whole, is not 
ept any liability 
ight by AUDI AG 
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1.5.2 Removing and installing seat pan cover 
and padding - sports seat/super sports 
seat 


Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove backrest > page 440. 


— Equipment version with front passenger seat with ISOFIX child 
seat anchor: Remove ISOFIX child seat anchor > page 126 . 


— Equipment version with storage compartment: Remove stor- 
age compartment > page 487 . 


— Remove bracket for trim (sill side): 
@ Sports seat (with manual adjustment) > page 461 . 


@ Sports seat/super sports seat (with electric adjustment) 
=> page 464 


— Unplug electrical connectors and move clear. 
— Pull out seat depth adjuster as far as it will go. 
— Unclip fasteners -2-. 


— Swivel mounting bracket with seat padding and cover -1- for 
seat depth adjustment upwards -arrow- so far that fasteners 
remain disengaged. 


— Pull off mounting bracket -2- with padding and cover for seat 
depth adjustment at an angle (upwards towards front). 


[a] Note 


For greater clarity, lower seat pan frame is not shown in illustra- 
tion. rig! 


— Unclip fastening strips -1, 3, 4- on cover with padding from 
retaining tabs (at rear diagonally and to side). 
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- Todo so, unclip fastening strips -1- and -2- from retaining tabs 
-3- in direction of -arrows-. 


a Note 


Proceed very carefully when removing and clipping in the com- 
ponent as the fasteners can be damaged quite easily. 


Front passenger's seat - country-specific version with seat occu- 
pied recognition controlling deactivation of front passenger's air- 
bag: 


A Caution 


Do NOT unplug electrical connector -4- at seat occupied rec- 
ognition control unit - J706- . 


— Unplug electrical connector -3- at control unit. 
— Remove bolt -1-. 


- Disengage control unit -2- at retainer -arrow- and move control 
unit with wiring clear. 


Driver's and front passenger's seat (continued): 
- Disengage hooks of tabs -1- and -4- at seat pan -2-. 
- Unplug electrical connectors and move clear. 


- Disengage piping -3- of seat cover -5- using front-end hook - 
3370- (rear section). 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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— Disengage piping -1, 2- of seat cover using front-end hook - 
3370- (front and side sections). 


— Detach seat cover -4- with padding from seat pan -3- and at 
the same time move clear wiring harness for seat heating and 
seat occupied sensor (if fitted). 


[a] Note 


(Plastic) mounting bracket of seat depth adjuster remains on seat 
padding. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 

=> “1.1.2 Exploded view - seat pan cover and padding, sports seat/ 
super sports seat”, page 648 


1.5.3 Removing and installing seat bolster 
padding on seat pan - multi-contour seat 

Special tools and workshop equipment required 

@ Front-end hook - 3370- 


A?4-10405 


WO0-11172 
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Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


-— Remove front seat > page 415. 


- Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Remove backrest > page 441. 
- Disengage piping -5- at rear of seat pan using front-end hook 
- 3370-. 


B Note 


Ignore -1... 4-. 


Disengage piping of tab -3- at seat pan frame (sill side). 
Disengagepiping.-1,;and.-2,,at, seat.pan,frame,(Sill Side). orin whole, 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any | 
with respect to the correctness of information in this document. Copyright by AUDI A 


Lift seat cover -3- (tunnel side). 


Disengage piping of tab -1- at seat pan frame (tunnel side). 


Disengage piping -2- at seat pan frame (tunnel side). 
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— Unplug electrical connector -1- and move wiring for heating 
element clear. 


— Remove seat bolster padding -3, 4-. 


[a] Note 


Seat bolster padding -3, 4- only available with heating elements 


, 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


~ [ A74-10167 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 


etc. 
=> “1.1.3 Exploded view - seat pan cover and padding, multi-con- 
tour seat”, page 649 


1.5.4 Removing and installing seat pan cover 
and padding - multi-contour seat 


Special tools and workshop equipment required 
+ Front-end, hook.>3370- 


WO0-11172 
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+ Removal wedge - 3409- 


WO0-11118 


Removing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


- Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
> page 360. 


— Remove backrest > page 441. 


Front passenger's seat - country-specific version with seat occu- 
pied recognition controlling deactivation of front passenger's air- 
bag: 


A Caution 


Do NOT unplug electrical connector -4- at seat occupied rec- 
ognition control unit - J706- . 


- Unplug electrical connector -3- at control unit. F - i 


E 
re 
AT2-11524 


— Remove bolt -1-. 

- Disengage control unit -2- at retainer -arrow- and move control 
unit with wiring clear. 

Driver's and front passenger's seat (continued): 


— Remove bracket for trim (front), compressor and control unit 
for multi-contour seat > page 467 . 


- Disengage rubber strap -2- and piping -1- from front of seat 
pan. 
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— Disengage hooks of tabs -1 ... 4- at bottom of seat pan. 
— Disengage piping -5- at rear of seat pan using front-end hook 
370-. 


— Disengage piping of tab -3- at seat pan frame (sill side). 
— Disengage piping -1- and -2- at seat pan frame (sill side). 


— Move electrical wiring for heating element clear and detach 
seat bolster padding (sill side). 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
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— Lift seat cover -3- (tunnel side). 
— Disengage piping of tab -1- at seat pan frame (tunnel side). 
— Disengage piping -2- at seat pan frame (tunnel side). 


— Unplug electrical connector for heating element, move wiring 
clear and detach seat bolster padding (tunnel side). 


eT 


- Detach spreader rivet -2- from upholstery wire -1-. 
— Remove upholstery wire in centre of seat bolster -arrow C-. 


— Push upholstery wire down at front -arrow A- and detach from 
seat bolster -arrow B-. 


— Repeat procedure on opposite side. 


— Unplug electrical connectors to seat padding and move un- 
plugged wiring clear. 
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- Carefully lift seat cover with padding -1- at rear and disengage 
rubber strap -3- for seat cover at seat bolster. 


— Unclip fastening strip -2- for seat cover from cover for seat 
depth adjuster -arrows- using removal wedge - 3409- . 


— Detach seat cover and padding. 


Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 


> “1.1.3 Exploded view - seat pan cover and padding, multi-con- 
tour seat”, page 649 


1.6 Removing and installing backrest cover 
and padding 

> “1.6.1 Removing and installing backrest cover and padding - 

standard seat/sports seat”, page 668 


> “1.6.2 Removing and installing backrest cover and padding - 
super sports seat”, page 670 


> “1.6.3 Removing and installing backrest cover and padding - 
multi-contour seat up to 08.2012”, page 672 


> “1.6.4 Removing and installing backrest cover and padding - 
multi-contour seat from 09.2012 onwards”, page 674 


1.6.1 Removing and installing backrest cover 


and padding - standard seat/sports seat’: 


Special tools and workshop equipment required ”~ 
@ Removal lever - 80 - 200- 
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Removing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic wt ak (e.g. unplugging 


the electrical connector) the mechanic must discharge any 
Static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 


— Attach front seat to seat repair stand - VAS 6136- 
> page 360. 


— Remove backrest cover panel > page 444. 
— Remove head restraint > page 455 . 
— Remove backrest > page 440. 


— Equipment version with Rear Seat Entertainment: Remove 
mounting for Rear Seat Entertainment > page 450 . 


— Release clips -5- for backrest cover at outer backrest frame 
using removal lever - 80 - 200- . 


— Disengage piping -1 ... 4- on back of outer backrest frame. 


— Equipment version with seat ventilation: Move clear and un- 
plug electrical fan connectors. 


: EN 
A74-10393 


- Disengage contour wire -1- from back of outer backrest frame 


A74-10401 
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— Detach backrest cover with padding (bottom) from outer back- 
rest frame -1- towards front -arrow A-. 


- In area of side airbag at side, carefully disengage backrest 
padding -3- from padding protection -2- -arrow B- 


— Take backrest cover and padding upwards off outer backrest 
frame -arrow C-, at the same time guiding out wiring harness 
for backrest heating and seat ventilation if necessary. 


Installing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


AT4-10414 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 
=> “1.2.1 Exploded view - backrest cover and padding, standard 


seat/sports seat”, page 651 


1.6.2 Removing and installing backrest cover 
and padding - super sports seat 


Special tools and workshop equipment required 
+ Removal lever - 80 - 200- 


5, in part or in whe, is not 


nitte i jr ae aa orgied by AUDI AG. AUDI AG does not guarar y liability 
Removing 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


-— Remove front seat > page 415. 
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— Attach front seat to seat repair stand - VAS 6136- 
> page 360. 


— Remove backrest cover panel > page 444 . 
— Remove backrest > page 440 . 


— Equipment version with Rear Seat Entertainment: Remove 
mounting for Rear Seat Entertainment > page 450 . 


— Release clips -2- for backrest cover at outer backrest frame 
using removal lever - 80 - 200- . 


— Disengage piping -1- on back of outer backrest frame. 


-— Disengage rubber strap -1- on back of outer backrest frame. 
-— Disengage piping -2- on back of outer backrest frame. 


Protected by copyright. Copying for private or commercial p 
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— In area of side airbag, carefully pull backrest cover with back- 
rest padding -1- forwards as far as possible. 


— Remove bolt -2-. 


— Disengage side airbag -3- with hook from outer backrest frame 
-arrow-. 


— Disengage side airbag at padding protection and re-engage in 
outer backrest frame. 
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— Working from rear of backrest, reach beneath backrest pad- 
ding and locate release button -3-. 


— Press and hold release button of head restraint -2-. 


— With the help of a second mechanic, lift backrest padding and 
cover -1- with foam-fitted head restraint off outer backrest 
frame -arrow-. 


- Take backrest cover and padding upwards off outer backrest 
pelt at the same time guiding out wiring harness of backrest 
eating. 


Installing 


A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 


aa for installation: tightening torques, renewing components 
etc. 


> “1.2.2 Exploded view - backrest cover and padding, super 
sports seat”, page 652 


1.6.3 Removing and installing backrest cover 
and padding-~ a sien seat we to: pun 
08.2012 © with resp ass of information in this « 

Removing 

— Remove head restraint > page 455 . 


A WARNING 


Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


- Remove front seat > page 415. 


- Attach front seat to seat repair stand - VAS 6136- 
=> page 360. 


— Equipment version with Rear Seat Entertainment: Remove 
mounting for Rear Seat Entertainment > page 452 . 


— Remove backrest cover panel > page 445 . 
— Remove backrest fan > page 454 . 
— Remove backrest > page 441. 
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— Disengage piping -1, 2, 3- for backrest cover from outer back- 
rest frame. 


— Disengage hook -2- and piping -3- of backrest cover -1- from 
outer backrest frame. 


— Unplug electrical connectors and move clear. 


— Remove bolts -5-. 


— Disengage side airbag -2- with hook -4- from outer backrest 
frame -arrow-. 


- Disengage side airbag at padding protection -3- and re-en- 
gage in outer backrest frame. 
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— Unplug electrical connector -3-. 


— Press valve block -4- for massage mat upwards slightly 
-arrow A- to disengage at module carrier. 


— Carefully release catch -arrow B- and disconnect pneumatic 
lines -1- and -2-. 


— Repeat procedure on opposite side of backrest. 


- Disengage piping -1, 3, 4, 6- at upholstery wires -2- and -5-. 
— Move clear bellows -7- at lumbar support module carrier. 


- Move clear valve block with connected pneumatic lines at out- 
er backrest nama ang detach backrest cover ~ backrest 
padding: tected t pyright. Copying for private or commercial purposes, in part or in whole, is 

perr ad ur nle auth rised by AUDI AG. A AG doe ora 
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@ Observe safety regulations for pyrotechnic components 
> page 4. 


¢ Before handling pyrotechnic co seeded (e.g. plugging in 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
> “1.2.3 Exploded view - backrest cover and padding, multi-con- 
tour seat”, page 653 


1.6.4 Removing and installing backrest cover 
and padding - multi-contour seat from 
09.2012 onwards 


Removing 
— Remove head restraint > page 455 . 
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A WARNING 


$ Observe safety regulations for pyrotechnic components 
> page 4. 


¢@ Before handling pyrotechnic components (e.g. unplugging 
the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


— Remove front seat > page 415. 

— Attach front seat to seat repair stand - VAS 6136- 
> page 360. 

— Equipment version with Rear Seat Entertainment: Remove 
mounting for Rear Seat Entertainment > page 450 . 

— Remove backrest cover panel > page 440. 

— Remove backrest fan > page 454 . 


— Remove backrest > page 441 
by copyright. Copying for private gn .commercial our 

- sangaga piping -1, 2, 3- for backrest.cover from outer back: <: AG 
rest frame. Nith respect to the correctness of info 


- Disengage hook -2- and piping -3- of backrest cover -1- from 
outer backrest frame. 


— Unplug electrical connectors and move clear. 
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— Remove bolts -5-. 


— Disengage side airbag -2- with hook -4- from outer backrest 
frame -arrow-. 


— Remove side airbag downwards from pouch stitched into 
backrest cover. 


— Re-engage side airbag in outer backrest frame. 


d 
> 


Nie 


a” 
a 
KA| AG9-10633 


- Before disconnecting pneumatic lines, mark allocation of lines 
to connections on valve block with a waterproof felt-tip pen. 


- Disconnect pneumatic lines -1 ... 5- to all massage mat air 
cushions. 


[a | Note 


Disregard -item 6-. 


Protected by copyright. Copying for private or commercial purposes, in part or | 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accëpr anty 


to th t f,inf t hi C right b 
- To do so, press release ring -2- towards valve block 42°% C09 
-arrow A- and at the same time disconnect pneumatic line 
-3- -arrow B-. 


- Move clear pneumatic lines to all massage mat air cushions. 
— Repeat procedure on valve block on opposite side. 
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— Disengage piping -1- at upholstery wire. 

— Move clear bellows -2- at lumbar support module carrier. 
— Detach backrest cover with backrest padding. 

Installing 


A WARNING 


@ Observe safety regulations for pyrotechnic components 
> page 4. 


$ Before handling pyrotechnic components (e.g. plugging in 


the electrical connector) the mechanic must discharge any 
static electricity. This can be done by briefly touching the 
door striker plate, or similar. 


@ Observe all measures to be taken when installing the front 
seat > page 415. 


Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 

=> “1.2.3 Exploded view - backrest cover and padding, multi-con- 
tour seat”, page 653 

1.7 Separating seat pan cover and padding 


> “1.7.1 Separating seat pan cover and padding”, page 677 


> “1.7.2 Separating seat pan cover and padding - multi-contour 
seat”, page 679 


1.7.1 Separating seat pan cover and padding 


Special tools and workshop equipment required 
@ Upholstery clip pliers - V.A.G 1634- 


VAG 1634 
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Removing 
— Remove seat cover with padding for seat pan > page 659 . 


— Detach seat cover -1- from rear and sides of seat padding 
-2- and cut through upholstery clips -3- with pliers. 


A74-10320 


Equipment version with seat depth adjustment: 
— Unclip fastening strips -2- from fasteners -5-. 
— Disengage seat cover from tabs -4- on both sides. 


— Pull mounting bracket -3- with seat padding for seat depth ad- 
justment off seat cover -1-. 


- Detach seat cover -1- from seat padding -2- and cut through 
upholstery clips -3- with pliers -4-. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 

> “1.1.2 Exploded view - seat pan cover and padding, sports seat/ 
super sports seat”, page 648 


A7T4-10265 
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1.7.2 Separating seat pan cover and padding 
- multi-contour seat 

Special tools and workshop equipment required 

@ Upholstery clip pliers - V.A.G 1634- 


Removing 
— Remove seat cover and padding = page 665 . 


— Detach seat cover -1- from seat padding -2- and use pliers to 
cut through upholstery clips -3-. 


— Cut through electrical wiring -arrows- between heating ele- 
ment on leg support -4- and seat cover. 


(å) Note 


Leave old heating element on leg support and cover it with new 
heating element (component of seat cover). 

Installing 

Installation is carried out in the reverse order; note the following: 
— Align new heating element on leg support. 


— Peel protective film off heating element, taking care not to 
damage heating element. 


- Bond heating element exactly onto old heating element with- 
out any creases. 


Notes for installation: tightening torques, renewing components 
etc. 


> “1.1.3 Exploded view - seat pan cover and padding, multi-con- 
tour seat”, page 649 


1.8 Separating backrest cover and padding 


Special tools and workshop equipment required 


VAG 1634 


W00-11535 


AT4-10424 
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@ Upholstery clip pliers - V.A.G 1634- 


VAG 1634 


Removing 
— Remove backrest cover with backrest padding > page 668 . 
Standard seat/sports seat: 


— Detach backrest cover -1- as far as possible from backrest 
padding -2- and cut through upholstery clips -3- using pliers. 


AT4-10322 


Super sports seat: 


— Detach backrest cover -3- as far as possible from backrest 
padding -2- and cut through upholstery clips -1- using pliers. 


A7T4-10495 
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Multi-contour seat: 

— Detach backrest cover -2- as far as possible from backrest 
padding -1- and cut through upholstery clips -3- using pliers 
-4-. 

— Equipment version with backrest heating: Unplug electrical 
connector. 

Installing 

Installation is carried out in the reverse order; note the following: 

Notes for installation: tightening torques, renewing components 

> “1.2.3 Exploded view - backrest cover and padding, multi-con- 

tour seat”, page 653 


1.9 Removing and installing head restraint 
cover and padding 
[a] Note 


@ The cover can only be renewed on the head restraint Version’ it. Copying for pris 


with height adjustment and leather cover. 
@ The head restraint with height adjustment and fabric cover and 
the adjustable 4-position head restraint cannot be dismantled. 
Special tools and workshop equipment required 
+ Removal wedge - 3409- 


Removing 
— Remove head restraint > page 455 . 
— Open side fasteners -arrows- on cover -1-. 


sect to the correctness of informati 


A74-10166 


r commercial purposes, in 


» 


A74-10234 
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- To do so, insert removal wedge - 3409- or a flat screwdriver in 
between fastening ring of cover -1- in direction of -arrow A-. 


— Apply tension to bottom U-profile -3- in direction of -arrow B-. 
— Pull upper side of cover with flat profile -2- out of U-profile. 


Protected by copyright. Copying for private or co | rid in 
permitted unless authorised by AUDI AG. AUDI AQ does not ` 
with respect to the correctness of information ir] fhis docu 


AT4-10233 


— Open main fastener by inserting removal wedge - 3409- or flat 
screwdriver in between fasteners for cover. 


— Apply tension to bottom U-profile -1- in direction of -arrow A-. 
— Pull upper side of cover with flat profile -2- out of U-profile 


a Note 


To take out padding cover must be fully open. 


— Pull cover and padding upwards off head restraint mounting 
bracket and take out head restraint mounting bracket. 


- Remove padding -1- from cover -2-. 
Installing 


- Insert padding -1- in cover -2-, making sure it is correctly 
aligned. 


- Insert head restraint mounting bracket in padding with cover. 


A74-10231 
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— Close main fastener by folding over upper flat profile -1- of 
cover -2-. 


— Insert edge of fabric with flat profile into U-profile -5-. 


— The procedure for closing the side fasteners is similar to that 
for closing the main fastener. 


— After closing main fastener and side fasteners, use a needle 
or a pointed object to align cover and profiles. 


— Make sure cover is positioned on padding -3- without creases 
or seam marks. 


Perform remaining installation steps in reverse sequence; ob- ) ‘s 

serve the following: ` 

Notes for installation: tightening torques, renewing components O =) 
etc. : 
=> “1.3 Exploded view - head restraint cover and padding” 5 4 

page 654 


1.10 Removing and installing seat heating el- 
ement -Z6- / -Z8- 


(å) Note 


Multi-contour seat: The heating element is stitched to the seat 
cover. If defective, renew seat cover 


“ 


> “1.7.2 Separating seat pan cover and padding - multi-contour 
seat”, page 679. 


Removing 

— Separate seat cover and padding > page 677 . 

Standard seat: 

— Cut off electrical wire -2- directly at old heating element -1-. 


(å) Note 


Old heating elements remain on padding; new, sheRRII PARR: for olivat 
are bonded over old elements. yut j by AUI 
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Equipment version with seat ventilation: 


— Equipment-version with seat occupied sensor (front passenger 
side): Carefully disconnect seat occupied sensor -3- from 
heating element -1-. 


- Carefully release heating elements -A-, -B- and -C- from ad- 
hesive bond and detach. 


— Cut through connecting webs -arrows- and detach heating el- 
ements. 


a Note 


Old heating elements -D- remain on padding -2-; new heating el- 
ements are bonded over old elements. 


AT4-10431 


Sports seat/super sports seat: 


— Cut off electrical wire -3- directly at old heating element -2-. —— 3 


Ll 


[a| Note a AQ > 
Old heating elements remain on padding -1- and -4-; new heating ~~ > a 
yy 4 


elements are bonded over old elements. al 


A74-10460 


Installing 
Standard seat: 
- Align new heating elements on seat padding. 


— Peel protective film off heating elements one after the other, 
taking care not to damage heating elements. 


- Bond heating elements exactly onto old heating elements 
without any creases in the sequence -B, C, D, A-. 


— Route connection wires to individual heating elements in bot- 
tom of openings. 


AT4-10415 
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Equipment version with seat ventilation: 
— Align new heating elements on seat padding. 


— Peel protective film off heating elements one after the other, 
taking care not to damage heating elements. 


— Bond on heating elements in the sequence -A ... D- without 
any creases. 


— Route connection wires to individual heating elements in bot- 
tom of openings. 


Sports seat/super sports seat: 
— Align new heating elements on seat padding. 


— Peel protective film off heating elements one after the other, 
taking care not to damage heating elements. 


— Bond heating elements exactly onto old heating elements 
without any creases. 


— Route connection wires to individual heating elements in bot- 
tom of openings. 


All seat versions (continued): 


A74-10460 


The remaining installation steps are carried out in the reverse se- 
quence. 


Notes for installation: tightening torques, renewing components 
etc. = “1.4 Overview - seat heating elements”, page 655 


1.11 Removing and installing backrest heat- 
ing element -Z7- / -Z9- 
(ë) Note 


@ Multi-contour seat: The heating element is only available with 
seat bolster padding. If defective, renew seat bolster padding 
> “1.5.3 Removing and installing seat bolster padding on seat 

an - multi-contour seat”, page 663 . 


+è Multi-contour seat: The heating element is stitched to the 
backrest cover. If defective, renew backrest cover 
> “1.8 Separating backrest cover and padding”. page 679. 
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Removing 

— Separate backrest cover and padding > page 679 . 
Standard seat/sports seat: 

— Cut off electrical wire -3- directly at old heating element -2-. 


(à Note 


Leave old heating element on backrest padding -1- and cover it 
with new heating element. 


Equipment version with seat ventilation: 


- Carefully release heating elements -1- from adhesive bond 
and detach. 


Super sports seat: 
— Cut off electrical wire -1- directly at old heating element -2-. 


Protected by copyright. Copying for private or comme 
permitted unless authorised by AUDI AG. AUDI AG d 
Note with respect to the correctness of information in thi 
Leave old heating element on backrest padding -3- and cover it 
with new heating element. 
Installing 
— Align new heating element on backrest padding. 


— Peel protective film off heating element, taking care not to 
damage heating element. 


- Bond heating element exactly onto old heating element with- 
out any creases. 


The remaining installation steps are carried out in the reverse se- à ror 
\ -10496 
quence. 


Notes for installation: tightening torques, renewing components 
etc. > “1.4 Overview - seat heating elements”, page 655 
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2 Covers and padding on rear seats 


> “2.1 Exploded view - covers and padding”, page 687 


> “2.2 Exploded view - head restraint cover and padding”, 
page 695 


=> “2.3 Overview - seat heating elements”, page 696 
> “2.4 Removing and installing cover and padding”, page 700 


> “2.5 Removing and installing intermediate padding - backrest 
with load-through hatch”, page 707 


> “2.6 Detaching cover from padding”, page 708 


=> “2.7 Removing and installing head restraint cover and padding”, 
page 710 


> “2.8 Removing and installing seat heating elements”, 
page 711 


> “2.9 Removing and installing backrest heating element”, 
page 713 


2.1 Exploded view - covers.and.padding 


=> “2.1.1 Exploded view - seat cover and padding, 3-seat rear seat 
bench”, page 687 


> “2.1.2 Exploded view - seat cover and padding, 2-seat rear seat 
bench”, page 689 


> “2.1.3 Exploded view - backrest cover and padding, fixed rear 
seat backrest”, page 690 


> “2.1.4 Exploded view - backrest cover and padding, split rear 
seat backrest”, page 691 


> “2.1.5 Exploded view - backrest cover and padding, backrest 
with load-through hatch”, page 692 


> “2.1.6 Exploded view - backrest cover and padding, super 
sports seat”, page 693 


> “2.1.7 Exploded view - backrest cover and padding, multi-con- 
tour seat”, page 694 


2.1.1 Exploded view - seat cover and padding, 3-seat rear seat bench 
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1 - Seat frame 
2 - Upholstery clip 
QO) For securing seat cover 
to seat frame 
QO Renew 


QO Re-attach at the same 
location using uphols- 
tery clip pliers - V.A.G 
1634- when installing 


3 - Upholstery clip 


Q) For attaching seat cover 
to seat padding 


QO) Renew 


QO) Re-attach at the same 
location using uphols- 
byt pliers - V.A.G 
1634- when installing 

4 - Wire 

QO Foam-fitted in seat pad- 
ding 

Q For attaching seat cover 
to seat padding 


5 - Contour wire 


Q Inserted in pouch of seat 
cover 


Q For attaching seat cover 
to seat padding 


6 - Seat cover 


Q Removing and installing 
seat cover with padding 


=> page 700 


QO Detaching seat cover 
from padding and as- 
sembling > page 708 


Q For correct version refer to > Electronic parts catalogue 
Q After installing, make sure there are no creases 


7 - Piping Berea. ea 
Q Stitched to seat cover wan yeep 
QO) For securing seat cover to seat frame 
Q Make sure piping is seated correctly in seat frame 


8 - Seat padding 
QO Removing and installing seat cover with padding > page 700 
QO) Detaching seat cover from padding and assembling > page 708 
Q For correct version refer to > Electronic parts catalogue 
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2.1.2 Exploded view - seat cover and padding, 2-seat rear seat bench 


1 - Seat frame 
2 - Upholstery clip 
QO) For securing seat cover 
to seat frame 
QO Renew 
Q Re-attach at the same 
location when installing 
3 - Upholstery clip 
QO) For attaching seat cover 
to seat Padding cop 
Ronee: unless authorised b 
Q Re-attach at the same | 
location using uphols- 
tery clip pliers - V.A.G 
1634- when installing 
4-Wire 
QO Foam-fitted in seat pad- 
ding 
Q +For attaching seat cover 
to seat padding 


5 - Contour wire 


Q Inserted in pouch of seat 
cover 


Q For attaching seat cover 
to seat padding 
6 - Seat cover 


Q Removing and installing 
seat cover with padding 


=> page 700 
Q Detaching seat cover 
from padding and as- 


sembling > page 708 


Q For correct version refer 
to > Electronic parts catalogue 


Q After installing, make sure there are no creases 
7 - Piping 
Q Stitched to seat cover 
Q For securing seat cover to seat frame 
Q Make sure piping is seated correctly in seat frame 
8 - Seat padding 
QO) Removing and installing seat cover with padding > page 700 
Q Detaching seat cover from padding and assembling > page 708 
Q For correct version refer to > Electronic parts catalogue 
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2.1.3 Exploded view - backrest cover and padding, fixed rear seat backrest 


1 - Fastening strip 
Q Stitched to backrest 
cover 


Q) For engaging backrest 
cover in outer backrest 
frame 


2 - Backrest cover 
Q Removing and installing 
> page 704 


QO) Detaching backrest cov- 
er from padding and as- 


sembling > page 708 
3 - Piping 
Q Stitched to backrest 
cover 
Q For engaging backrest 
cover in outer backrest 
frame 
4 - Backrest padding 
Q Removing and installing 
=> page 704 
Q Detaching backrest cov- 
er from padding and as- 
sembling > page 708 
5 - Head restraint guide 
Q With retaining clip 
QO 3x 


Q Always fitted on right 
side of rear seat back- 


rest 
QO Removing and installing 
> page 543 10 A74-10444 


6 - Head restraint guide 
Q With button for adjusting height of head restraint 
QO 3x 
Q Always fitted on left side of rear seat backrest 
Q Removing and installing > page 543 


7 - Outer backrest frame 


8 - Contour wire Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
. permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
ü Inserted in pouch of backrest.cover .. the correctness of information in this document. Copyright by AUDI AG 


QO For securing backrest cover to backrest padding 
9 - Upholstery clip 

QO For securing backrest cover to backrest padding 

QO) Renew 

Q Re-attach at the same location using upholstery clip pliers - V.A.G 1634- when installing 
10 - Wire 

Q Foam-fitted in backrest padding 

Q For securing backrest cover to backrest padding 
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2.1.4 Exploded view - backrest cover and padding, split rear seat backrest 


1 - Backrest cover 

QO Removing and installing 
backrest cover with pad- 
ding > page 701 

Q Detaching backrest cov- 
er from padding and as- 
sembling > page 708 

Q For correct version refer 
to > Electronic parts 
catalogue 

Q After installing, make 
sure there are no crea- 
ses 


2 - Upholstery clip 
Q For securing backrest 
cover to backrest pad- 
ding 
QO Renew 


Q Re-attach at the same 
location using uphols- 
tery clip pliers - V.A.G 
1634- when installing 


3 - Wire 
QO Foam-fitted in backrest 
padding 
Q For securing backrest 
cover to backrest pad- 
ding 
4 - Contour wire 
Q Inserted in pouch of 


backrest cover 

Q For securing backrest 
cover to backrest pad- 
ding 


5 - Outer backrest frame 
Q Removing and installing > page 701 


6 - Intermediate padding (top) 
Q Removing and installing > page 701 
7 - Backrest padding 
Q Removing and installing backrest cover with padding > page 701 
Q Detaching backrest cover from padding and assembling > page 708 
Q For correct version refer to > Electronic parts catalogue 
8 - Piping 
Q Stitched to backrest cover 
Q For engaging backrest cover in outer backrest frame 
Q Make sure piping is seated correctly in outer backrest frame 
9 - Intermediate padding (bottom) 
QO) Removing and installing > page 701 
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2.1.5 Exploded view - backrest cover and padding, backrest with load-through 
hatch 


1 - Intermediate padding (bot- 
tom) 
Q Removing and installing 
=> page 707 
Q Engage padding at flap 
for load-through hatch 
and press on until it en- 
gages audibly 


2 - Backrest cover 


ü Removing and installing 
backrest cover with pad- 
ding > page 701 

Q Detaching backrest cov- 
er from padding and as- 
sembling > page 708 

Q For correct version refer 
to = Electronic parts 
catalogue 


Q) After installing, make 
sure there are no crea- 
ses 


3 - Upholstery clip 
Q For securing backrest 
cover to backrest pad- 
ding 
QO Renew 


QO Re-attach at the same 
location using uphols- 
tery clip pliers - V.A.G 
1634- when installing 


4 - Wire 
Q Foam-fitted in backrest 
padding 


Q For securing backrest 
cover to backrest pad- 
ding 

5 - Contour wire 
Q Inserted in pouch of backrest cover 
QO For securing backrest cover to backrest padding 


6 - Outer backrest frame 
Q Removing and installing > page 701 
7 - Intermediate padding (top) 
Q Removing and installing = page 701 
8 - Backrest padding 
Q Removing and installing backrest cover with padding > page 701 
Q Detaching backrest cover from padding and assembling > page 708 
Q For correct version refer to > Electronic parts catalogue 
9 - Fastening strip 
Q Stitched to backrest cover 
QO For engaging backrest cover in outer backrest frame 
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2.1.6 Exploded view - backrest cover and padding, super sports seat 


1 - Intermediate padding (bot- 
tom) 


QO Removing and installing 
> page 707 

Q Engage padding at flap 
for load-through hatch 
and press on until it en- 
gages audibly 


2 - Backrest cover 


Q Removing and installing 
backrest cover with pad- 
ding > page 701 

Q Detaching backrest cov- 
er from padding and as- 
sembling > page 708 

Q For correct version refer 
to = Electronic parts 
catalogue 


Q After installing, make 
sure there are no crea- 
ses 


3 - Upholstery clip 
Q For securing backrest 
cover to backrest pad- 
ding 
QO Renew 
Q Re-attach at the same 
location using uphols- 


tery clip pliers - V.A.G 
1634- when installing 


4-Wire 
Q Foam-fitted in backrest 
panang 


Q For securing backrest 
cover to backrest pad- 


ding 
5 - Contour wire Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
. permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
n Inserted In pouch of backrest, cover. to the correctness of information in this document. Copyright by AUDI AG 


Q For securing backrest cover to backrest padding 


6 - Outer backrest frame 
QO) Removing and installing > page 701 


7 - Intermediate padding (top) 
Q Removing and installing > page 701 


8 - Backrest padding 
Q Removing and installing backrest cover with padding > page 701 
Q Detaching backrest cover from padding and assembling > page 708 
Q For correct version refer to > Electronic parts catalogue 


9 - Fastening strip 
Q Stitched to backrest cover 
Q For engaging backrest cover in outer backrest frame 
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2.1.7 Exploded view - backrest cover and padding, multi-contour seat 


1 - Backrest cover 
Q Removing and installing 
backrest cover with pad- 
ding > page 705 


Q Detaching backrest cov- 
er from padding and as- 
sembling > page 708 

2 - Upholstery clip 

Q For securing backrest 
cover to backrest pad- 
ding 

QO Renew 

Q Re-attach at the same 
location using uphols- 
tery clip pliers - V.A.G 
1634- when installing 


3 - Outer backrest frame 


4 - Backrest padding 
QO Removing and installin 
backrest cover with pad- 
ding > page 705 


Q Detaching backrest cov- 
er from padding and as- 
sembling > page 708 

5 - Piping 

Q Stitched to backrest 

cover 


Q) For engaging backrest 
cover in outer backrest 
frame 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
with respect to the correctness of information in this document. Copyright by AUDI AG 
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2.2 Exploded view - head restraint cover and padding 


1 - Mounting bracket for head 
restraint 
2 - Padding 
OQ) Removing and installing 
=> page 710 
3 - Cover 


ū Cannot be separated 
from padding on con- 
venience equipment 
version 

Q Removing and installing 
=> page 710 


4 - Fastening strip 


ial purposes, part or in whole, is not 
les not guarang™® or accept any liability 
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2.3 Overview - seat heating elements 


> “2.3.1 Overview - seat heating elements, standard seat/sports 
seat”, page 696 


> “2.3.2 Overview - seat heating elements, super sports seat” 
page 697 


> “2.3.3 Overview - seat heating elements, multi-contour seat” 
page 698 


> “2.3.4 Overview - seat heating elements, country-specific ver- 
sion”, page 699 


2.3.1 Overview - seat heating elements, standard seat/sports seat 


a Note 


The illustration shows the equipment version with folding rear seat bench. 


1 - Heating element 
Q For leg support 
Q Removing and installing 
> page 711 


Q For correct version refer 
to = Electronic parts 
catalogue 


or in whole, is not 
Y ept any liability 


y AUDI AG 


2 - Heated bench seat cushion 
for rear left seat - Z10- 


QO) Passenger side: heated 
bench seat cushion for 
rear right seat - Z12- 


Q Removing and installing 
> page 711 

Q For correct version refer 
to > Electronic parts 
catalogue 


3 - Backrest padding 


Q) For correct version refer 
to = Electronic parts 
catalogue 


4 - Heated backrest for rear left 
seat - Z11- 


QO Passenger side: heated 
backrest for rear right 
seat - Z13- 


QO Removing and installing 
> page 713 
Q For correct version refer 


to > Electronic parts 
catalogue 


5 - Electrical wire 


6 - Seat padding 
Q For correct version refer to > Electronic parts catalogue 
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2.3.2 Overview - seat heating elements, super sports seat 


1 - Heating element 
Q For leg support 


OQ) Removing and installing 
> page 711 

Q For correct version refer 
to > Electronic parts 
catalogue 


2 - Heated bench seat cushion 
for rear left seat - Z10- 


QO Passenger side: heated 
bench seat cushion for 
rear right seat - Z12- 

Q Removing and installing 
=> page 711 

Q For correct version refer 
fo > Electronic parts 
catalogue Ee authorised by AUDI A 

3 . Seat' padding” the correctness of in 


Q For correct version refer 
to = Electronic parts 
catalogue 


4 - Heated backrest for rear left 
seat - Z11- 


QO Passenger side: heated 
backrest for rear right 
seat - Z13- 

Q Removing and installing 
=> page 713 

Q For correct version refer 
to = Electronic parts 
catalogue 


5 - Backrest padding 


Q For correct version refer 
to = Electronic parts 
catalogue 


6 - Electrical wire 
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2.3.3 Overview - seat heating elements, multi-contour seat 


1 - Heating element 
ü For leg support 


QO Heating element stitch- 
ed to seat cover; if de- 
fective, renew seat cov- 
er 
> “2.6 Detaching cover 
from padding”, 
page 708 


2 - Seat cover 


3 - Heated bench seat cushion 
for rear left seat - Z10- 


QO Passenger side: heated 
bench seat cushion for 
rear right seat - Z12- 


ü Heating element stitch- Jp 
ed to seat cover; if de- with respect tail 
fective, renew seat cov- 


Protected by copy 


er 
> “2.6 Detaching cover 
from padding”, 

page 708 


4 - Backrest cover 


5 - Backrest padding 


Q For correct version refer 
to > Electronic parts 
catalogue 


6 - Heated backrest for rear left 
seat - Z11- 


QO) Passenger side: heated 
backrest for rear right 
seat - Z13- 


Q Heating element stitch- 


ed to backrest cover; if 
defective, renew back- 
rest cover > “2.6 Detaching cover from padding”, page 708 


7 - Electrical wire 


8 - Seat padding 
Q For correct version refer to > Electronic parts catalogue 
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2.3.4 Overview - seat heating elements, country-specific version 


1 - Heating element 
Q For leg support 
QO Removing and installing 
> page 712 


2 - Right bolster heater for driv- 
er side rear seat - Z85- 


QO) Passenger side: right 
bolster heater for pas- 
senger side rear seat - 
Z89- 


QO Bonded to seat padding 
OQ) Removing and installing 
> page 712 


3 - Heated bench seat cushion 
for rear left seat - Z10- 


QO Passenger side: heated 
bench seat cushion for 
rear right seat - Z12- 


QO Heating element stitch- 
ed to seat cover; if de- 
fective, renew seat cov- 
er 


> “2.6 Detaching cover 
from padding’, 
page 708 


Q For correct version refer 
to > Electronic parts 
catalogue 


4 - Electrical wire 


5 - Right bolster heater for driv- 
er side rear seat backrest - 
Z87- 


OQ Passenger side: right 
bolster heater for pas- 
senger side rear seat 
backrest - Z91- 


Q Bonded to seat padding 
Q Removing and installing > page 714 


6 - Heated backrest for rear left seat - Z11- 
Q Passenger side: heated backrest for rear right seat - Z13- 
Q Heating element stitched to backrest cover; if defective, renew backrest cover 
> “2.6 Detaching cover from padding”, page 708 
Q For correct version refer to > Electronic parts catalogue 
7 - Left bolster heater for driver side rear seat backrest - Z86- 
QO Passenger side: left bolster heater for passenger side rear seat backrest - Z90- 
QO Bonded to seat padding 
QO Removing and installing > page 714 


8 E Electrical WILE aion Copying for private or commercial purposes, in part or in whole, is not 

9 - Left bolster heater för driver side tear seat ="ZB4- o n uae 
Q Passenger side: left bolster heater for passenger side rear seat - Z88- 
Q Bonded to seat padding 
Q Removing and installing > page 712 


2. Covers and padding on rear seats 


699 


CORD Audi A6 2011 > , Audi A6 China 2012 > 
Aue: General body repairs, interior - Edition 10.2016 


2.4 Removing and installing cover and pad- 
ding 


=> “2.4.1 Removing and installing cover and padding - rear seat 
bench”, page 700 


> “2.4.2 Removing and installing cover and padding - split rear 
seat backrest’, page 701 


> “2.4.3 Removing and installing cover and padding - fixed rear 
seat backrest”, page 704 


=> “2.4.4 Removing and installing cover and padding - multi-con- 
tour seat”, page 705 


2.4.1 Removing and installing cover and pad- 
ding - rear seat bench 
Special tools and workshop equipment required 


@ Upholstery clip pliers - V.A.G 1634- 
VAG 1634 


Removing 
— Remove rear seat bench > page 531. 


- 2-seat rear seat bench: Remove centre storage compartment 
=> page 535. 


- Equipment version with multi-contour seat: Unclip seat pad- 
ding clips -1- at seat frame -2-. 


— Equipment version with rear seat backrest fan: Unclip con- 
necting piece -1- of air mat from fan for rear seat bench 
-arrow-. 
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— Pinch off upholstery clips -2- for seat cover all around seat 
frame with pliers. 


— Detach seat cover -1- with seat padding from seat frame. 


2-seat rear seat bench: 


— Pinch off upholstery clips -2- for seat cover all around seat 
frame with pliers. 


— Disengage piping -3- on seat frame. 

— Detach seat cover -1- with padding from seat frame. 
Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. = “2.1 Exploded view - covers and padding”, page 687 


2.4.2 Removing and installing cover and pad- 
ding - split rear seat backrest 

Special tools and workshop equipment required 

+ Removal wedge - 3409- 


iole, is not 
cept any liability 
y AUDI AG 
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Removing 

— Remove rear seat backrest > page 544 . 

— Remove head restraint (rear) > page 540 . 

— Remove trim for locking mechanism > page 557 . 


— Release clips -1- for backrest cover from outer backrest frame 
around inner pivot pin using removal lever - 3409- . 


A?4-10402 


1/3 section of rear seat backrest (left-side): 


— Starting at locking mechanism, prise fastening strip -2- for 
backrest cover off outer backrest frame -3- all around 
-arrow- using a screwdriver. 


— Equipment version with seat heating: Move clear electrical 
connector for seat heating. 


— Remove head restraint guides (rear) > page 543 . 


- Detach backrest cover -1- with backrest padding from outer 
backrest frame. 


A74-10419 


2/3 section (right-side) of rear seat backrest without load-through 
hatch: 


— Equipment version without storage box: Remove trim for cen- 
tre armrest (rear) > page 567 . 


— Equipment version with storage box: Remove storage box in 
centre console (rear) > page 535 . 


— Equipment version with 3-seat rear seat backrest: Remove 
centre belt guide (rear) > page 114. 


- Disengage piping -2- for backrest cover in opening in backrest ee = = —= 
ae b centre armrest (rear) from hooks -1- of outer back- 
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— Starting at locking mechanism, prise fastening strip -2- for 
backrest cover off outer backrest frame -3- all around 
-arrow- using a screwdriver. 


— Equipment version with seat heating: Move clear electrical 
connector for seat heating. 


— Remove head restraint guides (rear) > page 543 . 


— Detach backrest cover -1- with backrest padding from outer 
backrest frame. 


AT4-10420 


2/3 section (right-side) of rear seat backrest with load-through 
hatch: 


— Remove centre armrest (rear) with flap for load-through hatch 
=> page 563. 


— Remove trim frame for load-through hatch > page 562 . 


— Starting at locking mechanism, prise fastening strip -2- for 
backrest cover off outer backrest frame -3- all around 
-arrow- using a screwdriver. 


ett. 
— Using a screwdriver, prise fastening strip -4- for backrest cover 
off load-through hatch all around. z 
- Equipment version with seat heating: Move clear electrical 4 2 
connector for seat heating. 
— Remove head restraint guides (rear) > page 543 . 
— Detach backrest cover -1- with backrest padding from outer 


backrest frame. 


Installing 
Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. > “2.1 Exploded view - covers and padding”, page 687 
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2.4.3 Removing and installing cover and pad- 


Removing 


ding - fixed rear seat backrest 


Remove rear seat backrest > page 548 . 


Remove centre armrest with bracket and hinges 
=> page 571. 


Remove head restraint (rear) > page 540 . 

Disengage piping -1- and -2- on side of outer backrest frame. 
Repeat procedure on opposite side of rear seat backrest. 
Prise off fastening strip -4- at top of outer backrest frame. 
Prise of etema eek ROTO Gr tater backrest Tantei 


Disengagé backrést cover at bottom’ of oliter backrest frame” ^S 
-arrows-. 


Disengage piping -2- for backrest cover in opening in backrest 
padding for centre armrest (rear) at outer backrest frame. 


Disengage piping -1- for backrest cover in opening in backrest 
padding for centre armrest (rear) from hooks of outer backrest 
frame. 


Disengage backrest cover from mountings -arrows- for centre 
armrest (rear). 


Remove head restraint guides (rear) > page 543. 


Detach backrest cover with padding from outer backrest 
frame. 


A74-10433 


= 


704 Rep. gr.74 - Seat - padding, covers 


Audi A6 2011 > , Audi A6 China 2012 > | 
General body repairs, interior - Edition 10.2016 Auer 


Installing 
Installation is carried out in the reverse order; note the following: 


— First engage fastening strip at bottom of outer backrest frame, 
and then pull backrest cover up so it is taut. 


— Fold fastening strip -1- around inwards -arrow A- by 180°. 


— Engage fastening strip in metal tabs -2- on outer backrest 
frame -arrows B- 


Notes for installation: tightening torques, renewing components 


etc. 
> “2.1.3 Exploded view - backrest cover and padding, fixed rear 
seat backrest’, page 690 


2.4.4 Removing é and installing c cover and pad- 


Protected by copyrig opying fo 
Jomniteduniowe «Ging + multi-contour 


with respect to the correctness nformation in this document 


Special tools and workehoo € equipment realiired 
@ Upholstery clip pliers - V.A.G 1634- 


bility 


Removing 

— Remove multi-contour seat > page 548 . 

— Remove side airbag (rear) > page 160. 

— Remove head restraint (rear) > page 542. 

— Remove head restraint guides (rear) > page 544 . 

— Remove rear seat backrest fan > page 556 . 

— Unplug electrical connectors for seat heating and move clear. 


- Before disconnecting pneumatic lines, mark allocation of lines 
to connections on valve block with a waterproof felt-tip pen. 


— Disconnect pneumatic lines to all massage mat air cushions. 


— Todo so, press release ring -2- towards valve block -1- 
-arrow A- and at the same time disconnect pneumatic line 
-3- -arrow B-. 


VAG 1634 
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— Cut through upholstery clips -1 and 2- with pliers. 


A A74-10483 


— Disengage piping -1- for backrest cover -2- all around outer 
backrest frame. 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 


- Disengagerubber collar -1“for-air mat at':moduleycarrier förs- 
lumbar support and push out towards front -arrow-. 


— Detach backrest cover with padding from outer backrest 
frame. 


Installing 
Installation is carried out in the reverse order; note the following: 


- Connect pneumatic lines and then pull lines to check that plug- 
in connector is engaged properly. 


Notes for installation: tightening torques, renewing components 
etc. 

=> “2.1.7 Exploded view - backrest cover and padding, multi-con- 
tour seat”, page 694 
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2.5 Removing and installing intermediate 
padding - backrest with load-through 
hatch 


> “2.5.1 Removing and installing intermediate padding (bottom)”, 
page 707 


> “2.5.2 Removing and installing intermediate padding for centre 
armrest - country-specific version”, page 707 


> “2.5.3 Removing and installing padding for centre armrest 
(rear)”, page 708 


2.5.1 Removing and installing intermediate 
padding (bottom) 

Removing 

— Remove flap for load-through hatch > page 563 . 


— Using a screwdriver, release retaining tabs -3- and at the same 
time press down intermediate padding -2- -arrow A-. 


— Swivel intermediate padding up -arrow B-, disengage it from 
flap for load-through hatch (bottom) -1- and detach. 


Installing 


Perform remaining installation steps in reverse sequence; ob- 
serve the following: 


A72-11535 


Notes for installation: tightening torques, renewing components 


etc. 
> “3.5.3 Exploded view - centre armrest, backrest with load- 
through hatch”, page 525 


2.5.2 Removing and installing intermediate 
padding for centre armrest - country- 
specific version 


Removing 


— Remove centre armrest (rear) > page.565..... 
— Remove bolts -arrows-. sai 


— Detach intermediate padding -1- towards front from centre 
armrest (rear) -2-. 


Installing 
Installation is carried out in the reverse order; note the following: 
Notes for installation: tightening torques, renewing components 


etc. 
=> “3.5.5 Exploded view - centre armrest, country-specific ver- 
sion”, page 528 
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2.5.3 Removing and installing padding for 
centre armrest (rear) 

Removing 

— Remove armrest (rear) > page 577. 

— Remove trim panel for centre armrest (rear) > page 573 . 

— Remove bolts -arrows-. 


Detach padding -1- from armrest (bottom section) -2-. 
Unplug electrical connector for ambient lighting. 


Removing grip moulding 
— Remove bolts -arrows-. 
— Lift off grip moulding -1-. 


Æ A72-11593 


Lia 


Removing head padding 

— Remove bolts -arrows-. 

- Press padding -1- out of padding -2- for armrest (rear). 
Installing 

Installation is carried out in the reverse order; note the following: 


Notes for installation: tightening torques, renewing components 
etc. 

= “3.5.5 Exploded view - centre armrest, country-specific ver- . 
sion”, page 528 TALS 


2.6 Detaching cover from padding 


Special tools and workshop equipment required 
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@ Upholstery clip pliers - V.A.G 1634- 
VAG 1634 


W00-11535 


Separating 
— Remove seat cover and padding > page 700. 
Rear seat bench: 


— Pinch off stent | clips for seat cover all around seat frame 
with pliers > page 700 . 


— Detach seat cover with seat padding from seat frame. 


— Equipment version with seat heating: Move clear electrical 
connector for seat heating. 


— Detach cover -1- as far as possible from Soph -3- and use 
pliers to cut through upholstery elips +2:P"\ 


- Disengage seat cover from’ opening for belt pines in seat 
padding -arrow- and detach. 


— Seat cover with heating elements: Carefully release heating 
elements from adhesive bond and detach. 


[a] Note 


The illustration shows the 3-seat rear seat bench. 


A7T4-10418 


Rear seat backrest: 


— Detach backrest cover -1- as far as possible from backrest 
padding -3- and cut through upholstery clips -2- using pliers. 


A74-10422 
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Rear seat backrest (multi-contour seat): 


- Detach backrest cover -3- as far as possible from backrest 
padding -2- and cut through upholstery clips -1- using pliers. 


— Equipment version with heating element stitched to backrest 
cover: Carefully release heating element from adhesive bond 
and detach. 


Installing 
Install in reverse sequence. 


Notes for installation: tightening torques, renewing components 
etc. > “2.1 Exploded view - covers and padding”, page 687 


A7T4-10502 


2.7 Removing and installing head restraint 
cover and padding 

Removing 

— Remove head restraint (rear) > page 540 . 


— Open fastener; to do so, prise the upper side of cover with flat 
profile -1- out of head restraint mounting bracket with a screw- 
driver and detach. 


— Prise lower side of cover with U-profile -2- out of head restraint 
mounting bracket and detach. 


— Pull cover -3- and padding upwards off head restraint mount- 
ing bracket -4- -arrow- and take out head restraint mounting 
bracket. 


— Remove padding from cover. 

Installing 

- Insert padding in cover, making sure it is correctly aligned. 

- Insert head restraint mounting bracket in padding with cover. 


- Close fastener; to do so, first clip upper U-profile of cover into 
head restraint mounting bracket. 


— Clip edge of cover with bottom flat profile of cover into U-pro- 
file. 


— After closing fastener, use a needle or a pointed Object tọ align. 
cover and profiles. permitted unless authorised by AUDI AG.. A anaa not ca 


à. AUDI A 


i .,. _ With respect to the correctness of information in this document. Copyright by A 
— Make sure cover is positioned on padding without creases or 
seam marks. 


The remaining installation steps are carried out in the reverse se- 
quence. 
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2.8 Removing and installing seat heating el- 
ements 


> “2.8.1 Removing and installing seat heating element - standard 
seat/sports seat/super sports seat”, page 711 


> “2.8.2 Removing and installing seat heating element - multi- 
contour seat”, page 712 


2.8.1 Removing and installing seat heating el- 
ement - standard seat/sports seat/super 
sports seat 

Removing 


— Separate seat cover and padding for rear seat bench 
> page 708. 


— Cut off electrical wire -3- directly at old heating element -2-. 


(å) Note 


Old heating elements remain on padding; new heating elements 
are bonded over old elements. 


A74-10410 


Installing 
— Align new heating elements on seat padding. 


— Peel protective film off heating elements one after the other, 
taking care not to damage heating elements. 


— Bond heating elements exactly onto old heating elements 
without any creases in the sequence -2- and -1-. 


— Route connection wires to individual heating elements in bot- 
tom of openings. 


The remaining installation steps are carried out in the reverse se- 
quence. 


Notes for installation: tightening torques, renewing components 
etc. > “2.3 Overview - seat heating elements”, page 696 
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2.8.2 Removing and installing seat heating el- 
ement - multi-contour seat 
Removing 


— Separate seat cover and padding for rear seat bench 
> page 708. 


— Cut off electrical wire -3- directly at old heating element. 


(å Note 


Old heating elements remain on padding -5-; new heating ele- 
ments are bonded over old elements. 


| 


A?4-10485 


Installing 
— Align new heating elements on seat padding. 


— Peel protective film off heating elements one after the other, 
taking care not to damage heating elements. 


- Bond heating elements exactly onto old heating elements 
without any creases in the sequence -1-, -2- and -4-. 


— Route connection wires to individual heating elements in bot- 
tom of openings. 


The remaining installation steps are carried out in the reverse se- 
quence. 


Notes for installation: tightening torques;:renewing components 
etc. > “2.3 Overview - seat heatingelements”, page’696 
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2.9 Removing and installing backrest heat- 
ing element 


> “2.9.1 Removing and installing backrest heating element - 
standard seat/sports seat/super sports seat”, page 713 


> “2.9.2 Removing and installing backrest heating element - multi- 
contour seat”, page 714 


2.9.1 Removing and installing backrest heat- 
ing element - standard seat/sports seat/ 
super sports seat 

Removing 


— Detach backrest cover from padding for rear seat backrest 
> page 708 . 


— Cut off electrical wire -1- directly at old heating element -3-. 


[a] Note 


@ Leave old heating element on backrest padding -2- and cover 
it with new heating element. 


è The illustration shows the equipment version with folding rear 
seat bench. 


Installing permitt 


with respect to the correctness of information in this docume 


— Align new heating element on backrest padding. 


— Peel protective film off heating element, taking care not to - 
damage heating element. 


- Bond heating element exactly onto old heating element with- 
out any creases. 


The remaining installation steps are carried out in the reverse se- 
quence. 


Notes for installation: tightening torques, renewing components 
etc. > “2.3 Overview - seat heating elements”, page 696 
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2.9.2 Removing and installing backrest heat- 
ing element - multi-contour seat 
Removing 


— Detach backrest cover and backrest padding for rear seat 
backrests > page 708 . 


— Cut off electrical wire -1- directly at old heating elements 
-2 and 4-. 


a Note 


Old heating elements remain on padding -3-; new heating ele- 
ments are bonded over old elements. 

Installing 

— Align new heating elements on seat padding. 


— Peel protective film off heating elements one after the other, 
taking care not to damage heating elements. 


A74-10503 


— Bond heating elements exactly onto old heating elements 
without any creases. 


The remaining installation steps are carried out in the reverse se- 
quence. 


Notes for installation: tightening torques, renewing components 
etc. > “2.3 Overview - seat heating elements”, page 696 
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